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INTRODUCTION. 


Tuts work is the first of a series, entitled 
ILLusTRaTIONS OF ScrENCE, by Professors of 
King’s College, London, to be published at in- 
tervals of three months, 4nd continued until the 
circle of the Physical Sciences and the Sciences 
of Observation is embraced in it. The author 
has proposed to himself the development of that 
system of experimental facts and _ thcoretical 
principles on which the whole superstructure 
of mechanical art may be considered to rest, 
and its introduction, under an available form, 
to the great business of practical education. 
To effect this object, and to reconcile, as far 
as it may be possible, the strictly scientific with 
the popular and elementary character of the 
undertaking, a new method has been sought, 
the nature of which is sufficiently indicated by 
its title — Illustrations of Mechanics. The 
work consists, in: fact, of a series of illustra- 
tions of the science of mechanics, arranged in 
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the order in which the parts of that science 
succeed each other, and connected by such ex- 
planations only, as may serve to carry the mind 
on from one principle to another, and enable it 
to embrace and combine the whole—a plan 
which leaves to the author the selection of such 
elements only of his science as are capable of 
popular illustration, and as come within the limits 
of practical instruction ; and which enables him 
to exclude from his work all abstract reasoning, 
and mathematical deduction. 

Throughout, an attempt is made to give to the 
various illustrations an entirely elementary and 
practical character ; and each illustration form- 
ing a short distinct article, the subject of which 
is enunciated at the commencement of it, the 
work has assumed a broken form, adapted 
peculiarly, it is conceived, to the purposes of 
scholastic instruction. 

It is an idea which presents itself to the mind 
of every man who has children to educate and 
provide for, which is a constant subject of com- 
ment and discussion, and which prevails through 
all classes of society, that a portion of the school 
life of a boy ought to be devoted ;to the ac- 
quisition of those general principles of practical 


knowledge of which the whole business of his 
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subsequent life is to form a special application ; 

that there ought, in fact, to be commenced by 

him at school a common apprenticeship to those. 
great elements of knowledge, on which hang all 

the questions of interest which are to surround 

him in nature, and which are destined, under 

the form of practical science, to take an active 

share in the profession, trade, manufacture, or 

art, whatever it may be, which is hereafter to 

become the occupation of his life. 

It is the object of this work, and of the Series 
of which it forms part, to promote this great 
business of PRACTICAL EDUCATION, by supplying 
to the instructors of youth a system of element- 
ary science, adapted to the ordinary forms of 
instruction. No one can doubt that the same 
capabilities in the scholar, united to the same 
zeal in the master, which now suffice to carry 
the elements of a classical education to the very 
refinements of philological criticism, would be 
equal to the task of inStruction in the nomencla- 
ture of the physical sciences, their fundamental 
experiments, their elementary reasonings, and 
their chief practical results; nor can it be ques- 
tioned that the ordinary intelligence of youth, 
and common diligence on the part of their teach- 
ers, would enable them to master the secrets of 
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the more important of the arts, and the chief 
processes of the manufactures; and would place 

» within their reach the elements of natural his- 
tory, the general classification of the animal and 
vegetable kingdoms of nature, and their various 
ministries to the uses of man. 

These are elements of a knowledge which is 
of inestimable value in’ the affairs of life; and 
the interests of this great commercial and manu- 
facturing community claim that they should no 
longer be left to find their way to the young 
mind (if, indeed, they reach it at all) rather as 
a relaxation of the graver business of education 
than as a part of it. 

That instruction which does not unite with all 
other knowledge the knowledge of those great 
truths of religion on which rests, as its found- 
ation, the fabric of human happiness, can at 
best be considered but as a questionable gift. 
As a work of education, therefore, any treatise 
which, having for its object the development of 
principles of natural knowledge, did not point 
to the great Author.of nature, would be an im- 
perfect work; and, more than this, such a work, 
considered in a scientific point of view, would 
assuredly bear on its face a blemish; for, were 
it not an impiety to discuss the infinite mani- 
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festation of wisdom and goodness in creation 
otherwise than with sentiments of reverence to 
the Creator, and deep humility before him, it 
sould at best be considered but as an affectation 
inda folly. It is under the influence of this 
conviction that, in the following work, the laws 
of the natural world have been taught — where 
the opportunity has been presented — with a 
direct reference to the power, the wisdom, and 
the goodness of God. 

The illustrations of the mechanical properties 
of matter and the laws of force are drawn pro- 
miscuously and almost equally from art and 
NATURE. | 

It is not by design that examples taken from 
these distinct sources thus intermingle, but 
simply because they suggest themselves as readily 
from the one source as the other — from nature 
as abundantly as from art. 

An important truth is shadowed forth in this 
fact. 

There is a RELATION between art and Na- 
TURE —a relation amounting to more than a- 
resemblance ; —a relation by which the eye of 
the practical man may be guided to that God 
who works with him in every operation of his 
skill, and mechanical art elevated from a position 
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which is sometimes unjustly assigned to It among 
the elements of knowledge. It cannot be mis- 
placed in this commencement of a work, which 
has for its object to develop the great principles 
of natural science, and which bears upon its title 
the arms and the motto of an institution formed 
to unite instruction in the precepts of religious 
knowledge with the elements of human learning, 
to point out this relation, The following illus- 
tration will serve the purpose, and will assimi- 
late with the general method of the work : — 

“T take up a work of art, [examine it, I see on 
it stamped the evidence of the power and skill, 
the judgment and -knowledge, of the maker: 
there is the evidence of design in it, there is 
proof of the economy of labour — its material is 
suited for its wse, and as little of it as possible is 
used, and its form is controlled by a perception, 
however imperfect, of the beauty and regularity 
of form. These are things, the evidence of 
which I| perceive in the thing itself. It matters 
not that I saw it not made, —that I know not 
the maker — that he has never instructed me in 
the secret of his art: for centuries he may have 
been dead, and may have left no record of the 
manner of his working. 


This matters not, I see plainly the design with 
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which he wrought. The thoughts of his mind 
rise up before mine as though I were present 
to them — stamped upon it are the traces of in- 
telligence, power, and skill, which have operated 
in its formation — invisible things—no hand 
any longer works in it — no skill has any longer 
its visible exercise in it—no name is inscribed 
upon it—no legend records for me the fact 
that there wisdom, knowledge, and power, were 
exercised — yet is the existence of these things, 
and their exercise in that work of art, among 
the most certain elements of my knowledge : — 
my reason claims for me the admission of these 
among the most certain of the things that I 
may know, deduced by no new or unaccustomed 
operation of my mind, but by processes of 
thought which I am daily in the habit of ve- 
rifying. 

Now let me take up a work of nature, and 
place it beside that thing of art. Evidence such 
as that which I have found in the artificial 
thing is to be sought only a the thing itself, 
and essentially elungs to it.’ I may seck it then 
in this work of nature, as in that of art, and it 
may, or it may not, be found here, as it was 
found there. — By every mark and sign that I 
judged of that work of art I judge of this of 
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nature — every rule, which I applied to the one, 
I apply to the other; and the conclusion which 
I draw from the one, with a certainty that never, 
as 1 know by experience, fails me, I draw with 
equal certainty from the other. 

Is there in the work of art the evidence of 
means to an end? I behold the very same 
evidence in the work of nature. Is there an 
adaptation of the material, in the one case? 
there is the like in the other. Is the artificial 
thing collected and arranged as to all its ele- 
ments for a specific object, to which each ele- 
ment is made subordinate? so is the natural 
thing. Is the contrivance of the one compli- 
cated, involving many subsidiary contrivances, 
all having their direction towards an ultimate 
result ? so is that of the other. Does the work: 
of art manifest an economy of material and of 
labour in its construction? there is the like 
economy apparent in the work of nature. 
Subject to the adaptation of the form of the 
artificial thing to its use, and to the economy of 
its material, and the labour bestowed upon it, 
is the disposition of its parts governed by a 
certain perception of beauty and of grace — 
who shall describe the beauty of nature ? 

The only difference is, indeed, this, that in 
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the work of nature all these qualities exist in 
their infinite perfection — in the work of art, in 
their infinite emperfection. The evidence is per- 
fectly alike in kind, although it is the evidence 
of things infinitely remote in degree. 

With whatever certainty, then, I reason of 
the finite wisdom and power of the artificer from 
that work of his art, with the same certainty 
do I reason of the infinite wisdom and power of 
the eternai God from the works of his hand; 
and on this evidence I declare with St. Paul, 
that “the invisible things of him from the be- 
ginning of the world are manifest, being plainly 
seen by the things which are made, even his 
eternal power and Godhead.” (Rom. i. 20.)” 

Every work of human art or skill is a thing 
done by a creature of God; a creature MADE IN 
HIS OWN IMAGE, and operating upon matter 
governed by the same laws, which He, in the 
beginning, infixed in it, and to which he sub- 
jected the first operations of his own hands — a 
creature in whom is implanted reason of a like 
nature with that excellent wisdom by which the 
heavens were stretched forth — living power as 
that of a worm, and as a vapour that passeth 
away, but an emanation of Omnipotence — a 
perception of beauty and adaptation akin to 
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that whence flowed the magnificence of the uni- 
verse —and to control these, a volition, whose 
freedom has its remote analogy and its source 
in that of the first self-existent and independent 
Cause. 

It is from this relation between the Author of 
nature and the being in whom the works of 
art have their origin that arise those relations, 
infinitely remote, but distinct, between the things 
themselves, of which the evidence is every 
where around us. These are necessary relations : 
it is not that the works of art are made by any 
purpose or intention in the resemblance of those 
of nature, or that there is any unseen influence 
of nature itself upon art—the primary relation 
is in the causes whence these severally proceed. 

Thus it is possible, that in the infinities of 
nature, every thing in art may find its type; 
this is not, however, necessarily the case, since 
the causes are infinitely removed, since, more- 
over, in their operation, these causes are in- 
dependent, and since nature operates upon 
materials which are not within the resources of 
art. 

How full of pride is the thought, that in 
every exercise of human skill, in each ingenious 
adaptation, and in each complicated contrivance 
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and combination of art, there is included the 
exercise of a faculty which is akin to the 
wisdom manifested in creation ! 

And how full of humility is the comparison 
which, placing the most ingenious and the 
most perfect of the efforts of human skill by 
the side of one of the simplest of the works of 
nature, shows us but one or two rude steps of 
approach to it. 

How full, too, is it of profit thus to see God 
in every thing — to find him working with us, 
and zn us, in the daily occupations of our hands, 
wherein we do but reproduce, under different 
and inferior forms, his own wisdom and creative 
power. 

A man may thus hold converse with God as 
intelligibly in art as in nature, and live with 
him in the workshop, as he may go forth with 
him in the fields and upon the hills. And 
whilst he feels himself in those faculties of 
thought and action, the exercise of which con- 
stitute his pliysical being, to be in very deed a 
creature made jn the image of God, he will 
not fail to be reminded that the resemblance 
once embraced with these the qualities of his 
moral being. 

If we conceive space spreading out its dimen- 
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sions infinitely, still through all its interminable 
fields does science show it to us peopled with 
matter — stars upon stars innumerable—a vista 
in which suns and systems crowd themselves, and 
to which imagination affixes no limit. If, in like 
manner, we conceive space to be infinitely di- 
vided —as its dimensions grow before the eye of 
the mind yet less and less—still does it appear a 
region peopled with the infinite divisions of 
matter. 

On either side is an abyss — an interminable 
expanse, through which the creative power of 
God manifests itself, and an unfathomable 
MINULENESS. 

{t is in this last mentioned region of the in- 
accessible minuteness of matter that the prin- 
ciples of the science treated of in the following 
pages have their origin. Matter is composed 
of elements, which are inappreciably and infi- 
nitely minute; and yet it is within the infinitely 
minute spaces which separate these elements 
that the greater number of the forces known to 
us have their only sensible action. These, 
including compressibility, extensibility, elas- 
ticity, strength, capillary attraction and ad- 
hesion, receive their illustration in the first 
three chapters of the following work. The 
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fourth takes up the Science of Equilibrium, 
or Statics; applies in numerous examples the 
fundamental principles of that science, the pa- 
rallelogram of forces, and the equality of mo- 
ments; then passes to the question of stadtlity, 
and to the conditions of the resistance of a 
surface; traces the operation of each of the 
mechanical powers under the influence of fric- 
tion; and embraces the question of the stability 
of edifices, piers, walls, arches, and domes. 

The fifth chapter enters upon the Science of 
Dynamics. Numerous familiar illustrations es- 
tablish the permanence of the force which 
accompanies motion — show how it may be 
measured — where in a moving body it may be 
supposed to be collected —exhibit the important 
mechanical properties of the centres of sponta- 





' neous rotation, percussion, and gyration — the 
nature of centrifugal force, and the properties 
of the principal axes of a body’s rotation — the 
accumulation and destruction of motion in a 
moving body, and the laws of gravitation. 

The last chapter of the work opens with a 
series of illustrations, the object of which is to 
make intelligible, under its most general form, 
the principle of virtual velocities, and to protect 
practical men against the errors into which, in 
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the application of this universal principle of 
mechanics, they are peculiarly liable to fall: it 
terminates with various illustrations of those 
general principles which govern the reception, 
transmission, and application of power by ma- 
chinery, the measure of dynamical action, and 
the numerical efficiencies of different agents — 
principles which receive their final application 
in an estimate of the dynamical action on the 
moving and working points of a steam engine. 
The Appendix to the work contains a de- 
tailed account of the experiments of Messrs. 
Hodgkinson and Fairbairn upon the mechanical 
properties of hot and cold blast iron: and an 
extensive series of tables referred to in the body 
of the work, and including, 1. ‘Tables of the 
strength of materials; 2. Tables of the weights 
of cubic feet of different kinds of materials; 
3. Tables of the thrusts of semi-circular arches 
under various circumstances of loading, and 
of the positions of their points of rupture; 
4. Tables of co-efficients of friction, and of 
limiting angles of resistance, compiled and cal- 
culated from the recent experiments of M. 
Morin. The results of these admirable expe- 
riments, made at the expense of the French 
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government, are here, for the first time, pub- 
lished in this country. 

The author has also to acknowledge his ob- 
ligations to the “ Physique” of M. Pouillet, for 
several valuable illustrations and drawings. 

Thearticles marked with an asterisk, and the 
whole of the sixth chapter, are recommended 
to be omitted on the first, reading. 
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ILLUSTRATIONS 


OF 


MECHANICS. 


CHAPTER I. 


THE INFINITE MINUTENESS OF THE ELEMENTS OF MAT- 
TER. THE POROSITY OF MATTER — ITS COMPRES- 
SIBILITY ~~ ITS ELASTICITY, 


Tue limits of observation are soon passed, and 
imagination almost as soon wearied, when we seek 
for the ultimate divisions of matter and its atoms. 

Among the many illustrations which offer them- 
selves of the extreme minuteness of its elements are 
the following : — ; 


1. GLoBuLES oF Boop. 


Blood, when recently taken from the body and 
examined under the microscope, is seen to be 
composed of a transparent colourless liquid, called 
liquor sanguinis, and certain minute globules which 
float in it and give it its colour. These contain, as 
there is every reason to believe, the principle ot 
the nourishment of the body, of which the serum is 
the vehicle. This composition of the blood, which 
has been found whenever search has been made for 


2 ILLUSTRATIONS OF MECHANICS. 


it, we may fairly conclude tu be an essential part of 
the animal economy, and to extend through every 
form of living organisation, even to the lowest. 
Although called globules, they are not of a sphe- 
rical form, but either cylindrical or lens-shaped, 
and not unfrequently they are to be seen floating in 


the serum, packed together thus g & & in groups. 


In all mammiferous animals they are circular. In 
birds and fishes their form is elongated. In man 
each globule has a diameter varying from the 
two thousandth to the four thousandth of an inch. 
Now there are creatures so small, yet visible by 
the aid of microscopes, that their whole living 
organisation might be included in the bulk of one 
globule of human blood; limbs for motion, for 
defence, and to provide themselves with food; 
organs of sense and of deglutition; sinews, mus- 
cles, nerves: nay, a circulating mcdium— blood 
composed of serum, and having its own globules of 
blood. In the milky juice — which is the blood — 
of certain plants also, as the Euphorbia and the 
Ficus, may be seen globules, like those of the blood 
of animals, but greatly less; they are probably as 
essential a part of the vegetable as of the animal 
economy, extending throughout it, and to its minutest 
forms. 

If the imagination be not yet wearicd, It may con- 
ceive each of these globules devided in respect to the 
atoms which compose it. Still the minuteness of 
the elements of matter will never be reached; for 
the gelatinous consistency of the globule shows that 
these its component atoms, are infinife in number. 


DUST OF THE LYCOPERDON. 3 


2. CRYSTALS OF THE CELLS oF Puiants. 

In certain portions of the cellular texture of many 
plants, as in the cells of the flower stem of the 
hyacinth, the bulb of the lily, and of the squill, &c. 
may be seen by the aid of the microscope, crystals 
regularly and perfectly formed, composed, it is said, 
of oxalate of lime. The very fact of their crystal- 
lisation proves to us (by every analogy ) that each one 
of these crystals has an infinity of component atoms. 
Now, in the cuticle of the Scilla maritima, are to be 
found such crystals, one five thousandth of an inch 
in length, and cne eight thousandth of an inch in 
their greatest thickness. 


3, Musk. 


It is said that a grain of musk is capable of per- 
fuming for several years a chamber twelve fect square 
without sustaining any sensible diminution of its 
volume or its weight. But such a chamber contains 
9,985,984 cubic inches, and each cubic inch contains 
1000 cubic tenths of inches, making, in all, nearly 
three billions of cubic tenths of an inch. Now it is 
probable, indeed almost certain, that each such cubic 
tenth of an inch of the air of the room contains one 
or more of the particles of the musk, and that this air 
has been changed many thousands of times. Imagin- 
ation recoils before a computation of the number of 
the particles thus diffused and expended. Yet have 
they altogether no appreciable weight or magnitude. 


4. Dust oF THE LYCOPERDON. 


The lycoperaon, or puff-ball, is a fungus growing 
in the form of a tubercle, which, being pressed, bursts, 
emitting a dust so fine and so light that it floats 
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through the air with the appearance of smoke. 
Examined under the microscope, this dust. which 
is the seed of the plant, appears under the form of 
globules of an orange colour, perfectly rounded, and 
in diameter, it is said, about the fiftieth part of a 
hair; so that, if this calculation be correct, and a 
globule were taken having the diameter of a hair, it 
would be one hundred and twenty-five thousand 
times as great as the seed of the lycoperdon. 


5. Metratiic SoLuTions. 

Let one grain of copper be dissolved in nitric 
acid. A liquid will be obtained of a blue colour ; 
and if this solution be mingled with ‘three pints of 
water, the whole will be sensibly coloured. 

Now three pints contain 104 cubical inches, and 
each linear inch contains at least one hundred 
equal parts distinguishable by the eye ; each cubical 
inch contains, then, at least one million of such 
parts, and the 104 cubical inches of this solution 
104 millions of such parts: also each of these mi- 
nute parts of the solution is coloured, otherwise it 
would not be distinguishable from the rest ; each 
such part contains then a portion of the nitrate of 
copper, — the colouring substance. Now from each 
particle of this nitrate, the copper may be preci- 
pitated in the state of a metallic powder — every 
particle of which is therefore less than the 104 
millionth of a grain in weight. 


6. CoLOURS PRODUCED BY THE ATTENUATION 
OF TRANSPARENT BODIES. 


The extreme attenuation which may be given to 
certain forms of matter is a proof of the extreme 
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minuteness of their elementary particles. In the 
case of transparent bodies, there is a method of 
measuring the degree of this attenuation, founded 
on this principle of optics, “that all transparent 
bodies become coloured when they are formed into 
plates, attenuated beyond certain limits, and more- 
over, that the particular colours, which under these 
circumstances they show, are dependant upon the 
degree of their attenuation;” thus serving as a 
delicate test and measure of it, so that, knowing the 
colour, which by being attenuated, a transparent 
body is made to show, we may know how thin it is. 


7. Tue THICKNESS OF A Soap BUBBLE. 


It is thus that Newton has determined the fop, 
which is the thinnest part, of a soap bubble, to be 
when colours are first seen in it, the :000,003,937th 
part, or about the twenty-five-thousandth part of an 
inch in thickness, and before it bursts to reach an 
attenuation of at least the four-millionth part of an 
inch. 


8. ATTENUATION OF THE WINGS oF INSECTS. 


By the same means we know that the transparent 
wings of certain insects, are not more than the hun- 
dred-thousandth of an inch in thickness, and that as 
great an attenuation as this may be given to glass, 
by blowing it in bubbles, until it bursts like the 
bubbles of soap. 
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The property of matter, by which it may be made 
to receive an extreme degrce of attenuation, is of 
extensive application in the arts. 


9. THe ATTENUATION OF GoLp LEAF. 


An ounce of gold is equal in bulk to a cube, each 
of whose edges is five-twelfths of an inch, or nearly 
half an inch, in length, so that placed upon a table 
it would cover nearly one quarter of a square 
inch of its surface, standing nearly half an inch in 
height. This cube of gold the gold-beater ex- 
tends until it covers 146 square feet; and it may 
readily be calculated, that to be thus extended from 
a surface of -;ths of an inch square to one of 146 
square feet, its thickness must have been reduced 
from half an inch to the 290,636th part of an inch. 
Fifteen hundred such leaves of gold placed upon 
one another, would not equal the thickness of the 
paper on which this is printed. 


10. THE ORDINARY PrRocEss oF GILDING. 


Gilding, according to the process usually adopted 
in the arts, presents a remarkable example of the 
minute division. and the attenuation of which gold 
is capable. 

The following is that process. Gold is dissolved 
in mercury in the proportion of one part to five or 
six, by placing the two metals in these proportions 
in an iron ladle and bringing them to a boiling 
heat. <A halfa pound troy of gold, in minute por- 
tions, may thus be dissolved in six times its weight 
of mercury in twenty or twenty-five minutes. This 
solution of gold in mercury is called an amalgam. 
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It may be thickened in its consistency by straining, by 
means of pressure through a piece of chamois leather 
through whose pores the mercury, not in actual 
union with the gold, escapes; or it may be diluted by 
heating again with more mercury. With this amal- 
gam, the surface to be gilded, which is usually of 
copper or brass, is to be covered by means of a 
brush or otherwise; but that an intimate cohesion 
or union of the two may take place, it is found to be 
necessary first to wash over the surface with a 
liquid, technically called quick-water, which is made 
by dissolving about a table-spoonful of mercury 
into a quart of nitric acid. ‘The effect of washing 
the surface with this liquid is, to cover it with an 
exceedingly thin amalgam of the metal which forms 
the surface. Although the amalgam of gold will 
not unite itself direct/y with the surface to be gilded, 
yet it will unite itself with this amalgam of the sur- 
face, and thus by the adherence to the surface of its 
own amalgam, and of the gold amalgam to that, 
both become fixed upon it. | 

If now the mercury could be removed, the par- 
ticles of gold only would remain upon the surface, 
and the gilding would be complete. The property 
of mercury by which it is converted into a vapour 
like water at the temperature at which it boils, makes 
this an easy process. 

The various articles thus covered with amalgam 
of gold have only to be subjected to a powerful 
heat in a kind of oven of iron specially contrived 
for that purpose, and the mercury is evaporated, 
nothing but the gold remaining, and the surfaces 
being gilded. 

B 4 
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__A polish is usually given to eurfaces thus gilded 
by rubbing them with.a-polished mineral known to 
chemists,as black hematite, which is a natural steel. ° 
This process is called,burnishing. They are usually, 
moreover, subjected. to a chemical proeess called 
colouring. 

A perfect and continuous surface of gold is thus 
placed upon the gilded article, not the minutest 
aperture or uncovered space is perceivable in it 
with the most powerful magnifying glass or micro- 
scope. Nitric acid, if it be washed with it, will 
find no aperture by which it may reach and attack 
the substratum of copper or brass. But what is the 
thickness of this coating of gold? It may be spread 
by the process above described more thinly upon 
brass than copper; surfaces of brass, when gilded, 
are said to be similored, and upon these a grain of 
gold is commonly made to cover about 40 square 
inches: this being the case, it may readily be cal- 
culated that the thickness of this coating of gold-is 
about the +.4,,,th of an inch. 


11. THE GILDING OF THREAD FOR EMBROIDERY. 


This process is thus described by Reaumur as 
practised in his time. A cylinder of silver, 360 
ounces in weight T, is cased with a cylinder of gold 
at most 6 ounces in weight.{ This cylindrical 


* Nitric acid will not attack gold. 
+ The weights and measures spoken of in this article are 


French. 
¢ A French inch equals §jths of an English inch, and a 


French ounce f&ths of an English ounce. 
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mass of 366 ounces of metal is then drawn bya 
powerful force through a series of circular holes 
in a plate of steel continually diminishing in 
diameter, until it attains the state of a wire so 
thin that 202 feet in length weigh but the sixteenth 
of an ounce: the whole length of the wire into 
which it is now drawn being 1,182,912 feet, or 
about 98} leagues. This wire is then passed be- 
tween rollers which in the act of flattening it elon- 
gate it one-seventh, and its total length thus 
becomes 1124 leagues. The width of the flattened 
thread is now 4th of a line, or >;th of an inch; and 
supposing, with Reaumur, that a cubical foot of 
gold weighs 21,220 ounces, and a cubical foot of 
silver 11,523 ounces, it may readily be calculated 
that the thickness of this gilded thread is very 
nearly the s4,,th part of an inch. Now what is 
the thickness of the plate of gold which envelopes 
it? Calculating on the same principles as before, 
we readily arrive at the conclusion, that the thick- 
ness of this plate of gold is +;,4,,th of an inch. 
Now gilded threads are made by a process similar 
to this, in which only 4d the proportion of gold is 
used. There is spread over these, therefore, a con- 
tinuous plate of gold less than the two-millionth 
part of an inch in thickness. The silver may be 
taken out of its gold case by plunging the 
thread in nitric acid, by which the silver will be 
attacked through the extremities of the gold case 
and dissolved, whilst the gold will remain un- 
touched by it. This being done, and the hollow 
gold case being examined, it is found to be a 
perfectly continuous plate, and to possess in this 
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state of extreme attenuation all the sensible and all 
the chemical properties which belong to the metal. 

Another but less striking evidence of the minute- 
ness of the elements of matter is found in the ex- 
treme tenuity of certain natural and artificial fibres 
and threads. 


12. TENuITY oF Fipres or SILK. 


The thread of the silk-worm is a perfectly’ smooth 
cylinder, whose diameter is from the one thousand 
seven hundredth to the two thousandth part of an 
inch. 


18. Tae Tewvity or Fisres or Woot. 


Each hair of wool is a cylinder of from the seven 
hundredth to the two thousandth part of an inch in 
thickness, covered with what appear to be over- 
lapping scales, which are laid in the direction in 
which the hair grows, and the roughness of which 
we feel when we draw our fingers along it in the 
opposite direction. 

14. THe Fisre oF Cotton. 

Under the microscope, each fibre of cotton-wool 
appears to be composed of two tubular cylinders, at 
a slight distance from one another, but joined to- 
gether by a membrane. Its section is somewhat in 
the form of ihe figure 8. It is about the thousandth 
part of an inch in diameter. 


15. THe Fisre or FLax. 


Each fibre of flax is a fasciculus of other fibres, 
which appear under the microscope jointed and ir- 
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regular. Some of these have been ascertained to be 
the two thousand five hundredth part of an inch 
in diameter. ‘The appearance of the fibre of flax 
under the microscope is very different from that of 
cotton. It is by this difference that the fine cere- 
cloths of the mummies have been determined, by 
Mr. Bauer, not to be of cotton fabric, but of linen. 


16. Fipres or THE Ping APPLE PLANT. 


Some of these have been measured, and are as- 
certained to be from the five thousandth to the seven 
thousandth of an inch in diameter. They are per- 
fectly cylindrical, and when twisted into threads 
and woven, are said to form cloths of a very bean- 
tiful texture, and to offer a useful substitute for - 
silk. 


17. TENUITY OF THE FIBRES OF A SPIDER’S 
THREAD. 


The most remarkable example of the tenuity of a 
natural fibre is, however, to be sought in the spider’s 
thread, of which two drachms by weight would, it 
is said, reach from London to Edinburgh. 

It appears from the observations of Reaumur, that 
the thread of the spider results from the expulsion of 
a peculiar viscid matter through six teats under the 
animal’s belly, each of which, being pierced by cer- 
tain minute apertures, not less, probably, than one 
thousand in number, yields by each of these a separate 
fibre, which fibres, uniting with one another from 
each teat and adhering — and sometimes the com- 
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pound threads from different teats thus uniting — 
form those threads which we see composing the web. 
Now the head of each teat is so small as scarcely to 
be visible. What then must be the tenuity of the 
component fibres of the spider’s thread, of which 
more than 1000 spring from the head of each teat? 


. It is by reason of the exceeding fineness of many 
natural threads, that they are made to minister so 
greatly to the luxury of life under those forms of 
woven tissues, for which the weavers of India were 
formerly, and our own manufacturers have been of 
late, so celebrated. 


18. Tenuity or Corton YARN. 


There is a specimen of Dacca muslin in the mu- 
seum of the India House, of which the. yarn, spun 
by the hand, was ascertained by Sir J. Banks to be 
so fine, that a weight of it equal to one pound avoir- 
dupois would extend 115 miles, 2 furlongs, 60 yards. 
When the muslin made from this Dacca yarn is laid 
on the grass, and the dew falls upon it, it is said to 
be no longer visible. The natives, in their meta- 
phorical language, call it woven air. 

Cotton yarn has been spun by machinery in Eng- 
land, of which one pound would extend 167 miles ; 
but this has never been woven. 


There are various methods of drawing artificial 
threads and wires to an extreme tenuity. 
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19. TuHreApDs oF GLASS. 


Glass is artificially drawn out almost to the fine- 
ness of the fibre of silk. A rod of glass is melted 
in the middle, in the flame of a blowpipe. One 
portion is then fastened to a small wheel, which 
being turned rapidly round, the melted glass is 
drawn out from the other part of the rod which is 
still held in the flame. Glass tube has been thus drawn 
out to the fineness of silk, and liquids have afterwards 
been made to pass through it. It is a remarkable 
fact, that whatever was the form of the bore of 
the original tube, the same form is retained in 
the drawn tube, however great may be its tenuity. 


20. PLATINUM WIRE. 


Wires are used in the arts as fine almost as hairs. 
There is, however, a mechanical limit fixed to the 
thinness to which a wire can be drawn, by the force 
necessary to draw it; which force, when the wire 
becomes thin, breaks it. This limit has, however, 
been greatly passed by a method of art, of which 
the following is an illustration. Wishing to obtain a 
wire of extreme tenuity to be used in a micrometer, 
Dr. Wollaston placed a platinum wire one hun- 
dredth of an inch in diameter, in the axis of a 
cylindrical mould one-fifth of an inch in diameter, 
and cast round it a cylinder of silver. This-cylinder 
he then drew out by the common method, until it 
became a wire so thin that it would no longer sus- 
tain the force necessary to draw it. This wire of 
silver, along the axis of which ran a wire of pla- 
tinum, he then immersed in boiling nitric acid, 
by which the silver was dissolved, and a platinum 
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wire Was separated, the three millionth of an inen 
in diameter; being an artificial thread of which 
140 must be placed together to equal in thickness 
a fibre of the finest silk. 


THE POROSITY OF MATTER. 


All bodies have between their elementary par- 
ticles or atoms, interstices through which heat pene- 
trates into them, and into some of them, az7, water, 
and other fluzds. These last are said to be porous. 


21. Tue Porosity or Woop. 


Wood is but a fascicle of tubes permeated when it 
is growing by the sap. It is a common experiment 
with the air pump, to make mercury pass through 
these pores of wood. The mercury being placed in 
a cup, the bottom of which is a piece of wood cut 
transversely to the fibre, and this cup being herme- 
tically fixed upon an aperture in the receiver of an 
air pump; when the air is extracted from beneath 
it in the receiver, the pressure of the external air 
on the surface of the mercury, no longer balanced 
by the elasticity of the air within the receiver, 
presses it with such force as to drive it through the 
pores of the wood. At the extremity of each pore 
a minute globule is seen, and these globules, at 
length, descend in a minute shower of silver. When 
wood is carbonised, its pores are very easily traced 
by means of the microscope. Dr. Hook found 
them extending through the whole length of the 
wood, and counted in the eighteenth of an inch 
150 of them; so that in a piece of charcoal one 
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inch in diameter, there are more than five millions 
and a half of them. 


22. Woop CEASES TO BE BUOYANT WHEN ITS 
PORES ARE FILLED WITH WATER. 


If a piece of wood be subjected to a great pres- 
sure of water in a hydraulic press, or by sinking it 
deep in the sea, the water will be driven into its 
pores, expelling from them the air, and remaining 
fixed in them by capillary attraction, the wood 
thus becomes too heavy to float. Being placed in 
the water, it will sink like lead. Boats used in the 
whale fishery have been dragged to great depths in 
‘the sea by the entanglement of the rope attached to 
the harpoon with which the whale has been trans- 
fixed. These, when brought.to the surface again, 
have been found useless, by reason of the water 
which has been incorporated with them. 


23. Tue Porosity oF Rocks. 


That many rocks are thus porous, the infiltration 
into caverns and the formation of stalactites suffi- 
ciently proves ; and it is thus in winter when, in 
the act of freezing, the water they have imbibed 
expands, that their surfaces exfoliate, and Huey 
crumble away. 


24. THE Porosity OF HyDROPHANE. 


Among silicious stones is one called Aydrophane, a 
kind of agate, whose porosity causes it to present a 
very remarkable phenomenon. In its ordinary state 
it is only semi-transparent, but after being plunged 
in water it takes up about {th of its bulk of it, and 
becomes nearly as transparent as glass. 
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25. Porosity oF METALS. 


That metals are porous was proved in 1661 by 
the academicians of Florence, who submitted a 
hollow ball of gold filled with water to a great pres- 
sure, by which the water was made to weep through 
the pores in the surface of the gold. This experi-. 
ment has often been repeated. 

That all bodies are more or less permeable. to 
heat:or porous to fluids, sufficiently accounts for the 
fact that all bodies are more or less compressible. 


COMPRESSIBILITY. 


In many bodies their compressibility is a property 
familiar to us. 

A SponGe, for instance, by compression, gives out , 
the water that it imbibes, and may thus be neeucee 
to one third of its bulk. 


26. COMPRESSIBILITY oF Woop. 


Wood is compressed by passing it between iron 
rollers to form the pins or bolts used in ship-build- 
ing; it is thus commonly reduced to one half its 
bulk. 

A CORK immersed 200 feet in the sea, will be so 
compressed that, instead of rising when left to itself, 
it will sink. And a bottle of fresh water corked 
up and sunk a great depth in the sea, will return 
with the cork still in it as when it descended, but 
the water will be found to taste of salt. The cork 
has in fact compressed so as to allow the salt water 
to mingle with the fresh. Having at the same time, 
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become heavy, it has sunk in the bottle, and, as the 
bottle rose again ‘to the surface, it has expanded to 
its original dimensions, rising and re-occupying its 
place in the neck of the bottle. 


27. CoMPRESSIBILITY OF AERIFORM Boples. 


Of all the different forms of matter, the aériform 
is that under which it is most compressible. In 
some recent experiments, a large body of air has 
been mechanically compressed by Cirated, a Danish 
philosopher, into the one hundred and tenth part of 
its original bulk. He used for this purpose pow- 
erful forcing-pumps originally constructed for com- 
pressing air into the receivers of certain air-guns 
belonging to the king of Denmark. It is not only 
common air that is thus compressible, but all aeri- 
from bodies. Thus, the gas used in our streets is 
so compressible that a sufficient quantity may be 
forced into an iron bottle of comparatively small 
dimensions, to supply a number of lights for a con- 
siderable time. The stand which supports a light, 
being cast hollow, has thus been made the reservoir, 
whence gas was supplied to it, sufficient to feed 
the flame for several evenings. A company was a 
few years ago established for the purpose of selling 
gas under this compressed form as portable gas. It 
was commonly sold thus compressed under a pressure 
of 450lb. on the square inch, into ,4,th part of its 
ordinary bulk. 


#928, CoMPRESSIBILITY OF WATER. 


The compressibility of water was long disputed. 
The question has lately, however, been set com- 
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pletely at rest by the experiments of CErsted.* The 
apparatus used by him was that represented in 
‘the ee figure; ABCD isa strong glass 
cylindrical vessel, having firmly 
affixed to it at the top a ey- 
linder of smaller dimensions of 
meta], AE F B,in which is move- 
able, by means of a screw, an 
air-tight piston K. M isa glass 
»| bottle, into the neck of which is 
| |? fixed, by grinding, oneextremity 
of a capillary tube aa, which is 
open at both ends. The bore of 
this tube must be extremely fine, 
and the precise fraction of the 
contents of the whole bottle, 
which each inch in length of 
its bore will hold, must be as- 
certained with great accuracy. 
This is done by weighing the 
quantity of mereury which the 
bottle will hold, and the quan- 
tity whieh an inch of the bore 
of the tube will hold. What- 
ever fraction the one weight is 
\ of the other, the same is evi- 
3 = fe dently the contents of one inch 
of the tube of the content of the bottle. In some of 
the tubes used by CErsted, each inch in length was 
found to hold 80 miilionths of the contents of the 
bottle. Let us suppose these to have been the tubes 


® Transactions of the Royal Society of Sciences at Copen- 
hagen, 1818— 1822. 
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with which his experiments were made. Let now the 
bottle and tube be conceived to be filled with water. 
Any pressure exerted upon this water which will 
have caused its surface in the tube to descend one 
inch will have compressed it by 80 milhionths of its 
bulk. Divisions, were, however, marked upon a 
scale annexed to the tube ;4,th of an inch apart. 
A depression of the water in the tube through any 
one of these divisions would therefore indicate a 
compression of two millionths. But how is this 
compression to be produced? The bottle, and its 
apparatus, are to be introduced into the glass vessel 
ABCD, the part AEFB having been screwed off 
to admit them. This vessel is then to be filled 
with water, and the cylinder AEI'B is to be re- 
placed, its piston K having been first screwed down 
to H. This piece being firmly fixed, and the pis- 
ton then screwed back towards its position K, 
water will be drawn into the vessel by the syphon 
BP, which communicates with a vessel of water Q. 
When it is full a cock closes the communication of 
the syphon with the vessel, and the piston K being 
screwed back again, or downwards, the pressure 
begins. 

From the piston and the water in the vessel the 
pressure is propagated through the tube aa to 
the water in the bottle; and the pressure thus pro- 
duced within and without the bottle is precisely the 
same.® 

But how is this pressure to be measured? By 
this simple contrivance :— N is a glass tube, closed 

* By the law of the equal distribution of fluid pressure. 
See Mechanies applied to the Arts, Art. 243. 

cZ 
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at the top and open at the bottom, and equal divi- 
sions are marked along it. This tube, being loaded 
by a rim of lead at the bottom, is immersed in the 
water of the vessel, in its inverted position, at the 
same time that the bottle and tube are introduced. 
And when the pressure is applied, the air which it 
contains is compressed continually into a less and 
less bulk, the diminution of its bulk being precisely 
proportional to the pressure.* Thus, by observing 
the degree to which the air is compressed in this 
tube, or the height to which the water is raised in 
it, the pressure which the screw is exerting and the 
water in the bottle sustaining, is always known. 
Since the whole vessel as well as the tube and 
bottle are filled with water, a question arises how is 
the descent of the surface of the water in the tube 
aa to be distinguished? Some separation must 
evidently be made between the surface of the water 
in the tube aa, and the water in the vessel which 
presses upon it. To produce this separation, when 
the tube is sunk, care is taken that it shall not be 
completely full of water; and to keep in theair which 
thus occupies the top of the tube, and cause it to 
make a permanent separation between the water 
within and that without the bottle, a funnel-shaped 
glass vessel p, open at the bottom and loaded round 
its lower edge, is inverted over it. This vessel is 
thus, when the instrument is sunk, nearly filled with 
air, which by the pressure is made continually to 
occupy a less and Jess space, and driven into the 
tube, so that when the water of the vessel at length 


* By Marriotte’s law, afterwards to be explained. 
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reaches the top of the tube and enters it, there 
intervenes between it ‘and the water already within 
the tube, a column of compressed air, forming a 
separation of the two, which may easily be seen 
without. 7¢ are cork floats, attached by strings for 
the convenience of removing the apparatus when 
the experiments are completed. 

The experiments of (é£rsted, made with this 
apparatus, not only establish the fact of the com- 
pressibility of water, the water sinking in the tube 
about half an inch for each additional pressure of 
an atmosphere; but they ascertain its amount by 
the methods explained above, to be 46., millionths 
of its bulk for each such additional pressure of one 
atmosphere or of about 15 pounds the square inch.® 
Thus for each additional equal pressure the water is 
compressed by the same fraction of its bulk. This 
is a remarkable law, which is found to govern the 
compression of all other bodies. 

The same method applied by Cérsted to the com- 
pression of water, manifestly enabled him to com- 
press and measure the compression of any other 
liquid. For that purpose, he had only to cause that 
liquid to replace the water in the bottle and tube. 
Table I., in the Appendix, presents the results thus 


* The pressure of an atmosphere on any surface is a pres- 
sure equal to that which is exerted upon it by the weight of 
the air: the pressureof two atmospheres is twice the pressure of 
the air, and so on. This pressure of the air upon any surface 
is equivalent to the weight of a column of mercury having a 
base equal in size to that surface, and a height equal to the 
height at which the barometer stands. Its mean value is 15 
pounds to the square inch. 

c 3 
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obtained. Beneath them are results similarly ob- 
tained by Messieurs Colladon and Sturm. 

Out of the great and unexplained difference be- 
tween these results of Colladon and Sturm and 
those of Cérsted, has arisen an interesting discus- 
sion as to the correction which should be made for 
the compression of the substance of the tube and 
bottle by reason of the pressure which they sustain 
within and without. M. Poisson (Mém. Ac. Sci., 
1827, 1828,) has arrived at the theoretical conclu- 
sion, that by this campression the capacity of the 
bottle is diminished; and he has given a very simple 
rule for the correction. QErsted denies, however, 
the accuracy of this correction. [He states, indeed, 
the fact altogether inconsistent with it, that the re- 
cession of water in the capillary tube is invariably 
about 1} millionths greater when bottles of lead 
and tin were used instead of bottles of glass. 


*99, THE COMPRESSION OF SoLips BY CERSTED’S 
APPARATUS. 


The method of CErsted lends itself to direct ex- 
periments on the compression of solid bodies. To 
determine the compression of a solid under any 
given pressure it is placed in the bottle M, the tube 
being taken out to admit it. The bottle is then 
filled with water, the tube replaced, and the whole 
subjected to the pressure of the screw, under the 
same circumstances as before. The descent of the 
column of water in the tube shows the joint amount 
of the compression of the water and the solid. 
Also, the amount of the compression of the water 
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is known by the preceding experiments; that of the 
solid, then, is easily found. 


#30. THe ADAPTATION OF CERSTED’S APPARATUS 
to Hicu PRreEssuREs. 


Wishing to try the effect of higher pressure in 
the compression of air than could with safety be 
applied to the glass vessel, GErsted replaced it by 
one of metal. 

Now, however, the vessel being no longer trans- 
parent, it became necessary to contrive some me- 
thod by which the pressure produced by the screw, 
and the degree of compression -of the air, might 
register themselves permanently, so that they might 
be read off, when the apparatus was taken out of 
the vessel. 

This permanent registration of the pressure was 
effected by using, instead of the large tube N, a 
smaller tube expanded at its closed extremity into a 
bulb, and having a short column of mercury sus- 
pended in it, on whose surface floated an index, to 
which was affixed a hair spring, pressing it against 
the side of the tube, so that the index would stick at 
the extreme point to which the mercury might have 
raised it, when the latter should again recede.* 

By the position of this index, when the appa- 
ratus was taken out, the’ extreme pressure which the 
screw should have produced would evidently be 
known. To sudject the air, on which the experi- 
ment was to be made, to this pressure, and to 
measure the amount of its compression, the inge- 

* This contrivance is the same with that in Six’s self-regis- 
tering thermometer. 
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fig. 2. mious and siinple apparatus shown in the 
p-—¢ accompanying figure was used. FGHI 

is an open vessel containing mercury; 

ABCDE a glass vessel drawn out into a 

slender tube ED, which is turned down- 

wards, as shown in the figure. This 

vessel, whose only opening is at E, is 

made to contain the air on which the ex- 

EVA periment is to be made, and is then sunk 
G % in mercury in the position shown in the 
figure; and in this state the whole is plunged in 
the receiver, ACD B, of the compressing appa- 
ratus. (Fig. 1. p. 18.) The pressure being then 
applied, its effect is to drive the mercury up the 
tube ED, and into the vessel C B, compressing the 
air above it, and falling to the bottom of that vessel. 
When the pressure is withdrawn, only that portion 
of the mercury which is contained in the tube ED 
will return, and the volume of that contained in the 
vessel DCBA being added to the volume of this 
which was contained in the tube, will equal the 
volume by which the air was diminished during 
the experiment, as shown by the maximum pres- 
sure of the index. (Q£rsted thus compressed air 
into kth of its original bulk, and measured 
the pressure, which he found to be just 65 times 
the ordinary pressure of the atmosphere. And 
in a number of other similar experiments, he 
found, that by however many times he wished to 
diminish its bulk, by exactly so many times was it 
always necessary to increase the pressure upon it, 
or in other words, that the compression was always 
proportional to pressure applied; twice the ordi- 
nary pressure upon the air producing twice the 
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compression ; three times, thrice the compression ; 
this relation of the compression to the pressure is 
called that of perfect elasticity. It is not peculiar 
to the air, but is common, within certain limits of 
pressure, to all aérial and solid bodies, and it ap- 
pears, from the preceding experiments of CErsted, 
to all liquid bodies. 


ELASTICITY. 


*3). MARRIOTTE’S EXPERIMENT. 


The perfect elasticity of air was first proved by 
Jig. 3 Marriotte. The following is (with 

i a slight variation) his experiment. 
ABC (fig. 3.) is a curved cylindri- 
cul tube, graduated in equal parts, 
closed at C and open at A. 

Let mercury be poured into this 
tube, so as to occupy a portion, HBF, | 
of it, towards the open end A, whilst 
the rest, FC, contains air. 

Let this tube now be laid flat on a 
perfectly horizontal table, and let the 
division which separates the mercury 
and air be observed. Place it then 
in an upright position, and again ob- 
serve the division at which the mer- 
cury and air are separated ; and more- 
over, the whole height of the column 
of mercury above the level of that 
division.* When the tube was laid 





* Thus, if the division of the air and mercury stand at any 
point F, in the shorter branch, it is the height of the column 
H G, which is above the level of F, that is to be measured, 
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a the mercury was supported entirely upon 
its sides, and did not press at ail upon the air, so 
that the space occupied by the air was that which 
it would occupy out of the tube, or in its natural 
state, that is, under a pressure equal to that of the 
barometric column *; but when it is placed in an 
upright position, the weight of the whole column 
of ‘mercury, above the level of the common surface 
of the air and mercury, presses upon the air. The 
air is therefore pressed more than in its natural state 
by the weight of this column; and it is compressed, 
and the amount of the compression is easily mea- 
sured by a comparison of the length of the tube 
which the air now occupies, with that which it 
occupied when it was laid flat. Now, suppose that 
the height of the column of mercury above the level 
of its division with the air, to equal the height of 
the barometric column at that moment. The za- 
tural pressure upon the air equalling the weight of 
this column, and an artificial pressure of the same 
amount being added to it, the whole pressure upon 
the air in the tube will be double what it was 
before. Now it will be found, that under these cir- 
cumstances, the space occupied by the air will be 
halved; and if, in like manner, the column of 


* By the pressure of the barometric column is here meant 
the weight of the column of mercury as it would stand at the 
time of the experiment in a barometer whose tube had the same 
diameter with that used in the experiment. The column in 
the barometer being supported by nothing but the air, is greater 
as that pressure is greater, and less as it is less; its weight is 
exactly equal to the pressure of the external air on a surface 
equal to the base of the column. ‘ 
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mercury in the tube had been made equal to twice 
the barometric column, so as to triple the whole 
pressure upon the included air, then the space 
occupied by it would be reduced to one third; and 
generally, it will be found that if the whole pres- 
sure upon the air be by these means increased in 
any proportion, the space occupied by it will be 
diminished in a like proportion. 

Moreover, by inverting the position of the tube, 

Ji. 4 asin fig. 4. we may diminish the pressure 
e upon the included air, instead of in- 
creasing it, and this diminution of pres- 
sure will then just equal the weight of 
) the column of mereury, F A, which is 
suspended beneath the level of the sur- 
face F, which separates it from the air. 
So that if this column equal in height 
one half of the barometric column, then 
the pressure upon the air will be di- 
minished one half; if it equal two thirds 
the barometric column, then the natural 
Hy pressure will be reduced to one third, &c. 
1 Nowin these cases it will be found that the 
space occupied by the air will be doubled, 
tripled, &c. So that in general, the pres- 
sure upon air, whether it be more or less 
# condensed than in its natural state, is in- 
versely proportional to the space it occu- 
pies. This is called the lawof Marriotte.* Inall cases, 






* It is a necessary precaution to the accuracy of this expe- 
riment, that the air should be perfectly freed from moisture ; 
the presence of water materially affecting the conditions of its 
elasticity. To dry it perfectly the tube should be heated, and 


32. Tue ELASTICITY OF THE METALS. 


With the elasticity of metallic bodies every one 
is conversant. It is a property which, as it belongs 
to steel, iron, and brass, contributes eminently to 
the resources of art, and ministers largely to the 
uses of society. Were it, indeed, not for this pro- 
perty, it would be ix vain that the metals should 
be dug out of the earth and elaborated into various 
utensils. Infinitely more brittle than glass, they 
would immediately be dashed to pieces by the 
slight shocks to which every thing is more or less 
subject; a shower of hail, or even of rain, would 
be sufficient to indent * their surfaces, and the im- 


then for several days made to communicate with a vessel con- 
taining muriate of lime, or some other substance which extracts 
from the air its moisture. 

* It will be shown in a subsequent part of this work, that 
the force which accompanies the impact of a body, is in its na-. 
ture infinitely greater than any force of that kind which we call 
pressure. Now of the class of forces of pressure, are those 
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pact of the minute particles of dust blown against 
them by the wind would be sufficient permanently 


tc destroy their polish. 


33. THe Law or THE Evasticity or METALS. 


The force with which metals, when extended or 
compressed, tend to recover their form, that is, the 
force necessary to keep them extended or com- 
pressed, is proportional to the amount of the ex- 
tension or compression they have received. 

Thus double the extension or compression of the 
same body requires double the force; triple, triple 
the force ; quadruple, quadruple the force. Simi- 
larly, one half the compression or extension, or 
one third of it, or one fourth, requires one half, one 
third, or one fourth, the compressing or extending 
force. 

This is the law which constitutes perfect elasticity, 
and which has been shown to belong to liquids and 
gases. It was first accurately proved in respect to 
metal wires by S. Gravesande. 


34. EXPERIMENTS OF S. GRAVESANDE ON THE 
ELASTICITY OF WIRES. 


The apparatus used by S. Gravesande is repre- 
sented in the accompanying figure. The wire, 
whose elasticity was to be determined, was extended 


cohesions which hold together the particles of solid bodies. 
These therefore of necessity yield to any force of impact; and 
were it not for the force of elasticity by which the displaced 
particles recover their positions, any such force of impact would 
produce a permanent indentation. 
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between the two fixed points A and B. A light 
scale-pan, C, suspended from a silken thread C H, 
was hung upon its middle point H; and to balance 
this scale-pan, a continuation of the silken thread, 
which suspended it, passed over a pulley P, and 
supported a counterpoise. The pulley P carried an 
index P G, pointing to equal divisions on a dial 
plate. Exceedingly small weights were placed in 
succession, and very gently, in the scale-pan, and 
the deflexions of the wire produced by these were 
observed by the motion of the index PG. This 
deflexion of the wire being thus known, and also 
the distance A B, in a straight line, between its 
extremities, its length A H B corresponding to each 
such detlexion, became known by easy rules of 
geometry. The difference between this length and 
its original length was its elongation. It will be. 
observed, that the weight in the scale-pan is not 
exerted in the direction of the /ength of the wire; 
nevertheless it does produce a certain strain or 
tension in that direction; now the amount of this 
strain, exerted in the direction of the length of the 
wire, can be determined by a very simp’e rule of 
mechanics, to be explained hereafter (see Paral- 
jelogram of Forces); and it is this strain or tension 
which. was to be compared with the elongation of 
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the wire. It resulted from the experiments of 
Gravesande, that this strain was exactly proportional 
to the corresponding elongation. 


35. ELASTICITY OF Ivory. 


The elasticity of ivory is sufficiently shown by 
the impact of billiard-balls. The following expe- 
riment presents it, however, in a yet more striking 
form. Let an ivory ball be let fall perpendicularly 
upon a smooth and hard plane — of stone or metal 
for instance — which has been first rubbed over 
with oil. It will be seen to rebound very nearly to 
the height from which it has fallen; the cause 
which has interfered with its re-ascent exactly to 
that height being the resistance of the air. Now 
let the spot where it has struck the plane be exa- 
mined ; the traces of the impact will be seen in the 
oil, not at a point only, as would have been the case 
had the surface of the ball not yielded at the instant 
of impact, but over a considerable surface, which 
is greater as the ball is allowed to fall from the 
greater height. Thus whilst by the rebounding of 
the ball its elasticity is shown, by this mark on the 
oil, its compression, or the flattening of its sur- 
face at the instant of impact, is proved. Balls of 
wood, stone, glass, and metal, present the same 
phenomena as those of ivory. 


36. ELASTICITY OF TORSION. 


If a wire be twisted, it will tend to recover its 
natural state, with a certain force which is called 
its elasticity of torsion. The law of this force 1s 
this, that it is always proportional to the angle 
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through which the body has been twisted. This 
property may be sliown to result from that other 
universal property of bodies by which any portion 
of them being displaced within certain limits, tends 
to return to its position with a force proportional 
to the displacement, and indeed it proves that pro- 
perty.— (See Moseley’s Mechanics applied to the 
Arts, Art.199., &c.) It exists not only in bodies 
such as steel, brass, wood, &c., with whose elastic 
properties we are conversant but more or less in 


all bodies. 


37. COULOMB’S TORSION BALANCE. 


From the facility with which metal wires and 
threads of various substances may be twisted, and 
the perfect regularity and precision with which they 
tend to return to their former positions with forces 
proportional to the angles of torsion ; they have come 
to be used for measuring certain forces too minute 
to be estimated by the ordinary methods. Coulomb 
was the first to make this application of the elasti- 
city of torsion: by means of it, he succeeded in 
determining, by direct experiment, the laws which 
govern the variation of magnetic and electric forces ; 
and it was by means of the torsion balance that 
Cavendish afterwards detected and measured the 
almost evanescent attraction of gravitation in balls 
of lead 

The torsion balance consists of a stand T, sup- 
porting a hollow vertical rod ST, which, in the 
balance of Coulomb, was of pewter, that all mag- 
netic and electric influence might be avoided. On 
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Sig. 6. this rod there are two sliding 
pieces C A and S P; the lower 
of which carries a plate A, with 
a circle divided like a dial-plate 
upon it; and the upper, a piece 
sf P, to which the torsion wire 
or thread is to be fixed. N is 
c a small bar-piece, with a screw 
which clips the extremity of the 
wire whose torsion is to be 
experimented on, to which a 

weight, or an index, or both, may be attached. 

The following were the principal results obtained 
by Coulomb: — 

1. The wire, being loaded with different weights, 
did not rest in the same position of the index. That 
is, by adding to the weight borne by the wire, or 
taking away from it, the index was always made to 
rest in a different position. 

2. The oscillations of the index were tsochronous. 
That is, when the index, being deflected from its 
position, was then left to itself, it always returned 
to that position again in the same time, whether the 
deflection was great or small; in the oné case mov- 
ing faster, and in the other slower, precisely in the 
proportion necessary to preserve this equality of time 
or isochronism. 

It appears from the theory of dynamics, that 
this one observed fact is sufficient to establish the 
principle, that the force with which the wire tends to 
return ts proportional to the angle of torsion, so that, 
observing the angles through which the index is 


n 
a = 
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38. Tue Evasticiry oF LEAD AND PIPE-CLAY. 


Experiments similar to theabove, made with wires 
of lead and thincylinders of pipe-clay, show that these 
and many other substances, apparently yielding and 
inelastic, possess, in reality, elastic properties as per- 
fect as those of steel. A wire of lead, for example, 
one fifteenth of an inch thick and ten feet long, 
suspended as in the experiments of Coulomb, and 
twisted, being let go, oscillated zsochronously, show- 
ing that the force was proportional to the angle of 
torsion, and, therefore, that the elasticity of the sub- 
stance was perfect. A similar experiment with a 
thin cylinder of pipe-clay gave the same result. 


* 3. The wire being loaded with different weiyhts, the times of 
tsochronous oscillation were as the square roots of these weights. 

4. The lengths of wire being different, the times were as the 
square roots of these lengths. 

5. The diameters of the wires being different, the times were 
as the square roots of these diameters. 

In all these cases the oscillations are supposed to be small 
enough to be isochronous. 
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39. Toe Torsion oF BARS OF Iron. 


Whilst a wire of small diameter, a few inches or 
even a few feet long, may be in a degree homo- 
geneous, this quality is not ‘to be expected in a bar. 
Thus the conditions of torsion, which in a wire 
are so simple and uniform, become in a bar com- 
plicated and anomalous. In the Appendix to this 
work will be found tables containing the results of 
experiments on the torsion of bars, made by Mr. 
Banks, Mr. Dunlop, of Glasgow, and M. Duleau. 


40. ELASTICITY A COMMON PROPERTY OF AERI- 
FORM Bopies, Liquips, AND SOLips. 


That aériform bodies, liquids, and solids, should 
possess, in common, the property of elasticity, may 
appear to us the less singular, if we consider that 
these are but different forms under which the same 
body may exist subject to different conditions of 
heat. 

Steam, for instance, an aériform * vapour, con- 
denses into /iguid water, a certain abstraction being 
made of its heat; and this water, by another reduc- 
tion of temperature, becomes solid ice. And, to 
take an example of this process of transition in the 


* Steam, in an entirely uncondensed state, appears strictly 
under the form of an air: it is perfectly clear, colourless, and 
transparent, and may be seen in this colourless transparent state 
in the bubbles of steam which ascend in a vessel of boiling 
water from the bottom, where they are generated, It is when, 
coming in contact with the air, the steam begins to condense, 
that it assumes that cloudy appearance which we usually asso- 
ciate with our idea of steam. 
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opposite direction, a solid metal becomes a liquid 
by a certain addition of heat; and a yet greater 
intensity of heat volatalises it. When the partial 
abstraction of heat is aided by a powerful pressure, 
a permanent aéeriform body or gas may be converted 
into a liquid. 


41. Tuk LiquEFACTION OF THE GASES. 


This interesting experiment was first made by 
Faraday. Two chemical substances, from which, 
when brought together, the gas to be liquefied 
would be liberated (concentrated sulphuric acid and 
carbonate of ammonia, for instance, when carbonic 
acid was to be liquefied ), were made to occupy op- 
posite extremities of a bent glass tube, which was 
then hermetically sealed. * By inclining this tube, 
the two substances were then brought together, and 
the gas evolved with immense force; and, being held 
compressed within the narrow chamber of the tube, 
was seen to assume a liquid form in the opposite leg 
of the tube to that in which the two substances 
mingled. 

In some experiments, the gas to be operated 
upon was made to occupy a portion of the tube se- 
parated from the rest by a drop of coloured fluid. 
In thé other portion of the tube, carbonate of am- 
monia and sulphuric acid were placed in small ex- 


* Care was taken to introduce the acid by means of a long 
capillary funnel, so as not to wet with it that portion of the 
tube into which the neutral salt, or other substance from which 
the gas was to be liberated, was placed. When this precaution 
was not taken, the disengagement of gas prevented the tube 
from being effectually sealed. 
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panded chambers apart. The tube was then sealed, 
—the acid and salt were brought together by in- 
clining the tube — the liberated carbonic acid gas 
drove the drop of fluid before it, compressing the 
gas included at the opposite extremity of the tube 
until it liquefied it. The condensation was assisted 
by artificially cooling that extremity of the tube 
where it was to take place. ® 

Table II., in the Appendix, states the pressure 
in atmospheres, and the temperature at which the 
liquefaction of the gases enumerated in it took 
place. 

The liquefaction of carbonic acid gas is now pro- 
duced by means of powerful forcing-pumps.t+ 

When the pressure is removed, the liquid re- 
assumes its gaseous form ; and the gas being allowed 
to escape, the jet, in the act of expanding itself, so 
depresses its temperature as to congeal at a temper- 
ature lower than any other known to exist. 

* The specific gravity was measured by introducing, before 
the tube was sealed, minute bulbs of glass, whose specific gra- 
vity had been before determined by observing in what fluids of 
known specific gravity they would float. ‘he degree of pres- 
sure was measured by a contrivance similar to that used in 
CErsted’s experiments (page 20. ), the tube being here, of course, 
exceedingly minute, drawn over the blow-pipe. 

t Sir H. Davy found that by a given accession of temper- 
ature the expansive power of gas in a liquid state was much 
more increased than by an equal addition of heat to gas ina 
gaseous state. He found, for instance, that the expansive force 
of liquid carbonic acid at |! 29 F. was increased by an accession of 
20° of temperature from 20 atmospheres to 36. He conceived 
the idea, that by reason of this property the expansion of the 
liquefied gases might with advantage be used as a moving power 
in machinery. 
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CHAP, II. 


THE STRENGTH OF MATERIALS. 


THE FORCES PRODUCING EXTENSION OR COMPRESSION. 
—THE LIMITS OF ELASTICITY. — RUPTURE. — THE 
STRONGEST FORMS OF CAST-IRON BEAMS AND. COLUMNS. 
— WOOD AS A MATERIAL IN THE ARCHITECTURE OP 
NATURE.—-THE MEQHANICAL PROPERTIES OF ME- 
TALLIC SUBSTANCES AS AFFECTED BY THEIR IN- 
TERNAL STRUCTURE. 


THERE is no form under which the property of the 
elasticity of matter offers itself to our notice fraught 
with more interest or importance than as it affects 
the strength of the materials of construction. 

All these are necessarily subjected, in the uses to 
which they are applied, to various degrees of pres- 
sure; and it becomes a matter of great importance 
to know, in the first place, how far they will lengthen 
themselves under a given strain, or compress 
themselves under a given thrust*; in the second 
place, how far this strain, or thrust, may be carried 
without rupture. 

With regard to the amount of the extension of 
materials under given strazs, it 1s to be regretted 


* A bar ora timber is said to suffer a strain when the forces 
which act upon it tend to lengthen it, and a thrust when they 
tend to compress it. ; 


42. Tue ExtrensIBILITY OF JRon AND Woop. 


It appears by the experiments of the engineers of 
the Pont des Invalids, made with every precaution 
upon the direct strain of bars of the best wrought 
iron, that they increase their length by about 82 
millionths under a load of one ton upon the square 
exch. 

M. Vicat, from experiments made with a view to 
the use of iron in the construction of suspension 
bridges, found that, when formed into bundles 
firmly bound together, or cables, as they are called, 
iron wive was much more extensible than bar iron, 
and that it was the more extensible as it was thinner. 
Its elongation varied from 85 to 91 millionths for a 
load of one ton per square inch. 

That a fascicle or bundle of wires, having together 
a section of one square inch, should be more ex- 
tensible than an iron bar of the same section, and 
that such a fascicle should be more extensible as the 
wires which compose it are thinner, are exceedingly 
interesting facts, inasmuch as it will hereafter be 
shown that, under the same circumstances in which 
iron is thus more extensible, it is stronger. So that, 
on the whole, we arrive at the conclusion that iron 
acquires in a remarkable degree that quality which 
we understand by toughness, by being thus drawn 
out into wire. 

The elongation of oak is about 14 times greater 
than that of bar iron under the same load of one 
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ton per square inch. According to Tredgold, bar 
iron will bear to be elongated by the +,',;th part, 
or by 714 millionths of itself, without permanent 
alteration of structure, or injury. Cast iron and 
brass admit of an extension slightly greater; but 
the woods ash, elm, mahogany, fir, oak, and pine, 
may with safety be extended more than three times 
as much, according to the experiments of Barlow. 
Of all the woods, larch and beech appear to admit 
of the least extension without injury. Tables will 
be found in the Appendix, containing the results of 
the experiments from which these conclusions have 


been drawn. (See Table III.) 


43, THe EXTENSIBILITY OF BAR IRON WHEN AP- 
PROACHING A STATE OF RUPTURE. 


MM. Minard and Desormes suspended weights 
to bars of iron varying in section from *12 to 1-63 
parts of a square inch, until they broke. All the bars 
were 7°874 English inches in length, and the mean 
of 25 experiments gave ,} ;th part as the elongation 
due to a load of 15 tons the square inch, +},th to 
18 tons, =);th to 20 tons, and ;',th to 23 tons; 
25 tons per square inch produced rupture. Thus, 
whilst approaching a state of rupture, each addi- 
tional ton weight per square inch produced a much 
greater elongation of the bar than in the com- 
mencement of the extension. Zhen it produced an 
elongation of but 714 millionths; but when the 
load, as in these last experiments, is augmented to 
15 tons per square inch, each additional ton, up to 
18 tons the square inck, produces an elongation of 
2.500 millionths; from that load to 20 tons the square 
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inch, of 5,000 millionths ; and from that load again 
to 23 tons, of 10,000 millionths. * 

Now it cannot be doubted that, before the elon- 
gation of the bar, all the parts of it were per- 
fectly elastic. How, then, is this subseqient de- 
viation from the law of perfect elasticity to be 
explained? By the fact, that all the parts of the 
bar, by reason of their different densities, and the 
different circumstances of crystallisation to be found 
even in wrought iron, are not equally extensible, 
and that the material of the iron has been internally 
ruptured, and its cohesive power, in many oon- 
cealed parts, destroyed long before it attains a state 
of actual rupture. 

According to the experiments of M. Lagerhjelm, 
made in Sweden in the year 1826, the most ductile 
Swedish bar iron elongates the +°,’,th part, or nearly 
<th of itself, before it breaks. 


44. THe VoLuME OR BULK oF AN Iron BAR, AND 
oF A Copper WIRE, ARE INCREASED IN THE 
ACT OF EXTENSION. 


M. Lagerhjelm found that, before it broke, the 
iron of a bar subjected to extension had diminished 
its section to the O 722th part, and its specific gravity 
by -;},th part, and therefore increased its bulk by 
goth part. 

M. Cagnard de la Tour enclosed a copper wire 
in a long tube filled with water, and then subjected 


* Jt is remarkable that the elongation thus produced by 
each additional ton per square inch, in the state approaching to 
rupture, varied in these experiments in geometrical progres- 
sion, each being double of the preceding. 
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it to extension. Having allowed time for the effect 
of the heat given out by the extension of the wire 
to pass away, he found that more water was dis- 
placed by it after extension than before; showing that 
its volume had increased in the act of extension. 


45. THe THEORETICAL VARIATION IN THE DIA- 
METER OF A So._ip METALLIC CYLINDER SUB- 
JECTED TO EXTENSION. 


M. Poisson has shown theoretically, that if a 
cylinder an unit in length be uniformly elongated, 
its diameter will be diminished by one fourth the 
amount of its elongation; whence it may be cal- 
culated that the increase of its volume will equa) 
one half the volume of the elongated part. 


46. THe Limits or ELASTIcITY. 


It has been shown that, when displaced, the par- . 
ticles of a body tend to return to the position they 
before occupied in it, with a force proportional to 
the amount of the displacement. That this may be 
the case, the displacement must, however, be con- 
fined within certain infinitely minute limits. If 
those limits of displacement be passed, the displaced 
particle may be wholly separated from the rest of 
the body in the direction from which it has been 
moved, and thus a partial rupture may take place; 
or, other particles of the body occupying the space 
which it has left, and through which it has moved, 
it may take up its position under a new arrangement 
of particles exactly as it did under the preceding, 
and enter into precisely the same relation with them 
as before; so that, in everv respect, the qualities of 
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the body shall remain unaltered under this new 
arrangement of its particles. In this last case it is 
said to have taken a set, and the phenomenon de- 
scribed under ,this name includes all that we un- 
‘derstand by ductility and malleability, which terms 
but imply different ways in which this same pro- 
perty of taking a set is called into operation. 


47. THe ELasticity oF A Bopy Is NOT INJURED 
WHEN A SET IS GIVEN TO IT. 


Thus, in S. Gravesande’s experiments, wire, after 
it had permanently lengthened, was tried, and found 
as perfectly elastic as ever. In Coulomb’s ex- 
periments on torsion, wire, which had been twisted 
so far that it would not return to its former po- 
sition, was found to retain its elasticity of torsion 
as perfectly as before. Now, the making of a wire 
trom a bar of metal, or, as it is called, the drawing of 
it out, is but the gradual producing of a set among 
its particles; and, since the wire retains the elastic 
properties of the bar, we may conclude that these 
are not affected by the sets which the particles of 
the bar are successively made to take. 

When deams of iron are so loaded in the midille 
as to cause them to take a permanent deflexion, or 
a set, their elasticity is found to remain unimpaired 
by it; so that, when again loaded, they tend to re- 
cover themselves with forces which are, as before, 
proportional to the deflexion. Whilst some por- 
tions of the substance of a metallic body are made 
to take a set, others may, however, be ruptured. 
Its elasticity may then remain, but its extensibility 
will be greater, and its strength impaired. 
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48, MALLEABILITY. 


The surface of a body always yields to an impact, 
however slight. If a metallic surface thus yield 
beyond the limits of elasticity, it takes a set. This 
property, by which a set is given to metals by iinpact, 
is called madleability ; and is that property of matter 
which, perhaps, more than any other ministers to 
the uses of society. It gives shape to the tools by 
which all other substances are moulded, by which 
the earth is broken up and cultivated, and by which 
ships are made, and a communication established 
between regions separated by the ocean. 

There is no case in which the property of mal- 
Jeability exhibits itself more remarkably than in the 
art of the copper-smith. From a flat plate of copper 
he beats out a hollow vessel without seam or joint, 
and of a-given shape, contriving, by the skilful use’ 
of hishammer, so tv move about the particles of the 
metal, that, although, to give to this flat piece of 
copper its hollow form, he must of necessity in 
some places contract its surface, and in others 
expand it, he causes it yet to retain the same 
thifkness throughout. All this is cffected by giving 
to its parts minute sets, of which, although the result 
of each is perhaps imperceptible, the aggregate is a 
displacement which he can carry to any finite extent. 
Operating thus minutely and by degrees, the sub- 
stance of the metal becomes soft under his hands, 
and he may mould it as though it wereclay. There 
are certain metals, and certain states of the same 
metal, in which this property of malleability exists 
in a greater degree than in others. Thus, for in- 
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stance, Cast iron is not perceptibly malleable (except 
in a slight degree when annealed): it flies to pieces 
under the hammer; but when converted into wrought 
iron it becomes perfectly malleable. 


49, THe STAMPING oF METALLIC SURFACES. 


Itis by a property analogous to their mallea- 
bility that metallic surfaces are stamped. Thus, 
for instance, in the embossed metallic plates which 
form the surfaces of plated goods, the pattern is 
moulded from a steel die, or a block of steel, in 
which, when it is soft, the pattern is sunk by means 
of punches, and which is then hardened. Over 
this die a heavy weight is suspended, which can be 
made to descend between two upright pieces which 
guide its descent like the pile driver; the string which 
suspends this weight passes over a pulley, by means 
of which it can be raised again. On the under sur- 
face of the descending weight is fixed a thick platé 
of lead, and upon the die beneath it is laid the 
metallic plate to be embossed. The effect of the 
impact of the weight upon the die is to force the 
soft substance of the lead, and with it the inter- 
vening thin plate of metal, into the cavities of the 
die, where both take at the first impact a partial 
set; and, the impact being repeated, eventually the 
surfaces are made to adapt themselves perfectly to 
one another, and a complete copy is obtained. 


50. CoININnG. 


It is by a property analogous to that of mallea- 
bility that metals are made to take the impression 
of moulds into which they are stamped. It is thus 
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that the precious metals are coined. The die, in 
which is sunk the impression which the metal is to 
receive, is fixed at the extremity of a powerful screw, 
which is driven impulsively by an effort of the 
workman applied to a horizontal arm fixed across 
the axis of the screw, and carrying, at its extremi- 
ties, two heavy weights. The metal, thus driven 
with great force into the cavities of the die, takes 
there a set, and retains the impressions. 


‘ 


51. Tue Rotuimxnc or METALS. 


The ductility of metals is most effectually called 
into operation by rolling them. It is thus that iron 
and copper plates and bars are made; and the 
iron rails used ‘on railroads receive their form by 
being passed between rollers, in which are cut 
channels of a corresponding .form. According to 
the experiments of M. Lagerhjelin, rolled bars are 
nearly of an wniform density, whilst the density of 
forged bars is extremely variable. Within the 
limits of elasticity, the forces producing given ex- 
tensions are the same in the two kinds of bars, but 
a set is given to the rolled bar sooner than to the 
forged one. The resistance to rupture appears to 
be the same in the two cases. 


52. ENGRAVED STEEL PLATES. 


By a like process, duplicates of engraved steel 
plates are obtained in any number. The steel of 
the engraved plate of which the duplicate is sought 
having been hardened, a cylindrical piece of soft 
steel is rolled over it under an exceedingly heavy 
pressure. This pressure causes the soft metal of 
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the roller to be pressed into all the lines of the en- 

‘graving, of which it thus receives on its surface a 
perfect impression in relief. The soft steel of this 
roller is then hardened, and, thus hardened, it is 
made, under the same heavy pressure as before, to 
roll over the surface of the plate of soft steel to 
which the engraving is to be transferred ; and, in 
the act of thus rolling over it, it indents it with all 
the lines which it had itself received from the 
original plate. There is scarcely any limit to the 
number of duplicates which can thus be obtained 
of the same engraved steel plate; or, therefore, to 
the number of prints which may be taken from the 
same engraving. This method is now largely used, 
and with great advantage, in calico printing. The 
same pattern being here to be repeated over a large 
surface, a small but complete portion of this pat- 
tern is engraved on a block of steel, and thence 
transferred, by the method described above, to a 
roller. This roller is then made to traverse, under 
a heavy pressure, the surface to be engraved, until 
it has repeated the pattern over as wide a surface 
as is required. 


53. RupTureE. 


When the parts of a body are, by any external 
cause, separated beyond the limits of ductility, the 
separation becomes permanent; and, if it extend far 
enough, this separation constitutes a rupture of the 
mass. 

The rupture of a bar of wood or metal may 
take place either by a strain or tension in the 
direction of its length, to which is opposed its 
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TENACITY ; or by a thrust or compressing force in 
the direction of its length, to which is opposed its 
power of resistance to the CRUSHING OF ITS MA- 
TERIAL ; or, each of these powers of resistance may 
oppose themselves to its rupture, the one being 
called into operation on one side of it, and the 
other on the other side, as in the case of a TRANS- 
VERSE STRAIN. Or, lastly, the bar may be rup 
tured by TORSION. 


54. TENACITY. 


In the Appendix will be found a table of the 
tenacities of different materials, or the resistances 
they offer to forces tending to tear them asunder, 
as these have been determined by the best author- 
ities, and by the mean results of numerous experi- 
ments. From this table it will be scen, that of all 
the materials experimented on, that which has the 
greatest tenacity, or which requires the greatest 
strain per square inch to tear it asunder, is thin iron 
wire —a number of pieces of it being placed side 
by side, and bound together, so as to form what is 
called a cable of wire. Moreover, that cables of 
wire thus formed are stronger, as the wires which 
compose them are thinner. 

The first of the experiments enumerated in this 
table was made by M. Lamé, at St. Petersburg, 
on wire of the best Russian iron, ,;|,th of an inch in 
diameter. The result is extraordinary. A tenacity 
of 91 tons on the square inch must be considered 
as an extreme, and, perhaps, an avomalous, power 
of resistance. 

Nevertheless, it results from the experiments of 
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Lamé and of others, that cables of fine iron wire, of 
from 7th to ,1,th of an inch in diameter, may be 
safely assumed to have the enormous tenacity of 
60 tons per square inch. 

The experiments of Telford give 40 tons per 
square inch, for the tenacity of wire th of an inch 
in diameter. 

It is by reason of this marvellous strength of 
wire cables, that they have come to be extensively 
used on the Continent, in the construction of sus- 
pension bridges. There is a bridge suspended by 
cables of iron wire at Fribourg, which is 700 feet in 
span between the abutments, or 100 feet wider 
in span than the great catenary of the Menai 
Bridge.* 

Next in tenacity to cables of fine iron wire, is 
cast steel, in bars, well tilted or forged.t By the 
experiments of Rennie (Phil. Trans., 1813), its 
tenacity appears to be nearly 60 tons on the square 
inch. Sheer steel, reduced by the hammer, has, 
on the same authority, a tenacity of 57 tons. 
(Phil. Trans., 1818.) 

Steel, by reason of its great tenacity, has — in 
Germany, where it is manufactured at a compa- 


® The bridge of Fribourg is said however of late to nive 
become unsafe. If this be the case, it is probably owing not to 
a want of tenacity in its material to resist the ordinary strain 
upon it, but to the impulses of vibratory motion to which, from 
its lightness, it is liable, in high winds, or from the rapid motion 
of vehicles.” 

+ It isa remarkable fact that cast steel has its tenacity nearly 
doubled by being tied, 
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ratively small expense — been used instead of iron, 
in the construction of suspension bridges.* 

Russia bar iron (which is perhaps the best) ap- 
pears, by the experiments of Lamé, made at St. 
Petersburg, with an hydraulic press, in 1826, to have 
a mean tenacity of about 27 tons on the square 
inch. Common English, and other bar or wrought 
iransof anaverage quality, may be considered to have 
the mean tenacity of 25} tons on the square inch.t 

Platinum in wire appears, by the experiments of 
Morveau (Ann. de Chimie, 25-8.), to have a tena- 
city a little Jess than bar iron. 

Silver wire, gun-metal, and forged copper, fol- 
Jow next in the order of tenacity, having respectively 
tenacities of 17, 16!, and 16 tons, on the square 
inch. 

Gold wire has (by the experiments of Sickingen, 
Ann. de Chimie, 25-9.) only one half the tenacity 
of wrought iron. 

The best grey cast-iron may be taken to have a 
mean tenacity equal to one third that of Russia bar 
tron; that is, equal to nearly 9 tons on the square 
inch ; whilst the ordinary cast-iron has one third the 


* Steel bridges, in common with wire bridges, are, however, 
by reason of that very lightness which is the great element of 
their strength, peculiarly liable to those vibrations which are 
calculated more than any thing else to try it. 

+ Of the experiments recorded of wrought iron, one by 
Muschenbrock gives to it the tenacity of 41 tons on the square 
inch, ‘This is the highest recorded, and it is a problematical 
result. The iron used was German bar iron, mark BR. The 
best Swedish and Russian bar irons have, however, for the most 
part, exhibited a tenacity of upwards of 390 tons. 
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tenacity of common bar iron, or about 84 tons on 
the square inch. 

Of woods, bor has the tenacity of the best cast- 
iron, and ash that of common cast-iron; that is, one- 
third the tenacity of wrought tron. 

Deal, oak, and beech, have about 4th the tena- 
city of wrought iron, and mahogany ith. Thus, 
7 rods of mahogany, taken together ; 5 of deal, oak, 
or beech; 3 of box, or of cast-iron; 2 of gold; 
14 of silvery or copper, have respectively the same 
tenacity as 1 rod of the same section of wrought 
tron; or as arod of +’y ths that section of steel or 
fine wire cable. 


55. RESISTANCE TO RupTuRE, BY COMPRESSION. 


The results of experiments on this subject are to 
be found in a parallel column of the same table as 
the last. 

A cube, whose edges are each } of an inch, of 
the kind of cast-iron known by the name of gun- 
metal, requires, according to an experiment of Mr. 
Reynolds’, 10 tons to crush it, or a compressing 
force of 160 tons on the square inch. No other 
material on which experiments have been made, 
exhibits a power of resistance approaching to 
this. 

From experiments made by Mr. G. Rennie (Phil. 
Trans., 1818), it appears that horizontal castings of 
iron, from which cubes were taken of the same di- 
mensions, offered a resistance equivalent to from 
62to 76 tons on the square inch; whilst similar cubes, 
from vertical castings, resisted crushing with a force 
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of from 70 to 90 tons, The more recent experiments 
of Mr. Hodgkinson, which have been made with 
remarkable care, give to the Coedtalon iron, No. 2., 
a resistance to compression of only 36 tons on the 
square inch; to the Buffery iron, No. 1., 41 tons; 
to the Carron, No. 3., 51 tons. Brass offered very 
nearly the same resistance as horizontal castings of 
iron. 

Bar iron, according to Rondelet, crushes, with 
314 tons on the square inch, with less than one half 
the pressure which Mr. Rennie found cast-iron to 
bear; Aberdeen granite, with one sixth; Itahan 
marble, with one seventh; Portland stone, with one 
tenth ; brick-work, with from 3 of a ton to 1% tons. 

But the most remarkable feature presented by this 
column of the table, is the small resistance which 
wood offers to a crushing force, acting in the di- 
rection of the length of its fibre. Experiments on 
this subject are somewhat uncertain* and variable 
in the results they give; they nevertheless fully 
establish the fact of the small comparative power of 
wood to resist a force tending to compress it in the 
direction of its fibre. 

In every other substance enumerated in the table, 
it will be seen that the resistance to rupture by com- 
pression is greater than to rupture by extension ; in 
wood it is /ess. A fact on which, as will hereafter 
be shown, there depend important principles in the 
theory of construction. 


* This uncertainty appears to depend upon some unknown 
condition of the adhesion of the fibres of the wood to one 
another. 
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56. INFLUENCE OF THE HEIGHT oF A PRISM UPON 
THE RESISTANCE TO THE CRUSHING OF ITS 
MATERIAL. 

The experiments on which the conclusions stated 
in the preceding article were founded, were made 
with cubes of the material. When the cube was 
converted into a prism of a different height from 
its width, the results became greatly modified, the 
strength diminishing as the height increased. Thus, 
when a cube from a horizontal casting of iron was 
replaced in succession by prisms having the same 
base of 4 of an inch square, but each higher than 
the preceding by 4 of an inch, until the last was 
l inch, their power of resistance to compression 
passed from 72 tons per square inch gradually to 
45 tons. This fact probably accounts for the dif- 
ference of the results stated in the last article. 
In all cases when a certain height is passed, rupture 
takes place by the sliding of one portion of the 
prism in an oblique section upon the other; and 
the angle of this oblique section is, in all cases, the 
same for the same metal. Extensive and accurate 
experiments have recently been made, on the much 
neglected subject of compression, by Mr. Hodgkin- 
son of Manchester. 


* 57. RuLE, BY. RONDELET, FOR THE STRENGTH 
oF Cotumns oF WrRouGHT IRON, AND OF OAK 
AND DEAL. 

From a great number of experiments on columns 
of wrought iron, varying from half an inch to an 
inch square, and from an inch and a half to twenty 

E 3 
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feet in length, Rondelet has derived the rule, that 
the load necessary to compress a cube of wrought 
iron being assumed to be 512 Ibs. on the square 
line (or the +4,th of a square inch), the loads 
necessary to bend and break columns of any given 
Square section, which are in length successively 
27, 54, 81, 108, 135, 162, 189, 216, 243 times the 
side of the square of their section, are respectively 
2.56 lbs., 128 lbs., 64 lbs., 32 lbs., 16 Ibs., 8 lbs., 41bs., 
2 \bs., 1 1b., upon each square line of section. It 
will be perceived, that the first numbers are as the 
arithmetic progression, 1, 2, 3, 4, 5, 6, 7, 8, 9; and 
the last as the geometric progression, 2, 2, 2, 2, 

Dd oreg As 

From similar experiments, made with columns of 
oak and deal, the same author deduced the rule, 
that assuming 441lbs. per square line to be the 
load ‘necessary to crush a cube of oak, and 52 lbs. 
one of deal, the loads necessary to bend and break 
columns of any given square section, which are in 
length successively 12, 24, 30, 48, 60, 72 times the 
side of the square section, are respectively 2th, 4, 
. ath, +,th, 3th of the force necessary to com- 
press a cubical piece of the column. 

Rondelet found that a square column of oak or 
deal began to yield by bending when its height was 
10 times the side of its section. The weights and 
measures used by Rondelet, and mentioned in this 
article, were of the old French system, in which 
one pound weighs 7,561 English grains troy: and 
one foot 12°78933 English inches, 
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58. A CoLuMN OF CAST-IRON, WHOSE Extre- 
MITIES ARE ROUNDED, WILL SUPPORT BUT Ong 
THIRD THE WEIGHT OF A SIMILAR COLUMN 
WHOSE EXTREMITIES ARE FLAT. 


This remarkable fact is one among a great num- 
ber which have been developed hy the recent ex- 
periments of Mr. Hodgkinson of Manchester. 

Having caused a series of cylindrical columns of 
cast-iron, of different diameters, to be accurately 
turned, with their extremities rounded, so as to 
support an insistent weight by the apex of the 
rounded end, — that is, by a single point in the ex- 
tremity of the axis;— and having caused another 
series of columns to be turned, exactly similar and 
equal to the last, but cut off flat at their extremities, 
he broke the two series of cylinders by the com- 
pression of a powerful lever, made to act vertically 
in the direction of their length, by the intervention 
of a cylindrical hardened steel bar, acting like a solid 
piston through a hollow cylinder, which served it as 
a guide. 

In all these experiments he found the cylinders 
with the rounded ends to break with a pressure which 
was scarcely one third that of the cylinders with the 
fiat ends. 

‘When one end of the cylinder was rounded, and 
the other flat, the breaking pressure was about two 
thirds that which broke the cylinder when both ends 
were flat; so that, in the three cases, the strengths 
of columns, equal in every other respect, were as 
the numbers 1, 2, 8. 

RE 4 
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59. Tue Stroncest Form or a CAST-IRON 
CoLuUMN. 


In all Mr. Hodgkinson’s experiments, before de- 
scribed, the cylinder was observed to break in its 
middle point, indicating that to be the weakest. 
He commenced, therefore, a series of experiments 
on columns in which the middle section was in. 
creased at the expense of the extreme sections, with 
a view to ascertain that form of the column in 
which, when breaking in the middle, it should be 
about to break at every other point; this being 
manifestly the strongest form. From these it re- 
sulted, that the strength of a column of cast-iron, 
containing a given weight of metal, whether it be 
solid or hollow, is much greater when it is cast in 
the form of a double cone ; that is, with its greatest 
thickness in the middle of its height, and tapering to 
its extremities, than when cast in any other form. The 
precise results of these valuable experiments have 
not been published: we hope, however, to be able 
to publish them in the Appendix. 


60. Tue PRESSURE TO wHiIcH MATERIALS MAY 
BE SUBJECTED WITH SAFETY IN CONSTRUCTION, 


In the actual practice of construction, materials 
cannot with safety be subjected to constant strains, or 
thrusts approaching to those which produce rupture. 
They are liable to various occasional and accidental 
pressures ; and to others of a permanent kind, result- 
ing from settlement, and other causes of which no 
previous account can be taken, for which allowance 
must nevertheless be made. 
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The engineer and the architect will therefore in 
their practice be in a degree guided by the ex- 
ample of ACTUAL STRUCTURES. 

From a comparison of numerous examples of 
these, Navier has deduced the rule, that stone and 
wood have, in existing structures, with safety, been 
subjected, — the former to ;!,th the thrust, and the 
latter to -j,th the strain, which breaks them; and 
iron, cast or wrought, to 4th.* 


61. ADHESION OF THE Fisres or Woop To 
ONE ANOTHER. 


Mr. Barlow found the force necessary to separate 
two parts of a piece of deal, by causing them to 
slide upon one another iz the direction of the fibre, 
to be about 5 cwt. to the square inch; for oak 
82} cwt. to the square inch was required. When the 
force was applied in a direction perpendicular to 
the direction of the fibre, 20} cwt. to the square inch 
was required for oak, 15 cwt. for poplar, and from 
84 cwt. to 154 ewt. for larch. 


* One of the greatest pressures to which the stone of any 
building is known to have been subjected, is probably that 
borne by the central column of the Chapter-House at Elgin. 
It amounts to more than 40,000 lbs. the square foot : neverthe- 
less, this stone would certainly bear ten times that pressure, 
without crushing. It is, however, dangerous to subject stones 
to any pressure approaching to that at which they crush: one 
half that pressure causes them to chip ; and the tendency of the 
overloaded stone to yield increases with the time; —jth the crush- 
ing pressure is generally taken as the limit, which should not 
be exceeded. Telford gives 50,000 Ibs. per square foot as the 


maximum pressure to which the voussoirs of an arch should be 
subjected. 
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62. Tue NeurraL Axis IN A BEAM. 


Let a beam be supposed to be bent by a weight 
Jig. 7. placed in the middle of it: 


: LEE it is clear that the side of 


<== the beam nearest to the 






hee 


flexure, be compressed, whilst the opposite side will 
be extended. : 

The point where the extension terminates, and 
the compression begins, sustains manifestly neither 
extension nor compression. This point is called 
the neutral point: or, rather, there are a series of 
such points across the thickness of the beam, which 
all lie in an axis, called the neutral azis of the 
beam. 

Since, throughout its neutral axis, the beam is 
neither extended nor compressed, its strength is 
not there at all called into play, and is, in point of 
fact, of no use; ao that the beam would bear as 
great a weight if a hole were cut through it along 
this axis. 


63. Tue STRENGTH oF A BEAM. 


What constitutes the strength of a beam is its 
resistance to extension on one side of its neutral 
axis, and its resistance to compression on the other, 
These act on either side of the neutral axis; like 
antagonist forces at the two extremities of a lever; 


if either of them yield the beam will be broken. 
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64. To cur a Beam One HAL¥Y tTHrRoven, 
WITHOUT DIMINISHING ITS STRENGTH. 


It is evident that the resistance of the compressed 
side of a beam to compression, would not be at all 
affected by cutting it through, provided it were cut 
only so far as the compression reached, especially 
if we could cut it with a saw so thin that none, or 
scarcely any, of the material should be removed. 

This experiment has actually been made, first by 
Du Hamel. He found that the strength of a 
wooden beam was not at all impaired by cutting it 
one half through on its compressed side — and 
scarcely impaired by cutting it $ths through; and, 
by filling up the saw-cut with a harder wood, he 
found that he could actually strengthen the beam 
by thus cutting it. 

Barlow found that the compressed portion of a 
beam extended to about #ths of the depth. Through 
4ths of the depth it might then be cut, without in 
the least affecting its strength. 


65. THe RELATION OF THE FORCES NECESSARY 
TO TEAR MATERIALS ASUNDER, AND TO CRUSH 
THEM. 


If a beam yield either on its compressed side or 
its extended side, it will be broken. But on which of 
these is it likely first to yield? Does the material of 
which the beam is made yield first to compression 
or to extension? And in what proportion does it 
yield differently to these causes of rupture 7 

In parallel columns of a Table in the Appen- 
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dix, will be found the forces, reduced to the square 
inch, which are necessary to tear asunder the ma- 
terials enumerated, and to crush them. From a 
comparison of these columns, there will appear the 
remarkable fact, that whilst the metals require a 
much greater force to crush them than to tear them 
asunder, the woods require a much less. 

Experiments on the compression of wood are 
peculiarly uncertain; and the numerical results 
stated in the Table are probably to be received only 
as distant approximations. Still, the fact remains 
indisputable, that wood crushes with a force less 
than that with which it tears asunder; whereas the 
metals require a much greater force to crush them 
than to tear them asunder. Cast-iron seven or 
eight times as much. 


*66. To MAKE A BEAM or GIRDER OF CAST-IRON 
WHICH SHALL BE FOUR TIMES AS STRONG 
WHEN TURNED WITH ONE SIDE, AS WHEN TURNED 
WITH THE OTHER SIDE, UPWARDS. 


A very ingenious experiment was made by Mr. 
Hodgkinson, of Manchester, to illustrate the fact 
stated in the preceding article. 

He caused two castings of iron to be made from 
the same mould 5 feet in length. The form of the 

Jig. &. 






section was that shown in the figure. It may be 


described as made up of a large flanch 4 inches in 
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width, along the back of which runs a smaller upright 
rib 1 inch in height. Mr. Hodgkinson’s object 
was to make one of these castings break, by the 
extension of this rib, and the other by the com- 
pression of it; and to compare the load necessary in 
these two cases to produce fracture. He antici- 
pated that a greater force would be required to 
break that casting which yielded by the compression 
of the rib, than that which yielded by its extension. 
But how was he to break the one by the extension 
of this rib, and the other by its compression? Let 
the reader imagine these castings to be placed be- 
tween supports 4ft. 3in. apart, the one with the 
rib upwards, the other with the rib downwards, and 
both to be loaded in the middle. 

Let us take the case in which the rib is upwards 
(as shown in the first cut), and therefore com- 
pressed, and the flanch extended. Were the flanch 
only of the same size as the rib, and did it exert its 
strength under similar circumstances, it, being the 
extended part, might be expected the first to yield : 
but it is very greatly larger than the rib; and it 
was made so greatly larger, that its greater size 
might make up for its less power of resistance — 
it actually did more than make up for it; for the 
casting did not yield by the extension of its lower 
part, but by the compression of its upper, the 
rib —it broke with a load of 9 cwt. The other 
casting, placed with the rib downwards, of course 
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vielded by the extension of that rib; the extended 
part being here not only weaker, but smaller than 
the compressed part. 

This casting broke with 2} cwt. Thus we find 
that to break the casting by compressing the rib, 
required nearly four times as great a load as to 
break it by extending the rib: a result agreeing 
with the before observed fact, that cast-iron resists 
compression with greater force than extension. 
Here, then, was a form of iron beam, which was 
nearly four times as strong when turned one way 
as when turned the other: and here was an indi- 
cation of the fact, that the strength of such a beam 
may, with the same quantity of material, be pro- 
digiously influenced by the way in which that ma- 
terial is distributed. 


*67. A WEDGE, DRIVEN OUT BY THE COMPRES- 
SION OF THE Rs. 


In the experiment when the rib was uppermost, 
and it was broken by compression, there started out 
from it, when in the act of yielding, a wedge, of 
which the length was four inches, and depth -98 of 


Jig. 10. 


an inch, and which was exactly of the same form 
and dimensions in all other experiments with cast- 
‘ings from the same mould. The wedge is accu- 
rately shown in the accompanying cut. 
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*68. THe STRONGEST ForM oF SEcTION oF A 
| CAST-IRON BEAM. 


What, then, is the best way of distributing the 
material of a beam? This was the problem which 
Mr. Hodgkinson undertook to solve, by the method 
of experiment; and of which his solution is one of 
the most important practical results that have been, 
in modern times, obtained. 

In the first place, let the reader be again re- 
minded of the fact, that a beam, in bearing a load, 
sustains it by the resistance of its material to com- 
pression on one side, and to extension on the other; 
and that these forces act on opposite sides of its 
neutral axis, like forces acting at either extremity 
of a lever, the yielding of either destroying the 
balance, and breaking the beam. Moreover, let 
his attention be called to the fact, that the farther 
these forces are placed from the fulcrum, the greater 
will be their effect: so that all the forces resisting 
compression will produce their greatest effect when 
collected the farthest possible from the neutral 
point ; and, in like manner, all the forces resisting 
extension. Thus, all the material resisting com- 
pression will produce its greatest effect when col- 
lected at the top of the beam; and all the material 
resisting extension, atthe bottom. And thus we are 
directed to this first general principle of the distri- 
bution of the material, that it should be collected 
in two flanches, one at the top, and the other at 
the bottom of the beam, joined by a comparatively 
slender rib. This is the first step in the distribu- 
tion: this is not, however, all; it does not give 
the strongest form of beam. 
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To understand why, let the reader's attention be 
called to this general principle. 

That form of beam is the strongest, whose ma- 
terial is so distributed, that at the instant when it is 
about to break by extension on one side, tt ts abour 
to break by compression on the other: for if when 
it is about to break by extension on the one side, it 
is not about to break by compression on the other, 
then may some of the material be taken from the 
compressed side without making that break, and 
added to the extended side, to prevent that break- 
ing; so that now the beam is made to bear the 
weight which before it would not, or it is strength- 
ened. And this is a general principle. So long as 
the distribution of the material is not such, as that 
the compressed and extended sides would yield 
together, the strongest form of section is not at- 
tained. 

Now it seems clear that since cast-iron yields to 
extension sooner than compression, if the upper and 
lower flanch were of the same size, the lower or 
extended one would yield first. The compressed 
side cannot yield at the same time as the extended 
one, unless it be greatly less than it. On the whole, 
then, the strongest form of beam will evidently 
have its lower flanch much larger than its upper. 

But in what proportion? Mr. Hodgkinson’s ex- 
periments were directed to the determination of 
this point. He made a series of castings, gradually 
increasing the lower flanch, at the expense of the 
upper—as shown in the accompanying diagrams ; 
and, as he had anticipated, he found the beams, in 
this state of transition, to grow stronger and stronger 
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No. of | Ratio of Surfaces | Arca of Sec- | Strength per square 


Experiment.| of Compression {tion in Inches.| Inch of Scction in Ibs. 
and Extension. 


1 1 tol 2°82 2368 
2 1 to 2 2°87 2567 
3 l to 4 302 2737 
4 1 to 44 3°37 3183 
5 1 to 4 4°50 3214 
6 1 to 5f 50 3346 
7 1 to 3°2 4°628 3246 
8 1 to 4°3 5°86 3317 
9 lto6l { 6 4075 
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In the first eight experiments, each beam broke 
by the tearing asunder of the dower flanch. The 
distribution by which both would be about to 
yield together — that is, the strongest distribution — 
was not therefore, up to that period, reached. At 
length, however, in the last experiment, the beam 
yielded by the crushing of the upper flanch, from 
which a wedge flew out. 

In this experiment, then, the upper flanch was the 
weakest. In the one before it, the lower was the 
weakest. Fora form between the two, therefore, the 
flanches were equal in strength to resist the pressures 
to which they were severally subjected ; and this was 
the strongest form. 

In this strongest form the lower flanch had siz 
times the material of the upper. 

In the best forms of girders used before these 
experiments, there was never attained a strength of 
more than 2,885 lbs. the square inch of section. 
There was therefore, by this form, a gain of 1,190 lbs. 
the square inch of section, or {ths of the strength 
of the beam. 

The great girders cast in Manchester are now 
commonly cast on this principle; and there has re- 
sulted, it is said, a practical economy in the iron 
of full 25 per cent. 


69.* RuLe For THE STRENGTH OF A BEAM CAST 
oN Mr. Hopaexinson’s PRINCIPLE. 


From the comparison of a great number of ex- 
periments, Mr. Hodgkinson has deduced the fol- 
lowing rule for the strength of his beams. The 
dimensions being all taken in inches, multiply the 
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area of the section of the lower flanch, in inches, by 
the depth of the beam, and divide the product by the 
distance between the two points on which the beam is 
supported. This quottent, multiplied by 536 when the 
beams are cast erect, and by 514 when they are cast 
horizontally, will give the breaking weight in cwts. 


70. To vary THE SECTION OF A BEAM AT DIE- 
FERENT DISTANCES FROM THE POINTS OF Sup- 
PORT, SO THAT FOR A GIVEN QUANTITY OF Ma- 
TERIAL 1TS FoRM MAY BE THE STRONGEST. : 
The strength of a beam, to bear a load, is different 

according as it is loaded in the centre of its length, 

or nearer to either of its extremities. It is, for in- 
stance, evident that a beam will bear a load placed 
upon it very near to one of its points of support, 
when it would not bear the same load placed over 
its middle point. It appears from a mathematical 
inquiry into this subject, that the effect of a given 


Jig. 12. 





load to break the beam, varies when it is placed 
over different points in it, as the products of the 
distances of these points from the two points of 
support of the beam. Thus the effect of a weight 
placed over the point L, is to the effect of the same 
weight placed over the point K, as the product of 
AL by LB is to the product of AK by KB; A and 
B being the two points of support. Since, then, the 
effect of a weight to break a beam is not so great 
at points nearer to its extremities, as in the middle, 
the beam need not be so strong any where as at its 
RF 2 
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middle point; and, guided by the law stated above, it 
appears thatitsstrengthat different pointsshould vary 
_as the products of the distances of those points from 
the points of support. Now thisdifference of strength 
may be given in two ways; either by varying the 
depth of the beam according to this law, or by pre- 
serving its depth every where the same, and varying 
the dimensions of its upper and lower flanches ac- 
cording to this law. Whether we thus vary the 
depth of the beam or the dimensions of its flanches, 
the law in question will give, for the outline, in the 
one case of the elevation of the beam, in the other 
of the plan of the flanch, the geometrical curve 
called a parabola. The cut represents the flanch, 
according to this form, adopted by Mr. Hodgkinson ; 
the upper and lower flanch were of the same form ; 
but the dimensions of the latter were six times thosc 
of the former. 
fir 13. 
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71. THE QUALITIES OF Woop as A MATERIAL 
OF CONSTRUCTION. 


Such is the form which, guided by experiment 
and such other resources of science a3 we possess, 
we find ourselves led to give to the substance, iron, 
which, forming part of the solid materials of the 
earth, and ministering there to some wholly different 
use, we dig up and apply to our purposes of cop- 
struction. 
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Now let us turn to the architecture of trees, and 
exzinine Nature’s material, and let us consider whe- 
ther, guided by the light which our efforts to econo- 
mize this artificial material of construction may 
have given us, we may not discover, in the material 
of those stately structures, elaborated in the myste- 
rious process of vegetation, some feeble traces of 
that mighty and all-perfect wisdom of which ours, 
fecble as it is, is vet an emanation. 

And let the principle first of all be stated, as one 
observable throughout all nature, that creative power, 
wfinite in its development, is infinitely economised 
tn its operation. 

Were wood but as durable as iron and stone, it 
would supersede their use as a material of construc- 
tion. 

If other evidence were wanting, the unparalleled 
boldness of the structures erected with wood would, 
for itself, speak to the fact. 

What have we to compare with the structures 
erected in wood? There is no arch of iron or 
stone, for example, that approaches to the span of 
the wooden arches which have been erected by 
Wiebeking in Germany, or to that arch at Phila- 
delphia, which, with one vast span of 340 feet, 
crosses the Schuylkill. 

The superiority of wood to iron or stone, as a 
material of construction, results from the extra- 
ordinary lightness which it unites with its strength. 
Thus deal has only one fifteenth the weight of 
cast iron, although it has considerably more than one 
half the tenacity, and sixteen bars of it would weigh 
only the same as one bar of the same dimensions of 

¥ 38 
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wrought iron, although they would have together 
more than the strength of three. 

Now it is evident that a building erected with a 
material, however strong, which was in the same 
proportion heavy, might, and probably would, be a 
weak \uilding. 

Such a structure, notwithstanding the great 
strength of its material, might load itself with its 
own mass to the utmost that it would bear, so that 
the slightest additional pressure would cause it to 
yield — as it is the last ounce which breaks the 
camel’s back. Many, and memorable, are the in- 
stances of this weakness in artificial structures. The 
case of the Brunswick theatre, whose iron roof fell 
in by the pressure of its own weight, and that of 
Mr. Maudeslay’s manufactory in London, and of 
the Conservatory at Brighton, are in every body’s 
recollection. 

But wood falls short of other materials in dura- 
bility.* 

The food of diving vegetation is extracted from 
decayed vegetation ; decay was thus, for the great 
purposes of nature, made its inseparable concomitant. 

This decay —which was a necessary property then 
of timber, as a material of nature’s architecture — 
unfitted it for that of man; who, reserved for im- 


* The recent discovery of Mr. Kyan has, nevertheless, given, 
it is said, to wood an artificial durability almost equal to that 
of iron. The great agent in its destruction is a fungus whose 
ravages we are familiar with under the name of dry rot, and 
the experiments of Mr. Kyan, confirmed by those of Dutrochet, 
appear to show that this fungus will not grow in timber 
steeped in corrosive sublimate. 
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mortality, and struggling, even here, in an unceas- 
ing combat with the fleeting and transitory character 
of all that surrounds him, would construct for him- 
self an abode whose durability may laugh to scorn 
the shortness of his tenure; he digs therefore its 
material from among those mineral substances out 
of which the mass of the earth itself is builded up, 
and whose duration is coeval with it. 


79. Tur ADAPTATION OF Woop AS5 A MATERIAL 
TO THE ARCHITECTURE OF TREES IN RESPECT 
TO ITS DISTRIBUTION. 


So much for the quality of the material as evi- 
dencing the infinite skill of the mighty Architect. 

Now for the distribution of it. Can we see, im- 
perfect as are our faculties, any traces of that per- 
fect wisdom which governs the distribution of that 
material ? 

The experimental fact (ascertained with certainty ), 
that its power of resisting extension, when subjected 
to transverse strain, is so nearly balanced by its 
power of resisting compression, as to bring its neu- 
tral point, at the instant of rupture, nearly in the 
centre of the beam (only one eighth of its thickness 
from it), is manifest evidence of this. 

To make this appear, let us imagine that this 
nicely balanced equilibrium had not existed, as, in 
the case of iron, it does not. Let us suppose, in 
short, that iron were the material of trees. To give 
the most economical distribution to its material, a 
beam of wood must, then, be of that form which we 
have discovered to bethe best forabeam of iron; that 


is, one side of it must contain six times the material 
F 4 
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that the other side does. But such a beam is only 
calculated to bear a pressure acting upon one side 
of it, and to bear it in one particular direction. 
If fixed, for instance, firmly upright in the earth, 
and made to be acted upon powerfully by the wind, 
it might bear it, and would be of the form best cal- 
culated to bear it when it blew in one direction, but 
not when it blew in the opposite direction. To 
make it resist equally a force in ezther direction, the 
flanch must evidently be of an equal size on either 
side: but if you make it thus, all the economy of 
the distribution of the material is gone. To pre- 
serve this economy, the relation, of the resistance to 
compression, to the resistance to extension, must be 
changed in such a way that an equality of the 
flanches may constitute the most economical ar- 
rangement of the material. 

Now in wood precisely this relation appears to 
obtain. The proximity of the neutral axis to the 
centre, as determined by Duhamel and others, 
sufficiently indicates the near equality of the forces 
resisting extension and compression as they are 
called into action in the transverse strain of a beam, 
and renders it extremely probable that in the trans- 
verse strain of the cylindrical trunk of a tree, 
whether hollow or solid, this equality becomes 
absolute. 

Supposing then a beam of wood formed like that 
of iron, of which we have spoken, and conceiving its 
flanches to have the form of longitudinal slices of a 
hollow cylinder, and the circumstances of resistance 
to be similar to those in a beam of wood ; if these 
two flanches be very nearly of the same size, when - 
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one is about to yield by extension, the other will 
be about to yield by compression. This has 
becn before shown to constitute the most ecouomi- 
cal distribution that can be conceived. To sustain 
the force of the wind on its opposite sides, a timber, of 
this form, then, with egual flanches, would have the 
most perfect form. Let the reader conceive a 
number of such equal timbers to be placed so 
that the ribs which join their flanches may all in- 
tersect along the centre of their length, and their 
flanches be brought side by side like the staves of a 
barrel, and let him imagine a hoop to be placed 
round it; and he will have conceived a structure 
Whose material is of perfect economy in itself, and 
whose mass is distributed with a perfect economy, 
so far as these things inay becomprehended; he will 
have embraced a principle which shapes out the 
boues of every living animal, which distributes the 
material of the stem of every weed and flower, and 
of a great family of trees. Surely “ God is wise 
in heart; He is mighty in wisdom; He is wonderful 
in counsel, and excellent in working.” 

But it may be asked, If this economy of material 
be a principle of creative wisdom, why is not every 
tree made thus with a hollow stem, as are the great 
tribe of grassJike trees, and the bones of animals ? 
Let us speak with reverence when we speak of the 
design by which the vast operations of Providence are 
directed. It is, however, an unjustifiable conclusion, 
that, in building up the trees of the forest, there was 
taken into that far-reaching view the uses to which, 
in the vast economy of human life, they should 


74: ILLUSTRATIONS OF MECHANICS. 


hereafter be placed? How materially would that 
utility have been impaired had they been but hollow 
tubes? And how vast an influence would it have 
exercised on the destinies of our race, if for this 
reason large buildings had never been framed to- 
gether, ships never built ? 


73. Various CIRCUMSTANCES WHICH AFFECT 
THE STRENGTH OF METALS, AS MATERIALS 
or CONSTRUCTION. 


Of the various circumstances which affect the 
strength of metallic substances, the most important 
appear to be those which connect themselves with 
crystallisation. 

The crystallisation of bismuth and sulphur may be 
taken as examples of what little is known of the cir- 
cumstances under which crystallisation takes place 
generally. 


74. CRYSTALLISATION OF BISMUTH. 


If bismuth, melted in a crucible, be poured into 
a mould (heated to receive it), and when it has 
cooled, so that a crust is formed over its surface, if 
the mould * be inverted, so that the weight of the 
liquid metal beneath the crust may break through 
it and run out, the cavity beneath will be found to 
be surrounded with beautiful crystals of the metal 
adhering to the crust and to the sides of the vessel. 
These crystals will be larger as the process of cool- 
ing takes place more slowly, and as the melted mass 

* The crystals will be very beautifully seen if a test-glass be 
used for the mould. 
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is greater. They present to the eye the order and 
arrangement according to which its parts solidify; 
which order and arrangement, therefore, charac- 
terise their solid state. 

A similar experiment may be made with sulphur, 
M. Mitscherlich, from a melted mass of fifty pounds, 
slowly cooled for four or five hours, obtained crys- 
tals half an inch thick. 


75, SALINE CRYSTALLISATIONS. 


The process of crystallisation is much more 
easily observed in crystals which form, as do vari- 
ous salts, from aqueous solutions than it is in those 
which form in the act of cooling from a melted 
state. It is nevertheless probable that these two pro- 
cesses of crystallisation are identical in their prin- 
ciple. Ifthe water in which a salt has been dissolved 
be slowly evaporated from it, the crystals of the salt 
will, after the evaporation has passed a certain 
limit, begin to re-appear in it: each minute crystal 
will be seen to be terminated by plane surfaces, to 
have a definite form, and certain inclinations of its 
planes. As its dimensions increase, which they 
will be seen to do continually so long as the eva- 
poration proceeds, it will never lose this definite 
form or this given inclination of its containing 
planes. The amount of the increase will, however, 
probably be different on its different faces, and give 
rise to certain modifications of its primitive form, 
which, on examination, will be found to depend upon 
the different quantities of the fluid mass to which its 
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; 
different faces are presented, and the different de- 
grees of facility with which the saline particles of 
the solution have access to them; so that by turn- 
ing the crystal round into different positions in the 
solution, different faces may be made in succession, 
to receive the greater increase. The definite cha- 
racter of this accumulation of the particles of the 
crystal is strikingly illustrated by the fact, that ifa 
crystal, whilst the process is going on, be taken out 
of the solution and broken at its angles, so as to 
make its surfaces rough and uneven, and to destroy 
the form under which the accumulation of its par- 
ticles was taking place, and if this broken crystal be 
then replaced in the solution, the process will re- 
commence upon it by a restoration of the broken 
part, a filling-up of the roughness of its faces, and a 
ré-formation of the crystal upon its original model. 
A yet further evidence of the definite arrangement 
of the particles of the crystal is found in the cir- 
cumstances of its cleavage: these it partakes of in 
common with many crystals, which have never been 
formed by artificial means, but which are found in 
nature composing part of the earth's surface, and 
have probably resulted from igneous fusion. These, 
which are, some of them, excessively hard, have 
almost in every case certain particular directions in 
which they can be divided or cleft, called planes of 
cleavage. When they are thus cleft, the divided 
surfaces appear perfectly smooth and even, like the 
faces of artificial crystals. Every crystallised sub- 
stance has several of these planes of cleavage, and 
the same substance has always, in every fragment or 
specimen of it, the same number of them ; and these 
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inclined to one another at the same angles: so that 
cleaving any such fragment until all its faces are 
planes of cleavage, the resulting crystal will always, 
for the same substance, be of the same form. If 
it be an artificial crystal, this form will be exactly 
the same as that which it assumes in the solution 
out of which it crystallises, or one in close alliance 
with it. 


76. CRYSTALLISATION MAY TAKE PLACE IN A 
MASS WHICH IS IN AN IMPERFECT STATE OF 
Fusion. 

Wrought iron is obtained by the forging of masses 
of cast iron which are heated, but only imperfcetly 
fused. This process, and others which it undergoes, 
separate it from the carbon which is combined 
with it, and from various other impurities under the 
form of scorie; and, as it thus becomes more pure, 
it becomes more difficult of absolute fusion, and 
less perfectly fused: nevertheless, cooling from 
this anperfect state of fusion, it assumes that crystal- 
lised structure, which is so apparent in wrought iron. 
It is, perhaps, in consequence of this crystallised 
structure of wrought iron, that its strength is so 
greatly modified by drawing it into wire: we have 
seen that its tenacity may thus be increased from 
25} tons the square inch to from 60 to 90 tons; that 
is, it may be tripled. The tenacities of iron, in the 
three states of cast iron, wrought iron, and fine 
iron wire, are as the numbers 9. 25. 80. 
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77. Tue INFLUENCE OF THE VARIOUS CONDI- 
TIONS OF CRYSTALLISATION ON THE COHESIVE 
Force oF Cast Iron. 


This influence is fully shown by an experiment 
of Mr.G. Rennie. He took a cube of iron, whose 
edges were each {th of an inch, from the centre of 
a large casting, where the crystals being slowly 
formed were perfect and large, and plainly seen: he 
found that it crushed with a pressure of 1440lbs. He 
took a second cube, of the same dimensions, froma 
small casting, where there was not the same appear- 
ance of crystallisation, but a close compact grain: 
tnis crushed with 2116lbs. ; that is, it required half 
as much force more, to crush it. 


78. THe INFLUENCE OF PRESSURE UPON THE 
SOLIDIFICATION OF METALS. 


The pressure under which the solidification of 
metals takes place, has an evident influence on their 
internal structure. Thus, to the strength of a cannon, 
whether it be cast in a vertical or a horizontal mould 
—— that is, whether in the act of cooling it sustains a 
greater or less weight of superincumbent mate- 
rial; and whether the muzzle or the breech be 
cast upwards, — are things of importance to its 
strength. 

The experiments of Mr. Rennie show, moreover, 
that bars of metal differ in cohesive power, as they 
are cast vertically or horizontally. 

Thus a prism, cast horizontally, he found to crush 
under a load of 9006lbs. ; another prism, cast in the 
same mould, but vertically, required 9328lbs. to 
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crush it; and, generally, a vertical casting was best 
adapted to bear a vertical force. 

Mr. Hodgkinson found so great a difference be- 
tween the strength of iron girders, according as they 
were cast horizontally or vertically, that he has given 
different rules for calculating them. In illustration 
of the same fact it may be mentioned, that great 
bells are found to be of a different quality of metal 
at the top of the mould in which they are cast, and 
at the bottom. 


79. MALLEABLE PLATINUM. 


Platinum was first made known in Europe by 
Mr. Wood, assay-master at Jamaica, who met with 
it in itsore in 1741. It cannot be obtained from the 
ore in any considerable quantities by direct fusion, 
as other metals are. The voltaic pile and the oxygen 
blow-pipe will indeed melt it; but these can be 
made to operate only on small portions at a time: 
to obtain it in larger quantities, under a malleable 
form, was long a desideratum in science. It is now 
accomplished as follows: — The ore is subjected 
to the action of nitro-muriatic acid, and the solution 
precipitated by hydrochlorate of ammonia, under 
the form of a hydrochlorate of platinum and am- 
monia; which, under a high temperature, decom- 
poses and leaves pure platinum, under the form of 
a porous friable mass, called (from the resemblance) 
spongy platinum. 

Under this form it is as far as can be conceived 
removed from malleability ; and here lay the great 
difficulty of the process. It is overcome by sub- 
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jecting the spongy platinum to a high pressure in 
a mould; a kind of ingot is thus obtained of suf- 
ficient tenacity to bear handling. This is then 
exposed to a high temperature, and carefully 
forged. Dr. Wollaston was the discoverer of this 
process, and he has published a detailed account of 
it in the “ Philosophical Transactions” for 1829. 


80. Cast Iron. 


Of all the causes which affect the mechanical 
properties of iron, the most remarkable are those 
which result from the union with it, in different 
degrees, of that subtle element, which is called by 
chemists carbon, and which is the substance so 
familiarly known to us as charcoal. It is this 
element, which, in the process of smelting, passes 
from the charcoal or coke, which is mingled in 
given proportions with the mass of iron ore in the 
furnace ; and uniting itself with the pure iron, gives 
it the properties of a fluid. Run into moulds, and 
allowed to cool, this compound of carbon and iron 
becomes cast iron. 

In the melted state, fluidity is that property 
which the iron receives in a greater or less degree 
from the greater or less quantity of carbon com- 
bined with it—that is, from the greater or less 
quantity of coke mingled with it in the furnace, 
and the better or worse quality of the coke. In 
the sofid state, according as it contains more 
carbon, cast iron is softer under the file or chisel, 
and possesses less strength as a material. As it 
contains dess carbon, it is harder, and possesses 
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more strength as a material. This property of 
hardness, however, which it acquires as the pro- 
portion of carbon combined with it is diminished, 
ultimately passes into breétleness, and, beyond a 
certain limit, it thus loses its strength as a material, 
for the ordinary purposes of construction. It is 
only used in its most highly carbonised state, 
because in that state, by reason of its fluidity when 
melted, it may be made to run into the finest and 
most delicate mouldings, so as to present, when 
cooled, a minute and perfect reproduction of the 
model. For castings, on which less minute and ac- 
curate mouldings are required, iron combined with 
less carbon is used, because of its greater strength. 
Irons of these two qualities, of greater or less car- 
bonisation, and suited to these distinct purposes, 
are known to the founders as the irons, No. 1. and 
No. 2. <A third quality of cast iron, known as 
No. 3., is, in some places, made for castings of great 
size and strength, with a yet less admixture of car- 
bon, and possessing less fluidity than No.2. And 
there is a fourth quality, called bright iron, yet 
further without carbon, of an extremely imperfect 
fluidity when melted, and applicable only to the 
largest castings. 

There are two qualities of iron — mottled and 
white— which are obtained from the furnace with yet 
less degrees of carbonisation than bright iron. These 
are, however, so thick when melted, and so brittle 
when cooled, as to be wholly unfit for the purpose 
of casting. When combined with carbon in a less 
proportion than in these qualities, iron does not 
melt in the furnace, and cannot be separated there 
from the ore. 
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To be obtained in this lower state of combina- 
tion with carbon, it must first be extracted from the 
ore in the last-mentioned state of cast iron, or in 
some of the other states before mentioned, and 
then have more of its carbon, by an independent 
process, taken from it. Cast iron, thus deprived in 
a greater or less degree of its carbon (and other 
foreign ingredients), becomes wrought tron. It is 
remarkable that iron in this state, united with less 
and less proportions of carbon, re-acquires rapidly 
those properties of softness and malleability in its 
texture, which before, by the deprivation of its 
carbon, it dost, and soon greatly surpasses them. 
Whilst its resistance to the file, the chisel, and the 
hammer, have thus, by de-carbonisation, become 
less, its cenacity has tripled itself; the brittleness of 
cast-iron has wholly disappeared from it, and it has 
become that material, whose union of weight, 
strength, durability, and hardness, adapt it, above 
all others, to the various utensils and tools of art; 
and whose malleability, when heated to a red heat, 
and the facility with which it is welded, enable us 
to mould it into any required form upon the anvil, 
and to frame and unite any number of distinct 
portions of it into a continued structure. 

It is the difficulty of melting wrought iron, its 
extreme softness nevertheless, when brought to a red 
heat, and that property by which it admits of being 
welded *, which, as much as its greater toughness 
and ductility, distinguish it from cast iron. 

* The welding, or joining together of different pieces of iron 
and steel, is performed by bringing the surfaces to be joined 


to a temperature bordering upon that of fusion; a glossy ap- 
pearance, like varnish, then appearing upon them, they are spee- 


MANUFACTURE OF WROUGHT IRON. 83 


81. THe MANUFACTURE OF WrouGurtT Iron. 


Cast iron is decarbonised, so as to convert it 
into wrought iron, by exposing it to the action of 
the air, for a considerable length of time, in a melted 
state: its carbon combines, in this state, with the oxy. 
gen of the air, and deserts the fused metal. This pro- 
cess of fusion is twice undergone: the first time it is 
called refintng the iron. Mingled with the requisite 
quantity of fuel, the pig-iron is placed in a trough- 
like furnace, whose sides are of iron plate, and its 
bottom of masonry, and round whose sides, ex- 
ternally, a stream of water is made continually to 
run. The fuel being lighted, a powerful blast of 
air is impelled upon it, and the metal — having 
been kept in a state of fusion, with this blast upon 
it, for not less than two hours, and having lost a 
large portion of its carbon —is run into a Jong shal- 
low mould, and cooled: it is then broken into 
pieces, and carried to a furnace of the kind called 
a reverberatory furnace, where the powerful flame 
of a large body of fuel, under combustion, in the 
grate of the furnace, is made to pass over it, and at 
length it sinks, in a state of fusion, on what is called 
the hearth of the furnace; a space which is wholly 
separated from the fuel, and open to a free access 
of air. Here the melted mass is kept in a state of 
continual motion, and stirred up from the bottom 
by the workmen, with long iron rods; a process, 
which is called puddling. In this state the metal 





dily scraped, placed in contact, and hammered together. Cast 
steel, in common with cast iron, loses the property of welding. 
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may be seen to swell and emit its carbon, gradually 
losing its fluidity, until at length it can, with the 
workman’s rod, be accumulated into semi-fluid balls 
of 70 lbs. or 80 lbs. in weight; these he removes 
from the puddling-furnace, and places under the 
heavy hammer of a forge. After having been well 
hammered, and received a flattened form from this 
forge, they are passed between rollers, and con- 
verted into bars; five or six of which, being piled 
upon one another and brought to a welding heat in 
a reverberatory furnace, and again passed through 
successive pairs of rollers until they are reduced to 
bars of the required dimensions, the process is 


finished. 


82. THe MANUFACTURE OF STEEL. 


If cast iron, after having been deprived of its 
carbon, and other foreign ingredients, and thus 
brought into the state of wrought iron, be re-car- 
bonised by a process about to be described, it will 
not return to the state of cast iron, but to a state in 
which, admitting of fusion, and re-acquiring more 
than the hardness of cast iron, it admits of being 
hammered, forged, and welded like wrought iron ; 
and, when tempered, becomes equally pliant and 
yielding, and far more elastic. In this state it is 
known as STEEL. 

The process by which wrought iron is carbonised 
into steel, is this: In two long troughs or boxes of 
fire-stone, built up on either side of the fire-grate cf 
a reverberatory furnace, are piled upon one another 
the bars of iron which are to be subjected to the 
process of carbonisation: between each layer of 
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bars is spread a thick layer of charcoal-powder ; 
and when the piles are thus completed (usually to 
the weight of ten or twelve tons), the top of each 
trough is closely covered over with a bed of sand. 
The fire of the furnace is then lighted, and the 
boxes, and their contents, are kept at a red heat 
for eight or ten days. 

In this heated state the iron attracts, and incor- 
porates with itself, carbon from the charcoal which 
surrounds it. -If, at the expiration of the time men- 
tioned, the process is found to have proceeded far 
enough, bythe examination of a bar drawn for that 
purpose, the furnace is allowed gradually to cool. 

The bars, on examination, are now found greatly 
to have swelled their dimensions, and to have raised 
their surfaces every where into blisters ; for which 
reason the steel, formed by this process (called ce- 
mentation), is called blistered stecl. These bars are 
then heated to redness, and well forged under a 
powerful forge-hammer, made to strike with great 
rapidity, commonly by the action of a water-wheel, 
and called a téting hammer: the hollow, vascular 
texture of the blistered steel is, by this forging, re- 
duced to a close continuous granular structure, and 
the metal becomes tilted steel. When the bars of 
blistered steel are first broken, and then welded upon 
the surfaces of one another, and then tilted, then 
broken and again welded and tilted, and this opera- 
tion is several times repeated, they become bars of 
German or shear steel. 

However great the care with which the process 
of cementation is carried on, the bars of blistered 
steel which result from this process are never u7t- 
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formly carbonised. To give to steel that uniform 
quality, which, for cutting instruments, is so desir- 
able, Mr. Huntsman, of Sheffield, conceived the 
idea of casting it ; and this process is now commonly 
pursued. The blistered steel bars are broken into 
small pieces, and put into crucibles of fine clay, 
whose mouths are covered with vitrifiable sand, to 
prevent the access of the air, and the consequent 
decarbonisation: the crucibles are then subjected 
to an intense heat, which, in four or five hours, 
fuses the included steel. About twenty tons of coals 
are required thus to fuse one ton of Sigel ; a fact 
sufficient to account for the high price of cast as 
compared with other steel. 

An impure and variable kind of steel, called 
German, or furnace steel, is obtained by carbonisa- 
tion directly from the ore, or from cast iron. 

It has hitherto been found impossible to convert 
English bar iron into good steel. The iron used is 
all Swedish or Russian: it is brought thence, and 
manufactured into steel at Sheffield, for every market 
in the world. 


83. CASEHARDENING. 


This is a process for converting the surfaces of 
wrought iron articles into steel. The manufacture 
of the articles having been completed, except the 
polish, they are placed in an iron box, in layers; a 
layer of animal carbon (horns, hoofs, skins, or 
leather, first so burned as to admit of their being 
reduced to powder) being spread over each: the 
box being then carefully covered and luted with an 
equal mixture of clay and sand, is kept at a light 
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red heat for half an hour, and its contents emptied 
into water. There is thus obtained, over the whole 
of the articles, a surface of hardened steel, the depth 
of which depends upon the time during which the 
process of heating has been carried on: in half an 
hour, it will, it is said, be extended to a depth some- 
what less than the thickness of a sixpence. This 
method is peculiarly applicable to articles which 
are required to receive a certain degree of external 
hardness and a polish. It is not applicable to cut- 
ting instruments. 


84. Errect or HEAT ON THE STRENGTH OF 
CasT Iron. 


Messrs. Fairbairn and Hodgkinson found, in 
some recent experiments, that when the temperature 
of cast-iron bars was raised from the freezing point 
(by covering them with snow) to a blood-red heat, 
the strength was varied in the proportion of 950 
to 723. ‘The effect of heat on the strength of iron 
is not, however, limited to the period during whicn 
it is subjected to the heat ; in some cases it becomes 
permanent. 


85, PERMANENT DIMINUTION OF THE TENACITY 
oF Iron WiRE BY HEATING. 


If iron wire, after it has been first drawn out, be 
put into the fire, heated red hot, and then allowed to 
cool gradually, it will be found to have acquired 
great additional flexibility, and to have lost nearly 
one half of its strength; all the extraordinary tenacity 
acquired by drawing it is thus lost. The same is 
true of wires of other metals. 
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86. ANNEALING OF CAsT IRON. 


It appears, from the experiments of Mr. Watt 
and Sir J. Hall, that whether a body in the act of 
cooling from a liquid state shall assume a crystal. 
lised form or a continuous glassy texture, depends 
upon whether it be gradually or suddenly cooled. 
Upon the texture of a metal, as influenced by these 
circumstances, depend many of its most important 
mechanical properties; as, for instance, its hardness 
and brittleness, or its softness and malleability. The 
former qualities are given by cooling it rapidly; 
the latter by cooling it slowly. 

When cast iron has, by too rapidly cooling, ac- 
quired the quality of hardness, it may, in some 
degree, be taken from it again by heating it a 
second time, and cooling it gradually. A number of 
pieces are piled upon one another, and covered with 
a heap of turf or cinders; this 2s set on fire, and 
when the iron has acquired a red heat, the fire is 
allowed to go out of its own accord. Sometimes a 
gradual cooling is effected by burying the iron, 
when at red heat, in a heap of dry saw-dust. 

The character of cast-iron is not in any other 
way altered by this process, which is called anneal- 
tng, except that it is rendered more malleable. 


87. THE DIFFERENT MECHANICAL PROPERTIES OF 
Hor anp CoLp BuiastT Iron. 


It has recently been discovered by Mr. Neilson, 
of Glasgow, that a prodigious saving of fuel in the 
smelting of iron from the ore may be effected by 


PROPERTIES OF HOT BLAST IRON, 89 


propelling into the furnace, instead of the usual blast 
of codd air, a similar blast of air previously heated. 

The blast is now commonly heated, before it is 
propelled into the furnaces of the Clyde Iron- 
works, to 600° of Fahrenheit; and the expense of 
coals to smelt each ton of metal (including those 
used for heating the blast), averaged, in 1833, the 
blast being thus heated, 2 tons 5 ewt. In 1829, 
when the same furnaces were worked with the cold 
blast, it averaged 8 tons 1}cwt. These coals were, 
moreover, formerly converted, at a considerable 
expense, into coke before they were used; with the 
hot blast they are used un-coked. 

From the first it was observed, that there was a 
difference in the mechanical properties of irons from 
the same ore melted by the hot and cold blast, and 
the former were believed to be of inferior quality. 
Accurate experiments, recently made by Messrs. 
Hodgkinson and Fairbairn of Manchester, have 
however shown that this is far from being the case: 
a Table, contained in the Appendix, gives the results 
of their experiments. From this, it appears that 
the absolute strength of some irons, both as regards 
their tenacity and their powers of resisting compres- 
sion, is materially increased by the use of the hot 
blast; this remark applies indeed to all the irons 
experimented on, excepting only the Buffery, No. 1. 
The Carron, No. 3., acquires, by the use of the hot 
blast, an additional power of resisting compression, 
amounting to no less than 8 tons on the square 
inch, and an additional tenacity of 14 tons on the 
aquare inch. 

It is to be observed, that hot blast iron possesses 
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softer qualities under the hammer than cold blast, 
being of a more yielding and malleable nature. 
These properties have an analogy to those of an- 
nealed cast iron ; they, perhaps, connect themselves 
ultimately with the operation of the same causes. 


88. THe TEMPERING OF STEEL. 


Steel is said to be most hardened when it is raised 
to the highest temperature which it can receive 
—a white heat— and then suddenly cooled by 
being plunged in mercury or an acid, or into a mass 
of lead. If, instead of these substances, water or 
grease be used to cool it, the temper obtained is 
not so hard: corresponding to every different 
degree of heat to which the metal is raised, there 
is a different hardness; but as these are all dif- 
ferent degrees of red heat, which it is very diffi- 
cult to distinguish from one another, the workmen 
avail themselves of a remarkable prdperty by which 
the metal can be made to lose, to any degree, the 
hardening which it has acquired, by heating it 
again to an inferior degree, and allowing it to cool 
gradually. This is the process to which they have 
given the name of tempering. Communicating, in 
the first place, to the steel a hardness above that 
which they require, they then heat it again over 
charcoal, and cool it gradually, until sufficient of 
the hardness is taken from it, or until it is tem- 
pered to the required degree. This process is 
facilitated by certain remarkable changes of colour 
which appear in it as it undergoes this process of a 
second heating. These colours are, straw-colourcd 
yellow, purple red, violet blue, blue, clear watery blue. 
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The straw-colour indicates the point at which the 
second heating should be arrested, to obtain the 
temper of razors and pen-knives: the purple, that 
for table-knives; the blue, for watch-springs; and 
the commencement of the red, for coach-springs. 

Steel, when it has received the highest degree of 
hardness, is more brittle than glass; and thus the 
dies used in coining, which are of the hardest steel, 
not unfrequently break by mere atmospheric changes 
of temperature. 

Cutting instruments, if highly hardened through- 
out, would be exceedingly liable to break; it is 
therefore customary not to harden the parts near 
the handle, or to temper them more than the rest, 
that the yielding of these may prevent the parts 
about the point from snapping. 


89. THe TEMPERING OF THE ALLOY OF COPPER 
CALLED TAM-TAM. 


It is remarkable that copper possesses properties, in 
respect to its hardening and tempering, which are the 
opposite of those of cast iron and steel; when cooled 
slowly it becomes hard and brittle, but when cooled 
rapidly soft and malleable. Ina yet more remark- 
able degree is this anomalous property possessed by 
an alloy, composed of four parts of copper and one 
of tin called tam-tam, used in the construction of 
gongs, and other musical instruments. The cir- 
cumstances under which it becomes malleable have 
only of late years become known in Europe ; and 
gongs are now made here nearly as perfect as those 
of the Chinese. 
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90. THE ANNEALING OF GLASS. 


Glass admits of being hardened to a very high 
degree ; and, like steel, and by the same process, it 
may be made to lose, in any degree, its hardness. 

In the act of cooling, under the hands of the 
workman, from the state of fusion in which it is 
blown, every article of glass becomes irregularly 
hardened ; and, if taken in that siate into use, its 
brittleness would be so great, that the slightest 
shock or the slightest change of temperature would 
be sufficient to break it: it is therefore transferred 
from the hands of a blower into a large furnace 
or oven, called the leer ; where it is for some time 
subjected to an uniform heat, and then allowed gra- 
dually to cool. It thus becomes tempered. What- 
ever care may be taken in this process, certain 
phenomena of the polarisation of light nevertheless 
show that the same temper cannot be diffused 
uniformly through any piece of glass, however small. 
Glass has, however, been so effectually tempered 
by Mr. Dent, as to admit of being formed into the 
balance-springs of chronometers. 


9]. Prince Rupert’s Drops. 


This name is given to pieces of glass, which, 
being let fall into water when in a state of fusion, 
acquire a long oval form, tapering to a point; 
which point being afterwards broken off with the 
fingers, the whole of the drop is thereby made to 
burst into minute parts. 

These drops present a remarkable instance of the 
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irregular tempering of glass. The outside of the 
drop is suddenly contracted, hardened, and ren- 
dered brittle, whilst the interior, cooling slowly, 
retains its elasticity: an equilibrium appears, in 
the process of cooling, to establish itself between 
the cohesive force of this external sheet and the 
elasticity of the mass of glass which it compresses ; 
to which equilibrium the endireness of the surface 
about the point or tail of the drop is necessary : the 
explanation of this last remarkable circumstance is 
unknown. The faet is however unquestionable : the 
drop may be struck a sharp blow on the thick part, 
and even ground down on a cutler’s wheel, without 
breaking; but if even a scratch be made upon it 
near the point, it will burst into a thousand atoms. 

Many of these drops burst in the water, in the 
act of making. 

If they be heated, and then gradually cooled or 
annealed, they lose entirely their property of ex- 
ploding. 

With these facts manifestly connect themselves 
the influence of heat upon crystallisation. 


92. MITZCHERLICH S EXPERIMENTS ON CHANGES 
IN. CRYSTALLISED Forms oF Bopirs BY THE 
OPERATION OF HEatT. 


M. Mitzcherlich was first led to observe this 
fact from certain changes in the optical properties 
of sulphate of lime, at different temperatures. Sub- 
sequently he ascertained that sulphate of nickel, 
when exposed to the rays of the sun in summer, in 
a closed vessel, without any change in its external 
form or appearance, changed in a few days its 
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crystalline structure, from the prismatic form to 
that of the square octohedron; this fact was de- 
termined by breaking it. An exactly similar change 
took place in seleniate of zinc, when exposed to the 
action of the sun on a sheet of paper. 

Crystals of sulphate of zinc and sulphate of mag- 
nesia, when heated in alcohol, by degrees lose their 
transparency; and when broken, are found to be 
composed of exceedingly small crystals, differing 
totally from the original crystalline forms of the 
salts, ‘ 
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CHAP. III. 


CAPILLARY ATTRACTION, AND ADHESION. 


93. ASCENT oF WATER IN CAPILLARY TUBES. 


Ir one extremity of an open glass tube be plunged 
Jig. 14. in water, and the tube be held in an up- 
right position, the surface of the water 
within will be seen to change from a plane 
-4\ to a concave surface, and to rise above the 
| level of that without it. 





94. DEPREssiIonN or Mercury IN CAPILLARY 
TuBEs. 

Sig. 15. If an open glass tube be similarly 

plunged in mercury, the surface of the 

mercury within it will become convexed, 

and will sink beneath the surface of that 

without it. 





95. DEPRESSION OF WATER IN CAPILLARY TUBES, 
WHOSE SURFACES CANNOT BE WETTED. 


If the surface of a capillary tube be such that it 
cannot be wetted; if, for instance, it be covered 
with a thin coat of oil, so that moisture will not 
adhere to it, the phenomena which it will present 
when plunged into water, will be precisely the same 
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as those which are presented by a clean glass tube 
when plunged in mercury. The water will be re- 
pelled and depressed all round and within it. 


96. THE PHENOMENA OF CAPILLARY ATTRACTION 
AND REPULSION ARE NOT CONFINED TO THE 
INTERNAL SURFACES OF TUBES, BUT COMMON 
TO THE SURFACES OF ALL BODIES, AND ONLY 
MORE APPARENT IN THESE. 


Thus, if a fluid be capable of wetting the sides 
of the vessel which contains it, as well as the tube 
plunged init, it will be seen to be raised, and to 
have become concave all round the sides, and 
round the outside as well as the inside of the tube: 
as in the last figure but one: and, in like manner, 
if the surface of the vessel and the tube be inca- 
pable of being wetted by the fluid, this will be 
depressed all round it, and have its surface convex, 
and all round the outside, as well as the inside of 
the tube. This effect is shown in the last figure. 


97. THe Risk oF WATER BETWEEN PARALLEL 
PLATES OF GLASS. 


If two plates of glass be kept slightly asunder, 
and made perfectly parallel to one another by 
placing between them two pieces of wire, cut from 
the same length, and if they be then plunged in 
water, a plate of water will be seen to rise between 
them. If a tube be taken, whose bore will just 
admit the wire, or whose diameter equals the dis- 
tance of the plates, the water will be seen to ascend 
in this tube precisely to the same height that it does 
between the plates. 
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98. Tre Wick or A Lamp. 


The wick of a lamp or of a candle feeds the 
flame by capillary attraction : it is, in point of fact, 
a fascicle of threads, the surfaces of which, being 
very nearly in contact, cause the ascent of the oil or 
melted tallow between them by capillary attrac- 
tion. 


99. An Iron Wick For A LAMP. 


If a short capillary tube of iron be placed up- 
right in a reservoir of oil, the oil will ascend in the 
tube, by capillary attraction, to. its top, and may 
there be lighted. 


100. A SYPHON FILTER, MADE WITH THREADS OF 
CoTTON. 


If a fascicle of threads of cotton, such as forms 
the wick of a lamp, have one of its extremities im- 
mersed in a vessel of water, and be then brought 
over its edge, and be made to hang with its other 
extremity beneath the level of the surface of the 
water in the vessel, then, by its capillary attraction, 
the water will ascend into the space between the 
threads of cotton; and, on the principle of the 
syphon, it will flow out in drops at the other ex- 
tremity. If there be any impurities in it, these 
will be stopped in its progress by the fibres of the 
cotton. 
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10]. Heavy Bopizgs MADE To FLOAT BY Ca- 
PILLARY REPULSION. 


If a small body repelling a fluid, or incapable of 
being wetted by it, be placed gently upon it— as, for 
instance, a small ball of wax, or a needle rubbed 
with oil, upon water—it will float. The repulsion 
of the body causes a displacement of the fluid be- 
neath and all around it; and since any body, im- 
mersed in a fluid, is buoyed up with a force equal 
to the weight of the water it displaces, it follows 
that this body will float, provided the water it dis- 
places, and by the weight of which it is buoyed 
up, equals tts own weight; and it may be made to 
displace that quantity of water by its repulsion, when 
otherwise it would not. 


102. INSECTS SUPPORTED ON THE SURFACE OF 
WATER BY CAPILLARY REPULSION. 


It is thus that certain species of insects are sup- 
ported, and move about freely on the surface of 
water. Their feet are lubricated with an oily sub- 
stance, similar perhaps to that which gives a like 
property to the feathers of aquatic birds. This re- 
pulsive substance produces, beneath each foot of 
the animal, a hollow in the surface of the fluid, 
which is in fact a boat, supporting it; and its 
body isthus buoyed up on as many such boats as 
it has feet. 
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108. THe ATTRACTIONS OF CAPILLARY Rops 
WHEN SUSPENDED IN A FLUID 


If two capillary rods be suspended in a fluid, 
fig. 16. parallel to one another, then, 
so long as they are at such 
1 a distance that the disturbed 
surfaces of the fluid immedi- 
ately about them do not cross 
one another, no attraction or 
repulsion of the rods upon one 
another will be perceivable , 
but when the disturbed sur- 
faces do thus interfere, such 
attraction or repulsion will im- 
mediately become apparent. If 
both surfaces be raised, or both depressed—that is, if 
both rods attract the fluid or both repel it — then 
the rods will attract one another: but if one sur- 
face be raised and the other depressed, as in the 
preceding figure —that is, if one of the rods be 
capable and the other incapable of being wetted by 
the fluid—then they will repel ome another. This 
experiment was made by Hauy, with two laminez, — 
one of which was of talc, and the other of ivory ; 
the former of these substances does not admit of 
being wetted, that is, it is repulsive of water, the 
latter substance attracts it — thus, one depresses the 
contiguous surface of the water, and the other 
elevates it; and where the elevation is made to meet 
the depression, a repulsion is immediately appa- 
rent. 
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104. Tuer ATTRACTION AND REPULSION OF 
FLoatinc Bopiks. 


Two small balls of pith, or of wood, each of which 
attracts water, and, therefore, when made to float, 
Jig. 17. elevates it all round the line of 
ory > contact with its surface, being 
a. brought near one another, so 
that the elevations interfere, will 
attract one another. In like manner, two small balls 
of wax, or smoked pith balls, which repel water, 
being made to float in it; or two small iron balls 
made to float in mercury ; when their depresstons 
interfere, attract one another: but if a pith-ball 
and a ball of wax, or another pith-ball which has 
been held over the smoke of a lamp, be made so to 
approach that the depression of the one interferes 
with the elevation of the other, they are immediately 
repelled. 








105. THe ATTRACTION OF NEEDLES FLOATING 
ON WATER. 

If two needles be slightly rubbed with grease, 
and then placed with care on the surface of the 
water, they will foat upon it, depressing it all around 
them. If, when thus floating, these needles be made 
to approach one another, so that their depressions 
interfere, they will immediately rush into contact. 


106. ATTRACTION AND REPULSION OF SMALL 
BopiEs By THE SIDES OF VESSELS. 

It is on the principle just stated, that the sides of 
vessels, containing water, attract small bodies, floating 
upon it, when the material of the vessel and of the 
floating body are both capable or both incapable of 
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being wetted, and repel them when one is capable 
of being wetted and the other not. 

In the first case, the attraction takes place when 
the elevation round the bedy interferes with the 
elevation round the sides of the vessel, or the de- 
pression round the body with the depression round 
the sides. 

In the second case, the repulsion occurs when the 
elevation round the one interferes with the depres- 
sion round the other. 

If the vessel containing the water be brim-full, 
so that the water stands all round above its edges, 
then, since its surface will be depressed or convex 
at its edges, instead of concave, as when it stood be- 
neath the edges of the vessel, the opposite phenomena 
will oceur. All bodies floating upon this surface 
will be repelled towards its centre, unless they be 
in their nature such as cannot be wetted. 


107. WHEN A CAPILLARY TUBE IS TAKEN OUT OF 
THE FLUID IN WIIICH IT HAS BEEN PLUNGED, A 
PORTION OF THE FLUID WHICH REMAINS IN IT 
STANDS AT A MUCH GREATER ITEIGHT THAN IT 
STOOD BEFORE, 

Jig. 18. Thus, if A B be the height of the ca- 
pillary column when the tube was im- 
mersed, then, when it is lifted out of the 
fluid, it will have become A’ B’, con- 
|-—-H!- siderably greater than AB; and, if the 
sides of the tube be very thin, the sus- 
pended column, when thus withdrawn 
= =from the fluid, will even be dowdle that 
which it was before. 
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This greater elevation of the capillary column, 
when the tube is withdrawn from the fluid, is 
produced by the drop, which, when it is with- 
drawn, is suspended from its lower extremity: the 
force of attraction between that drop and the end 
of the tube sustains the additional column. In 
the case of a thin tube, this drop has an extremely 
convex surface; in the case of a thick tube, it is 
spread out and flattened ; it is on this circumstance 
that the greater elevation in the thin than the thick 
tube is dependent. 


108. WATER WILL NOT, UNDER CERTAIN CIRCUM- 
STANCES, FIND ITS LEVEL IN A CAPILLARY 
SYPHON. 


Water being poured into the larger branch of a 
bent tube (such as that shown in the accompanying 
figure), will immediately attain the same level in 

Jig. 19. both branches of the tube until it 
reaches the extremity of the shorter 
branch: instead of then flow ing out, it 
will accumulate, and its surface will rise 
in the longer branch; whilst, in the 
shorter, its surface will remain fixed, 
becoming, at the same time, less and 

less concave, until, at length, it is per- 
fectly flat, as in the second figure; as yet more 
water is poured in, this flat surface will become con- 
vex, the water rising in a drop (as in the first figure), 
until, when this drop has become a hemisphere, the 
height A’ H’, having become double of A H, it will 
burst, and the surface A’ will fall a greater or a less 
distance, according to the thickness of the tube. 
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109. To Make A VESSEL FULL oF HOLEs, WHICH 
SHALL YET CONTAIN WATER. 


If a vessel be formed of wire.gauze, of iron or 
brass, then, the meshes being small, it will hold a 
certain depth of water; for to each mesh will be 
fixed, by capillary attraction, a drop, which, as in 
the experiment of the tube, will, by the force of its 
adherence to the nresh, be sufficient to support the 
weight of the water immediately above it, provided 
the height of the superincumbent column, that is, 
the depth of the contained fluid, do not exceed a 
certain limit, determined by the smallness of the 
mesh. 


110. To MAKE A VESSEL FULL OF HOLES, WHICH 
SHALL FLOAT. 


If a vessel, constructed of wire-gauze (as-above), 
be immersed in a fluid, the fluid will not enter it, 
unless it be sunk beyond a certain depth; for to 
each mesh will, as before, be made to adhere a small 
portion of the fluid, which, by the force of its ad- 
herence, will prevent the rest of the fluid from en- 
tering by that mesh. 


111. EFFECTS OF CAPILLARITY IN THE BAROo- 
METER JUBE. 


The top of the column of mercury suspended in 
the barometer tube, should, evidently, be a convex 
surface, glass being repulsive of mercury. The re- 
mark was, however, made in 1780 (by Don Casbois), 
that if the mercury be for some time boiled in the 
mercurial tube before it is hermetically sealed, a 

H 4 
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perfect vacuum may be obtained; instead of being 
thus convex, the surface will be plane, or even con- 
cave; a fact which seemed to indicate an anomalous 
attraction of the glass, which might interfere with 
the accuracy of barometric admeasurements. The 
circumstance has been recently explained by 
M. Dulong, who has shown that the surface of the 
mercury is chemically affected by the ebullition, 
and becomes an oxide whose capillary properties are 
no longer those of the mercury. 


112. THe HEIGHTS TO WHICH A FLUID ASCENDS 
IN DIFFERENT CAPILLARY TUBES, ARE GREATER 
AS THEIR DIAMETERS ARE LESS. 


This will be strikingly seen if a number of capil- 
lary tubes, having different diameters, be placed 
side by side in a coloured fluid: the fluid will 
stand at different heights in all, being highest in 
those whose diameters are east. 


113. THe HEIGHTS TO WHICH THE SAME FLUID 
ASCENDS IN DIFFERENT CAPILLARY TUBES, 
DO NOT DEPEND ON THE THICKNESS OF THE 
TUBES. | 


If tubes be taken of different thicknesses, but the 
same internal diameter, and partly immersed in the 
same fluid, the fluid will be seen to stand at the 
same height in all. 
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J14. Tue HelGHTsS To WHICH THE SAME FLuIp 
ASCENDS IN DIFFERENT TUBES, DO NOT DEPEND 
UPON THE SUBSTANCES OUT OF WHICH THE 
TUBE ARE FORMED, PROVIDED ONLY THEY BE 
SUBSTANCES WHICH DO NOT REPEL THE FLuID, 
OR WHICH ADMIT OF BEING WETTED BY IT. 


It is found, by experiment, that the heights to 
which the same fluid— water, for instance — ascends 
in tubes of glass, iron, lead, tin, wood, &c., are the 
same, provided the bores of these tubes be all of the 
same diameter. 


115. THe HEIGHTS To WHICH DIFFERENT [FLUIDS 
ASCEND IN THE SAME TUBE, ARE NOT THE 
SAME. 

A heavier fluid ascends to a greater height than 

a lighter; thus, water ascends to more than twice 

the height of alcohol, as will be seen by the table 

of Gay Lussac’s experiments. 


116. THe HEIGHTS TO WHICH THE SAME FLUID 
ASCENDS IN DIFFERENT CAPILLARY TUBES, ARE 
INVERSELY PROPORTIONAL TO THE DIAME- 
TERS OF THE TUBES. 


That is, in whatever proportion the internal dia- 
meter of any one tube is less than another, precisely 
in the same proportion is the height of the capillary 
column in the first greater than the height of that 
in the other; so that a tube of 4 the diameter will 
have a column of twice the height; one of 4rd the 
diameter, a column of 3 times the height, &c. To 
determine this law accurately, the experiments must 
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be made with much care, and especially the tubes 
must be perfectly clean; for, as we have shown, 
the attraction may be converted into a repulsion by 
the slightest covering of any oily substance upon 
it. In order to get rid of all foreign substances 
on the surface of the glass, it is found that it must 
be chemically cleaned ; and that upon this cleaning 
the precision of all experiments depends. Acids, 
or alcohol, must be passed through it, according to 
the nature of the impurities to which it has been 
liable ; and it must throughout be wetted before- 
hand with the liquid in which the experiment is 
to be made. 

The most accurate experiments on this subject 
are those of M.Gay Lussac. The apparatus used by 
him is represented in the accompanying figure. 
A B is atall cylinder of glass, placed on a stand, 
capable of being levelled by screws; M is the 
surface of a liquid contained in it; and MN is a 
capillary tube, partly immersed in it, and sup- 
ported by a piece which rests upon the edge of 
the vessel: beside the glass vessel is a vertical rule, 
with a divided scale, along which is moveable, by 
means of a micrometer screw, a small telescope. 
To measure the height MN, of the column sus- 
pended in the tube, the telescope is moved until 
the summit N of the column is seen on the cross 
wires of the telescope: the tube is then moved a little 
to the side of the vessel, and the screw K is made 
to rest, by means of a piece similar to that which 
supports the tube, upon the edges of the vessel, and 
turned until its point K just touches the surface of 
the fluid in the vessel; then, a iittle af the fluid 
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having been removed with a tube ®, the telescope 
is made to descend until the extremity K of the 
screw is just seen on its cross wires. The height 
on the scale at which the telescope before stood, 
having been observed, and the height at which it 
now stands, the difference between these two heights 
is that of the capillary column. The following table 
contains the result thus obtained by M. Gay 


Lussac : — 


* This is a method commonly used for taking out from a 
large vase small quantities of a liquid it contains. The tube is 
plunged into it with both its extremities open, and then drawn 
out with the upper extremity closed with the finger, the pres- 
swer of the atmosphere from without keeps a large portion of 
the fluid, which had entered the tube, from flowing out of it. 
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In these experiments the ratio of the diameters 
of the two first tubes is 1 : 1-474; and the ratio of 
the heights of the capillary columns is, for water. 
1°486 : 1; and for aleohol, 1°434 : 1; which results, 
practically, coincide with the law. 


117.6 Tue Evevation oF WATER BETWEEN 
PLATES OF GLASS SLIGHTLY INCLINED TO ONE 
ANOTHER. 

If two plates be placed in water, in the position 
shown in the figure, the water 
will rise between them, its sur- 
face forming a curve, which, 
on examination, is found to be 
that which is called, by ma- 
thematicians the hyperbola. 
pen This is easily explained, the 
ae a greater elevation of the water 
near the angle of the plates is caused by the less dis- 
tance of the surfaces of the plates from one another 
there. This distance of the plates from one another, 
at different points, is, by geometry, proportional to 
the distance of those points from the angle of 
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the plates: now, it follows from the experiment, 
article 97., and from the last article, that the heights 
to which the water is raised between the plates at 
ditterent points, are inversely proportional to the 
distances of the plates there; they are therefore in- 
versely proportional to the distances of these points 
from the angle. Thus, then, the heights of the dif- 
ferent points of the surface of the water are in- 
versely proportional to their distances from the angle, 
@ property of the rectangular hyperbola between 
the asymptotes. 


1]8. Or THE FORCE WITH WHICH Fisrovus Sus- 
STANCES IMBIBE MoisTuRE By CAPILLARY 
ATTRACTION, AND THEREBY INCREASE THEIR 
BULK. 


The following is said to be a method used in 
France for quarrying, in one piece, the large flat 
stones which are used as mill-stones.* A whole 
block of the stone being found, of sufficient dimen- 
sions, it is hewn into the form of a solid cylinder, 
several feet in height, and of the diameter required 
for a mill-stone; this block is destined to form 
several mill-stones. To cleave.it into them, deep 
grooves are cut round it, where the divisions should 
take place ; and into these grooves wedges of wil- 
low-wood, thoroughly dried in an oven, are firmly 
driven: these wedges, being sunk to their proper 
depth, are moistened, or left exposed to the humidity 
of the night: they take up the moisture by the 


* See Montucla’s Philosophical Recreations, Hutton’s trans- 
lation, vol iv. p. 157. 
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capillary attraction of their contiguous fibres, and 
thereby swell out their dimensions with such pro- 
digious power as to overcome the cohesion of the 
wide surface of the section of the stone, and 
divide it. 

Another phenomenon, referable to the same prin- 
ciple, is, the lifting of great weights, by fasten- 
ing a cord to them by one of its extremities, and to 
some firm attachment above them by the other, 
stretching it tightly, and then wetting it; the cord 
will imbibe the moisture by the capillary attraction 
of its contiguous fibres, and swell out its bulk with 
prodigious force ; and in the act of swelling it will 
shorten its length, and lift the weight. 


119. Tne THeory or CAPILLARY ATTRACTION. 


Matter has been shown to be composed of 
elements which are inappreciably and _ infinitely 
minute. 

It is between these infinitely minute elements 
that the greater number of the forces known to us 
have their only sensible action; and there we cannot 
follow them, to inquire into the law of that action. 
Although these forces —which are called molecular 
forces, and which include among their phenomena 
extensibility, compressibility, clasticity, the strength 
of materials, and capillary attraction — only thus 
operate sensibly at insensible distances; yet does 
their operation result in certain manifest and sen- 
sible properties of the matter in which they reside. 

Thus, for instance, extensibility, elasticity, and 
cohesive strength, are sufficiently sensible qualities 
of matter, although the molecular forces — from 
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which they result, and into which they ultimately 
resolve themselves — lie hidden, far from our view, 
among the inexhaustible divisions of matter. 

But are there not, it may be asked, in these 
sensible phenomena, numerous as they are, some 
indications from which we may reason back to the 
elementary forces of which they are complicated 
results? May we not resolve this complicated 
manifestation of force into others more simple, 
these into others, and so on, until the reason has 
thus followed them where the senses could not, 
and the eye of science seen their operation be- 
tween particles of matter, and measured it through 
infinitesimals of space, where every appliance of 
physical sight has long lost it? It is not to be de- 
spaired of, that this may, in some state of philo- 
sophy, far advanced beyond that which belongs to 
it now, be effected. At present we do not approach 
that state. 

That molecular force whose theory has been 
most successfully investigated is capillary attrac- 
tion; and that theory assumes as its basis, an en- 
tire ignorance of the law by which one particle of 
matter attracts another ; it supposes only that this 
law, whatever it may be, is the same when it is a 
solid which attracts a fluid, as when it is a fluid 
which attracts itself; the same daw of attraction, 
but a different intensity of attraction. 

Clairaut was the first, starting from this simple 
and almost self-evident hypothesis, to prove, by the 
inexhaustible resources of mathematical analysis, 
that this one condition was sufficient. If the inten- 
sity of the attraction of the solid on the fluid was 
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‘ 
greater than half that of the fluid on itself, the 
fluid would elevate itself about the solid — if 2 was 
less, it would depress itself — and if it was equal, it. 
would neither elevate nor depress itself. 

La Place, — taking up this theory of Clairaut, 
and combining with his hypothesis this evident 
principle, that the unknown law, whatever it may 
be, causes the attraction to diminish so rapidly, 
that at sensible distances it becomes insensible ; and, 
reasoning with admirable ingenuity on the principle, 
— has succeeded in explaining every one of the phe- 
nomena of capillary attraction which have been de- 
tailed in this work, with an accuracy which extends 
even to precise linear admeasurement ; and may be 
considered as offering one of the most remarkable 
verifications that theory has ever received from ex- 
periment. This verification, however, unfortunately 
indicates to us the fact, that various as the pheno- 
mena of capillary attraction are, they are none of 
them sufficient to manifest to us the real law of 
the force on which they depend. That law is the 
desideratum, and they leave us in utter ignorance 
of it. 

It may be mentioned, that some of the principles 
of the theory of Clairaut and La Place have been 
impugned by Poisson, in his recent work “On Ca- 
pillary Attraction ;” but it would seem without 
sufficient ground. 


* See Professor Challis’s valuable report “On the Theory of 
Capillary Attraction,” in the third volume of the “Reports of the 
British Association of Science.” 
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120. APPLICATION OF CAPILLARY ATTRACTION 
TO ASSAYING. 


There is a very beautiful application of the prin- 
ciples of capillary attraction in the process by 
which the precious metals are separated from fo- 
reign ingredients. The method is used generally 
in assaying,— and is called Cupellation ; we shall 
describe it, as we have seen it applied to the sepa- 
ration of gold and silver from the dust which is 
swept from the shops of working goldsmiths and 
jewellers.* 

A portion of this dust is mingled with a certain 
proportion of an oxide of lead (red lead), and a 
small quantity of flux, and placed in a flat crucible, 
called a eupel; the material of which is finely 
powdered bone-ash, made into a paste, and moulded, 
by pressure, into a circular mould. The cupel, 
whose pottom and sides are of great comparative 
thickness, is then placed in a small earthen oven, 
called a muffle, which is so introduced into the 
assay furnace, as that a free admission of air shall 
be allowed to the contents of the cupel. | 

The mixture soon enters into a state of fusion; 
and the oxide of lead dissolving the foreign ingre- 
dients, and uniting with itself continually more and 
more of the oxygen of the air which has admis- 
sion to it, becomes more and more liquid, until at 
length it has reached that state of liquidity in 
which the intensity of the attraction of its particles 


* These sweepings are catefully preserved, they become an 
article of commerce, and the assaying of them is a separate trade. 
I 
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for one another, is not so much as double that of 
its particles for the solid material of the cupel. 
This limit of liquidity being passed, the whole fluid 
mass of scoria (composed of the oxide of lead, and 
the foreign ingredients dissolved in it) passes, by 
capillary attraction, into the porous material of 
the cupel, whilst the metallic substances, gold and 
silver, — which have been melted, but have not 
partaken in the oxidisation of the lead, and have 
not therefore passed the supposed limits of fluidity 
—remain behind, collected in a globule in the bot- 
tom of the cupel. When the whole is cooled, the 
globule of gold and silver is taken out; and the 
cupel being broken, the mass of scorea is found 
collected in a cake, in the substance of the bottom 
of it, there being no external indication of its pre- 
sence there.* © 

The process, above described, is that used for 
testing the average quantity of the precioug metals 
in the sweepings, before they are purchased. It is, 
however, an epitome of the process by which the 
separation is made on a larger scale; except that 
various contrivances are there introduced for econo- 
mising it. Metallic lead, for instance, is made to 
supply the place of red oxide of lead; and, by an 
ingenious process, this lead, after being used, is 
separated from the scoria, and made again and 
again, to serve the purpose of the refiner. The 
cupel used is made shallow, and of large dimensions ; 


* The silver of the metallic globule, which remains in the 
cupel, is separated from the gold by solution in nitric acid, and 
precipitated from this solution by immersing in it bars of copper. 
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air is propelled upon the surface of the liquid mass ; 
and, as in the process of oxidisation the lead in- 
creases its volume, a portion of it is allowed to run 
over the sides of the cupel. 


121. THe AGENCY oF CAPILLARY ATTRACTION 
In NATURE. 


Let it not be supposed, that the phenomena of 
capillary attraction are limited to mere experi- 
ments in physics, or to its applications in art. Ca- 
pillarity is one of the most active principles in 
nature. What is it but this ubiquitous power, 
which retains in the soil of the earth the moisture 
necessary to vegetation, ministering it, drop by drop, 
to the radicles of plants and trees ; conveying it, at 
one time, beneath the surface, down the slope of 
a hill, to the valley below, or to some deep-sunken 
reservoir; thence lifting it up again to quench the 
thirst of the parched herbage ; checking its progress 
to the streams, which it would otherwise swell 
instantaneously to floods — floods, whose waters, 
having uselessly deluged the land, would be lost as 
uselessly in the ocean. Take away capillary at- 
traction, or alter it, so that the intensity of the 
attraction of the solid substances which compose 
the soil, for water, shall be dess instead of more than 
half the intensity of the attraction of water for 
itself — and the earth must become a desert. Rain 
would fall upon it as mercury falls upon a piece of 
glass — it would roll off it in drops. There would 
be no fertilising influence in the shower; no 
moisture could reach the parched roots of plants 
and trees ; vegetation would become extinct — and 

12 
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animal life would gasp itself away in a thick at- 
mosphere of dust. 

The greater apparent elevation of water, and the 
greater force of capillarity in its operation in many 
natural phenomena than in artificial tubes, is to be 
explained by the extreme proximity of the surfaces 
between which it there acts. The elevation of 
water in a-tube is inversely proportional te its 
diameter, or, between two plates, it is inversely pro- 
portional to the distance of the plates; thus, if we 
kept halving the diameter of a tube, or halving the 
distance between the plates, we should keep doubling 
the elevation of the fluid. Artificial tubes may 
thus be made to elevate water to a remarkable 
height: but nature provides tubes infinitely finer 
than any that art can reach; and to the capillary 
elevation of fluids in them, there seems to be no 
limit. The same is the case with particles of earth 
and sand; the close proximity of their surfaces to 
one another, gives them a power of capillary attrac- 
tion, which is almost without limit. 


122. ENDOSMOSE AND EXoSMOSE. 


M. Dutrochet having introduced into the swim- 
ming bladder of a carp a thin mucillage, effectually 
closed up the aperture by which he introduced it, 
and placed the bladder in water, found, by weigh- 
ing it, after it had remained there some time, that 
its weight had: considerably increased: the water 
in which it was immersed had, in fact, made its way 
through the substance of the bladder, and mingled 
itself with the mucilage. 

He then filled the bladder with water, and im- 
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mersed it in the thin mucillage, and found that the 
opposite phenomenon took place. The bladder and 
its contents lost weight: the water made its way 
through the substance of the bladder into the mucil- 
lage. These phenomena he afterwards developed, 
under a great variety of other circumstances; and 
called the first endosmose, and the other, exosmose. 

His subsequent experiments will best be under- 
stood from the description of an instrument, which 
he calls the endosmometer ; and which is represented 

fg-22 in the accompanying diagram. It repre- 
sents two reservoirs —an outer, C, and 
an inner one, A; which may be of glass : 
the inner one is open at the bottom, and 
is supported above the bottom, and away 
from the sides of the other: a vertical 
tube, B, is fitted into the top of it by 
grinding. Over the open bottom of the 
inner reservoir is stretched, tightly, a 


across it a piece of slate, or other porous 
——/ substance, whose properties are the sub- 
ject of experiment. 

Now, suppose water to be contained in the ex- 
terior reservoir, and alcohol in the interior; the 
two fluids will then be divided by the partition of 
bladder, or the porous solid plate forming the bottom 
of the inner reservoirs. 

This division of the two fluids into two separate 
chambers will not however be sufficient to prevent 
them mingling. Through the substance of the par- 
tition the water will, in a few minutes, be seen to 
have made its way, by the rising of the alcohol in 
I 3 
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the tube ; and, if the tube be not more than 16 or 18 
inches in length, in the course of a day the alcohol 
will have risen to the top of it, and flow over. 

This remarkable fact is hitherto entirely un- 
explained. Dutrochet is said to have ascertained, 
by the most delicate experiments, that it is accom- 
panied by no perceptible traces of change in the 
electrical state of the substances concerned. 

If one of the vessels contain water and the othet 
gum-water, or acetic acid, or nitric acid, or espe- 
cially hydrochloric acid, the exosmose will be from 
the water. 

Besides bladder, numerous other animal, as well 
as vegetable, substances present similar phenomena 
of endosmose, and partake of it in common with 
inorganic substances—such as plates of baked earth, 
of calcined slate, and of clay. 

The extreme elevation of the liquid in the tube, 
marks the force of the action: that elevation is 
different for different liquids, and when partitions 
of different substances are used. 

Dutrochet found water thickened with sugar, in 
the proportion of one part of sugar to two parts of 
water, to be productive of a power of endosmose, 
capable of sustaining the pressure of a column of 
mercury 127 inches in height. Dutrochet conceived, 
on no sufficient grounds it would appear, that en- 
dosmose was the immediate agent in all the pheno- 
mena of vegetable life. 


123. ADHESION OF PLATES OF DIFFERENT SuB- 
STANCES TO THE SURFACES OF FLUIDS. 

If a plate of any substance be brought into con- 

tact with the surface of a fluid, it will immediately 


ADHESION, 119 


be perceived that an adhesion has taken place be- 
tween the two, which may be measured by attach- - 
ing the plate, by means of a string, to one extremity 
of the scale of a balance, and adding weights in 
the other scale-pan until the adhesion is overcome. 

The following table contains the results thus ob- 
tained by M. Gay Lussac, with a plate of glass: — 
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A dise of copper or of any other substance, of 
the same diameter, and capable of being wetted by 
the fluid, gives exactly the same result. A circum- 
stance which is easily understood; for the surface of 
the plate always brings away with it a thin film of 
the fluid: it is the adhesion of this film of fluid to 
the rest which is therefore broken. 

M. Achard —by whom an extensive series of ex- 
periments on this subject was made, and their re- 
sults published in the Berlin Memoirs for 1776 — 
found, by varying the atmospheric pressure, under 
which his experiments were made, that the results 
were wholly independent of it. Varying the tem- 
perature, he found that as it was increased, the ad- 
hesion uniformly dimintshed. 
~ When the substance of the dise is repulsive of the 
uid, or incapable of being wetted by it, it is found 
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that an adhesion of the two still exists; which is, 
nevertheless, exceedingly variable, depending on 
the time during which contact has been allowed to 
take place. Thus M. G.Lussac found, that to se- 
parate the disc of glass used before, from the surface 
of mercury, the weight required increased, with the 
time of adhesion from 158 to 296 grammes. In 
this case the adhesion of the fluid to itself is 
stronger than its adhesion to the plate. 

It is found that, under these circumstances, dif- 
ferent metals have different forces of adhesion to 
the surface of mercury. 

M. Guyton de Morveau (Eléments de Chymie, 
1777,) found that the separation of a circular disc 
of pure gold, one inch in diameter, from the surface 
of mercury, required, a weight of 446 grains; an 
equal disc of silver, 429 grains ; a disc of tin, of the 
same size, 418 grains; of lead, 397 grains; of Bis- 
muth, 372; of platina, 282; of zinc, 204; of copper, 
142; of antimony, 126; of iron, 115; of Cobalt, 8. 

These forces of adhesion appear to be in the pro- 
portion of the chemical affinities of mercury to the 
different metals experimented on ; they were looked 
upon in that light by M. Guyton. 


124. ADHESION OF A COLUMN oF MERCURY TOU 
THE INTERNAL SURFACE OF A CAPILLARY TUBE. 


The following fact was observed, in 1792, by 
Huygens:—A barometer tube, 70 inches in length, 
and a few lines in diameter, having been well 
cleaned with alcohol, filled with mercury, freed 
from all air, and then carefully inverted, it was 


_ ADHESION. J2r 


seen with amazement, that the column, instead of 
descending to the barometric height, remained sus- 
pended, until the tube had been several times slightly 
shaken, when finally it occupied its proper position 
of 28 inches. This phenomenon, which occurs under 
the same circumstances whenever the tube is tho. 

roughly cleaned, is evidently a result of the ad- 

herence of the mercury to the tube. 


125. ADHESION OF PLATES OF GLASS TO ONE 
ANOTHER. 


When pieces of plate glass have received their 
last polish from the hands of the workman, it is 
customary to clean them, and to place them in a 
vertical position in the warehouse, somewhat like 
books on the shelves of a library. In this posi- 
tion they not unfrequently acquire, in the course 
of, time, an adhesion, which renders it very difficult, 
and sometimes impossible; to separate them. Three 
or four plates have been thus absolutely incorpo- 
rated, so that they might be worked as one piece, 
and even cut with a diamond, like a single piece. 
M. Pouillet states that he had seen pieces of glass, 
thus united, from the royal manufactory of St. 
Gobin, which adhered as perfectly as though they 
had been melted together. An exceedingly great 
mechanical force was applied, to cause them to slip 
upon one another; and when at length they yielded, 
it was found, on examination, that the plates had not 
separated at their common surfaces, but that the 
thickness of the glass had been torn away; so that 
to the surface of one, still adhered a lamina of the 
other. 
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CHAPTER IV. 


STATICS. 


DEFINITIONS.—-THE EQUILIBRIUM OF THREE PRESSURES. 
~~ THE EQUILIBRIUM OF ANY NUMBER OF PRESSURES 
IN THE SAME PLANE. -—— THE LEVER.-——-THE WHEEL. 
AND AXLE. — THE COMPOSITION AND RESOLUTION OF 
FORCES. -——- THE CENTRE OF GRAVITY. ——- THE RESIS8T- 
ANCE OF A SURFACE. — FRICTION. — THE INCLINED 
PLANE. —~ THE WEDGE. —~ THE BGREW. — THE EQUI- 
LIBRIUM OF BODIES IN OONTACT.—PIERS.—AROHES. 


Force is that which produces or destroys motion, 
or which tends to produce or destroy it. 

That which is the subject of motion, or a tefid- 
ency to motion, is MATTER. 
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When the tendency of a force to communicate 
motion does not take effect, it is a thing of daily ex- 
perience and observation, that there exists some 
other force or forces, having, one or more of them, 
an opposite tendency; which other forces are the 
causes of the quiescence. That state of a body in 
which, being acted upon by certain forces, it re- 
mains at rest, or as it may be termed, the state of 
its forced rest, is called its state of EQuiLisrium : 
and the forces which constitute that state are said 
to be forces in equilibrium, or PRESSURES. 
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127. Forces or Pressurz, anp Forces or 
MoTION. 


Pressures are, then, forces whose tendency to 
produce motion in a body does not take effect; and 
they are thus distinguished from those in which 
this tendency does take effect, and which are Forces 
oF Motion. 

The laws which govern the operation of these 
two great classes of forces are as different as are 
their phenomena, and the circumstances under 
which they act. Nevertheless there have been 
shown to exist certain relations between them, so 
that the phenomena of either may, in a degree, be 
deduced from those of the other. 

The general laws which govern the various re- 
lations of forces of pressure will first be discussed 
in this work; and then those of forces of motion. 
The former discussion belongs to a science, called 
the science of Stratics, from a Greek word 
(cornet), signifying to stand, or to be in a state of 
rest; and the latter, to a science called that of 
Dynamics, from a Greek word (duvapic), implying 
force coupled with motion. 


128. THe RELATION BETWEEN THREE PREs- 
SURES IN EQUILIBRIUM.— THE PARALLELOGRAM 
OF PRESSURES. 

This fundamental principle of Statics will be 
readily understood from the following experiment:— 

Let a board be made to float on the surface of 
water, in a vessel filled to the brim. 
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Let three strings, attached to different points, 
P, Q, R, in the surface of this board, be made to 


Jig. 23. 





pass over pulleys, the heights of which are so ad- 
justed that the strings may just lie flat upon the 
board: from these strings let different weights be 
suspended, and let the positions of the pulleys be so 
adjusted that the board may float free of the sides 
of the vessel, and that each string may run freely 
on its pulley. When the whole has, under these 
circumstances, come to rest, the following remark. 
able relations will be found to obtain, between the 
directions of the strings and the magnitudes of the 
weights attached to them : — 

Ist. If the directions of the strings AP, BQ, CR, 
be produced, they will all meet in the same point, O. 

2d. If in AP produced, ON be measured off, 
containing as many inches. as there are pounds 
weight in the weight acting on the string AP, 
and in BQ produced, OM be measured off, con- 
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taining as many inches as there are pounds in the 
weight attached to BQ, and if a parallelogram, 
ONLM, be then drawn, having OM and ON for 
two of its adjacent sides, then will the diagonal OL 
of this parallelogram be exactly in the same straight 
line with the third string, CR. 

3dly. The number of inches in the diagonal OL 
of this parallelogram will exactly equal the number of 
pounds in the weight attached to this third string, 
CR. 

The weights have been supposed to be measured 
in pounds, and the distances in inches. Any other 
unit of weight, an ounce or an hundred weight 
inight have been used, and instead of inches the 
distances might have been measured in eighths, or 
in tenths, or in any other fractions, of an inch, or 
in feet or yards. The law which governs the equi- 
librium of weights is manifestly that which governs 
the equilibrium of any other pressures whatever; for 
a weight may be taken equivalent to any pressure: 
moreover, it will be found to be true for any weights 
whatever. Thus, then, it appears that this law of 
the parallelogram of pressures is true for any pres- 
sures, and is a general law. It is usually proved by 
theory, and is the foundation of the whole theory of 
statics. 

The board is floated, to neutralise its gravity; 
which force would introduce other forces into the 
system, and interfere with the equilibrium of the 
three, were the board laid upon a table, or only 
suspended between the pulleys. That the experi- 
ment may completely succeed, it is necessary that 
the pulleys should be of the best workmanship, and 
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of considerable size, that friction may, as much as 
possible, be avoided. 


129. THe Equitisrium or ANY NUMBER OF PREs- 
SURES IN THE 8AME PLANE.— THE PRINCIPLE 
OF THE EQuALITY oF MoMENTs. 

Let us now suppose, that instead of the three 
pressures applied to the board in the last experi- 
ment, there were any number, as shown in the 
accompanying figure. 





® 
2 


The pullies being adjusted as before, and the 
board having come to rest, the following relation 
will be found to obtain between the magnitudes 
and the direction of the pressures :— 

If any point M be taken on the board, and per- 
pendiculars Mm, Mm, &c. be drawn from M on the 


directions of all the strings, or on those directions pro- 
duced, and if the number of inches in the length of 
each perpendicular be multiplied by the number of 
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pounds in the corresponding weight*, and this 
product be called the moment of that weight; then 
the moments of all the weights being thus taken, 
and it being observed that some of these weights 
tend to turn the board in one direction about the 
point M, and some in the opposite direction, it will be 
found that the sum of the moments of all those which 
thus tend to turn it one way, equals the swm of the 
moments of all those which tend to turn it the other. 

This principle is called, that of the EQUALITY oF 
Moments; it may be deduced from the principle 
of the parallelogram of forces; and, like it, it is 
perfectly general, applied to any number of pressures 
in the same plane, and to pressures of any kind. 
The units of weights and measurement have been 
taken to be pounds and tnches,—they may be any 
other units whatever. 


130. THe PotyGon oF Pressures. 

If in the last experiment any point, 0, be taken on 
the board, and if from that point there be drawn a 
line, o a, parallel to the string P p,and as many inches 

1 1 


in length as there are pounds in the weight attached 
to that string ; if moreover, from the extremity a of 
this line, a second, a 6, be drawn parallel to the string 
P p and as many inches long as there are pounds 


2 

in the weight attached to that string; and if from 4, 

a third line be similarly drawn, parallel to Pp, and so 
3 3 


on, until a line is drawn parallel to the last string, 
then will it be found that the line parallel to this 


* That is the weight attached to the string, on which this 
perpendicular falls, 
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last string will pass through the point 0, from which 
the first line was drawn, so as to complete a geome- 
trical figure, called a polygon. Moreover, this last 
line, ¢ 0, 80 terminating in 9, will be found to contain 
exactly as many inches as there are units (i.e. pounds 
or ounces) in the last weight. This remarkable 
principle, called that of the POLYGON OF PRESSURES, 
and that, last described, of the Equatitry or Mo- 
MENTS, are necessary to the equilibrium of any 
number of pressures acting in the same plane; and 
constitute all that is necessary to that equilibrium. 


131. THE LEVER. 


A lever is a rigid bar, moveable about a certain 
fixed point, called its fulerum, and acted upon by 
the resistance of that point and by two other forces 
applied to other points in it; one of which it is the 
use of the lever to overcome by the action of the 
other. A lever, then, if we put its own weight out 
of the consideration, is a body acted upon by three 
forces in the same plane -—which three forces, when 
it is on the point of moving, are in equilibrium; the 
principle of the equality of moments must then ob- 
tain in respect to them. ‘Take, then, in every 
one of the cases represented in the accompanying 
figures, the fulcrum C of the lever, for the point 
from which the moments are measured; the mo- 
ment about this point of the resistance of the ful- 
crum will in each case be nothing, because the 
perpendicular from that point, upon the direction of 
the resistance which goes through it, is, of neces- 
sity, nothing : thus, the moment of one of the three 
forces which act upon the lever being in each case 
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nothing, and the principle of the equality of mo- 
ments still obtaining, it must obtain in each case 
in respect to the other two forces. 

The moment about C of the one A, called the 
power, is then in every 
case equal to the mo- 
ment of the other W, 
called the weight. Thus 
_ in the case represented 

in the first of the 
accompanying figures, 
where the power and 
weight act at opposite 
extremities of the lever, 
and the fulcrum is be- 
tween them; and where 
the weight, (which is 72 
Ibs.) acts at a distance 
of one division (repre- 
senting an inch a foot, 
a yard, &c.) from (, 
whilst the power acts at 
a distance of eight such 
divisiens ; it follows, by 
the principle of the 
equality of moments, 
that, when there is an 

7a equilibrium, the first 

pressure, multiplied by 1, must equal the other 

multiplied by 8; these products being the moments of 

the two forces. Thus the pressure of the hand P must 

be such that the number of pounds in it, or equiva- 

lent to it, being multiplied by 8, shall equal 72 
K 
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multiplied by 1. Now that this may be the case, it 
is evident that P must be a force equivalent to 9 
pounds. In the second figure, the perpendicular 
distance C A, of A, from the fulerum is 9 divisions, 
and that of W, | division; A must then be a force 
of such a number of pounds, that this number 
multiplied by 9 shall equal the number of pounds 
in W multiplied by 1; or, W being 72 Ibs., it must 
equal 72: that this equality may obtain, A must 
evidently be a force of & Ibs. 

In the third figure, the distance of A from the 
fulerum is 1] division, and that of W is 8 divisions ; 
A must then be such that, multiplied by 1, the pro- 
duct shall equal 72 multiplied by § ; an equality to 
make up which, A must equal no less than 576 Ibs. 

In the two first figures, the power A is nearer to 
the fulcrum than the weight W to be raised by it; 
and, for this reason, a power less than the weight 
yet has an equal momentum, and makes up the 
equilibrium. 

In the third figure, the power is nearer to the 
fulcrum than the weight; to have a momentum 
equal to that of the weight, it must, therefore, be 
greater in amount than it. 

In the two first cascs, the power is said to aet by 
the intervention of the lever, at a mechanical ad- 
vantage; in the last case, at a mechanical disad- 
vantage. 

Levers, such as those represented in the first 
figure, in which the weight is on the opposite side 
of the fulcrum from the power, are said to be of 
the first class. 

Levers, similar to those in the second figure, in 
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which the weight is between the fulcrum and the 
power, are of the second class. 

Levers, like those in the third figure, where the 
power is applied between the weight and the 
fulcrum, are of the third class. 

The relation above described manifestly obtains 
whether the lever be straight, as shown in the 
figure, or of any crooked form whatever. 

Of the first class of levers are the hand-spike, the 
pump handle, the hammer when used to prise up 
a nail, scissors; shears, nippers, a common poker 
when used to raise the coals, &c. &e. 

Of the second class, which support the weight 
between the fulcrum and the power, are the crow- 
bar, the wheel-barrow, nut-crackers, &c. 

To the third class belong the treddle of a lathe, a 
pair of tongs, shears such as those used for shear- 





ing sheep, &c. The limbs of locomotion and pre- 

hension of all animals, are, moreover, levers of this 

class: the power applied to them is by means of 

tendons whose direction is near the joint, which is 
K 2 
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the fulcrum of each; and the weight raised at a 
distance from it, whether it be only the weight of 
the limb, or something in addition to that weight, 
which it moves. Thus, applied near the fulcrum of 
the limb, the muscular force required is enormously 
great. 


132. Coutp ARCHIMEDES HAVE LIFTED THE 
WorRLpD WITH A LEVER IF HE HAD HAD A 
FULCRUM TO REST IT UPON? 


In reality Archimedes would have had no difficulty 
in moving the world could he have brought his 
lever to bear upon it. It rests upon nothing, is sus- 
pended by nothing, rubs against nothing, and floats 
in space without being buoyed up. It is perfectly 
free to move in any direction ; no force would op- 
pose itself to any attempt which Archimedes might 
make to move it either upwards or downwards ; 
the only forces which act upon it— its centri- 
fugal force and that which attracts it to the sun — 
being exactly balanced, and, as it were, neutralised. 
So that, in point of fact, to move the earth, the me- 
chanical advantage of a lever is a superfluous thing; 
it would yield to any, the slightest force, impressed 
upon it, and Archimedes had only to stamp his foot 
and the thing was done. These were not, however, 
the ideas entertained by Archimedes on the subject. 
His conception of the matter evidently was, that the 
huge mass of the earth rested upon some other mass 
based in the infinities of space, towards which other 
mass it gravitated as does a stone or a rock to the 
mass of the earth; and the question which presented 
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itself to his mind was, what, on thissupposition, would 
supply a sufficient force to lift up and overthrow it. 
This sufficient force he found in his lever, his own 
arm moving it. ‘Give me, said he, “a place 
where I may stand, and I will move the world.”* 
The principle on which his conclusion was founded 
was undeniable; the calculation was perfectly cor- 
rect; but one element was probably omitted from it, 
it was the t2me requisite to give so huge a mass any 
appreciable motion by means of a lever, which 
should move it with so small a force as that which 
the arm of Archimedes could supply. 

Taking the diameter of the carth at 7,930 miles, 
the number of cubic feet in it may be calculated to 
be 38,434,476, 263,828,705,280,000: and assuming 
each cubic foot to weigh 300 pounds, which has 
been assumed as a probable amountt, we shall 
have for the weight of the carth, in pounds, the 
number 11,530,342,879, 148,61 1,584,000,000. Now, 
supposing Archimedes to act at the end of his lever 
with a force of 30 pounds, one arm of it must be 
384,34 1,762,638, 287 ,052,800,000 times longer than 
the other, that,/he may move this mass with it. And, 
one arm of the lever being this number of times 
longer than the other, when it was made to turn 
round its fulcrum, the end of that longer arm must 
move exactly this number of times faster, or farther, 
than the end of the other: so that, whilst the end of the 
shorterarm was moving one inch, the end of thelonger 
arm must move 384,344,762,638,287,052,800,000 


* Aog peok rou crm uai Toy KOT LOY Kivnew, 
¢ Hutton’s “ Mathematical Recreations,” vol. i. p. 14. 
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mches ; and conversely, when Archimedes had made 
the end of the lever to which he applied his arm 
move this immense number of inches, he would only 
have prised up the earth, to which the other end 
was applied, one inch. 

Now, a man pulling with a force of 30 pounds, 
and moving the object which he pulls at the rate of 
10,000 feet an hour, can work continually for 
from eight to ten hours a day, and this is all 
that he can accomplish. Each day, then, Archi- 
medes could, at the utmost, move his end of his 
lever 100,000 feet, or 1,200,000 inches; and hence 
it may thus readily be calculated, that to move it 
384,344, 762,638,287,052,800,000 inches, or to move 
the other end—that is, the earth — one inch, would 
require the continual labour of Archimedes for 
8,774,994,580,737 CENTURIES. 


133. Two Persons CARRY A BURDEN BETWEEN 
THEM BY MEANS OF A LEVER oR POLE, TO FIND 
HOW MUCH OF THE WEIGHT IS BORNE BY EACH. 


Three-forces are in equilibrium on such a pole: 
the burden borne, and the two forces which bear it. 
Therefore, by the principle of the equality of mo- 
ments, if we take any point in it, and take the mo- 
ments of these forces, severally, about that point, 
the sam of the moments of those which tend to turn 
it one way about it, must equal the sum of those 
which tend to turn it the other. Take either extre- 
mity for the point. The moment of the force at 
that extremity will then be nothing, since the per- 
pendicular upon it will be nothing. The moments 
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of the two other forces must therefore be equal. 
Thus, if C be the burden, and A the force with 





which the pole is supported at the extremity A, 
then A multiplied by AB must equal C multiplied 
by CB; and the value of A being found so as to 
make up this equality, will be the true force ex- 
erted at A. In the same manner the force at B 
may be found. 


134. METHOD OF COMBINING THE EFFORTS OF A 
GREAT NUMBER OF MEN TO CARRY A BURDEN. 


The following method is said*® to have been used 
in Constantinople for raising and carrying — the 
heaviest burdens, such as cannons, mortars, and 
enormous stones; and the rapidity with which they 
were thus transported from one place to another is 
stated to have been truly surprising. 

AB is a bar of sufficient strength to sustain the 


fig. 30. 


eee 


whole weight of the load P, which is attached to its 
middle point; CD and EF are cross bars fixed to 
this, near its extremities ; and to the extremities of 


* Hutton’s “ Mathematical Recreations,” vol. u. p 8. 
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last mentioned bars, the whole number, whose effort 
will be combined to lift and carry the weight, will 
be 16. If other cross bars had been fixed in like 
manner to the extremities of these, the united 
effort of 32 men might have been applied. If other 
cross bars had been fixed yet again to the extre- 
mities of these, 64 men might have united their 
strength to the task; and so on for any number. 
If the bar A B, which supports the weight, carry it 
suspended accurately from its middle point; and if 
the point where each cross bar is fixed to the one 
preceding it in the series be exactly half way be- 
tween the points where the two which follow it are 
affixed to 7z—then the weight will be equally dis- 
tributed between all the bearers. A small deviation 
from this rule will produce great inequality in the 
distribution, and it would be easy to adapt this 
distribution, according to the principles explained 
in the last article, so that each should have any 
given share of the load. The inconvenience of the 
method is the increase of the load by the weights of 
the additional cross pieces. 


135. THe WHEEL AND AXLE. 


If we imagine a wheel moveable about a fixed 
axis O, and having cut in it two circular grooves 
A and B, whose centres are in O, and if we con- 
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ceive strings, A W and BP, to be wound round 
these grooves, carrying at their extremities, P and W, 
weights which just Salance one another, then shall 
we have a ee “4 of three forces acting in the 
same plane and in equilibrium, and therefore subject 
to the law of the equality of moments. 

These three forces are the 
weights P and W acting in 
the directions BP and AW, 

- and the resistance of the fixed 
axis O. Now let us take O 
for the point from which we 
measure the moments; the 
moment of one of the three 
forces—the resistance of the 
axis—will then vanish; for 

the perpendicular from O 

upon this resistance, which 

acts through O, is manifestly 
nothing, and therefore the product of the resistance 
by this perpendicular is nothing. The only mo- 
ments which remain are those of P and W. These, 
therefore, by the prineiple of the equality of mo- 
ments, are equal. 

Now the perpendicular from O, upon the di- 
rection of W, is O A, and that upon the direction 
of P jis OB. The number of Ibs. or cwts. in W 
multiplied by the number of inches in O A, being 
its moment, is then equal to the number of Ibs. or 
ewts. in P multiplied by the number of inches in 
OP, being tts moment; and this is the relation 
which must exist between P and W, so that they 
may be in equilibrium. If, for instance, O A were 
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3 inches, and O B 11 inches, and if W were 132 Ibs., 
then would the moment of W be 3 times 132 or 
396; and that P must be such that, being at 11 
inches distance, it may have the same moment, 
396, that W has. P must therefore be 36 lbs., be- 
cause 11 times 36 1s 396. 

By diminishing the distance Q A at which the 
weight W is applied, in comparison with the distance 
O B at which the power P is applied, we may by 
this contrivance Valance ever so great a weight by 
ever so small a power. 

In the actual use of the wheel and axle, it is 
customary not to apply the weight to be raised in 
the plane of the same circle to which the power is 
applied, but to widen the circular groove A into a 
eylinder of considerable length, as shown by the 
dotted lines in the figure, and to cause the string 
which carries W to wind round this cylinder. It 
is evident that, applied any where to the circum- 
ference of this cylinder, which is supposed to be 
sohd and rigid, it will produce exactly the same. 
effect as though it were applied at A, and will have 
the same relation to the power P as though it were 
applied there. 

Moreover, it 1s customary in the use of this in- 
strument, not to apply the power P as shown in 
the figure, by means of a circle and a cord winding 
round it. 

The power is usually the effort of a workman, 
and is applied by means of an arm fixed to the 
cylinder, and carrying at its extremity a handle. 
The instrument then becomes the wixnpLass. The 
power applied to it in this case by the workman is 
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not the same throughout each revolution. The 
direction in which he pulls or pushes the handle 
varies continually, and the perpendicular upon this 
direction from O varies therefore continually ; so 
that, unless the force which he exerts continually 
vary in amount, its moment cannot remain the same, 
so as to equal to or a little exceed the moment of 
the weight which does always remain the same. 
Of this necessary variation of his effort dependent 
upon the direction in which it is made, the workman 
is perfectly conscious. 

If the cylinder is placed vertically, instead of 
horizontally, and the force is applied by means of a 
number of bars fixed horizontally, like radii, in its 
upper extremity, which are pushed forwards by the 
workmen, the instrument becomes the CAPSTAIN, 
whose principal use is to elevate the heavy anchors 
on ship-board. * 


136. MopIFICATION OF THE WHEEL AND AXLE, 
BY WHICH ANY WEIGHT CAN BE RAISED BY A 
GIVEN PoweER. 


A limit is in practice fixed to the weight which a 
given power will raise on the common wheel and 
axle by the insufficiency of the cylinder, when its 
radius O A is diminished beyond a certain limit to 
bear the weight suspended from it. It is in di- 
minishing this radius O A of the cylinder, or in- 
creasing the distance O B at which the power is 


* See “ Mechanics applied to Arts,” page 84. 
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applied, that we increase the weight which a given 
power will raise; and both these methods of in- 
creasing it become, beyond a certain limit, imprac- 
ticable. There is another form of the wheel and 
axle, of admirable ine 
genuity, which com- 
sides pletely removes the dif- 
wii oT culty. Instead of one 
Hit fh) fF  eylinder, two of different 
diameters, as shown by 

the dotted lines on the 

figure, are fixed toge- 

Rr ther,and moveable upon 

the same axle. The 

ea two ends of the cord 
wd which support — the 
weight,are wound in op- 
posite directions round 
these cylinders, and this 
cord passes round a 
moveable pulley which carries the weight suspended 
from it. It is evident that, thus applied to the cy- 
linder, the equal tensions of the two strings which 
support the weight will produce the same effect as 
though they were applied in the same plane as the 
power at B and C. Suppose them to be applied 
there ; this plane will then be acted upon by four 
forces, the power P, at A, the equal tensions of the 
two strings which carry the weight at B and C, and 
the resistance of the axis at O. Now these are 
forces in equilibrium ; the principle of the equality 
of moments obtains then in respect to them ; and 
taking O for the point from which the moments are 





ioe 
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measured, since the moment of the resistance of the 
axis vanishes there, it follows that the moments of 
P, and the tension at C, which tend to turn the 
system one way about O, are, together, equal to the 
moment of the tension at B. which tends to turn it 
the other way. The moment of P then must be 
such that, being added to the moment of C, it shall 
make up a sum equal to the moment of B, or, in 
other words, the moment of P must equal the dif- 
ference of the moments of B and C; and the less 
the difference of the moments of B and C, the less 
need P be, to produce this equality and balance the 
system. Now the actual forces at B and C are equal, 
for the strings BD and C D support the weight 
equally; the difference of their moments depends 
then entirely upon the difference of their distances 
O B and OC from O, or upon the difference of the 
radii of the circles to which they are applied, or 
upon the difference of the diameters of the two cy- 
linders; the less the difference of these diameters, 
the less the power required to maintain the weight 
in equilibrium, and to move it. Thus, by making 
the two cylinders more nearly of the same diameter, 
we can diminish the power necessary to raise any 
given weight, or increase the weight which any 
given power will raise, without limit. 
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137. WHEN ANY NuMBER OF PRESSURES ACTING 
on A Bopy, IN THE SAME PLANE, ARE NOT IN 
EQuILIBRIUM, TO APPLY TO IT ANOTHER WHICH 
SHALL PRODUCE AN EQUILIBRIUM. 


If we know all the pressures in a system of pres- 
sures in equilibrium, excepting one, we can, from 
the principles of the equality of moments and the 
polygon of pressures (see articles 129. and 130.), 
determine what that one must be; for that one 
must be applied at such a distance, and of such 
a magnitude, as to make up the deficiency in 
the equality of moments, and in such a direction 
that it may complete the polygon of pressures. 
Thus, then, to find a pressure which will cause any 
number of other pressures to be in equilibrium, we 
have only to take any point, and thence estimate 
the moments of all the other forces, and find how 
much 15 necessary to make up the equality of their 
sums, as explained in article 129. We shall thus 
know what must he the moment of the required 
foree. Drawing then the po/ygon of pressures, as 
was also described, this polygon will be complete, 
all but ove side, and we shall know the magnitude 
and direction of that side. ‘The number of inches 
in its magnitude will tell us the number of pounds 
in the required faree. Also, we before have found 
its moment, aid we now know its amount; we can, 
therefore, tell what must be its perpendicular 
distance from the point we have assumed. More- 
over, its direction is parallel to the last side of the 
polygon. These two facts guide us to the exact 
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position where it must be applied, so that thus it is 
fully determined. 


1388. Tue ResuLtTANT OF ANY NUMBER oF 
PRESSURES. 


The resultant of any number of forces acting 
upon a body is that force which would singly pro- 
duce the same effect, as to the equilibrium or motion 
of the body, that they do conjointly. Now let us 
imagine any number of forces to be in equilibrium, 
and of these let us take all except one particular 
force, and let us consider what is their resultant. 
It is that force which would produce the same 
effect singly that they do conjointly. But what 
effect do they produce? They just balance the one 
remaining force: this is their effect. Any force, 
therefore, which would balance the one remaining 
force would produce the same effect that they do. 
But a force exactly opposite to that one remaining 
force, and egual to it, would balance it. That force 
is then the resultant we want. 

And to find the resultant of any number of forces, 
we must first find a single foree which will produce 
an equilibrium with them. Having found this, we 
know the resultant; for it is equal and opposite to 
this force. 

Thus, for instance, if two forces act upon a poané 
in directions zzclined to one another, and we wish 
to find their resultant, we must, in the first place, 
find the third force which will produce an equi- 
librium with these two. This we may do at once 
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by the parallelogram of forces. The third force 
in question is the diagonal of that parallelogram. 
The resultant required is equal and opposite to that 
third force. And so, in every other case, to find the 
resultant force of any number of forces, we must 
examine what these want of the conditions which 
make up an equilibrium, and then find a force which 
would just make up these conditions. A force equal 
and opposite to this will be the resultant. 


139. Tue ComposITION AND RESOLUTION OF 
PRESSURES. 


The forces of which any other is the resultant 
are called the components of that resultant. Since 
the resultant force produces the same effect singly 
that all its components do conjointly, we shall not 
at all affect the conditions of the equilibrium of a 
body acted on by any forces, if we conccive cer- 
tain of its forces to be taken away, and their re- 
sultant put in their place: if it was in equilibrium 
before, it will be in equilibrium now, and under pre- 
cisely the same circumstances. 

This putting of a single resultant in the place of 
any number of component forces is called com- 
pounding them. The process is that of the compo- 
SITION OF FORCES. Conversely, we may find a num- 
ber or group of forces which shall be such as, if we 
found their resultant, would have for it a particular 
given force. These forces would then, conjoindly, 
produce the same effect which that does singly. 
This group of forces might then be substituted for 
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that ONE without affecting the conditions of the 
equilibrium, 

The process of thus substituting an equivalent 
set of forces for a single one, is called that of the 
RESOLUTION OF FORCES; the single force being 
said to be resolved into the others. 


140. THe CENTRE oF GRAVITY. 


Of all forces, that whose operation we are 
most conversant with is GRAVITY: it operates, 
under various modifications, in every thing around 
us, and in every part of that thing. Every 
material substance is thus acted upon by as many 
separate pressures of gravity as we may imagine it 
divided into parts. We can lay hold of nothing 
which is not a body acted upon by a system of 
gravitating forces infinite in number. Of these, 
this is the characteristic property, that their direc- 
tions all tend accurately to ove point—the centre 
of the earth—which is so distant that, although 
they thus in reality meet when continually pro- 
duced, yet are they, as to all practical consider- 
ations, parallel, by reason of the great distance 
(nearly 4000 miles) of the point in which they meet. 

These forces of gravity, thus infinite in number, 
acting upon the different points of any body which 
we take up, have always a resultant; that is, a 
single force may always be found acting in a 
certain direction, which shall sengly produce the 
same effect that they do conjointly. This force is 
equal and opposite to the single force which would 
produce an eguilibrium in the body on which they 
act, that is, which would support it. 

L 
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As we turn a body about, the direction through 
it of the forces of gravity which act upon it will be 
continually changed ; at one time they will traverse 
it lengthwise, at another they will traverse it across, 
at another diagonally: in short, every new position 
will cause them to traverse it in a new direction; 
and by turning it completely round, we shall 
cause them to traverse it in an infinity of different 
directions. In each position they will have a re- 
sultant. Thus they will have an infinity of different 
resultants; and their resultants will traverse the 
body, as it is turned round, in an infinity of different 
directions. 

Now there is this remarkable relation (easily 
determined by geometry) between the directions of 
these different resultants through the body, that 
they all pass through the same point in it: that 
point is called the CENTRE oF GRAVITY. This is, 
I say, a remarkable relation; it might have been 
otherwise. Under other laws of force, and other con- 
ditions of equilibrium, dependent upon these, the 
propertics of that point would have had no ex- 
istence. 

It is difficult — nay, it is impossiblé—to conceive 
the amount of change, the confusion of all the great 
elements of nature, which this one simple circum- 
stance would have been sufficient to introduce. 

Take away this one property of matter, which 
determines in every mass a single point through 
which the resultant of the gravitations of its parts, 
in all its proportions, passes, and the fabric of the 
universe would reel from its very foundations ; the 
order and uniformity of the vast machine would 
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cease; the cycles which bring back its mighty mo- 
tions in their appointed seasons would be broken; 
and, to bear its part in the univejeal wreck, each 
organised and existing thing on the earth’s surface 
would have the stability of the form under which 
it exists converted into one of the greatest con- 
ceivable instability. An upright position of the 
human body would be impossible; no vehicle could 
move without being overthrown; and four-footed 
animals, when they sought to walk, would but 
totter on, from one fell to another. 

The centre of gravity of a body is then that 
point through which the resultant of the gravities 
of its parts passes, in every position in which we 
turn the body. ‘This resultant, producing the same 
effect as do the gravities of the parts, evidently acts 
in a vertical direction; for the effect of the gra- 
vities of the parts is in a vertical direction. The 
resultant is evidently equal in amount to the weight 
of the body ; for, by the definition of a resultant, 
it is equal to the single force which would support 
the body. Thus, then, we shall, in reality, conceive 
this resultant to act alone, through the centre of 
gravity, and in its proper vertical direction, if we 
conceive all the gravity or weight to be extracted, 
by some chemical process, from the different parts 
of the body among which it is diffused, and collected 
and condensed into this one single point —zts centre 
of gravity ; and were it possible to make this change, 
all the conditigns of the equilibrium of the body, so 
far as they are affected by its weight, would remain 
unaltered. 
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141, To DETERMINE THE CENTRE OF GRAVITY 
or # Bovy sy ExpERIMENT. 


It is evidently through its centre of gravity that 
any force which is intended to support a body must 
be made to pass; and, conversely, any suffictent 
single force which is made to act through the centre 
of gravity vertically, or in a direction opposite to 
the weight of the body, would support it. To be 
sufficient, this single force must, as has before.been 
shown, equal the weight of the body. Thus, if the 
centre of gravity of a body of any shape, however 
irregular, were found ; and if the resistance of the 
Jinest point that can be conceived,—that of a needle, 
for instance,— were applied, so that its direction 
should be vertical and accurately through the centre 
of gravity of the body, — it would support it. 

It would perhaps be impossible practically thus 
to cause the resistance of a point accurately to pass 
through a body’s centre of gravity. If, however, a 
body be suspended by a single point from a string, 
it will of zse/f fall into such a position, that the 
direction of the tension of the string on that point 
shall be through the centre of gravity ; and having 
assumed that position, it will be supported. This, 
in fact, furnishes us with a very easy practical way of 
determining the position of a body's centre of gra- 
vity. We have only to suspend it by a string from 
any point in its surface, and, waiting until it rests, to 
mark, by some means, what would be the direction 
of the line of the string through the body, if it 
were produced; then, hanging it from some other 
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point in the body's surface, to observe in like 
manner the line of the string’s direction through 
the body, when suspended from that point. Both 
these lines pass (by what has before been said) 
through the centre of gravity. But the only point 
through which they both pass is that in which they 
intersect. ‘Their intersection is therefore the body’s 
centre of gravity. 


142. THe ATTITUDES OF ANIMALS. 


When a body alters its formit changes, at the same 
time, the position of its centre of gravity. The 
accompanying diagram presents an illustration of 
this fact in the attitudes ofa bird. ‘The line drawn 


Jig. 33. 





from R directs the eye to the position of the centre 
of gravity when the bird is standing, being then 
immediately above his foot. When he swims, the 
only alteration in his position is the elevation of 
his legs, accompanied by a corresponding elevation 
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of his centre of gravity, whose position is now 
shown by the line from N. When he walks, his 
head is thrown a little forwards, and his legs 
are alternately raised, but not so much as in 
swimming: a more forward and a somewhat lower 
position must therefore be assigned to his centre of 
gravity, pointed to by the line from M. When he 
flies, his neck is thrown forwards and depressed ; 
his centre of gravity therefore advances and sinks, 
as shown by the line from V. 

No heavy body can evidently be supported upon 
a surface on which it is placed, unless the vertical 
resistance of some point with which it is in contact 
passes through its centre of gravity. 


143. THe Best Position oF THE FEET IN 
STANDING. 


The human body has a different position of its 
centre of gravity, corresponding to each different 
attitude. All are, however, subject to this condition, 
that the centre of gravity shall remain vertically over 
some point or another in the base of the feet.* This 
base of the feet, or pedestal of the body, has for its 
boundaries, to the right and left, the outer edges of 
the soles of the feet; and before and behind, lines 
joining the toes and the heels. In the accompany- 
ing diagram it is represented by the trapezium 
ABCD. The attitudes of the body may evidently 
be varied, so as not to destroy the equilibrium, with 


® For a variety of illustrations of this subject, the reader is 
referred to the author's treatise on “ Mechanies applied to the 
Arts,” p. 33, &c. 
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the greatest facility and with the fewest precautions, 
when this base of the feet is the dargest. Thus the 
securest position of the feet in standing is that which | 
causes the pedestal to cover the greatest surface, or 
the figure A BC D, as shown in the diagram to have 
the greatest area. Supposing the 
p__ heels to be placed in a given posi- 
tion, and the feet turned round 
upon them, this greatest area will 
" A be found not in a parallel position 
of the feet, but in- an inclined 
position, like that shown in the 
s figure. 

Thus we see a sufficient reason for the military 
custom of causing soldiers on drill to stand with 
their toes turned out. 

If the outside points A and B of the heels could 
be brought accurately to coincide with one another, 
then, when the heels thus touched, it is found (by 
a mathematical discussion of the subject) that this 
greatest base would be obtained when the fect were 
turned each half-way round, or when they made with 
one another a right angle. As these points can never, 
nowever, coincide, but must always be distant by at 
jeast double the width of the heel, it is certain that 
the feet never should be turned apart so far as a 
right angle. 

If the distance A B of the outer edges of the 
heels exactly equals the length A D of the foot, the 
inclination of the feet to one another should equal 
sixty degrees. Or, imagining the lines D A and C B 
to be produced so as to meet in E, their inclination 

L 4 
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should be such as to make the triangle CED an 
equilateral triangle. 


144. Toe SHEPHERDS OF THE LANDES. 


The vast plains of the Landes, in the south-west 
of France, are covered with a loose sandy soil, and 
overgrown with thick furze ; moreover, during some 
months of the year, they are in many places flooded. 
This wild region, nevertheless, yields pasture to sheep. 
To traverse itin search of their flocks, the shepherds 
have, from time immemorial, adopted the singular 
custom of mounting themselves on high stilts. They 
are said on these to travel over the loose sand as 
through the water, with steps of eight or ten feet in 
length, and with the speed at which a horse trots. 
This is a remarkable instance of the power which 
the body possesses of varying its attitude so as to 
fix the position of its centre of gravity over the base 
which supports it, even when that base js, as here, 
of greatly less dimensions than the natural base of 
the foot, and the body elevated upon it greatly above 
its natural position. 


145. To Causge A CYLINDER TO ROLL, BY ITS 
WEIGHT, A SHORT DISTANCE UP AN INCLINED 
PLANE. 


If the vertical from the centre of gravity of a 
body do not pass through tbe base on which it rests, 
but have a direction on either side, then the body 
will turn over towards that side. The accompany- 
ing figure is intended to represent a cylinder placed 
upon an inclined plane. If this cylinder were not 
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loaded on one side, its centre of gravity would be in 
its axis A; and the vertical A L, from its centre of 





gravity, would evidently fall below the point B, 
where it rests upon the plane; so that, when left to 
itself, it would roll downwards. But by loading it 
near its surface at F (by pouring lead in a groove 
parallel to its axis), the position of its centre of 
gravity G may be moved, so that the vertical G K 
from it shall not be below, but above the point of 
support B. It will then roll for a short time wp the 
inclined plane instead of down it, until, by the 
descent of F, the line G K is made to pass through 
the point of contact B of the cylinder with the 
plane. It will then rest. 


* 146. WHEELER'S CLOCK. 


An “ingenious person of the name of Wheeler, 
some years ago, conceived the idea of constructing 
a clock to be contained in a cylinder; the prin- 
ciple of whose motion should be, the tendency of 
the cylinder, when placed upon an inclined plane, to 
roll down it. 

Let the cylinder represented in the last article 
be imagined to be hollow; and the weight F 
moveable in it round the axis A, by means of an 
arm AG F, to the extremity of which it is fixed: 
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imagine that with this arm is connected a train 
of wheels similar to those of a watch, terminat- 
ing in a scapement and balance-wheel, and giving 
motion to a hand moveable on the end of the 
axis, and showing hours on the extremity of the 
cylinder, which has its circumference divided 
like the face of a clock. The arm AGF being 
turned, motion is given to all this train of wheels, 
which motion is checked and regulated by the 
balance-wheel. But how is the arm to be turned ? 
Thus: conceive the cylinder to be placed upon an 
inclined plane ; it will seek for itself the position in 
which the vertical G K, from its centre of gravity, 
passes through B; in this position F will not coin- 
cide with B, being balanced about that point by the 
weight of the cylinder itself, and its wheels, which 
are so contrived that their common centre of gra- 
vity shall be in the axis A: the position of the equi- 
librium of the cylinder is then in an zxelened posi- 
tion of the arm A F. Now, the axis being swpported, 
and the arm AF inclined, it is evident that the 
weight F at its extremity tends to turn the arm 
about A; and being unopposed, except by the 
friction of the train of wheels connected with it, 
may readily have its size so adjusted that it shall, 
under these circumstances, turn the arm, and give 
motion to the wheels: but as the arm thus turns, 
the weight F descends, and the vertical G K, which 
before passed through the point of support B, now 
falls below it: the cylinder will now, therefore, roll 
down the plane. Now, as it rolls down the plane, it 
elevates the weight F again, so as to place the arm AF 
in the same inclined position as before, and give it the 
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same leverage precisely, to turn the wheels: thus the 
descent is continued, and the same power is con- 
tinually supplied to give motion to the works of 
the clock, whilst the scapement and balance-wheel 
give a yet further uniformity to the motion which, 
the proper adjustments being made, may be re- 
gulated to keep any required time. The motion of 
the clock will only be stopped when it has rolled 
completely down the plane: that it may be begun 
again, the cylinder must be placed again at the top 
of the plane. 


* 147, To cause A Bopy, By ITS OWN GRAVITY, 
TO ROLL CONTINUALLY UPWARDS. 


Let a double cone, such as that shown in the 
figure, be made of wood; and let there be formed 
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two inclined planes of boards of wood *, which, 
meeting at their bases, afterwards diverge from one 
another at an angle, as shown in the figure. If 
the double cone be placed between these planes, 
so as to rest equally upon each of them at the bot- 
tom, it will immediately put itself in motion and 
roll up them. 

This apparent paradox is easily explained. The 
centre of gravity of the double cone is in the 
middle of the line joining its two extremities. Now, 
when it is placed between the two inclined planes, 


* Pieces of string will answer the purpose. 
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the points on which it rests are, of necessity, nearer 
to the lowest point of the planes than this line is: 
the vertical from the centre of gravity is, therefore, 
on that side of the points of support which is to- 
wards the highest points of the inclined planes ; it 
is in that direction, therefore, that the body has a 
tendency to roll. It does not, however, in reality 
ascend, although it appears to do so: the points on 
which it is supported, continually approach its ex- 
tremities ; so that, although by reason of the inclina- 
tion of the planes, the points of support ascend, yet, 
for the above-mentioned reason, the thicker part of 
the mass between them, descends; and it is necessary 
to the success of the experiment,. that, for this last 
reason, the centre of gravity of the mass should de- 
scend more than for the other it ascends. That this 
may be the case, the inclination of each plane must 
be such, that a distance equal to the length of the 
double cone being measured along it, its corre- 
sponding height shall be somewhat less than half 
the diameter of the double cone in the middle. 


* 148, STABLE AND UNSTABLE EQUILIBRIUM. 


When a body, being slightly moved out of any 
position in which it rests upon another body, tends 
to return to it; and being left to itself, will roll 
back of its own accord into it—that position is said 
to be one of STABLE EQUILIBRIUM: when the 
body will no¢ thus return to its previous position, 
that position is said to be one of UNSTABLE EQUI- 
LIBRIUM. 

Since the whole of the weight of a body may 
be conceived to be collected in its centre of gravity, 
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without affecting the conditions of its equilibrium, 
it is evident that if it be supported by the resistance 
of a single point, that single point must be either 
immediately above, or immediately beneath, or 
actually im, its centre of gravity; and if it be sup- 
ported, not upon a point, but upon an extended 
surface or base, or beneath such a surface, then 
must the centre of gravity be either directly above 
some point in that base or surface, or directly beneath 
some such point. If the position of a body, which 
thus rests, be so changed, that its point, or surface of 
support, shall no longer lie vertically above, or ver- 
tically beneath, its centre of gravity—then, no verti- 
cal supporting force acting upwards, through its 
centre of gravity, and the whole weight or gravity 
acting downwards through it (or, rather, acting as 
though it so acted), it is manifest that the centre 
of gravity will have a tendency to descend, and that, 
if the body be left to itself, its centre of gravity 
will descend. It is possible that, moving a body 
from its position of equilibrium, we may, at the 
same time, so alter the position of its point of sup- 
port, that it shall still remain directly beneath, or 
above, its centre of gravity. Thus, if a sphere 
rest upon a horizontal plane, and we roll it out of 
the position in which it rests into some other, we 
shall, in the act of rolling it, so alter the position of 
its point of support, that it shall still be beneath its 
centre of gravity; for the centre of gravity is in 
the centre of the sphere; andthe perpendicular to a 
plane, on which a sphere rests, drawn from the 
point where it rests upon it, necessarily goes through 
its centre. Thus, into whatever position we roll a 
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sphere on a horizontal plane, the vertical, from the 
point on which it rests, passes through its centre of 
gravity ; and the centre of gravity is vertically 
above the point of support. When a body, being 
moved more or less frum its position of equilibrium, 
will rest in any of the positions in which it is 
placed, and is indifferent to any particular position, 
its equilibrium is said to be one of INDIFFERENCE. 

This state of indifferent equilibrium is, however, 
one of exceedingly rare occurrence, even in respect 
to slight deflections of a body from its position of 
rest; and no other body besides a sphere, or a 
body resting on a spherical surface, and having its 
centre of gravity at the centre of that spherical 
surface, can thus be indifferent to all the positions 
in which it may be placed. Every solid body, with 
the exception above stated, tends to return to the 
position of equilibrium out of which it has been 
moved, or to recede from it; and if left to itself, it 
will spontaneously either return to that position, 
or roll farther from it. 

The centre of gravity being moved from under, or 
from over, its point of support, and being unsup- 
ported, of necessity descends. The question then, 
whether a body's position of equilibrium be stable 
or unstable depends upon this other; will the de- 
scent of its centre of gravity, when the body is thus 
left to itself, bring it into its former position, or de- 
flect it farther from it? In the first case the equili- 
brium is STABLE, and in the other, UNSTABLE. 

Now, if the centre of gravity of the body be 
elevated in the act of deflecting it from its position 
of equilibrium, it is evident that it must be de~ 
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pressed to be returned to it; and, conversely, that 
depressing itself, it will return to it. In this case, 
then, the position out of which it was disturbed 
was stable. But if, in the act of deflecting it from 
its position of equilibrium, the centre of gravity of 
the body be depressed, then, to return of its own 
accord, the centre of gravity (where all the weight 
acts downwards, and which is unsupported) must 
elevate itself. This 13 impossible. The centre of 
gravity descends ; and the body continues. therefore, 
in this case, to deflect more and more from its 
former position of equilibrium, which was, there- 
fore, unstable. Thus, then, when the position in 
which a body rests is such that, being deflected 
from it, its centre of gravity ascends, that position 
is one of STABLE equilibrium; when the body 
being thus deflected, its centre of gravity descends, 
the position of equilibrium is UNSTABLE. 


*149. Tuatr Position oF A Boby RESTING UPON 
ANOTHER IN WHICH ITS CENTRE OF GRAVITY 
IS THE LOWEST POSSIBLE, IS A POSITION OF 
STABLE EQUILIBRIUM ; THAT IN WHICH IT IS 
THE HIGHEST POSSIBLE, ONE OF UNSTABLE 
EQUILIBRIUM. 


If the centre of gravity of the body descends 
when you deflect it from its position of rest, In any 
direction, it is evident that the height of the centre 
of gravity, in that position, is greater than in any 
of the positions into which you deflect it; its po- 
sition of UNSTABLE EQUILIBRIUM corresponds, then, 
by what is stated in the last article, to that position 
in which, being placed, tts centre of gravity is highest 


150. Every Bopy, ExceEPT A SPHERE, HAS AT 
LEAST ONE POSITION OF STABLE, AND ONE 
OF UNSTABLE, EQUILIBRIUM. 


For if a body be made to turn round on the sur- 
face on which it rests, its centre of gravity will not 
continually ascend or continually descend ; there 
must be a certain position of the body, after it bas 
passed which, its centre of gravity, from ascending, 
begins to descend; and another in which, from de- 
scending, it begins to ascend. The first is a position 
of unstable, and the last of stable, equilibrium. 

In a sphere, the centre of gravity (which is the 
centre of the sphere) continues always at the same 
height as yourollit. There is, therefore, no position 
either of stable or unstable equilibrium. Every 
position in a sphere is one of ¢nd?fferent equilibrium. 

A body’s position of equilibrium may be séable in 
respect to a deflexion in one direction, and unstable 
in respect to a deflexion in another. It is then said 
to be a position of MIXED equilibrium. 


STABILITY. 


15]. A Bopy HAVING PLANE FACES HAS ALL 
its PosiTions OF EQUILIBRIUM, ON THOSE 
Faces, Positions OF STABLE EQUILIBRIUM ; 
AND ALL ITS PosiTIONS OF EQUILIBRIUM, ON 
THEIR EpGrs, POSITIONS OF MIXED, AND ON 

_ANGLES, OF UNSTABLE EQUILIBRIUM. 


For it is evident, that if a body rest upon a plane 
face LM NO, and be inclined from its position of 
equilibrium, it must turn 
upon one of the edges of 
that face as M N, so that 
its centre of gravity G 
—_.. must ascend* in a circle 
K--—= round some point K in that 
= edge. : 

The centre of gravity thus ascending, when the 
body is deflected round either edge of the plane on 
which it rests, it follows that, when resting on that 
plane, its centre of gravity is lowest, in respect to 











* Tt will be observed that the position upon the face L M N O 
being supposed to be one of equilibrium, the centre of gravity 
G is vertically over that face, so that the line G kK is inclined 
downwards towards the face, and must be elevated in turning 
the body upon the edge M N. ‘There is an exception in the 
case in which the point G is vertically over the edge MN on 
which the body is turned; the position is in that case unsfabk. 
in respect to a deflexion of the body round that edge, and stable 
in respect to a deflexion round every other. A position of 
equilibrium of this kind is said to be one of mixep equilibrium, 
being stable one way and unstable the other. 
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the adjacent positions, and, therefore, that its 
position upon it is one of sTABLE equilibrium. 

If, now, the body be turned upon its edge M N, 
and be placed in such a position that the vertical 
G H, through the centre of 
gravity, shall passaccurately 
through some point H in 
that edge —this, too, will be 
a position of equilibrium, 
for the centre of gravity 
will be supported; but it 
will be a position of MIxED 
equilibrium, that is, a position from which the 
body being deflected in certain directions would 
tend to return, and being deflected in others would 
not, so as to be in respect to the first directions 
of deflexion stable, and in respect to the others 
unstable. For the centre of gravity G being verti- 
cally over the edge MN, it is clear that when the 
body is turned round that edge either way, the 
centre of gravity will be depressed; so that over the 
edge it is in its heghest position, and the equilibrium 
is, In respect to detlexions round the edge, unstable. 
But if, instead of being turned round the edge, the 
body be lifted so as toturn about either of its extremi- 
ties M or N, then its centre of gravity will be raised, 
so that, in respect to those deflexions, it is in its low- 
est position, and the equilibrium is stable. Thus the 
equilibrium about either edge is, in certain direc- 
tions, stable, and in others, unstable ; or it is MIXED. 

By reasoning precisely similar to the above, it is 
evident that, if the body can be made to rest on 
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either of its angles A, B, C, D, &c., so that the 
centre of gravity shall be vertically over that angle, 
the position will be one of unstable equilibrium. 


152. A Bopy’s Pos!ITION 18 ALWAYS ONE OF 
STABLE EQUILIBRIUM, WHEN ITS CENTRE OF 
GRAVITY LIES BENEATH THE POINT ON WHICH 
IT IS SUPPORTED. 


Thus, if the body represented in the last figure, 
instead of resting on a plane, had been suspended 
from a fixed point by either of its angles, or if it 
had been hung upon axis X Y passing through it 
above its centre of gravity, then it is clear that, de- 
flecting its position, from that in which it rests with 
its centre of gravity vertically beneath the point of 
support, the centre of gravity will be raised: thie 
position in which it rested was, therefore, a stable 
position. 


153. To construct A FIGURE WHICH, BEING 
_ PLACED UPON A CURVED SURFACE, AND IN- 


CLINED IN ANY POSITION, SHALL, WHEN LEFT 
TO ITSELF, RETURN INTO ITS FORMER POSITION. 


The accompanying cut represents a figure of any 
light substance, to which are attached, so as to hang 
beneath it, two heavy balls. The feet of the figure 
are fixed upon a piece of wood, the lower surface 
of which is curved, and this curved surface rests 
loosely upon a small table which is supported by a 
stand. If this figure be ever so far inclined in any 


M 2 
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direction, it will immediately recover its position 
when left to itself, and with the greater force as it is 
more inclined. The explan- 
ation is as follows. The effect 
of the weight of -the balls, 
which weight is much greater 
than that of the figure, is to 
bring the centre of gravity of 
thewhole greatly beneath the 
point on which it rests. This 
being the case, it is evident 
that, in whatever direction the 
figure is made to incline in 
respect to its point of sup- 
port the centre of gravity of 
the whole will be made to 
rise. In the position in which it rests, the centre of 
gravity is therefore in its lowest point, and the equi- 
lrbrium is stable. 





184. To cAuSE A Bopy TO SUPPORT ITSELF STEA- 
DILY, ON AN EXCEEDINGLY SMALL POINT. 


A body may be made to support itself steadily on 
an exceedingly small point, if it be so loaded that 
its centre of gravity may be beneath this point. 
This is strikingly illustrated in the following very 
simple experiment. 

On opposite sides of a cork towards the top, let 
two forks be stuck, inclining downwards, and let 
the edge of the bottom of the cork be then made 
just to rest on the edge of a wine-glass, which 
must be held, if necessary, to prevent it from 


STABILITY. 165 


falling. The cork may be brought, by pushing 
it gently sidewise, to rest upon so small a portion 
of the glass that it shall seem scarcely to touch it; 
and yet the whole will support itself steadily upon 
it: if slightly moved, it will return to its position, 
and the glass may be raised without causing it to 
fall. By the weight of the handles of the forks, 
the centre of gravity is brought far below the point 
of support ; hence the steadiness of the equilibrium, 
and the facility with which it may be brought 
about, on so small a point. 


155. A Bopy HAVING A PorRTION oF ITS SURFACE 
SPHERICAL, AND RESTING BY THAT PoRTION 
OF 1TS SURFACE ON A HORIZONTAL PLANE, 
HAS ITS EQUILIBRIUM STABLE OR UNSTABLE, 
ACCORDING AS ITS CENTRE OF GRAVITY IS BE- 
NEATH OR ABOVE THE CENTRE OF THE SPHERE 
OF WHICH THAT SPHERICAL SURFACE FORMS 
PART. 


The figure in the woodcut is supported on a solid 
base whose curved surface B AK is part of the 
surface of a sphere having its centre in C. The 
‘common centre of gravity of the 

figure, and the mass Which sup- 
ports it, is G. On whatever point 
D the spherical surface BAK 
rests on the horizontal plane, the 
vertical through its point of sup- 
port passes through C (by a gco- 
metrical property of the sphere); 
when it rests then on A, AC is 
the vertical, and this vertical passes then through 
M 3 
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its centre of gravity G. When it rests on A, there- 
fore, the figure is in equilibrium. Now, when G is 
beneath C, this position is one of stable equilibrium ; 
when G is above C, it is one of unstable equilibrium. 
For, let the figure be placed in the inclined position 
shown in the cut, so as to rest on D, and draw 
through G the vertical G H to the horizontal plane, 
then is G H the height of the centre of gravity in 
the present inclined position of the figure. But, in 
the ‘upright position of the figure, when it rested 
on A, the height of its centre of gravity was A G. 

Now GH is greater than AG if G be, as in the 
figure, beneath C*; but if G were above C, as, for 
instance, at E, then G H would be less than G A. 
In the first case, the centre of gravity is raised, 
then, by deflecting the body from its position of 
equilibrium; in the second case, it is depressed. 
In the one case, then, the equilibrium is stable ; and 
in the other, unstable. 

The same conclusion may yet more easily be 
drawn from the consideration, that when the centre 
of gravity is at G, the whole weight acting on that 
side of the point of support D, which is towards 
the former position of the body,»tends to bring it 
back to it: and that when it is at E, this weight, 
acting on that side of D which is from its tormer 
position, tends to deflect it yet farther from that 
position. 

A very ingenious toy is constructed on this prin- 
ciple. A hemisphere (or half-sphere) is rounded 


* For by Euclid, Proposition 7, Book ui., Gh, which is 
only part of G H, is greater than G A; much more, then, is G H 
greater than it. 
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of some very heavy substance, lead, for instance; 
(the half of a leaden bullet will answer the pur- 
pose). On this is fixed a figure cut out of some 
very light substance, such as the pith of the elder 
tree. This figure, if placed on the table, and 
inclined ever se much in any direction, will always 
regain its upright position. The explanation is 
contained in the principle stated above: the centre 
of gravity of the whole figure is beneath the centre 
of the spherical base; for the centre of gravity of 
the hemispherical ball is evidently within its mass, 
and therefore below the centre of the sphere of 
which it would form a part; and the weight of the 
figure placed upon it is so small, that it is not sufh- 
cient to raise the centre of gravity of the whole 
above that point, as it would do if it were heavy. 

In this manner were constructed the I*rench toys 
called Prussians. The figures represented soldiers : 
they were formed into battalions, and being made to 
fall down by drawing a rod over them, they imme- 
diately started up again as soon as it was removed. 

Screens of the same form have since been in- 
vented, which always rise up of themselves when 
they happen to be pressed down. 


* 


156. THE STABILITY OF A BopY WHICH IS SUS- 
PENDED FROM A POINT, OR A FIXED AXIS, IS 
GREATER AS THE CENTRE OF GRAVITY OF THE 
Bopy IS LOWER BENEATH THAT PornT OR 
THAT Axis. 


Suppose the body represented in the accompa- 
nying figure to be supported upon a point at C, or 
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41. _ upon a fixed axis passing through it at 
that point. Let C Z be the vertical 
through C, and let the body be de- 
flected from its ordinary position of 
equilibrium by the action of the force 
| P, so that its centre of gravity G may 

us occupy the position shown in the 
figure, instead of resting suspended beneath C in the 
vertical C Z. 

The body being thus held in equilibrium by the 
action of the weight in G by the force P, and by 
the resistance of the axis C, it follows, by the prin- 
ciple of the equality of moments, that, if we take C 
for the point from which we measure the moments of 
these forces, that of the last-mentioned force vanish- 
ing, those of the two others will be equal; that is, the 
product of P by C P will be equal to that, of the 
weight of the body, by CM; C P and CM being 
respectively perpendiculars upon these forces from 
C. Now, supposing P to be applied always at the 
same perpendicular distance from C, or C P always 
to be the same, it follows, froin this equality, that P 
must be greater according as the product of the 
weight of the mass by C M is greater; or that, for 
bodies of the same weight, it must be greater ag C M 
is greater. Now CM is equal toG N, and GN 
would evidently be greater if G were lower upon 
the line C G;; or if the centre of gravity were lower 
beneath the point of suspension in that position of 
the body in which it rests of itself. Thus, then, the 
force P necessary to deflect the body from the po- 
sition in which it rests of its own accord, intu any in- 
clination to that position, is greater as the centre of 
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gravity is lower. The body is therefore more stable 
as the centre of gravity is lower. 


157. THe BALANCE. 


It is for this reason, that in the construction of 
delicate balances, whose degree of stability is re- 
quired to be the least possible, that they may turn 
with the least possible difference of the weights in 
the scale-pans, precautions are taken by means of 
which the centre of gravity, G, 
of the whole moveable portion of 
the balance, including the beam, 
the scale-pans, and the weights 
they contain, shall lie, in every 
case, at an exceedingly small dis- 
tance beneath the point of sus- 
pension, or fulcrum of the ba- 
lance F. By making the scale-pans equal in 
weight, suspending them at equal distances, F P 
and F Q, from the fulerum and from points lying at 
the extremities of a line, P Q, passing through the 
fulcrum F, their centre of gravity, and that of the 
weights they contain when equal, is brought, so 
that it would exactly coincide with the fulcrum if 
the beam did not bend; and it would then only be 
the centre of gravity of the beam itself, which 
would lie beneath the fulcrum, and produce the 
stability of the balance, bringing it back from its 
deflections so as to vibrate it. The beam, however, 
in reality always bends, whatever may be the care 
taken to give it rigidity. And thus the centre of 
gravity of the weights in the scale-pans, as well as 
that of the beam itself, is brought beneath the ful- 


Sig. 42. 
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crum; and this depression is greater as the objects 
weighed are heavier. The best balances are those 
made by Mr. Robinson; every precaution which 
science may suggest to ensure the accuracy of these 
balances, is taken in their construction and their 
adjustment.® 


158. To MAKE A BALANCE WHICH SHALL APPEAR 
TRUE WHEN EMPTY, BUT YET WEIGH FALSELY. 


Let a balance be constructed with unequal arms, 
and let scale-pans be suspended from them of un- 
equal weights, so adjusted that they shall just equi- 
poise one another, and make the beam to rest in a 
horizontal position. This balance will appear a just 
one when the scale-pans are empty, but it will not 
weigh truly ; for any weights put in its scale-pans 
will be suspended at different distances from the 
fulcrum. They cannot, therefore, balance one 
another when they are equal —that suspended from 
the shorter arm must be greater than the other. 
The weights used being then put into this -scale, 
and the commodities to be weighed into the other, 
the balance, appearing to be true, will weigh short 
weight. 

The deception is easily detected by changing the 
scales in which weights and the things weighed are 
placed. If the balance be false, the equilibrium will 
then no longer exist. 


* For a more complete discussion of the theory of the balance, 
the reader is referred to the author’s treatise on “ Mechanics 
applied to the Arts,” p. 68. 
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159. To WEIGH TRULY WITH A FALSE BALANCE. 


Let the article to be weighed be placed in either 
scale-pan, and let the weight necessary to balance 
it in the other be found ; place it then in the other 
scale, and let the weight necessary to balance it be 
found as before; take then the product of these 
two false weights: the square root of this product 
will be the true weight. Thus, if in one scale the 
article weigh 14 ounces, and in the other 16, taking 
the product of them we have is 224; the square root 
ot this product is 144, which is the true weight in 
ounces. 


160. Borpa’s METHOD OF WEIGHING TRULY WITH 
A FALSE BALANCE. 


A much simpler method than the above, of weigh- 
ing truly with a false balance, has been conceived 
by Borda, and may be considered as in all cases 
the most certain way of ascertaining the weight of 
any substance. Let the thing to be weighed be 
placed in either scale of the balance, and any heavy 
but minute substance —leaden filings, for instance— 
accumulated in the other, until they precisely balance 
it; let the article to be weighed be now removed, 
and, in the scale which contained it, let weights be 
introduced until an equilibrium is again accurately 
produced. These weights will give the true weight 
of the body, independent of any error in the ba- 
lance; for their weight produces exactly the same 
effect that its weight did—balancing identically the 
same load in the opposite scale. 
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*161. Unper wHat CrrcumMsTANces A Bopy, 
SUPPORTED UPON A HORIZONTAL PLANE, I8 
MORE OR LESS STABLE. 


In order that a body which rests upon another, 
and is therefore in a stable position of equilibrium, 
may be overthrown, it must be made to pass from 
that position of stable into one of unstable equi- 
librium. Thus, for, instance, to be overthrown, the 
body ABCD, from the stable position shown in 
the first of the accompanying figures, must be made 
to revolve into, and slightly beyond, the unstable 
position shown in the second. 


Sig. 43. 





The body is more or less stable in its position 
represented in the first figure, according as the re- 
volution it must receive to bring it into the position 
represented in the second figure is greater or less, 
and according as the force required to produce this 
revolution is greater or less. Now, by this revolu- 
tion, the line G A, in the first figure (G represent- 
ing the centre of gravity) is made to pass, from an 
inclined to a vertical position, in the second figure; 
so that G may be vertically above the angular point 
A, on which the body turns. But that GA (fig.43.) 
may revolve into a vertical position, it must revolve 
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through the angle G A M, which angle is equal to 
the angle AG K. The revolution, then, which the 
body must receive before it will fall over of itself, 
is greater or less, according as the angle AG K is 
greater or less. Now the angle AGK is greater 
according as G is dower, and according as Ak 
is greater. For it is evident, that if G had been 
higher than it is—as, for instance, at H—then the 
angle G A M, or its equal A G K, would have been 
less than it is: moreover, if AK had been less than 
it is, then, also, it is evident that AG K would have 
been less. 

Thus, then, we see one reason why it is that, as 
a body's centre of gravity is lower, and its base 
wider, it is more difficult to overthrow it—the body 
requiring, according as these conditions obtain, to 
be turned farther before it will pass into a position 
(one of unstable equilibrium) from which it will 
fall over of itself. 

The amount of the revolution which must thus 
be given to a body, by the application of a sufficient 
force, before it can be overthrown, is not, however, 
the only element on which the degree of its stability 
depends. Another is the amount of the force ne- 
cessary to produce this revolution. 

The amount of the force depends upon the weight 
of the body, and the distance of the vertical G K 
through its centre of gravity from the point A, round 
which it is to be made to turn. 

To make this appear, let us suppose that the force 
intended to turn it is applied at C in a horizontal 
direction ; in which direction the line C M is drawn, 
meeting the vertical line AM in M. Suppose this 
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force C to be just upon the point of causing the 
body to turn on A, and very slightly to have raised 
it, so that the forces which act upon it are exactly 
in equilibrium ; imagine, moreover, all the weight 
of the body to be collected in G, an allowable sup- 
position: the weight acting in Gs, the force acting 
at C, and the resistance of the surface on which 
the body rests acting at A, then, are the forces 
in equilibrium. There must then obtain between 
them the relation of the equality of moments. (See 
art. 129.) If, then, from the point A perpendicu- 
lars be drawn upon the directions of the force at 
C, and the weight through G, then the products of 
the lengths of these perpendiculars, by the numbers 
of ewts., or pounds, or ounces, in their correspond- 
ing forces, nust be equal.* Now these perpendiculars 
are evidently A M and AK. When the force C is 
just then upon the point of turning the body, it is a 
force equivalent to such a number of pounds, that 
this number of pounds being multiplied by the num- 
ber of inches in A M, the product shall equal the 
number of pounds’ weight in the body multiplied by 
the number of inches in AK. And the first pro- 
duct must be greater according as the last is greater; 
so that supposing the force C to be applied always 
at the same height, that force itself must be greater 
according as the last of the above mentioned pro- 


* The perpendicular from A upon the resistance acting 
through that point, is of course nothing or of no length; the 
moment of this resistance is therefore nothing: thus this third 
force vanishes from the relation of the equality of moments, 
when we measure them from A, for which reason it is that A 
above all other points is sclected to measure them from, 
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ducts is greater, and this last product is greater 
according as A k is greater. Thus, then, the force 
necessary to turn the body is greater according as 
the distance of the vertical through its centre of 
gravity from the point on which it is to turn is 
greater or less. The amount of this force has, 
however, nothing to do with the height of the centre 
of gravity; thus it is the same in the figure, how- 
ever high G may be, provided it remains in the line 
K H. | 

So far, then, as the stability of the body is depend - 
ant upon the force necessary first to move it, it is 
independent of the height of the centre of gravity ; 
so far as it ts dependant upon the amount of the 
deflexion which will be sufficient to overthrow it, it 
is dependant upon that height. 

It is because a slight deflerton will overthrow a 
body when loaded high, that it is then of little sta- 
bility, not because a less force will then move it. 
As great a force is necessary at first to move a high 
body as a low one, but a less deflexion will over- 
throw it. Thus, when a body is of necessity sub- 
jected to certain deflexions, it should never be 
loaded high; a coach, for instance, which is of ne- 
cessity deflected by the irregularity of the road, if 
it be loaded high, may be brought by some of 
these detlexions into, and beyond, its position of un- 
stable equilibrium, and overthrown; whereas a tower, 
or a spire as high as that of Salisbury cathedral, 
stands firmly on its base. 

If the vertical through the centre of gravity of a 
body do not pass through the middle of its base, the 
body is more stable to resist a force in one direction 
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than another. Thus in the figure the point K not 
being in the middle of the base A, it is evident 
from what has been said, that the body is more 
stable in respect to a force tending to turn it about 
A, than to one tending to turn it about B. There 
are structures whose centres of gravity are over 
points thus greatly nearer to one side of the base 
than the other, so as 1n one direction to possess.but 
a slight degree of stability, which, by reason of their 
great weight, stand nevertheless firmly. Such are 
the hanging towers of Pisa and Bologna. 


WALKING. 


In the act of walking, the centre of gravity is 
raised, alternately, over the legs. The motion some- 
what resembling that of a pair of open compasses, 
made to rest alternately on their points; the centre 
of gravity is over the fork of the legs, and may be 
imagined to be over the angle of the compasses. If, 
as the compasses are thus made to travel forwards, 
resting on their alternate points, these points are 
not placed in the same straight line, but alternately 
to the right and left of it, then the centre of gravity 
will describe a series of arcs to the right and left, 
and it will not be carried so far forwards, by a cer- 
tain number of steps, as though these were made in 
the same right line; this corresponds to that un- 
gainly motion in walking, which is called waddling. 
It is remarkable how nearly the footsteps of a person 
who walks well, are in the same straight line, as 
may be seen especially, if we trace them in the 
snow; this is, moreover, remarkably the case with 


WALKING, v7 
animals, horses for instance, and especially it is the 
case with birds, whose centres of gravity being for 
the most part very high, in comparison with the 
dimensions of their feet, they are taught instinctively 
to avoid those deflexions of their bodies to the night 
and left, by which they might be overthrown. 

Taking the width of a man’s foot at about three 
inches, and giving him an average stature, It may 
be calculated that a deflexion of his body of less 
than two degrees would, when he rests on either 
foot, be sufficient to overthrow him. How justly 
regulated then must be the effort which he inakes at 
every step, to transfer his centre of gravity from 
above one of his feet to above the other, that his 
position may be kept within this narrow limit! Put 
upon his shoulders a burden, and you wall raise Ins 
centre of gravity, and greatly increase the difhteulty 
he will expenence in balancing himself; yet how 
firmly and securely does he tread! A man carrying 
a burden as heavy as himself, and inclining his 
position as he steps on cach foot, only half a degree 
to the right or left of the position in which he would 
rest on that foot, would be overthrown. 

At each step the centre of gravity is raised and 
made to revolve over the foot. It is this raising of 
the centre of gravity, in which the whole weight of 
the body may be supposed to be collected, which 
constitutes the great effort of walking. It has been 
calculated that at every step the centre of gravity 
is raised a perpendicular height equal to about one 
eleventh the length of the step; so that a person who 
walks eleven miles, raises his centre of gravity and 
therefore the whole weight of his body, a succession of 
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lifts, equivalent to the direct raising of it, one mile. 
If six men, weighing each 182 lbs., and a boy of 
half that weight, walk at the rate of eleven miles in 
three hours, the aggregate of their labour, while thus 
walking, will be about equal to one horse’s power ; 
as the amount of a horse’s power is usually estimated. 


162. THe RESISTANCE OF A SURFACE. 


RestsTANnce is a force which is lodged, lke 
gravity, untwversally in matter. When it presents 
itself under.the form of a pressure, or as one of a 
system of forces producing equilibrium, its charac- 
teristic property is this, that, at each point of its 
application, it is supplied precisely in that quantity 
and degree in which it is necessary, that motion may 
not be produced there, and in neither more nor less 
than that degree. It is by reason of this property 
of resistance, adapting its energies, as it were to the 
demand made upon them, that an infinite variety 
can (within certain limits) be introduced among the 
remainder of a system of pressures, of which a 
resistance is one, without, nevertheless, disturbing 
their equilibrium. 

This property of supplying a force precisely equal 
of the amount required to counteract the tendency 
to motion is, however, in every case of resistance 
known to us, confined within limits, more or less 
extensive indeed, but yet definite and fixed. 

Airs and liquids supply no resistance of this kind 
at all, or none that is appreciable, the bodies we call 
soft, but little; and all solid bodies, are subject to 
this law, that they yzedd, by reason of their elasticity, 
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more or less, but for the most part inappreciably, to 
every pressure, and that there are certain limits 
beyond which they resist no longer (or in other 
words do not supply that resistance which is neces~- 
sary to prevent motion); motion then takes place, 
the structure of their parts is destroyed, and they 
crush, or break, or fly in pieces —these being all 
but so many terms used to express the insufficiency 
of their resisting power to supply the pressure ne- 
cessary to equilibrium. 

These remarks apply only to the magnitude or 
amount of the force by which the surfaces of solid 
bodies resist—its direction is another question. 


163. Tite DirecTION oF THE RESISTANCE OF A 
SURFACE. 


The direction in which a solid body resists was, 
when the theory of statics was first discussed, taken, 
hypothetically, to be a direction perpendicular to 
the surface of the resisting body. 

It is difficult to assign any better reason for this 
hypothesis, than that desire to simplify the con- 
ditions of a question which is natural and, perhaps, 
necessary to the jirst discussion of it. ‘The same 
reason does not, however, sufficiently account for 
the preservation of it. An abundance of examples 
will suggest themselves to every one, showing that 
the hypothesis is in no case true. Did the surface 
of the earth, for instance, on which we tread, resist 
only in a perpendicular direction, although we might 
stand, the first step we made would infallibly bring 
us to the ground ; and, as to stretching our legs as 


180 ILLUSTRATIONS OF MECHANICS. 


we do when we walk rapidly, inclining them at a 
considerable angle, and trusting to the resistance of 
the ground to counteract their oblique pressure 
upon it, it would be madness. 

Resisting only in a perpendicular direction, the 
surface on which we trod could not possibly supply 
any opposite force to the obdique pressure which 
each leg in its turn would exert upon it—and fall- 
ing, where we fell we must fe, unless some immove- 
able obstacle were at hand, by clinging to which we 
might regain an upright position ; for to rise by the 
usual method, supported by our hands and knees, 
would be impracticable—every effort which we so 
made would be accompanied by an oblique thrust 
or pressure, and no such oblique pressure would 
be counteracted: at every effort our hands and 
knees would ship from under us; and it would be 
an equally useless task to attempt to rise ourselves, 
and to trust to the assistance of others. In short. 
under a state of things like this, to live the life of 
locomotive creatures on the solid surface of the 
earth would scarcely be possible; and had it existed 
from the beginning, we cannot but believe that all 
animated being, other than that which peopled the 
air or the seas, would have been rooted into the 
ground. | 

Whilst it is thus certain that the resistances of 
the surfaces of solid bodies are not confined to their 
perpendicular directions, it is by no means certain 
what that particular law is, by which, in each differ- 
ent body, the direction of its resistance is really 
governed. Nevertheless, the following is a very 
uear approximation to that law. 


THE CONE OF RESISTANCE, 18] 


164. THe Cone or RESISTANCE. 


The resistance of the surface of a solid body is 
egually exerted in every direction which does not 
make with the perpendicular an angle greater than 
a certain angle, called the limiting angle of resist- 
ance, which is always the same for the same surface, 
but different for different surfaces. 

Or, perhaps, this law will be better understood 
under this other form of it. 

If a cone be imagined to be taken, as in the ac- 
companying diagram, having its axis A Q perpen- 
dicular to any point Q of the surface of a solid body, 
and having its angle, at the vertex, dependent, by a 
very simple law, upon its friction with the surface 
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of another body pressed upon it at Q; then the 
pressure will be resisted, provided its direction be 
any where within the surface of the cone, as, for 
instance, in the direction of the arrow PQ;; and it 
will not be resisted if its direction be any where 
without it. 


n 3 
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The remarkable feature of this law is this, that 
it is true whatever may be the amount of the force 
P Q, within the limits of abrasion. Whether this 
force be great or small, it will be resisted if its 
direction be within this cone; and if it be zthout 
the cone, ‘it will not be resisted. 

The angle of the cone of resistance is dependant, 
by a very simple law*, upon this property of the 
friction of two surfaces in contact, that the amount 
of the friction is always proportional to the per- 
pendicular pressure which produces it. We shall 
hereafter speak fully of this property. It will be 
here sufficient to state, that the angle of the cone 
being dependant upon the friction, there must always 
be the same cone of resistance for the same sur- 
faces of contact, and different cones of resistance 
for different surfaces, inasmuch as the friction is 
the same for the same surface, and different for 
different surfaces. 


165. ILLUSTRATION OF THE CoNE OF RESISTANCE 
IN THE STRIKING OF A HAMMER. 


If a hammer be struck upon a polished mass of 
metal—an ANVIL for instance,—it will be found that 
there are an infinity of directions, besides the per- 
pendicula: one, in which the blow being given, it 
will be resisted ; and this, however strong the blow 
may be, even although it were given with a sledge 


* The vertical angle of the cone is twice that whose tangent 
is the constant ratio of the friction to the pressure. See “ Me- 
chanics applied to Arts,” p. 43. ; also p. 47., where is a table of 
the angles of the cones of resistance for different surfaces, 
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hammer. If now, the direction of the stroke be 
continually, and very gradually, enclined farther and 
farther from the perpendicular, it will be found 
that there is a certain inclination up to which the 
resistance will continue perfect, and that after this 
inclination is passed, every blow will slp. The 
surface of the cone is, in point of fact, beyond that 
inclination, passed, and the principle above stated, is 
fully illustrated. 


166. ILLUSTRATION OF THE LAW oF THE Ke. 
SISTANCE OF A SURFACE, IN THE USE OF THE 
CROWRAR. 


There is scarcely any use to which the mechanical 
powers are put, in which the principle of resistance 
stated in the last article, does not find its application. 
In the crowbar, for instance, represented in the 
annexed engraving by A B, and used to lift up the 


Sig. 46. 





mass G. Motion cannot take place, or the mass 

be lifted, except by its surface sliding on the surface 

of the lever, at the point where it rests on it, and 

in order that the two surfaces may thus slip upon 

one another, the direction Mn, in which they are. 

pressed upon one another, must be without the 
nw 4 


184 ILLUSTRATIONS OF MECHANICS. 


surface of the cone of resistance. When by the 
action of the force P, which moves the lever and 
the resistance of the point A, on which it rests, the 
direction of the pressure M x, is made to assume a 
direction just without the surface of this cone; the 
surfaces begin to slip, and the mass to be elevated. 
Knowing the friction of the surfaces, we know 
what is the cone of resistance at M. Thus we 
know what must be the direction. of Mn, when 
motion is about to take place, and knowing this 
direction, we know the perpendicular A m. Knowing 
then Am and AP, we can compare the pressure 
of the lever in the direction M xv with the foree P, 
since by the principle of the equality of moments, 
the moments of these two forces about A, are equal. 
Proceeding then to the point N, and observing 
that, by the same principle, the moments about that 
point, of the force in M x, and of the weight of the 
mass supposed to be collected in G, are equal, we 
can determine a relation between this weight and 
the force in Mn. Knowing then a relation between 
the weight of the mass and the pressure of the 
lever upon it in Mx, and knowing also a relation 
between this last pressure and the force P, we can 
determine a relation between P and the weight of 
the mass, when motion is about to take place; that 
is, we can determine what force P, is necessary to 
raise the weight, when in any position. This problem 
is, however, a complicated one, and requires, to its 
complete solution, the application of considerable 
mathematical knowledge. It is merely described 
here, that the nature of such investigations may be 
presented to the mind of the reader. There are 
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other considerations, which yet more complicate 
the problem. It may be, that before P attains that 
amount which is thus shown to be necessary to lift 
the mass, it may produce a pressure upon the ex- 
tremity A of the crowbar, whose direction is 
without the cone of resistance at that point, so that 
it may cause it to slip; or it may, before it reaches 
this limit, produce a pressure on N, in a direction 
without the cone of resistance at that point, so as 
to cause that point to slip. In either case, the 
elevation of the mass will be arrested. 


167. THE MECHANICAL ADVANTAGE OF ANY 
MaAcHINE IS SUPPLIED BY THE RESISTANCES 
OF ITS PaRTSs. 


Of all the different forms of force, that under 
which it most directly connects itself with practical 
inechanics, and with the operation of machinery — 
that without which no machine can act, and which 
every machine is indeed but a contrivance for 
applying, 1s RESISTANCE. 

The resestances of the axles of its wheels, the 
fulcra of its levers, and of the various surfaces by 
which its parts move in contact with one another, 
are in point of fact but so many pressures, which it 
borrows, and which are made to co-operate in the 
effect it produces. 

That which is known to us in a machine, by 
the name of a mechanical advantage, is no other 
than a contrivance by which we are enabled to avadl 
ourselves of the resistance of some surface or sur- 
faces entering into the construction of the machine 
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we use. Thus in the lever, the resistance of the 
fulcrum aids in supporting the weight; and by just 
so much as it resists, diminishes the pressure which 
must be made to act upon it, before the weight can 
be put in motion, or the work done. So too of the 
wheel and axle, it is but a contrivance by which the 
resistances of the points on which the axle turns, 
are made to contribute to the force which must be 
used before the weight can be raised, and which 
must be kept up during the whole time that it is in 
the act of being raised. And the inclined plane is 
but an instrument whereby the resistance of the 
surface of the plane is made to supply a certain 
portion of that pressure which would be necessary 
to raise the weight, directly, through a distance equal 
to the height of the plane. 

Such in practical mechanics, and in the operation 
of machinery, is the essential part which belongs to 
the resistances of points of support. 


168. FRICTION. 


When a body is pressed upon the surface of 
another, it is moved along that surface with dif- 
ficulty. If you attempt to cause one of the surfaces 
to slide on the other, a certain force opposes itself 
to the effort, which is found to be greater, as they 
are pressed together with greater force. By ren- 
dering the surfaces of contact more smooth, or by 
interposing unguents between them, the amount ot 
this resistance, called frictzon, may be greatly di- 
minished, but it can never be altogether got rid of. 

The principal experiments which have been made 
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upon friction, have reference; First, To the pro- 
portion in which the friction tncreases with the 
pressure, on the same surface. Secondly, To the 
variation of the amount of friction, produced by the 
same pressure, upon equal surfaces of different sub- 
stances. Thirdly, To its relation to the size of the 
surface of contact, the pressure being the same. 
Fourthly, To the influence of the time in which the 
bodies have been in contact, on the amount of the 
friction; and especially to the distinction between 
the friction which resists the first motion of a body 
from rest, and that which opposes itself to its 
motion during the continuance of that motion. 
The principal experiments on this subject have 
been made by Coulomb*, Professor Vince, Mr. G. 
Renniet, M. A. Morin.t The following are among 
the principal results of these experiments ; a more 
detailed statement of them is contained in tables in 
the Appendix. 


169. THe FrRIcTION IS PROPORTIONAL TO THE 
PRESSURE. 


Thus, if the surface of one body be pressed upon 
that of another with a certain force, and if that force 
be then doubled, the friction will be doubled ; if the 
force pressing them together be tripled, the friction 
will be tripled, &c. &c. 

Thus, for instance, a piece of cast-iron having a 
plane surface of 44 square inches was laid, by Mr. 


* Mém. des Sav. Etrangers, 178]. 
+ Philosophical Transactions, 1829. 
t Méms. de l’Institute, 1833. 
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Rennie, upon another larger plane surface of the 
saine metal,and loaded with a weight, which, together 
with its own, amounted to 24 lbs.; and it was found 
that a force applied to it, parallel to the surface, by 
means of a string and pulley, just moved it, when it 
amounted to 3 Ib. 3 oz. 

It was then loaded, so as to be similarly pressed, 
with twice the first weight, or with 48 lbs. and a force 
gf 6 Ibs. 8 oz. was then required; indicating a friction 
in the last case, or under double the pressure, which 
only differed by 2 0z. from twice the former friction. 

When, again, the surfaces were made to press upon 
one another with a weight of 36 Ibs., being 1} times 
the first pressure, the force required to move the 
body, that is its friction, was found to be 4 Ihs. 14 0z., 
differing by only 140z. from 1! times the first friction. 

By similar means, a piece of ‘black beech, which had 
a surface of two inches square, being pressed upon 
another with a force of one hundred weight, was 
found to have a friction of 15 lbs. 5 0z.; and, being 
pressed with a force of three hundred weight, to have 
a friction of 45 lbs. $ 0z., differing from triple its 
previous friction, by no more than 12 ounces. A 
piece of Norway oak, of the same size, being pressed 
upon another with a weight of ove hundred weight, 
exhibited a friction of 14 Ibs. 5 0z.; whilst, under a 
pressure of four hundred weight, its friction became 
56 lbs. 7 0z., differing from four times its former 
friction, by only 13 oz. 

This rule is however only an approxinate one, 
from which the actual friction varies but little, in the 
case of hard metals, for pressures less than 32 Ibs. 
upon the square inch; but from which there is a 
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rapid deviation, for pressures exceeding that limit. 
For woods, the limit is somewhat higher ; but, within 
this limit, the results are more irregular than in the 
case of metals. 


170. AMOUNT OF THE CONSTANT PROPORTION OF 
THE FRICTION TO THE PRESSURE IN DIFFERENT 
SUBSTANCES. 


An extensive table of the results which have been 
obtained on this subject will be found in the A ppendix. 
The following may be mentioned as general conclu- 
sions: Ist, That the ratio of the friction to the 
pressure in alk hard metals is, for pressures less than 
32 Ibs. on the square inch, nearly the same. For all 
these metals, the friction is very little different from 
one sixth of the pressure. 

2d. The friction of the soft metals is greater than 
that of the hard ones. 

3d. The same relation obtains in respect to the 
friction of the soft woods and the hard ones. Thus 
two surfaces of yellow deal being pressed together, 
exhibited a friction equal to more than one third the 
pressure, whilst the friction of two surfaces of red 
teak was scarcely more than one ninth of the pres- 
sure. These were the two extreme ratios in the case 
of woods. 

Whether the fibres of the two surfaces of wood 
be parallel or perpendicular, materially affects the 
amount of friction, and whether they be wet or dry. 

Thus, when one surface of oak was pressed upon 
another, the fibres being parallel, the ratio of the 
friction to the pressure was from ‘60 to ‘64° wher 
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the surfaces were so placed in contact that their 
fibres were perpendicular, the ratio sank to °54; and. 
wien, the fibres remaining thus perpendicular, the 
surfaces were wetted it rose again to °71. Itisa 
practical fact of some importance, that the friction 
of surfaces of wood upon one another is thus so 
considerably increased by wetting them. 


171. THe AMOUNT oF FRICTION IS INDEPENDENT 
OF THE EXTENT OF THE SURFACE PRESSED, PRO- 
VIDED THE WHOLE AMOUNT OF THE PRESSURE 
REMAIN THE SAME, AND THAT THE SUBSTANCE 
OF THE SURFACE PRESSED IS THE SAME, 


s 

This is an important property of friction, which 
has been established by numerous experiments. 
By increasing the surface which supports the pres- 
sure, you diminish the amount of pressure upon 
every point of it, and you thus so diminish the 
friction upon every point, that although there are 
more points which rub, their aggregate amount of 
friction is only the same as before. 

Thus, in one of the experiments of Mr. Rennie, 
a piece of cast iron, when laid upon its flat side, 
which had a surface of 44 square inches, and 
loaded, so as to press upon another surface of cast- 
iron, with a force of 14 lbs., required a force 2 lbs. 
40z. to make it “ide: when placed upon its edge, 
which had a surface only of 6% square inches, and 
subjected to the same pressure, 2 lbs. 20z., were 
found sufficient to move it. The friction, in the 
one case, was then 34 ounces, and in the other, 36. 
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172. Tue Friction or A BoDy WHEN IN a STATE 
oF CONTINUOUS MOTION, BEARS A CONSTANT 
RATIO To THE PRESSURE UPON IT, WHICH IS 
THE SAME, WHATEVER MAY BE THE VELOCITY 
OF THE MorTION. 


This fact results from the experiments of M. 
Morin, made in the years 1831, 1832, at Metz, on 
avery extensive scale, and under the sanction of 
the French government. : 

The force with which the cord was, at any time, 
pulling the various bodies which it put in motion (and 
whose friction this force was always equal to), was 
estimated by the deflexions of a steel spring to which 
it was attached; and these deflexions were made by a 
very ingenious contrivance, to register themselves, at 
every period of the motion. The principal facts 
resulting from them were those stated at the head 
of this article, that the friction in this case of con- 
continued motion, as well as when the body is 
moved from a state of rest, is always the same frac- 
tion of the pressure, however great (within certain 
limits), or however small, that pressure may be; 
and moreover, that its amount is wholly independent 
of the velocity with which the body is inoving, 
being of the nature of that force which is called by 
inathematicians, a uniformly retarding force. 


173. Tue Ereecr or UNGUENTS UPON FRICTION. 


The general effect of unguents upon friction is, 
as it is well known, materially to diminish it. It is, 
however, important to observe, that in doing this, 
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they entirely destroy the constant ratio which, with- 
out unguents, friction is found to bear to the pres- 
sure. 

Thus, Mr. Rennie found that the friction of an 
axle of yellow brass upon a collar of cast iron 
was, without unguents, in every case about !th the 
pressure.* When the surfaces were oiled, this 
ratio became under a pressure of 5 ewt., only jth; 
but when the pressure was increased to 1] ewt., it 
rose to ith. 

Axles of yellow brass. moving in collars of cast 
iron appear, from the experiments of Mr. Rennie, 
to exhibit when used with unguents, the IJcast 
amount of friction; and that unguent, which is 
best adapted to them, appears to be tallow. With 
this unguent, the mean result of his experiments 
gives for a pressure of from 1] cwt. to 5 ewt., a fric- 
tion of somewhat less than )th the pressure. With 
soft soap it becomes 3!,th. It is a remarkable fact, 
that while, with the softer unguents, such as oil, 
hog’s lard, &c., the ratio of the friction to the pres- 
sure increases with the pressure; with the harder 
unguents, soft soap, tallow, and anti-attrition com- 
position, it diminishes. 

The question of time does not appear to have 
been sufficiently attended to, in these and other ex- 
periments on friction, and the subject is one in 
which much probably yet remains to be learned. 


* The axle was revolving during the experiment over 44 
inches of surface, in 90 seconds. 
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174. Tre CIRCUMSTANCES UNDER WHICH A BODY 
WILL SUPPORT ITSELF UPON AN INCLINED 
PLANE. 


Let the weight of a body, resting upon the in- 
clined plane, represented in the accompanying 
fig 47. figure, be supposed to be collected 

in its centre of gravity G, and 
draw the vertical line GN; it is 
in the direction of this line that 
A the whole weight of the bedy will 
act, and it is in the direction of this line, there- 
‘fore, that the body may be supposed to be pressed 
upon the plane at L. If, then, this direction hie 
without the cone of resistance at L, the body will 
slip down the plane ; if it lie wethim it, it will not. 
Now, if LK be drawn perpendicular to the sur- 
face of the plane, from L, it will be the axis of the 
cone of resistance at that point, and the direction 
of GL will be within or without the cone, accord- 
ing as the angle kK LG, 1s less or greater than one 
half the angle at the vertex of the cone. But the 
angle CAB is equal to the angle ALG; the 
body will therefore rest, of its own accord, or slip 
upon the inclined plane, according as the inclin- 
ation C AB of the plane is less or greater than half 
the angle of its cone of resistance: and conversely, 
the inclination of the plane just equals half the 
angle of the cone of resistance, when it is such, 
that the body begins to slip upon it. Half the 
angle of the cone of resistance, is called the denzé- 
ing angle of resistance, being that inclination of the 
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pressure to the perpendicular, which first, in any 
case, causes the body to slip. It is thus that the 
limiting angle of resistance, has, in respect to a 
great number of substances, been determined. 
Their surfaces having been made perfectly plane, 
have been placed upon one another, and then both 
bodies have been made to rest on an inclined 
plane; this inclined plane being moveable, so as 
to admit of receiving a greater or less inclination. 
It has then been gradually elevated, until the 
bodies were first observed to slip, and the angle of 
elevation, or, as it is called, the slipping angle, being 
observed, the limiting angle of resistance became 
known. 

A table in the Appendix contains the results of 
experiments thus made by Mr. G. Rennie. 


175. THE CIRCUMSTANCES UNDER WHICH A BODY 
MAY BE SUPPORTED UPON AN INCLINED PLANE. 


Let the supporting force, be applied by means 
of a string D P, passing over a pulley D, and sup- 
porting a weight W. Let the direction, DP of 


Jig. 48, 





this string be produced, so as to meet the vertical 
GL, through the centre of gravity in M. Mea- 
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sure off M K, containing as many equal parts as 
there are pounds or ounces in the weight W; 
and M L, containing as many as there are in 
the body to be supported. Complete then the 
parallelogram MK NL, and draw its diagonal 
MN. Then, by the principle of the parallelogram 
of forces, it is in the direction of this line M N that 
the resultant of the force P, and of the weight of 
the body to be supported, will act; it is, therefore, 
in the direction of this line that the body will be 
a pressed upon the plane. If this 
direction be within the surface 
of the cone of resistance, this 
pressure will be counteracted by 
the resistance of the plane, and 
the body will rest ; if it be with- 
out it, it will mot, and the body 
will move. The direction of its 
motion, whether it be up or down 
the plane, depends upon the di- 
rection of the ine M N; whether 
it be, as in the first figure, up- 
wards, in respect to the surface of the plane, or as 
in the second, downwards.* 





176. THE MOVEABLE INCLINED PLANE. 


Suppose an inclined plane ABC to be free to 
move along the surface on which its base BC rests, 
and let it be pressed along it by a force P, acting 
in a direction perpendicular to its back until it en- 


® See “Mechanics applied to the Arts,” p. 49. 
o 2 
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counters and presses against a mass M, which resists 
its farther progress. The pressure of the surface 

Jig. 50. of the plane upon M is pro- 
duced by the resistance Q of 
the mass on which the base 
of the plane rests, and by the 
pressure P on its back, and it 
is equal to the resultant of 
these two pressures. Suppose 
that P is so increased, as to make it sufficient just 
to overcome the resistance of the mass M, and to 
cause the two surfaces to slide upon one another ; 
the direction of this resultant pressure of the plane 
upon the mass must then be Just without the cone 
of resistance, and in the same direction must be the 
opposite pressure R of the mass M, upon the plane. 
We know, then, what must be the dzrection of the 
pressure, whatever may be its amount, which causes 
the resistance to yield.* The amount of this force 
is dependent upon the nature of the resistance of 
the mass. In the cases about to be described, in 
which the moveable inclined plane is used under 
the forms of the screw and the wedge, the resistance 
commonly results from the cohesion of the parts of 
the mass, which must be overcome, before the plane 
can move. 





*177. THe Screw. 


The surface of the plane, above and below that 
part of it M (see the last figure), on which the 


* See “Mechanics applied to the Arts,” p. 52. 
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mass rests, has nothing to do with its equilibrium 
upon that part, or with its pressure exerted upon it: 
thus, for instance, the parts A M and B M above and 
below M, might in any way be altered, — provided 
only that part were left on which M rests, — without 
at all affecting the circuinstances of the equilibrium 
or the pressure. ‘These, manifestly, only concern 
themselves with that portion of ‘the plane on which 
the body is actually resting. Imagine, then, that, 
in the preceding figure, these two portions of the 
plane, AM and BM, are twisted round so as to 
convert the base BC into a circle, and make the 
two points B and C to meet; 
fig. 51. _ the plane will then assume the 
form represented in the accom- 
panying figure, and the cireum- 
stances under which it exerts 
its pressure upon the mass M 
will be precisely those of the 
thread of a screw. 

The thread of a screw is, in point of fact, the 
surface of an inclined plane wound round a cylin- 
der. It is pressed against the resisting mass M, 
which it is intended to move, by the leverage of a 
screw-driver, a winch, or anarm, which, giving to the 
screw a tendency to turn upon its axis, cormuni- 
cates to its surface a pressure P, which is paralle! 
to its base, and therefore perpendicular to the back 
of the inclined plane, from the curving of which it 
may be supposed to result. The resistance Q per- 
pendicular to the base of the plane, or parallel to 
the axis of the screw, is supplied by the resistance 
of the mass on which the extremity of that axis 

0 3 
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turns. If this resistance be not sufficient to supply 
the requisite force to move the mass M, then the 
point of the mass on which the extremity of the 
axis turns yields, and the screw enters into the mass. 
Of this kind are the screws used by carpenters, and 
tools, such as gimblets and augurs, which make their 
way into timber by means of the screws at their ex- 
tremities. In all these, it is necessary that the depth 
of their thread, and the distance of their conse- 
cutive threads, should be enough to cause the fibre 
of the wood, which represents the mass M, to oppose 
such a resistance as shall not be overcome, before 
the mass on which the extremity of the axis of the 
screw turns yields. Such screws should, therefore, 
have deep and distant threads. 

The use of the common carpenter's screw is, 
commonly, to oppose itself to any force which may 
tend to tear asunder the pieces of timber which it 
screws together. ‘To this tendency the adhesion of 
the fibres of the wood, which it receives between 
its threads, and the strength or tenacity of the 
screw itself, oppose themselves. If either of these 
fail, the attachment is broken, —in the first case by 
the tearing out of the screw, in the other by the 
tearing of it asunder. 

Now it is evident that the greatest economy of the 
material of the screw will be attained, when these two 
liabilities to failure are just alike, so that the screw 
is exactly upon the point of being torn asunder 
wheia it is on the point of being torn out; for 
any strength beyond this will not prevent rupture, 
nor have any tendency to prevent it, or to increase 
the strength. Screws are now commonly made 
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with reference to this proportion. With square 
threads, the inclination of the thread is about 7°, 
and with angular threads about 33°. The depth of 
the thread is usually made equal to about half the 
distance between two threads.* 


#178. Toe WEDGE. 


The wedge is a double moveable inclined plane, 
presenting two faces to two resistances to be over- 
Jig. 52, come. In the accompanying figure, the 
points Q and Q’, are supposed to be the re- 
sisting points upon the wedge represented 
in it; and P is the direction of the force 
acting upon the back of the wedge, to 
drive it; and may be supposed to include 
the weight of the wedge. These three 
forces are in equilibrium. Moreover when 
the force P is on the point of driving 
the wedge, so that the points Q and Q’ of 
it are on the point of slipping upon the 
resisting surfaces, then the resistances at those 
points, have their directions accurately in the sur- 
faces of the cones of resistance there. These di- 
rections Qn and Q’n are therefore known. If 
therefore the force P be known, the amounts of the 
resistances may be determined by the principle of 
the parallelogram of forces. And conversely, if 
the amounts of the resistance Q and Q’ be known, 





* For a more complete discussion of the theory of the screw, 
the reader is referred to the “ Mechanics applied to the Arts,” 
p. 99. 
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the amount of the force P necessary to overcome 
them, will be known. 

By applying the principle of the parallelogram 
of forces to this case, it will become evident, that 
the sum of the forces Q and Q’ is always essentially 
greater than P; and that in the case in which the 
angle Qn Q’ is greater than a right angle, each of 
these forces by which the wedge acts, from its two 
sides, upon the two resistances, is greater than the 
force P, by which it is impelled. This case occurs, 
when the vertical angle of the cone of resistance, 
and the vertical angle of the wedge, are together 
less than a right angle. 

The great practical advantages in the use of 
the wedge, are, however, these, that it admits of 
being driven by ¢mpact, and that when its vertical 
angle is sinall cnough, it retains every new position, 
between the resisting surfaces, into which it is 
driven. 

It is especially the first of these properties which 
gives to the wedge its marvellous power. It will be 
shown in a subsequent part of this work, that any 
force of 7mpact is infinitely great, as compared with 
any force of pressure. Now the resistances of the 
surfaces Q and Q’ are of the nature of forces of 
pressure, they necessarily therefore yicld to any 
force of tnpact communicated to the wedge; and 
it is a second and scarcely a less useful property of 
the wedge, that every such yielding and separation 
of the surfaces between which it acts, it takes ad- 
vantage of, and renders permanent. 
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*179. THE CIRCUMSTANCES UNDER WHICH A 
WEDGE WILL NOT BE FORCED BACK BY THR 
TENDENCY OF THE SURFACES BETWEEN WHICH 
IT IS DRIVEN TO COLLAPSE. 


Suppose the wedge to be in contact with the 
surfaces between which it is driven, at a great 
number of points. Let P and P’ 
be the pressures with which two 
of those points similarly situated, 
on its opposite faces, tend to col- 
lapse, and to drive back the wedge. 
The pressure P, being propagated 
through the mass of the wedge, 
will press the opposite face AB 
upon the surface with which it is 
in contact at Q; and the pressure 
P’, the face AC upon Q’. If, then, the directions 
PQ and P’Q’ be without the surfaces of the cones 
of resistance at those points, the wedge will be 
driven back; if they be within the cones of resist- 
ance, the forces PQ and P’Q’ will be wholly sus- 
tained by the resistances at Q and Q’, and the 
wedge will retain its position. The tendency of 
each surface to collapse being supposed to be 
exerted in a direction perpendicular to that surface, 
so that the forces P and P’ are respectively per- 
pendicular to the faces AC and AB of the wedge’, 





* It will be observed that the wedge being no longer sup- 
posed to be on the point of being driven either way, the forces 
P and ” have no longer their directions necessarily upon the 
surfaces of the cones of resistance. 
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it may easily be shown (see Mech. app. to the Arts, 
p. 55.) that the directions of PQ and P’Q’ will be 
within the cones of resistance, and that these forces 
will not therefore expel the wedge, provided its ver- 
tical angle A be less than the limiting angle of resist- 
ance, or less than half the vertical angle of the cone 
of resistance. 

A wedge will be of little or no use unless it be 
made, subject to this law. Thus, for instance, 
adopting the experiments. of Mr. Rennie (which 
those of M. Morin do not however sanction), it 
appears that a wedge of oak to be driven into oak, 
and to keep any position into which it is driven, 
should not have a vertical angle of more than 8°. 
Adopting, however, the experiments of M. Morin, 
we may assign to it a vertical angle of 51°. It is 
greatly to be regretted that no experiments have 
been made, in this country, on a sufficiently exten- 
sive scale, or with sufficient precautions for accu- 
racy, to enable us to pronounce on these opposite 
results. 


* 180. NAILS. 


When the angle of a wedge is equal to its limit- 
ing angle of resistance, in respect to the surfaces 
between which it is driven, the tendency of these 
surfaces to collapse will be upon the point of 
expelling it; when it is less than this limiting angle, 
the application of a certain force will become 
necessary to expel it, it must be drawn back The 
directions of PQ and P’Q’ being within the cones 
of resistance at Q and Q’, a force must act upwards 
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at A; or, which is the same thing, it must be 
applied to draw up the back of the wedge CB, so 
as, combining with the pressures P and P’, to give 
them a more oblique direction at Q and Q’, and 
bring them there without the cones of resistance. 

The smaller is the angle A of the wedge, the 
further will the directions of P and P’ be within 
the cones of resistance; and the greater will be 
the force requisite to bring them without the 
cones, and to extract the wedge. Of this class 
of wedges, with exceedingly small vertical angles, 
are NaILs. 

A table will be found in the appendix containing 
the results of experiments, made by Mr. Bevan, on 
the forces necessary to extract nails of different 
sizes, driven into different substances. It is evident 
that the length of the nail will greatly increase the 
force necessary to extract it, increasing rapidly the 
number of points P, by which it sustains the pressure 
of the surfaces into which it is driven. 

Nails, as well as screws, are made with the 
greatest economy of their material, when they are 
made of such a thickness, that the force necessary 
to tear them asunder is exactly equal to that ne- 
cessary to draw them. Any additional thickness 
would evidently have no effect in preventing the 
separation of the pieces of wood which they fix 
together, and would therefore be useless. 
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181. Tuk CIRCUMSTANCES UNDER WHICH AN 
EDIFICE OF UNCEMENTED STONES IS OVER- 
THROWN. 


An edifice built up with uncemented stones may 
fall, either by the turning of some of its stones 
on the edges of one another, or by their slipping 
upon one another. 

These two cases are represented in the accom- 
panying cuts. In the first, an arch is seen to be 


Sig 54. 





L mea : 
falling by the turning of its voussoirs or arch-stones, 
at the crown, upon the upper edges of one another, 
and of those at the haunches, upon their dower edges. 
In the second figure, an arch falls by the sliding of 
the arch-stones near the abutment downwards, and 
by the sliding of those near the crown upwards. 

The last case is of rare occurrence ; such is, for 
the most part, the friction of the surfaces of the 
stones used in construction, that their s/zppinmg upon 
one another is a contingency against which few, if 
any, precautions need be taken.* 

It is by the turning of certain of its component 
masses upon the edges of others, that an edifice for 


* The question or the slipping of the voussoirs upon one 
another, was a few years ago considered to involve the whole 
question of the stability of the arch. 
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the most part shows symptoms of failure. An ex- 
ample presents itself in the dome of St. Peter's at 
Rome. The walls of that mighty structure have 
in many places yelded under the outward thrust 
which they have to bear. Numerous cracks are 
apparent in them, and they have especially opened 
fig. 56. on the outside, about the 
: haunches VV, and on the 
inside, about the springing 
D D of the dome. To coun- 
teract this tendency of the 
walls to turn at the haunches 
on their internal, and at the 
base on their external edges. 
Vanvitelli caused, in the year 
17+8, immense girdles of iron 
He Ke] to be placed round the 
haunches of the dome at V V; to which others, of 
great strength, have since been added. It is by a 
similar contrivance that Sir Christopher Wren has 
strengthened the dome of St. Paul's. 





* 189. Tur CONDITIONS OF THE EQUILIBRIUM OF 
AN EDIFICE OF UNCEMENTED STONES. 


Let the extreme stone A D, of an edifice of un- 
cemented stones be supposed, as in the accompanying 
figure, to have, impressed upon it, any given force 
P. Besides this force P, the stone is acted upon by 
gravity, which may be supposed to be collected in its 
centre of gravity Let the resultant (art. 138.), 
of these two forces be imagined to be taken. This 
resultant will represent the whole force by which the 


stone with the second, the one will res 
upon the other; if not, it will turn ove: 
upon it. Let it be supposed to rest upon 
it, and let us proceed to consider the con- 
ditions of the equilibrium of the second 
stone. This second stone may be con- 
sidered to have its upper surface acted 
upon by the resultant force just spoken 
of, and this to be the only force pressing 
it downwards, besides its own weight 
collected in its centre of gravity. If then 
a sea rsultant be taken, being that of two forces, 
of which the jirst resultant is one, and the weight 
of the second stone the other, then this second re- 
sultant wil be that force by which the second stone 
may be si pposed to be pressed upon the third. If 
its directi n lie within the edges of the joint of the 
second ard third stones, the second will rest upon 
the third if not, the superstructure will turn upon 
the third stone. Similarly, if a third resultant be 
imagined to be taken, being that of two forces, of 
which on is the second resultant and the other the 
weight of the third stone, then this third resultant 
will be th it force by which the third stone is pressed 
upon the four.h; and the conditions of the equi- 
librium o° this third stone are, that this resultant 
shall have its direction within the edges of the joint 
of the th rd and fourth stones; and so on of the 
rest. 

Thus tl en the great condition, that the structure 
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shall not be overthrown by the turning over of any 
one of its stones upon the edge of the subjacent 
stone, is included in this —that none of the re- 
sultants apoken of above, shall have its direction 
beyond the edges of the surface, by which the 
stone, to which it corresponds, touches the sub- 
jacent stone. Now let us suppose that the tnter- 
sections of all these resultants, with the planes of 
the joints of the successive stones, are, by some 
mathematical investigation, found ; and let a line be 
imagined to be drawn, passing through all these 
points of intersection. That line is called THE 
LINE OF RESISTANCE. It is a curved line, whose 
form may be completely determined in every case, 
by the methods of analysis.* 

If this curve, so determined, be found to have 
its direction anywhere beyond the joints of the 
stones, that is, if at any of those joints the curve 
passes without the mass of the stone, the edifice 
will, at that joint, be overthrown. If the curve 
nowhere lie without the mass of the edifice, it will 
nowhere be overthrown by the turning of its stones. 

That none of them may slip, or that the second 
condition may be satisfied, it is further necessary, 
that none of the resultants spoken of in the com- 
mencement of the article, should have its direction 
without the cone of resistance of its corresponding 


* For the analytical discussion of this curve, and of all the 
facts stated in this and the following articles, the reader is re- 
ferred to a paper by the author, in the third volume of the 
“Cambridge Philosophical Transactions,” part 3.; and to a 
a second, in the sixth volume, part 3. The theory stated above 
was for the first time given in the former of these papers, 


208 ILLUSTRATIONS OF MECHANICS. 


joint. ‘These two conditions include all that is re- 
quired to the equilibrium. 


* 183. Tue Line oF RESISTANCE IN A PIER. 


In an upright pier or wall, the line of resistance 
is the geometrical curve called the hyperbola.* 
The position and magnitude of this hyperbola may 
readily be determined by the following construc- 
tion. Resolve the force P (see the last figure), which 
acts upon the summit of the pier, into two others, 
by the method explained in article 139, one of 
which two is in a vertical, and the other in a hori- 
zontal, direction. 

Calculate the height of a mass, which being of 
the same substance, and the same thickness as the 
pter, shall have a weight equal to the vertical force 
of these two, and let this height be A T. Calculate, 
in like manner, the height of a mass whose weight 
shall equal the Aorizontal force, and let this height 
be AS.t Take B, the centre of the width of the 
pier, and set off BK, equal to AS. Draw then 
the vertical KC. C will be the centre of the 
hyperbola, and the vertical C K E will be its asymp- 
tote. Now the curve of an hyperbola always ap- 
proaches, but never touches, its asymptote. The 
curve of resistance always then approaches, but 
never touches, the line C E; and if this line lie, as 
in the figure, wethin the mass of the sphere, then 
the line of resistance, never passing the line C E, 


* Memoir on theory of equilibrium of bodies in contact, 
“ Cambridge Philosophical Transactions, vol. vi. part 8. 

+ The dotted lines in the figure represent the two imaginary 
masses here spoken of. 
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can never cut the outward surface of the pier; and 
however tall it may be, the pier can never be over- 
thrown by the action of this force. Moreover 
(and this is a remarkable feature of the theory), the 
pier will bear this insistent pressure P, wherever. 
in A K, it is applied parallel to its present direction ; 
the position of the centre of the hyperbola C, not 
being changed by any alteration in the point of ap- 
plication of that pressure, but only in its magnitude. 


*184. THe GREATEST HEIGHT TO WHICH A PIER 
CAN BE BUILT, SO AS TO SUSTAIN A GIVEN 
PRESSURE UPON ITS SUMMIT. 


If AS be greater than half the width of the 
pier, or if K lie beyond D, then there will be 
some point in the outward surface or extrados ot 
the pier, where the line of resistance will cut it; 
and there will, therefore, be a certain height beyond 
which the pier cannot be carried, without being 
overthrown. This height is thus readily determined. 

Let P be, as before, the point where the insistent 

pressure intersects the summit of the 
fig. 58. , pier, and let AS, and A T, and Bk, 
iA F + taken as before; join UK, and 
through P draw P Z, parallel to U k. 
Z will be the point where the line of 
resistance cuts the extrados, and will 
indicate the greatest height to which 
the pier can be carried, without being 
overthrown ; or, if it be carried higher, 
then is this the point to which an in- 
clined buttress should be built to sup- 
port it. 
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185. Tue straicutT Arc, or PLate BANDE. 


If stones be placed side by side, horizontally, and 
supported at their extremities, as in the accom- 
fig. 59. panying figure, they con- 
stitute a straight arch or 
plate bande. If such a 
structure be supposed to 
rest by its inferior angle 
A, at either extremity, 
%against an immoveable 
abutment, the following construction will determine 
the direction and amount of its pressure upon 
that abutment. Divide its length into two equal 
parts in I, and divide ID again into two equal 
parts in L; join AtoL; AL will be the diree- 
tion of the pressure. Take DF equal to AL; the 
imaginary mass DC, shown by the dotted lines, 
having the same width and thickness with the 
straight arch, and half the length, and being of the 
same material, will then have its weight exactly 
equal to the amount of the whole pressure A upon 
the abutment. If DE be taken equal to DL, 
the weight of the mass DH will equal the hori- 
zontal portion of the force A, or the outward 
thrust.* 






* For the analytical formule on which this construction, 
and that in the next article, are grounded, the reader is re- 
ferred to the paper on the equilibrium of bodies in contact 
before alluded to. 
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#186. To FIND THE GREATEST HEIGHT oF THE 
PIERS, OF A GIVEN WIDTH, WHICH WILL sup- 
PORT A STRAIGHT ARCH OF GIVEN DIMENSIONS. 


Let AI B be the straight arch to be supported, 
and A K the given width of the piers. 

Divide AB into two equal parts in C: upon 
A C describe a semicircle, 
and measure off A D equal 
to A Kk, so as to cut the 
circumference of this semi- 
circle in D: produce AD, 
and let it intersect the 
vertical line through C in 
E: measure off I: F equal 
to AI, and AG equal to 
AB: join D F, and draw 
GH parallel to D F ; then 
A H will be the extreme height of the pier. Being 
of any less height, it will stand firmly ; being of any 
greater, it will be overthrown. 





*187. THe ARCH. 


The most useful and the most interesting appli- 
cation of the theory of the line of resistance, 1s that 
which may be made of it, to the conditions of the 
equilibrium of the arch. Any detailed discussion 
of a subject of so much difficulty, is, however, be- 
yond the scope of this treatise.* It may, however, 


* The reader is referred to the author’s memoir in the Cam- 
bridge Philosophical Transactions, vol. vi. part 3., and to his 
elementary treatise on “ Mechanics applied to the Arts,” article 
185. 
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be stated as a general condition of the line of re- 
sistance in the arch, that it touches the intrados, 
or inner surface of the arch, on both sides at its 
haunches ; and that afterwards at lower points, it 
cuts the extrados, or outer surface of the arch. If 
some resistance, of an abutment or pier, be not op- 
posed at this last point to the pressure, the whole 
of which acts there, the arch will be overthrown. 
If it be supported there by a pier, the line of 
resistancé passes into the pier, and assumes a new 
character and direction; that direction having a 
general tendency towards the back or outer surface 
of the pier. If by reason of the comparatively 
small height of the pier, the line of resistance does 
not any where reach the back of the pier, but inter- 
sects its base, then the pier will stand. If on the 
contrary the height be, as in the accompanying 
figure, so great, as to cause the 
line of resistance to cut the back of 
the pier at some point above its 
base, then the pier will be over- 
thrown, and the arch will fall. 
When the arch falls, the line of 
resistance is made to cut the in- 
trados at the points m m in the 
haunches, where before it touched 
it. These points are called the 
nA AB points of rupture. The line of re- 
sistance, thus cutting the intrados of the arch at 
m,m, the direction of the whole pressure 1s made, at 
those points, to act beyond the joints of the stones 
there ; so that it causes the stones there to turn upon 
their lower edges, opening at their upper edges in 
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the extrados at n and n. Besides touching the in- 
trados at the haunches m m, it is another general 
characteristic of the line of resistance, in the state 
of the equilibrium of the arch, that it touches the 
extrados over the crown at N, and that when the 
arch is falling, it is made to cut the extrados there : 
so that the pressure, there also, acting beyond the 





joints of the stone, causes them to turn, but in this 
case on their superior, instead of their inferior 
edges. The arch then opens at the crown, at its 
intrados in M; and thus it falls, separating itself 
into four distinct parts. These are the general 
conditions under which an arch may be understood 
to fall, by the too great height, or insufficient weight 
of its piers, in respect to the load it bears on its 
crown. There is yet; however, another condition 
which may bring about its overthrow. It may be 
so overloaded about its haunches as entirely to alter 
the direction of its line of resistance ; to flatten this 
line at the top and give it two elbows on either side 
of the crown; so as to cause it to cut the intrados 
instead of the extrados at the crown, and the eztradus 
at two points, a short distance on either side of the 
crown; the points where it touches the intrados, being 
by this process thrown much lower down upon the 
arch. 

The arch will in this case fail, as shown in. the 

P 3 
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accompanying figure, by the rising of its crown, and 
the falling in of its sides. The great art of arch 


Jig. 63. 


building consists in so loading the arch as to secure 
it against either of these contingencies. It is one of 
the most important and the most difficult problems 
of practical mechanics. 


*188. Tue SerrLEMENT OF THE ARCH. 


Whilst the stones of an arch are being placed 
together, they are supported upon a frame of wood, 
whose upper surface is of the exact form of the 
arch to be constructed. This frame, called a centre, 
is supported upon wedges, and it is not until its 
removal, by the knocking away of these wedges, 
that the arch stones are allowed to bear upon one 
another. This process of removing the centre is 
called striking it. From a very early period in 
arch building, it was observed that, after the striking 
of the centre, when the whole pressure of the arch 
was, for the first, thrown upon the stones which com- 
pose it, certain motions took place among them. 
To ascertain what these motions were, at the bridge 
of Nogent sur Seine, Perronet caused three straight 
lines to be cut in the stones, upon the face of the 
arch, before the striking of the centre, one hori- 
zontally above the crown, and two others, equally 
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inclined to it, on either side, beginning from the 
abutments. These lirfes are represented by the 
straight \ines in the a figure. After 





the striking of the centres they altered their forms, 
and became the curved lines which are seen cross- 
ing the others. 

The curvature of these lines pRinly shows, that, 
after the striking of the centres, the arch stones 
above the crown, and from the crown for some dis- 
tance towards the haunches, descended; but that 
beyond a certain point in the haunches, and from 
thence to the abutments, they ascended. These 
points where the pressure of the arch changes from 
a pressure downwards, in respect to the faces of 
the voussoirs, to a pressure upwards, correspond to 
the points of rupture spoken of in a preceding 
article. 


189. PuLLeEys. 


The accompanying cut represents the different 
systems of pulleys which are commonly used. The 
pulley may be described as a circle of wood or iron, 
moveable round an axis which passes through the 
centre of the circle, and having a groove in its cir- 
cumference or edge, round which is wound the 
string whose tension it is the use of the pulley to 
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direct and apply. This string passing round one 
half of the pulley (as inthe first of the above 


Jig. 65. 
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figures), and fixing itself upon it by friction, 80 
that it cannot be moved without turning the pulley, 
it is evident that its effect, upon each side of 
the pulley, must be the same as though it were 
actually fastened to its circumference at the points 
where it leaves it. Now, these points are equidistant 
from the axis of the pulley, and that forces, applied, 
at equal perpendtcular distances from an axis, may 
balance one another about it, it is manifestly ne- 
cessary (by the principle of the equality of moments), 
that they should be equal. Thus then it appears 
that the two weights which balance themselves on 
the first of the pulleys shown in the figure, must be 
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equal. When the two equal weights P thus ba- 
lance themselves on this pulley, which is called the 
fixed pulley, it is evident that the hook from which 
it is suspended, must sustain a pressure equal to 
2 P, together with the weight of the pulley itself. 

The second system shown in the figure, is com- 
posed of two pulleys, one of which is fixed and the 
other moveable, and this last supports from its centre, 
the weight to be raised. The same string passes round 
both pulleys, and supports the power P. By the 
same reasoning as in the last case, it appears that this 
string must, on both sides of both pulleys, sustain 
a tension equal to P, so that at the point where, 
ultimately, one extremity is fastened to the beam, a 
force P, would hold it. Thus it is clear, that the 
moveable pulley and its appended weight are sup- 
ported, on either side, by a force equal to P: now 
these together, will just support a weight equal 
to 2P. Thus, then, in this system, called that of 
the single moveable pulley, a power can be made 
to support a weight which, including the moveable 
pulley, is equal to twice that power; or a given 
weight can be raised by the effort of a force equi- 
valent to but little more than half that weight. 

In the third system, called the Spanish Barton, 
there are two moveable pulleys, and one fixed. 
There are moreover two strings, one of which carries 
the power, and passing round that moveable pulley 
which carries the weight, is ultimately attached to 


* The effects of the friction on the axle, and the rigidity of 
the cord, are not here considered. These, however, greatly 
influence the result in practice. 
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the beam. The other string suspends the two 
moveable pulleys, passing over the fixed one. The 
firef string, having the power P suspended from it, 
acts exactly as in the last described system of the 
single moveable pulley, and thus it sustains, of the 
weight to be raised, a portion equal to2P. But 
this string, passing over the first moveable pulley, 
produces a tension in the string which suspends 
that pulley, equal to twice its own amount, or 
to 2 P, and this tension is ultimately applied to the 
last pulley, supporting an additional portion of the 
weight equal to2P. Thus on the whole, in this 
system, a given power will support four times its 
weight, or a given weight may be raised by a power 
equal to a little more than one fourth that weight. 
In the fourth system there are as many different 
strings as moveable pulleys. The first, having a 
weight P suspended from it, produces a tension of 
2 P on the second string, which holds down the first 
moveable pulley. A tension of 2 P thus being pro- 
duced upon the second string, this going round the 
second moveable pulley, draws it upwards with a 
force equal to 4 P, and produces a tension of that 
amount in the third string ; this third string, in like 
manner, drawing up the third pulley with a force 
equal to 8 P, produces that tension in the fourth 
string, so that, ultimately, the last pulley and weight, 
are supported by a force equal to 16 P. Or, by this 
system, a given weight could be raised by a little 
more than one sixteenth of that weight. Had there 
been a fifth moveable pulley, but one thirty-second 
of its amount would have been required to raise 
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the weight. If there had been six, but one sixty- 
fourth. 

In the fifth system there are as many strings as 
pulleys. The first string, carrying the power P, 
supports a portion of the weight equal to P, and 
produces a tension in the second string equal to 2 P. 
This second string supports, by this tension, a portion 
of the weight equal to 2 P, and produces a tension 
in the third string equal to 4 P. The tension of 4 P, 
in the third string, causes that string to support a 
portion of the weight equal to 4 P, and to produce 
in the fourth string a tension equal to 8 P; this last 
tension, again, supports a portion of the weight, 
equal to8P. Thus, then, the four strings support 
portions of the weight, respectively equal to P, 2 P, 
4 P,8P; and thus, together, they support a weight 
equal to 15 P. Had there been a fifth pulley in the 
system, it would have supported an additional portion 
of the weight, equal to 16 P; and the whole weight 
supported would have been 31 P. 

In the sixth and last system, the same string passes 
round all the pulleys, and its tension is the same 
throughout. Thus the weight is borne by six dis- 
tinct and equal tensions, which together will bear a 
pressure equal to six times any one of them; so that 
by this system a given power will support and raise 
nearly six times its weight. Had there been another 
pulley in each block, the weight raised would have 
been eight times the power. 

This last system, although each additional pulley 
does not give, in it, the same additional amount of 
power as in the others, is yet much more convenient 
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in practice, Inthe other systems, whilst they raise 
the weight a given height, the pulleys move through 
different distances, and unless the strings be very 
long and the pulleys very wide apart at first, they 
sagen become encumbered with one another. In the 
Jast system, the pulleys approach one another only 
by as much as the weight is raised. 
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CHAPTER VY. 
DYNAMICS. 


THE FORCE OF MOTION ITS PERMANENCE — THE MEa- 
SURE OF IT —THE POINT WHERE IT MAY BE 8Up- 
POSED TO BE COLLECTED. — MOTIONS OF TRANSLA- 
TION AND ROTATION, INDEPENDENT. —THE CKNTRE 
OF GYRATION. — THE CENTRE OF SPONTANEOUS 
ROTATION, — THE CENTRE OF PERCUSSION. — THE 
PRINCIPAL AXES OF ROTATION. — THE FORCE OF A 
BODY'S MOTION 18 NEVER GENERATED OR DESTROYED 
INSTANTANEOUSLY. —— ACCELERATING FORCE. — GRA- 
VITATION. — CAVENDISH S EXPERIMENTS. — DESCENT 
OF A BODY FREELY BY GRAVITY. — ATWOOD 8 MA- 
CHINE. — DESCENT OF A BODY UPON AN INCLINED 
PLANE AND UPON A CURVE. — THE CYCLOIDAL PEN- 
DULUM. — THE SIMPLE PENDULUM. — THE CENTRE 
OF O&SCILLATION.—KATER ® PENDULUM.—-THE OOM- 
PENSATION PENDULUM. 


190. CerTAIN LAWS COMMON TO THE OPERATION 
OF ALL FORCES. 


THE force, of which we trace the existence in the 
material substances around us, is presented under a 
variety of different forms and different circum- 
stances 

Thus we find it in the descent of all bodies to- 
wards the centre of the earth — it is then called 
GRAVITY; we discover it a pervading principle 
in the material world, under another form, and 
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call it ELECTRICITY; — related to this is force 
under yet another form, which we call MAGNETISM; 
and there are forces of Adherence, of Attraction, 
and Repulsion, between the material particles of 
which all bodies are made up, which are known 
under the names of CAPILLARY ATTRACTION, CO- 
HESION, and CHEMICAL AFFINITY. 

Whether the forces which we thus distinguish, by 
reason of certain differences in the manner and cir- 
cumstances of their action, be or be not, different 
modes of action of the same principle of force, 
whether they be of the same family, or flow from 
the same fountain or source, we know not. This, 
however, we certainly know, that there are Laws 
of force which are common to all. 

The development of these Laws, as they regard 
the equilibrium of bodies, constitutes the science of 
STATICS ; as it regards their motion, it is the science 
of pyNAMICS. We have now then to inquire what 
are the laws which govern the motions of material 
bodies, and what relation exists between these and 
the FORCES in which they originate. 


191. MomMENTUM, OR THE ForcE or MorTIOoN. 


It is a matter of continual observation that a 
moving body becomes, by reason of its motion, ca- 
pable of communtcating motion to another body, or 
of destroying motion in that body. 

Now that which causes or destroys motion is (by 
our definition, page 122.) FoRCE. 

A body, in the act of changing its place, pos- 
sesses therefore a principle of force, co-existent with 
its motion, and dependant upon it. It is a force 
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wholly distinct and different from the force of pres- 
sure, which belongs to the state of the body’s rest. 
Thus, for instance, the force with which a stone, 
falling to the ground, strikes it, is wholly distinct 
and different from that with which, resting upon 
the ground, it presses it; the one has wholly ceased, 
and has been destroyed, before the other begins 
to operate. 

The force which thus exists in every moving body, 
which co-exists with its motion, and is dependant 
for its existence upon its motion, is called its FORCE 
OF MOTION, or, more frequently, its MOMENTUM. 


192. THe Force or a Bopy’s Morion 18 PRE- 
CISELY EQUIVALENT TO THE FORCE EXPENDED 
IN PRODUCING IT. 


This force of the body’s motion is a result of the 
force which first gave it motion — an effect of that 
cause — and the effect and cause are equivalent — 
the force of motion in the body, and the force ex- 
pended in producing it, are equal things. It is as 
though a transfer of the principle of force were 
made from the moving thing into the thing moved ; 
thus, for instance, if a ball be put in motion by the 
recoil of a spring, the force with which the spring 
recoils is not lost, it is but transferred to the ball ; 
and the ball is then ready to bring precisely the 
same quantity of force into operation on any other 
object which it encounters, as the spring did on it. 
So, too, if the ball were put in motion by the hand, 
the force expended in the production of its motion 
will not be lost; it will only be transferred from the 
hand to the ball, and the ball will be ready ¢o re- 
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produce the whole of it, and to cause it to operate on 
the first obstacle which it encounters. 

It is, of course, here supposed that there is no 
opposition to the free motion of the ball arising from 
the resistance of the air, friction, gravity, or any 
other of the causes which interfere with the motions 
of bodies on the earth’s surface. 

If there be such causes of retardation, their oper- 
ation will continually destroy a portion of that 
force of motion in the ball, which was, nevertheless, 
originally, precisely equal to the force expended in 
putting it in motion. 

Thus, a billiard ball continually loses a portion of 
the force with which it was originally struck — by 
reason of the friction of the baize, and the resist- 
ance of the air which, to move, it must continually 
displace; and, by this continual destruction of its force 
of motion, it may eventually be deprived of the 
whole of it, in which case it is said (improperly ) to 
rest of itself. The same is true of a bowl, which 
continually loses the force of its motion as it rolls 
over the turf; and of a cannon ball, which, by rea- 
son of the resistance of the air, and frequent im- 
pacts, perhaps, on the ground, loses continually the 
force of its motion, until it becomes, at length, what 
is called a spent ball. In all these cases, at the 
commencement of its motion, before any opposing 
causes came into operation, the force of the body’s 
motion was precisely equal to that expended in pro- 
ducing it; and it would have been found the longer 
to retain it, as these causes were more and more 
completely removed. Thus a smooth ball, rolled 
over the grass, soon stops; rolled over the cloth of 
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a billiard table, its motion, and force of motion, are 


longer continued ; on a smooth plank, or iron plate, 


yet longer; on a level sheet of ice it suffers but 
little retardation; and, if the surface of the ice be 
continuous, and perfectly smooth, and no wind op- 
pose the motion of the ball, it will lose very little 
of its force of motion for a great distance. Thus 
then we see, that, as the causes of the destruction of 
a body’s motion, and force of motion, are more and 
more taken away, these approach more to the con- 
dition of permanence; and from this we conclude, 
that if they were completely removed, that condition 
of permanence would be absolutely attained ; so that 
if there were no cuuses of retardation EXTERNAL TO 
ITSELF, a body's motion and force of motion would 
continue for ever ; hence the following law. 


193. THERE IS NO PRINCIPLE OF DIMINUTION OR 
DECAY IN THE NATURE OF MOTION ITSELF, 
OR IN THE NATURE OF THE FORCE OF A 
MOVING BODY.* | 


This principle is commonly known as the FIRST 
LAW OF MOTION. 

The difficulty of conceiving or admitting it, lies 
in this, that we observe all those forces of motion 
which are produced around us, continually to di- 
minish, and eventually to become eztinct, as it 
appears to us, of themselves. Our own _ bodies 
when we have moved them, do not of themselves 
move on; fresh efforts must be continually made : 
our carriages require the continual draught of the 
horses, and even if we put them on a smooth road 
* The body is here supposed not to be endued with vital power, 
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of iron, there is required a force continually to 
impel them: we move a stone with our foot, and, 
but a few steps further on we find it at rest. It is 
a most wise provision of Providence by which the 
natural tendency of all these forces to permanence, 
is thus continually destroyed. Without it the world 
would scarcely be habitable. Were there no fric- 
tion to check the superfluous force which we give to 
our bodies at every step, our state of existence 
would become one of incessant and involuntary 
motion: every thing we touched would, from 
that instant, become an ever-moving body ; every 
thing not rooted in the earth, would be a sport of 
the winds, and men would soon desert the land, to 
dwell on the sea, as the morc stable clement. Could 
we diminish the resistance of FRICTION and the 
AIR to.any conceivable extent, and if it were found 
that, as we diminished these, the motion of a moving 
body approached continually to a state of per- 
manence, so that, by thus diminishing the causes 
of retardation, we could make the motion to differ 
from a permanent motion, by as little as we chose, 
this first law of motion would be completely proved. 
For if there were any sensible diminution of the 
force communicated to the mass, arising from a 
failure wn tts own energies, and independent of the 
resistances opposed to it, then that diminution would 
be apparent and sensible when the resistances were 
so far diminished as to be «nsezszble. 

Unfortunately, however, we cannot diminish the 
resistances of friction and the air beyond certain 
limits. <As an absolute demonstration, this method 
therefore fails. Nevertheless, the fact that, dimi- 
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nishing the resistances to motion as far as we can, we 
find it continually approximating to a state of per- 
manence, renders it in a high degree probable, that, 
if we could carry this diminution ow indefinitely, mo- 
tion would approach indefinitely to a state of perma- 
nence, and that if these resistances could be abso- 
lutely destroyed, it would becon# permanent. 


194. ILLUSTRATIONS OF THE PERMANENCE OF 
COMMUNICATED MOTION. 


It is in the case of a revolving body that we can 
most effectually dimunish these resistances to mo- 
tion, by causing it to be supported and to turn on 
a very small surface, as compared with the di- 
mensions of the body itself; as for instance, a large 
wheel round a slender axle, or a large spinning-top 
on a fine point, by which contrivance the resistance 
of friction is made to act at a great mechanical dis- 
advantage, as compared with the force of the body’s 
rotation ; and we may, further, remove the resistance 
of the air, almost to any degree we chwuose, by 
placing the revolving body under the receiver of an 
air-pump. 

Now, if we thus remove the air from the receiver 
of an air-pump, and then, without re-admitting it, 
by some mechanical contrivance, put rapidly in 
motion under the receiver, a large whcel with an ex- 
ceedingly small axis, or, better, a large spinning-top 
with a fine hard point; we shall find that motion, 
which would, under other circumstances, soon cease, 
lasting, apparently unaltered, for hours. And a pen- 
dulum, delicately suspended on knife edges, and 
having thus yet greatly less friction to contend with 
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than either the axis of a wheel or the point of a top, 
when once a motion has been given to it, will retain 
the force of that motion, and continue to oscillate 
with it for more¢han a day. Mr. Roberts of Man- 
chester, is said to have constructed a body which 
is of such a form and so truly balanced upon a fine 
point, that, having put it in motion round that 
point, it would not lose the force of its motion, but 
continue to spin with it for 43 minutes. These are 
all proofs of a tendency to the permanence of mo- 
tion, and the force of motion which accompanies it, 
when causes of retardation from without are more 
or less removed ; that is, of its tendency to absolute 
permanence, so far as any cause within itself is 
concerned. It does not die or diminish of ¢tse/f; 
there is wethin it no principle of death or decay, — 
to cease, it must be operated upon by causes ez- 
ternal to itself. The proofs hitherto given show, 
however, only the probability of this truth. It is 
probable that, since when we continually diminish 
the external causes of a body’s retardation, its mo- 
tion approaches to a state of permanence, if we 
were completely to take away those causes of re- 
tardation, that permanence of motion would be 
completely attained. But we cannot take away 
these causes of retardation—we cannot completely 
take away friction and the resistance of the air: 
we can therefore only speak of what would pro- 
bably happen if these were completely removed. 

To complete the proof, we must look out for 
some case of motion, in which there is no friction, 
and no resistance of the air. Such a motion we 
cannot find on or near the earth’s surface, but we 
do find it in the heavens, 
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195. THe PrRMANENCE OF THE FORCES oF 
RoTraTION OF THE PLANETS, AND OF THEIR 
TANGENTIAL Forces oF Morion. 


The PLanets all roll in their orbits round the 
sUN, and their SATELLITES each round its primary 
planet, without friction, and unopposed by the re- 
sistance of any fluid atmosphere; and the motion 
first communicated to them, the velocity of their 
first projection, remains, in accordance with the 
first law of nature, unabated, permanent, from year 
to year, from century to century. It has remained 
the same from the period when they first went forth 
into space, at the mandate of God, to fulfil the de- 
signs of his providence, and it will remain the same 
until time is swallowed up and lost in eternity. 
That force by reason of which cach planet moves 
not directly cowards the sun which attracts it, but 
always nearly at right angles to that direction, is a 
force the principle of which resides within the pla- 
net itself: there is no external force to draw it from 
the path which it has a continual tendency to take 
towards the sun. ‘The force, whatever it is, which 
produces this effect, does not emanate from without, 
but from within the planet itself; it is the force of 
tts motion. 

Were it not, then, in its own nature permanent, 
but such, that although unopposed, it would yet 
gradually, of itself, lose its original vigour and 
energy, then this force of motion in the planets, be- 
coming from year to year gradually less, would 
continually be more and more controlled by the 
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attractive power of the sun, so that, from year to 
year, their orbits would alter their forms, becoming 
continually ellipses more elongated, until at length 
the deflecting force of motion in each planet being 
extinct, each elliptic orbit would resolve itself into a 
straight line, and each planet fall directly towards 
the central sun. 

Now the very contrary of all this we know, by 
direct observation, to be the real state of things. 
There is no elongation of the orbit of any planet 
arising from any such cause. There is no alter- 
ation whatever in the orbits of any of the planets, 
except a slight one arising out of the influence 
of their mutual attractions; an alteration which of 
necessity returns perpetually in a cycle, and which, 
far from indicating an ultimate destruction of the 
existing system, supplies the most striking evidence 
of its permanence. 

This is not, however, the only proof of the first 
law of motion which astronomy offers to us. In 
the system of the satellites of Jupiter, for instance, 
the astronomer beholds a beautiful epitome and 
model, of the great system of the universe. To dis- 
believe the revolutions of those satellites, he must 
disbelieve the direct evidence of his senses: and he 
finds their revolutions from month to month, and 
year to year, to be same, and the same as they were 
observed by other astronomers to be, two centuries 
ago; the effect of the primeval impulse, in which 
ihe motion of each had its origin, remains then in 
it unabated —unaltered from the beginning. The 
earth, too, rotates daily upon its axis by reason 
of a first wnpulse, given when the foundations of 
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the universe were laid, and not since renewed. No 
hand is now upon it; no cause now operates to 
turn it: it turns of z¢se/f, with its own innate force 
—the force given to it when it first came into the 
existing state of its being, the force of its motion. 
A question then arises— Does the effect of that 
impulse, the force of that original motion, remain 
unabated, unimpaired, to this dav, or does it not? 
We have before us the evidence of 2000 years, 
and we thus know with certainty that the earth 
turns upon its axis now precisely in the same time 
that it did then: not the slightest appreciable frac- 
tion of the original force of its motion has in the 
intervening period disappeared. But this is not all. 
On this principle of the permanence of commu- 
nicated force are grounded all the calculations of 
physical astronomy: these apply to all the pheno- 
mena of the heavens; they enter, for instance, 
largely into the calculation of eclipses, into those 
calculations of the positions of the moon in refer- 
ence to certain of the fixed stars gy which the 
navigator determines his longitude, and guides the 
course of his ship; and into an infinite variety of 
others which are every day submitted to the test of 
observation, and everv day verified. Were motion 
not governed by ¢hzs law, every one of these calcu- 
lations would be false. That they are true is in 
itself. therefore, a sufficient proof of it. Such is the 
direct evidence of the permanence of unopposed 
force of motion. 

The indirect manifestation of the existence of 
the same principle in the things around us, is not 
less remarkable. 
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196. ILLUSTRATIONS OF THE PERMANENCE OF 
THE Force or MorTIoNn. 

There is scarcely any case of motion in which it 
cannot easily be traced. The flying of the dust 
out of a carpet on one side, which is struck on the 
other, is but an effect of the force of motion com- 
municated to the dust, in common with the carpet, 
by the blow, and an indication of its tendency to 
permanence. 

When a man rides in a carriage or on horseback, 
with his motion, a force of motion is impressed 
upon him, which he does not indeed perceive, as 
long as his carriage or his horse moves with him; 
but which, if they be suddenly stopped, may throw 
him from his seat. 

If he stands upright in a boat, as it approaches 
the shore, however slowly it may be’ moving, he 
will be in great danger of falling: if it suddenly 
ground, because the motion which he before par- 
took of, in q@mmon with the boat, has a tendency 
to permanence. 

When a man JUMPS FROM A CARRIAGE in mo- 
tion, unless, in the act of reaching the ground, he 
commence running, with a velocity at least equal to 
that of the carriage, he will certainly fall; for the 
force with which he was moving, in common with 
the carriage, will remain in the upper part of 
his body, whilst in his feet it will be arrested by 
contact with the ground. 

It is by reason of this tendency to permanence 
in the force of communicated motion, that a RACE 
HORSE, whatever efforts he makes to stop himself, 
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cannot be brought up, until he has long passed the 
goal; that a man LEAPs farthest when he runs to 
make his leap; and that in a SHIP WHICH STRIKES 
when under sail, upon a rock, every thing is dashed 
forwards. 


197. Or THe Force or MoTion wHICH TENDS 
TO OVERTHROW A MOVING BODY, THE EFFECT 
OF THAT WILL BE THE GREATEST, WHICH EXISTS 
IN THE HIGHEST PORTIONS OF IT. 


Because, there, the force acts with the greatest 
leverage, or at the greatest distance from the point or 
edge about which the whole is to be made to turn, in 
the act of being overthrown; and for this reason it is, 
that a tall person would be much more liable to 
fall, by reason of such a shock, than a short one: 
thus also, when a vessel strikes on a rock, a high 
mast is more likely to go by the board, than a short 
one — supposing its strength to be only the same. 
It is not uncommon for vessels thus striking to lose 
all their masts at once. It is for a similar reason, 
that a man, Jumping from a carriage in motion, is 
in great danger of falling, the force of the motion, 
existing alike in all parts of his body, is suddenly 
arrested in his feet, whilst it carries forward the 
upper portion of his body, and with it his centre 
of gravity, beyond the limits of its natural pedestal ; 
all that he can do to avoid this, is to run in the 
direction in which his body is thus carried forwards, 
so as to bring his feet beneath it; otherwise it will 
leave them behind. 
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198. Drivinc on tHE HEAD or A TOOL. 


Another illustration of the permanence of the 
force of motion may be found in that very common 
expedient of practical mechanics, by which, when 
they require the iron portion of one of their tools 
to fix itself into or upon the wooden parts of it, 
they put both in motion, and suddenly stop that part 
into or upon which the other is to be driven. Thus. 
to drive the head of a hammer firmly upon its 
handle, they place it loosely upon it, then strike 
the end of the handle upon:the bench, arresting 
suddenly its motion by the intervention of the 
bench, by which means the force of motion in the 
tron head is made to take effect upon the handle, 
and the two are fixed together. The same expe- 
dient serves to drive a chisel into its handle; the 
handle is suddenly stopped, and by its acquired 
force of motion, the iron of the chisel drives itself 
into it. 


199. THE BREAKING OF BopIEs BY IMPACT. 


The force of motion exists in every particle of a 
moving body —hence, when such a body is to be 
brought absolutely to rest, the force of motion 
must be destroyed in every particle of it. 

Now if a moving body be thus brought to rest 
by encountering an immoveable obstacle, the motion 
and force of motion in those parts of it immedi- 
ately in contact with the obstacle will be destroyed 
at once.* 

* This expression is used relatively; it will be shown here- 


after that force of motion can never be destroyed ut once, accord- 
ing to the accurate meaning of that term. 
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The parts of the body immediately behind them 
retaining, however, the force of thetr motion, will 
press directly on the first—those behind these, on 
them ; and so of the rest, until the momentum of 
each, in succession, is destroyed by the resistance 
of those before it.* 

Of the parts which do not lie immediately be- 
hind the point or points of impact, each would, of 
necessity, at the instant of impact, separate itself 
from the rest by reason of its own proper force of 
motion, and move onwards, as do the particles of 
a mass of water dashed against an obstacle, were it 
not for that force, common to all solid bodies, which 
is called cohesion. If, moreover, the momentum of 
any one part of the solid be such, as the cohesion 
of that part to the rest 1s not sufficient to counter- 
act, that part will separate from the rest, and a 
piece is then said to break out of it. 

Sometimes the pressure which the destruction of 
the force of motion, in some interior portion of the 
body, produces in this way, overcomes the cohesion, 
and destroys the internal structure of that portion 
of the body, without affecting its eaternal form and 
appearance. Thus, a stone after it has been se- 
veral times struck against another, although there 


* This entire destruction of the motion will not in reality ob- 
tain until after several oscillations of each particle for a certain 
distance on either side of its ultimate position of rest, to which 
it will continually be brought back by the clasticity of the mass, 
and carried through it by its acquired momentum; this last 
becoming, however, at every oscillation less, it will eventually 
rest. It is from these oscillations of the particles of bodies about 
their ultimate positions of equilibrium, that certain bodies 
become sonorous when struck. 
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be no external appearance of injury, will afterwards 
yield to a blow which would not before have 
broken it. 


9200. A Jar or THE Bopy. 


The sudden destruction of motion in the human 
body, is attended by effects analogous to these. 
Thus, a person walking carelessly, if he meet with 
some unevenness of the surface, and his heel come 
first in contact with the ground, will experience a 
very painful sensation of the kind called a jar; 
which is, in point of fact, but the indication his 
whole nervous system gives, of an unnatural pressure 
of the different solid portions of his body upon 
one another ; resulting from a sudden destruction of 
the force of motion, first in his heel, then, by 
pressure upon that, in the bones of his leg, then in 
the successive vertebre of his back, and lastly in 
his head—each of these having in succession its 
proper force of motion destroyed, by pressure upon 
that below it in the series. Of the same nature is 
the shock which a man feels whose seat is suddenly 
taken from under him, and it is thus that a man is 
stunned or perhaps crushed to pieces, who falls 
upon his legs from a great height. 


201. THe PHENOMENA WHICH ATTEND THE 
SUDDEN PropucTIonN oF MoTIoNn, ARE ANA- 
LOGOUS TO THOSE OF THE SUDDEN DESTRUCTION 
OF IT. 


Thus, if a man be standing upright in a boat. 
which is suddenly pushed off from the shore, he 
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will probably fall, in the direction from which the 
boat is moving. 

And: the reason is this: —When the boat first 
moves, a certain force of motion is communicated 
to his feet which are in contact with it, and cannot 
slip along it, whilst no such force exists tn, or is 
propagated to, the upper portions of his body.* 
Thus, then, his legs will be carried forwards by this 
force of motion, whilst his body retains its position, 
until by this relative displacement, the centre of 
gravity of the body is brought beyond the base of 
the feet, and he falls. 

It is in the same way, that a sharp blow on a 
man’s feet will strike them from under him; they 
receiving a motion in which the upper portion of 
his body does not partake. 

Analogous to the process by which a body is 
broken in pieces when it is made to impinge upon 
an immoveable obstacle, is that by which it is 
broken, when, being itself immoveable, another body 
is made to wnpinge upon it. These are all instances 
of the permanence of the force of motion, once 
communicated to a body, except it be counteracted 
by the operation of some force from without. 

Examples like these might readily be multiplied : 
no person, however, will be disposed to doubt the 
tendency of communicated motion, and the force of 
communicated motion to permanence, who has en- 
deavoured to stop himself when running, or seen a 


* Since he stands upright the force of motion in a horizontal 
direction could not propagate itself to the upper portion of his 
body without propagating itself in a direction at right angles 
to that in which it acts, which is mechanically impossible. 
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race-horse pulled up at the goal, or a skater by 
trusting to the mere impulse of a communicated 
motion, glide rapidly over fifty or sixty yards of 
the surface of the ice, or « loaded carriage de- 
scend a hill, and by the mere tendency to per- 
manence of the force of motion communicated to 
it in its descent, ascend a considerable distance up 
the next hill, with scarcely any traction of the 
horses; or who has scen a pendulum, by the mere 
tendency to permanence of the force of motion 
which it acquires in the descending are of its os- 
cillation, complete its ascending are against the force 
of gravity; which are it does not terminate until, 
by the continual operation of that force of gravity, 
its force of notion is entirely destroyed, and it falls 
hack, to re-acquire it in a second descent. . 


902. Tre HAMMER. 


The principle of the permanence of the force of 
communicated motion, so far as any cause within the 
moving body itself is concerned — that is of ¢ts ab- 
solute permanence, except in so far as it is counter- 
acted by some external and opposite foree — whilst 
it lies at the very foundation of all just views of the 
theory, is sufficiently shown, by the above examples, 
to be a most important clement in the practice of 
mechanics. What is it, in fact, but this which con- 
stitutes the giant force of tmpact, and makes the 
HAMMER a weapon more powerful than any other — 
trresisteble — in moulding and submitting the various 
objects around him to the uses and purposes of man. 
here is no machine comparable to the hammer. 
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The force of heat, indeed, insinuates itself between 
the pores and interstices of bodies, and operating 
there, separately, upon their particles, breaks them 
up in detail — but the Aammer encounters the ae- 
cumulated force of their cohesion and overcomes it. 
The hardest rocks aud the most unyielding metals 
submit to it. If man reigns over inanimate matter, 
shapes out the face of the earth to his use or to his 
humour, and puts the impress of his skill and his 
labour upon the whole face of nature ; it is chiefly 
with the aid which this mighty force of impact gives 
him. It is this that clears away for him the trees 
of the forest—that shapes for him the materials of 
his dwelling — that beats out for him the instruments 
of tillage—that digs and hoes up the earth,—that 
after having cut for him his corn, threshes it, and 
crushes it into flour,—that tames for him his cattle, 
shapes and binds together his waggons and carts, 
and makes his roads; in short there is no use of 
society for which this force of impact does not 
labour, and there is no operation of it which does 
not manifest this tendency of communicated force 
of motion to permanence. 

Were there no tendency to permanence in the 
force of motion which his hammer acquires in its 
descent, its power on the substance which the arti- 
ficer secks to shape out, would only be the same as 
though he were to lay it gently down upon it; its 
impact would be no greater force than the pressure 
of its weight. So far is this, however, from being 
the case, that, as it is well known to the workman, a 
slight blow from the lightest hammer is sufficient to 
abrade a surface, whigh the direct pressure of a ton 
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weight would not make to yield. There is no force 
in nature comparable to that of impact. 


203. Ir rue CAUSES WHICH TEND TO DESTROY 
THE Force or A Bopy’s MoTION BE CONTINU- 
ALLY COUNTERACTED AS IT MOVES ON, THEN 
IT WILL MOVE UNIFORMLY. 


Thus, if the friction which would otherwise gradu- 
ally destroy the motion of a CARRIAGE, be continually 
neutralised, by the traction of the horses, it will roll 
on uniformly. The friction of the road would not 
instantly, and at once, destroy the force with which 
the carriage moved, if left to itself, but by little and 
little. This friction is, therefore, at any instant, /ess 
than the force of the carriage’s motion, and to over- 
come it, requires less effort of the horses, than to 
communicate, at first, its motion to the carriage. 
It is the permanence of this originally communi- 
cative force of motion which causes the carriage to 
move on, although the horses, at every instant, 
exert a much less force than that necessary to 
move it from rest. 


204. THe Tenpency oF THE Force or Morion 
TO PERMANENCE IS A TENDENCY TO PERMA- 
NENCE IN THAT PARTICULAR DIRECTION IN 
WHICH THE BODY MOVES, OR IN WHICH THE 
FORCE ACTS. 


Thus, if a man run rapidly, and, without at 
all abating his speed, so as to diminish the actual 
force of his motion, attempt to alter suddenly the 
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direction in which he runs, he will find that he has 
a considerable force to restst and destroy before he 
can do this — a force tending to carry him stratghi 
Jorwards in the path in which he was before moving 
—and the force which he thus has to counteract, 
he will find to be greater or less, as his turn is 
more or less abrupt, and the previous force of his 
motion greater or less. If he wish to turn directly at 
right angles to his former path, he will find that he 
must destroy absolutely all the force of his previous 
motion — an effort which is therefore precisely the 
same as though he were brought to a complete 
stand still; and if he has to proceed with the same 
speed in his new path, he will have to reproduce 
all this force of motion in that path. 


eas In the same manner, if his new path 

i ‘ : be in any way backwards, or making 

. an angle less than a right angle, with 
P the path in which be has been run- 


ning, —- as, for inst .nce, if it be repre- 
sented by B P, in the figure, A B being his previous 
direction, then, as before, all the force of his motion 
in A B must be destroyed, and reproduced in B P; 
and in point of fact, the quantity of force which he 
must destroy to take up a new direction is the same, 
whatever that direction may be, provided that it 
lies within the right angle A B C; being the whole 
force of the motion in A B. 


A man whose HoRsE STARTS when he is riding 
rapidly, falls over his head, because his motion 
tends to permanence, in the direction ‘in which he 
was moving. A SHRAPNEL SHELL, when it bursts, 
although, if it were at rest, it would scatter the 
bullets with’which it is filled in all directions, being 
in motion, gives to each a force of motion, which, 
operating conjointly with, and modifying the forces, 
whose tendency is to disperse them, throws them 
all more or less forwards. 

CoursinG derives all its interest from the 
doubling of the hare, which finds a protection from 
the greater swiftness of the greyhound, in continu- 
ally changing the direction of its motion — a changé 
which ‘the latter is less able to make, by reason of 
his greater weight and greater swiftness producing 
a greater force of motion, and the greater length of 
his legs rendering him the less able to check it. 
Independent of these causes, the principle furnishes, 
moreover, a protection to the pursued from the 
pursuer. The former may thus be made always to 
pass the point where the latter turns to him, unex- 
pectedly. 


206. THe Measure oF MomeEntTuM, OR THE 
Force oF Motion. 


Force being that which produces motion in a 
‘body, it is easy to conceive that that force must 
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be double, which produces twice the motion in that 
body, that ¢riple, which produces three times the 
motion, that quadruple, which produces four times 
the motion, and so on;— in short, that the force 
which produces motion in the body must be exactly 
proportional to the motion which that body receives. 
Now this force producing the motion, has been 
shown to be exactly equal to the force which the 
body fécetves, with its motion, and which accom- 
panies it, the force, in fact, of its motion, or its 
momentum. The force of a body’s motion, or its 
momentum is then doubled when the body’s velocity 
is doubled, tripled when its velocity is tripled, &c. ; 
and by however many times you increase its velo- 
city, or by however many times you make it less 
than it was, by so many times exactly do you in- 
crease or make less its momentum. 

Thus, in the same body, or in equal bodies, the 
momentum is proportional to the velocity. But 
how shall we compare the momenta of unequal 
bodies? Let the force of gravity be wnagined to 
be extinguished, and let it be conceived that I have 
the power of propelling a number of equal balls 
with the same forces, so that they shall have exactly 
the same velocities. Let them all be propelled at 
the same instant, from different points, but in 
parallel directions, so as to form a flight of balls, 
all directed one way. 

It is evident that these balls, all moving parallel 


* It is, in fact, as though a transfer of the force took place 
from the moving body to the body moved ; as though it were 
poured into it like water from ane vase into another, 

R 2 


But what was this aggregate of their forces of 
motion, when they moved separately ? 

Their masses were all equal, and all moved with 
the same velocity ; they moved, therefore, each with 
the same force of motion, and the aggregate of 
their force of motion was as many times the force 
of motion of one, as there were bodies. The aggre- 
gate of their forces of motion now that they are 
united, i: therefore as many times the force of 
motion of one of the component bodies of the 
mass, as there are such bodies. Thus, if there were 
twice the number of the same component bodies in 
the mass, or if it were of twice the size, then would 
the aggregate force of motion in it be twice what 
it was before; if it were three times the size, its 
force of motion would be thrice, and so on. 
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Thus, then, if there be two masses, one of which 
contains double the quantity of matter that the 
other does, and they both move with the same 
velocity, then the one will have double the force of 
motion of the other; if the one have triple the 
mass of the other, it will have triple the force of 
motion, and 80 on. 

On the whole, then, it appears that when equal 
bodies move with different velocities, their forces of 
motion are proportional to their velocities ; and that 
when unequal bodies move with the same velocity, 
their forces of motion are proportional to their 
masses. From this it follows, by a well known 
principle of proportion, that when the masses of 
the bodies, and their velocities, are both unequal, 
their forces of motion are proportional to the pro- 
ducts of their masses by their velocities. Thus, if 
there be two bodies, one of whose masses is repre- 
sented by the number 12, and the other by the 
number 8, and the first have a velocity of 3 feet 
per second, and the other a velocity of 9 feet, 
then the force of motion in the first would be to 
that in the second as 12 multiplied by 3, to 8 mul- 
tiplied by 9, or as 36 to 72. So that the lesser body 
by reason of its greater velocity, would have no 
less than twice the force of motion that the greater 
has, or move with twice the force that it does. 
The mass of a body is proportional to its weight: 
thus then, the force of its motion is proportional to 
its weight, multiplied by its velocity. Thus, if 
there be a cannon ball of 20 lbs. weight, which flies 
with a velocity of 1200* feet per second, and a 


* The velocity of a cannon ball when it leaves the mouth of 
Rk 3 
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ship of 100 tons weight, which moves through the 
water at the rate 64 feet per minute, it may easily 
be calculated that the force of motion in the ship, 
moving thus so slowly that its motion would 
scarcely be perceptible, would yet a little more than 
equal the force of motion in the cannon ball, thus 
flying with its swiftest mction, and bearing with it 
its most destructive force. The velocity of the ball 
is 72,000 feet per minute, and its weight being 
20 lbs. its force of motion is represented by the 
number 1,440,000. The velocitv of the ship is 64 
feet per minute, and its weight being 224,000 lbs. 
its force of motion is 1,456,000. 

Great force of motion may be thrown into a 
small body or a large one; in the former case it 
will give great velocity, in the latter, dittle velocity. 
Conversely, if great velocity be thrown into a small 
body, although small itself, it will have great force 
of motion ; and if small velocity be given to a great 
body, notwithstanding the smallness of the velocity, 
the force of the motion will be very great. 

This fact of the dependance of the force of a 
body’s motion, partly upon the velocity with which 
it moves, and partly upon its weight, is one of which 
almost every case of motion presents an illustration. 
A LARGE SHIP moving so slowly that it can scarcely 
be seen to move, yet by the great amount of the 
motion distributed through its great mass, crushes 
to pieces any obstacle that intervenes between it 





the cannon, varies from 1600 to 2000 feet per second, it loses 
by the resistance of the air about 800 feet in the first 1500 feet 
of its flight. 
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and the shore. A CANNON BALL of comparatively 
small dimensions, by reason of the great velocity 
of its motion, bears with it a force which, after 
struggling in a fierce and unceasing contest with 
the air in its path, and again and again striking and 
rebounding from the surface of the earth or the 
water over which it flies, hurls destruction on some 
spot which may be miles distant from the cannon’s 
mouth. 

If a blow were struck by a sledge hammer on a 
THIN PLATE laid on a man’s chest, the force of 
motion transferred to the plate would, by reason of 
its small weight, give it a great velocity, and it 
would probably be driven into the man’s body. But 
if the same blow had been struck on an ANVIL 
laid in like manner upon his chest, it would scarcely 
have been felt, for the same force of motion diluted 
over the great mass of the anvil, would produce in 
it a velocity as greatly less than that in the plate, as 
its weight was greater. Whilst force of motion 
may thus be so diluted, by diffusing it through a large 
body, as to produce no sensible effect, it may on the 
contrary be so condensed in a small body as tu 
become irresistible in its action. 


207. A PLATE oF soFrT [RON MAY BE MADE, BY 
THE Force oF 1Ts MoTIon, TO CUT THROUGH 
THE HARDEST STEEL. 


If a circular plate of soft iron be made to revolve 
with great rapidity, the force of motion in each 
particle on its circumference will become so great, 
that if a piece of hard steel —a steel file for instance 

R 4 
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— be held against it, tle particles of this hard cohe- 
sive substance will be driven away by those of the 
soft iron, and it will be cut through as by a knife. 


208. Tue ART OF THE LAPIDARY. 


The lapidary, by means of a crank, moved by his 
foot like a lathe, causes a horizontal rod or tool, 
with a small circular dise or button of soft iron at its 
extremity, to revolve rapidly round its axis. On this 
soft iron disc, thus revolving, a mixture of fine emery 
and water, and in a certain stage of the engraving, 
diamond dust is continually dropping. The fine angu- 
lar particles of this powder fixing themselves in the 
interstices, it would seem, of the iron, are swept 
round by it with great velocity and driven against 
the surface of the stone which is to be engraved, and 
which is held against the tool by the lapidary. It is 
thus cut with ease and engraved. 


209. WHEN A Bopy’s MorIoN IS ARRESTED THE 
WHOLE FORCE WITH WHICH IT MOVES IS MADE 
TO ACT UPON THE OBSTACLE. 


Thus the effect, to crush an obstacle, is propor- 
tionate to the force of motion in the moving body. 
A heary ship, although it moves but slowly, would 
break down an obstacle. against which a boat might 
dash with violence without injuring it. On the 
other hand, a heavy mass of some cwts. may be 
slowly allowed to descend upon the surface of a 
table without indenting it, whilst the blow of ever 
so slight a hammer would be sufficient to abrade 
an equal surface ta that on which the other rests. 
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210. Tne Impact or Bopigs. 


If one body, moving with a certain force of 
motion inpinges upon another at rest, but free to 
move, it transfers to it a portion of its own force of 
motion; so that in the two together there ts afterwards 
as much of this force as there was before in the one, 
and the force of motion thus being, as it were, di- 
luted through a larger mass, the actval motion of 
each body, must be in the same proportion less. If 
the two bodies after impact move on together, so as 
both to have the same motion or velocity, then the 
force of motion being the same now in the two that 
it was in the one, the product of the velocity now, 
by the quantity of matter in the two, must equal 
the product of the velocity before by the quantity of 
matter in the one. Thus if the bodies weigh re- 
spectively nine and eleven pounds, and the first 
impinge upon the other with a vc locity of seven feet 
per second, or with a force of motion represented 
by the number 63; then, after impact, this force of 
motion being distributed through the two bodies, 
having together a mass of 20 pounds, the common 
velocity of this mass must be such, that its product 
by 20 shall equal 63; that is it must be 3,', feet per 
second. 

If a body in motion overtake another, also in 
motion in the same direction, and carry it along 
with it, then the force of motion in the two, after 
impact, will equal the sum of their two forces of 
motion before impact. Thus, if,in the last example, 
the second body had been moving with a velocity 
of 5 feet per second, so as tu have a force of mo- 
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tion represented by 55, then, before impact, the sum 
of the forces of motion of the two would be repre- 
sented by 118; and all this they will have after im- 
pact; only then it will be so distributed that they 
shall have acommon velocity; this common velocity 
must then be such that, multiplied by the sum of 
their weights, or 20 pounds, it may equal 118. 
Their common velocity must then be 57%, feet per 
second. 

If, instead of one of the bodies overtaking the 
other, they had met ; that which had the least force 
of motion would have destroyed the whole force 
of the motion of the other, losing, at the same 
time, itself, as much as it destroyed; so that, on 
the whole, after impact, there would only be, in 
the two, a force of motion equal to the difference of 
what was in the two before. Thus, taking the last 
example, and supposing the balls to move in oppo- 
site directions, and to meet; since before impact, 
their forces of motion were represented by 63 and 
55, afterwards their remaining force of motion will 
be represented by the difference of these numbers, 
or by 8. 

This remaining excess of the force of motion in 
the one body, will carry along with it the other, 
distributing itself equally through the two. Thus, 
then, the tvo whose united weight is 20 pounds, will 
after impact move with such a velocity that their 
force of motion is 8; this velocity must then be 2} 
feet per second.® 


* The whole of the conclusions in this article depend upon . 
the supposition of the entire absence of elasticity in the im- 
pinging body ; the condition of elasticity greatly modifies them. 
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911. Fue Recor or Fire-Arms. 


The elasticity of an elastic fluid, such as the air 
or a gas, exerts itself equally in all directions. 
Thus, in the discharge of a cannon, which is but an 
effect of the elasticity of the gas liberated by set- 
ting fire to the gunpowder, this elasticity is made 
to act equally towards either side, and towards the 
muzzle and breech, of the cannon. The cannon 
does not move sideways, although an immense force 
is thus made to act sideways upon it, because the 
gas, expanding equally in all directions, acts with 
equal expansive forces on its two sides, and in 
opposite directions, so that these two equal and 
opposite forces neutralise one another, unless the 
strength of the cannon yields to either of them, 
and it bursts. The two forces acting towards the 
sides of the cannon being thus neutralised, there 
remain only those which act towards the muzzle 
and breech. These two would counteract and neu- 
tralise one another, if the mouth of the cannon were 
completely and effectually secured, but it is zot; 
the ball and the wadding, however firmly driven, 
yield; the expansive forces of the gas towards the 
muzzle and breech do not counteract and neutralise 
one another, as do the other two; both of them 
take effect; and, heing equal, they produce an 
equal effect; the one upon the ball, and the other 
upon the cannon. Thus the cannon and the ball 





The subject, however, under this form can only be discussed in 
theoretical treatises, to which the reader is referred for further 
information. 
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receive from the explosion equal ® forces of motion; 
the one backwards, and the other férwards. The 
former is the force of the recoil. 

If the weight of the cannon were only equal to 
that of the ball, having the same force of motion, it 
would have the same velocity that the ball has, and 
the two would, in fact, fly, in opposite directions, 
equal distances. But the cannon js greatly heavier 
than the ball; the same force of motion in it, pro- 
duces, therefore, greatly less velocity, and the less as 
this disproportion is greater. Thus a light gun 
recoils greatly more than a heavy one. The effect 
of the recoil of the guns of a ship of war falls ulti- 
mately on the vessel herself. Thus a broadside 
causes her to heel towards the opposite side, and if 
she is chased, guns fired from her stern will acce- 
lerate her flight. 


212. To FIRE FROM SOLID CANNON. 


It has been proposed to replace cannon balls, by 
pieces of iron with cylindrical apertures cast in 
them, and cannons by solid cylinders of iron, on 
which these apertures fit. A, cartridge being placed 
in this aperture, and the aperture then fitted on 
the solid cylinder, the cartridge would be fired 
through a touch-hole, and the missile thrown off by 
its recoil. The force of motian produced in this 
missile would certainly be the same as though the 
cartridge were exploded in a cannon, loaded with 
a ball of equal weight. The idea is exceedingly 


® The cannon is here supposed to run without friction upon 
the wheels of its carriage, 
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ingenious, and the metliod presents advantages well 
worthy of consideration. 


213. Tur RecoIL oF A CANNON DOES NOT BE« 
COME SENSIBLE UNTIL THE BALL HAS LEFT ITS 
Mourn. 


This was first proved in an experiment made at 
Rochelle, in 1667, by order of the Cardinal de 
Richelieu. 

A cannon was fixed in a horizontal position at 
the end of a long vertical shaft or rod, moveable 
freely about an axis, at its other extremity. The 
ball fired from it under these circumstances struck 
the object towards which it was directed, precisely 
as it would have done if the cannon had been fixed, 
showing that there was no sensible alteration of its 
position until the ball was discharged from it. 


214. To DETERMINE THE INITIAL VELOCITY OF 
A CANNON BALL. 


It is evident that, by observing the velocity com- 
municated to the cannon in the first instant of its 
recoil, the velocity with which the ball leaves it 
may be determined. For tht weight of cannon, 
multiplied by the initial velocity of its recoil, re- 
presents its force of motion when the ball leaves 
it, which is equal to the ball’s force of motion. 
And dividing the ball’s force of motion by its 
weight, we evidently get its velocity. This method 
was used by Mr. Robins, and the results are given 
in his treatise on Gunnery. To determine the 
initial velocity of the recoil, it is only required to 
observe the height through which the cannon when 


es described, in the last article, is made 

7 discharge to oscillate. The velocity is that 

which a body would acquire by falling freely through 

that height, and is therefore easily determinable, as 
will be shown in a subsequent part of this work. 


215. THe Bawuistic PENDULUM. 


To determine the velocity of a cannon ball di- 
rectly, it is fired into a heavy mass of wood, sus- 
pended from a long iron bar. The height to which 
this mass is by the blow made to oscillate, is shown 
by an index on a wooden arc, which forms part of 
the apparatus, and determines the velocity with 
which the mass first began to move, when its force 
of motion was equal to that with which the ball 
struck it. From this consideration the latter is 
easily calculated, and the force of motion of the ball 
being thus known, as also its weight, its velocity is 
at once ascertained by dividing the former of these 
by the latter. There is sometimes used a simple 
contrivance by which the pendulum is made itself 
to register the height of its oscillation. 


216. Wuen A Bopy¥ MOVES ONLY WITH A Mo- 
TION OF TRANSLATION; THAT IS, WHEN ALL 
THE PARTS OF IT MOVE WITH THE SAME VE- 
LOCITY AND IN THE SAME DIRECTION, THERE 
IS A CERTAIN PoINT IN IT, IN WHICH THE 
WHOLE ForcE OF ITS MOTION MAY BE SUP- 
POSED TO AacT. THAT PoINT IS THE CENTRE 
oF GRAVITY. 


If all the parts of a body move with the same 
velocity, or if it move only with a motion of érans- 
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lation and do not rotate, as for instance, a ball 
which flies through the air without turning round, 
or a heavy mass which falls to the earth without 
turning upon itself,—its force of motion will be 
distributed through its parts in proportion to their 
weights ; for the velocities of all the parts being the 
same, it is evident that the quantities of the force 
of motion in the different parts, must be propor- 
tional to these weights. Now, the forces of motion 
are by supposition all parallel to one another, as 
the weights are, and it has been shown that they 
are all proportional to the weights ; they are there- 
fore a system of forces distributed through the 
body precisely as the weights of its parts are, and 
acting upon it precisely as they do. At whatever 
point then a single force would sustain the one 
system of forces, it would sustain the other: that 
is, a single force would support all the forces of 
motion of the parts of the body at the same point, 
where it would support all their weights, or at its 
centre of gravity; and therefore all these forces of 
motion produce the same effect, as a single force of 
motion equal to their sum would do, if it were made 
to act through that point. 

THE CONVERSE OF THE PROPOSITION STATED 
IN THIS ARTICLE IS ALSO TRUF, THAT IS, 
“IF THE FORCE OF A BODY'S MOTION BE THE 
SAME AS THOUGH IT ALL ACTED THROUGH ITS 
CENTRE OF GRAVITY, THEN IT WILL MOVE ONLY 
WITH A MOTION OF TRANSLATION, OR IT 
WILL NOT ROTATE AS IT MOVES oN.” From 
this it follows, that a solid body, descending freely 
and exclusively by the action of gravity, will de- 
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scend with a motion of translation only, and will 
not turn upon itself, or rotate as it descends; for 
the force of such body’s motion being the ag- 
gregate of the gravitations of its parts, must evi- 
dently have its direction through the body's centre 
of gravity. Thus too, a body to which its force of 
motion is communicated by an impulse through its 
centre of gravity, will move, only with a motion of 
translation, and will not rotate. 


217. THe SyMMETRY OF TooLs. 


It is for the reason assigned in the last article, 
that fools, especially those of impact, are made sym- 
metrical, about a certain plane passing through those 
points or surfaces by which, and parallel to the di- 
rection 22 which, they act. ‘Thus, for instance, an 
are, acting by its edge, is made symmetrical, about a 
plane passing through its edge: the handle of a 
chisel is symmetrical, about a plane in like manner 
passing through its edge; the heavy stone-mason's 
chisel is symmetrical, about the end by which it 
acts; and a nail about its point. A hammer is 
symmetrical, about a plane passing through its 
striking surface, and the same is true of a ericket- 
bat, forge-hammer, a pile-driver, &c. 

None of these tools would strike straight, if this 
symmetry were not observed. 

The reason of this is, that the centres of gravity 
of all those bodies (and all others), are in their 
planes of symmetry; their forces of motion pro- 
ducing the same effects as though they acted only 
in their centres of gravity, produce the same effect 
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as though they acted, therefore, exclusively in these 
planes of symmetry ; that is immediately over the 
cutting or striking point, or line, or surface of the 
tool. If their centres of gravity were on either 
side of these striking parts of the tools,—that is, 
if the planes of symmetry did not go through the 
striking parts, the force of motion of the tool would 
produce an effect as though it acted on one side or 
other of the striking part. It would therefore de- 
lect the direction of the blow, and its effect. 


218. Ir A Bony HAVE AN IMPULSE COMMUNI- 
CATED TO IT WHOSE DIRECTION IS NOT THROUGH 
ITs CENTRE OF GRAVITY, THEN WHEN MOVING 
FREELY BY REASON OF THIS IMPULSE, ITS Mo- 
TION WILL PARTLY BE ONE OF TRANSLATION, 
AND PARTLY OF ROTATION, BUT SUBJECT TO 
THIS REMARKABLE Law: * THat irs Motion 
OF TRANSLATION WILL BE THE SAME AS THOUGH 
THE IMPULSE HAD BEEN COMMUNICATED 
THROUGH ITS CENTRE OF GRAVITY, AND THERE 
HAD THUS BEEN NO ROTATION; AND ITS Mo- 
TION OF ROTATION THE SAME, AS THOUGH 
ITs CENTRE OF GRAVITY HAD BEEN FIXED, 
AND IT HAD REVOLVED ROUND IT THUS FIXED, 
$0 THAT THERE COULD BE NO TRANSLATION. 


These remarkable properties are proved by 
analysis, and can only here be enunciated. (See 
Pratt's Mechanical Philosophy, pp. 458, 459.) The 
following are illustrations of them : — 

Cuain SHot. — Two cannon balls fastened to- 
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gether by a strong chain, and fired from the 
same cannon, are found to constitute a fearfully 
destructive missile, sweepng down at once whole 
ranks of men. This ie easily explained. The 
impulse which the balls receive on leaving the 
cannon does not, except by a rare accident, pass 
through the common centre of gravity of the 
two balls and the chain; by the property stated 
at the head of this article, two motions are there- 
fore of necessity communicated to the system, 
one of rotation about its centre of gravity, and 
the other, of translation ; and these do not zn- 
terfere with one another; so that the balls fly for- 
wards as far as though they did not revolve*; and 
they revolve as they would do if they did not fly 
forwards. The rotation thus produced in the balls 
causes them to recede from one another, by what is 
called centrifugal force, (art. 233.) and distends the 
chain. Thus, as they fly forwards, they sweep con- 
tinually with a rapid revolution over a circle, whose 
diameter is equal to the length of the chain, in- 
creased by the diameters of the two shot; and over 
the whole of this space they carry destruction with 
them. 

Double headed shot, instead of being joined by a 
chain, are connected by a strong iron bar. The 
theory of their motion is the same. These have 
now, we believe, superseded chain shot. 


® The effect of the resistance of the air is not here taken 
into account, 
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219. Tue pousLe Morion oF THE RotaTIon 
AND TRANSLATION OF THE EARTH. 


Every analogy of nature points to an ecomony of 
creative power. Reasoning, therefore, on the two 
motions of rotation and translation, which we find 
in the earth’s mass, and of which the origin is to 
be traced to the period when it first moved through 
space, in the path in which it now moves, and God 
* divided the day from the night ;” we must come 
to the conclusion that the mighty event of this 
epoch, was the result of a single impulse — of that 
single impulse which having its direction, zo¢ through 
the centre of gravity of the earth, would have been 
sufficient to produce the amount of these two mo- 
tions of rotation and translation which we find the 
earth to have. 

The distance from its centre, where this single 
impulse must have been communicated, has been 
calculated by John Bernouilli. Supposing the earth's 
mass to be homogeneous, he finds it to be 165th part 
of the radius, or about 244 miles froin its centre. 
Similar calculations applied to the other planets, 
give, for the distances from their centres, at which the 
single forces which have given them their existing 
motions of rotation and translation must have been 
struck — for Mars ,4,ths of his radius, for Jupiter 
qoths, for the Moon +3, ths. 
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220. To cause A BALL TO MOVE FORWARDS A 
CERTAIN DISTANCE UPON A HORIZONTAL PLANE, 
AND THEN, ALTHOUGH IT MEETS WITH NO 
OBSTACLE, TO ROLL BACKWARDS. 


This remarkable effect will be produced, if the 
ball, lying on a perfectly horizontal table over 
which a cloth is tightly stretched, be struck down- 
wards, not through its centre, but on that side of 
it which is from the direction in which the ball is 
first to move. ‘To explain this, let it be observed, 
that the ball in being thus struck, not through its 
centre of gravity, but on one side of it, receives 
two motions, (art. 218.), one of rotation, and the other 
of translation, the latter being the result of the dés- 
placement of the ball sideways, by the descent of the 
hand, and the former the direct effect of the im- 
pulse — moreover that the direction of the bodies 
rotation, is the opposite of that which it would 
have, if it rolled in the direction in which it is 
actually transferred by its motion of translation, so 
that it in fact slides forwards, rotating as though it 
would roll back. To both these motions, of sliding 
and rotation, the friction of the table opposes itself, 
and whichever of the two is destroyed by it first, 
will leave the other to take effect alone. Now, it 
is pretty evident, that since the rotation is the effect 
of the direct blow, whilst the translation is only 
that of the zndirect displacement: the force of the 
former must, if the blow be properly struck, be 
much greater than the latter; so that the body's 
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force of translation will be destroyed by the friction 
much sooner than its force of rotation is destroyed. 

The ball’s motion of translation, or sliding motion, 
being thus destroyed, and its force of rotation re- 
maining, whose direction is backwards, it will evi- 
dently roll back. 


29). Tue Rapius oF GYRATION. 


When the motions of all the parts of a body are 
not equal and parallel, the resultant of all their 
forces of motion passes no longer through the body's 
centre of gravity. If the motion be round a fixed 
axis, so that all these parts describe circles about 
that axis, their velocities, and therefore their several 
forces of motion, will be proportional to their seve- 
ral distances from it. All these forees of motion 
will produce the same dynamical effect as would be 
produced if the whole weight of the body were col- 
lected in a certain point, whose distance from the 
axis is called the radius of gyration. 

If a straight line be made to revolve About its 
centre, its radius of gyration 1s equal to half its 
length, divided by the square root of 3. 

If a cylinder be put in motion about its axis, its 
radius of gyration will equal its radius, divided by 
the square root of 2. 

If a circular plate be put in motion round one of 
its diameters, its radius of Syration will equal one- 
half the radius of the circle. 

If a sphere be put in motion about one of its 
tangents, its radius of gyration will equal its radius 


multiplied by the square root of the fraction +. 
s 3 
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222. Tue Force or a Bovy’s Morion DEPEND- 
ING UPON ITS VELOCITY, IT IS EVIDENT THAT 
WHEN THE Bopy IS MADE TO REVOLVE A 
CERTAIN NUMBER OF TIMES IN A MINUTE, 
ROUND A FIXED Axis, ITS Force oF Morion 
WILL BE GREATER, AS IT REVOLVES AT A 
GREATER DISTANCE FROM THE AXIS, OR IS 
CONNECTED WITH IT BY MEANS OF A LONGER 
ARM. 


lf, for instance, an axis be revolving a certain 
number of times per minute, and two equal balls be 
connected with it by arms of unequal lengths, then 
that which is attached to the longer arm will have 
the greater velocity, and therefore the greater force 
of motion. 

From this it follows, that by varying the distances 
of the parts of a revolving body from its axis of 
revolution, we may vary greatly the force of its 
motion, provided we do not vary the velocity of its 
revolution ; and conversely, that if we vary the 
distances of a body's parts from the axis of rotation, 
not varying its force of motion, we of necessity vary 
its velocity. 


923. Tur DIMENSIONS OF THE EARTH HAVE NOT 
DIMINISHED FOR THE LAST 2500 YEARS. 


For, no obstacle being opposed to the force of 
motion with which the earth rotates, that force must 
be the same now that it always was. But if by the 
contraction of the earth’s mass, its parts are brought 
now nearer to the axis about which it rotates, than 
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they were formerly, it is clear that these, revolving 
at a less distance, must, to have the same force of 
motion, revolve faster. So that if the earth’s dimen- 
sions had contracted, the day would now be shorter 
than it was. Now we have observations which show, 
that the day is now, precisely of the same length that 
it was, 2500 years ago. None of that diminution 
of bulk from the cooling of its mass, of which geo- 
logists speak, can therefore have taken place, with 
any perceptible influence within that period. 


224. THE COMPENSATION BALANCE WHEEL. 


The balance wheel of a watch is that which sup- 
plies in it, by the isochronism of its vibrations, the 
place of a pendulum. It receives by means of a con- 
trivance connected with it, called the ‘scapement 
successive impulsive motions, through a train of 
wheels from the main spring of the watch ; and after 
each impulse it is brought back by a fine hair spring, 
which is fixed to the axis about which it turns, and 
may be seen coiled round in its centre. The escape- 
ment is so contrived, that no second impulse can be 
given to the balance wheel, until it has vibrated back 
into the position where it received its first impulse, 
and until this second impulse is given, the watch 
cannot goon. Thus ultimately the whole regularity 
of the motion of the watch is made to be dependant 
upon the regularity of the vibrations of this balance 
wheel. Now it was found by theory and confirmed 
by experiment, that the vibrations of a body to 
which a spring was attached, as in the case of this 


wheel, were performed in the same time, however 
8 4 
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great they were, within certain limits,—that is, how- 
ever great, or however short, the distance through 
which the body was drawn back from its position of 
rest before it was left to itself, it yet returned to its 
position of rest in the same time; the greater force 
of the spring, when farther uncoiled, exactly making 
up, for the greater space through which it had to 
move the wheel ; so that in the watch, whether the 
impulse given to the balance wheel was small or 
great, it would yet vibrate back, always in the same 
time. Thus then, whatever irregularity there might 
be in the action of the main spring of the watch, 
and in the working of the train which connected it 
with the balance wheel, so that this should receive 
at one time a more violent impulse than at another, 
yet none of this irregularity would find its way into 
the actual going of the watch, governed as it was 
by the duration of the vibrations of the balance 
wheel, which, under all these circumstances of irre- 
gularity, would yet be of equal duration.* The 
actual length of each one of the isochronous vibra- 
tions of the balance wheel, is dependant first upon 
the length of the spring, and secondly on the dimen- 
stons of the balance wheel; the force of the spring 
being dependent upon the former cause, and the 
velocity of the motion, communicated to it at each 
impulse and to be destroyed by the action of the 
spring, on the latter. By varying either of these 
elements, the time of the vibrations may be varied 
as we like. That which is usually varied is the 

* To this isochronism of the vibrations of the balance 


wheel, it is necessary that the length of the spring should be so 
great, that at each vibration it should not be greatly uncoiled 
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length of the spring, of which, more or less, is set 
free to vibrate, by a contrivance which is generally 
visible, and which is easily understood. , 
Both the length of the spring, and the dimensions 
of the balance wheel, are however, of themselves, 
made to vary, by variations in the 
Jig. oe temperature ; and both these are, for 
( the reasons we have stated, causes 
of error in the going of the watch. 
The compensation balance wheel is a 
contrivance, by which they are made 
to compensate one another. It consists of a wheel, 
to two extremities, A and B, of a diameter of which, 
are fixed two curved arnis or branches, AC and BD. 
These curved arms, AC and BD, are each formed of 
two bands of metal, suldered together ; one of which 
bands, that forming the convex surface, is of brass, 
and the other, forming the concarc surface, of steel. 
Now, an increase, of the same degree of tempera- 
ture, causes brass to expand much more than steel ; 
any increase of temperature will therefore, cause 
the outside surfaces of these two arms to lengthen, 
much more, than the inner surfaces of them; this 
can only happen‘by the curling up, as it were, of 
each arm, at that extremity which is free to move. 
Thus, by the turning in of these extremities of 
the arms, the material of the wheel is brought 
nearer to the centre, about which it revolves; an 
alteration in its form, which produces an immediate 
change in the time of its vibrations, compensating 
for the elongation of the arm AB, and the in- 
creased length and diminished elasticity of the hair 
spring. ; 
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225. THe Centre or Spontaneous RotTATION. 


If a force be made to act impulsively, on a body 
at rest, but free to move in any direction; in the in- 
stant of impact, certain forces of motion will be 
communicated to all its parts. If the blow be 
struck through the centre of gravity, it has been 
before shown, that all these forces of motion will 
be equal and parallel ; but if it be not struck through 
the centre of gravity, the body will move, partly 
with a motion of translation, in which all its parts 
partake equally, and partly with a motion of rotation 
about its centre of gravity. Whilst, by this rotation, 
some of the parts of the body have a tendency to 
be carried backwards; by the motion of translation, 
these, and all the other parts of the body, are car- 
ried with a direction forwards. And if this rota- 
tion of any of the parts backwards, exceed their 
motion of translation forwards, then, whilst the rest 
move forwards, these parts will actually move back- 
wards in space ; a fact which any Body may verify. 
who strikes near one of its extremities, a piece of 
wood, lying on a smooth surface, or floating in 
water. Tracing the different parts of the body, 
from those which thus move forwards after the 
blow, to those which move backwards, we shall 
evidently arrive at a point, or rather an axis, where 
the motion passes, from the one direction to the 
other ; which point does not, therefore, move, either 
forwards or backwards; this axis is called the axis 
of spontaneous rotation. It is that about which the 
body tends, in the first instant of its motion, of its 
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own accord, torevolve, An analytical expression for 
the position of the axis of spontaneous rotation is 
easily found.* From this expression, it results that 
the axis is more remote from the point where the 
disturbing force is applied, as the centre of gravity 
is more distant from that point, and as the great mass 
of the body is more distant from its centre of gra- 
vity. Thus, in a body of considerable length, from 
the point of application of the disturbing force, it 
is more distant than in a shorter body; and in a 
body, the greater part of whose mass is collected 
near its extremity, it is more distant than in one 
whose mass is uniform, or which is lightest at its 
extremity. 


226. THesE Facts EXPLAIN THE EASE WITH 
WHICH A LONG PoLeE oR A LADDER MAY BE 
BALANCED ON ITS EXTREMITY, AND WHY 
EITHER OF THESE WILL BE YET MORE EASILY 
BALANCED IF IT IS LOADED AT THE Top. 


The axis of spontaneous rotation is that line in 
the body which rests when it is slightly displaced, 
or made to revolve through a small angle. If the 
action of the disturbing force be continued, after 
this small angle is passed, this axis will be carried 
forward with the rest of the body. Now, in balanc- 
ing a body on its extremity, when we move its lower 
extremity to preserve the equilibrium, we cause 
the whole to revolve about its axis of spontaneous 


* A practical method of determining the centre of spon- 
taneous rotation will be given when we come to speak of the 
centre of oscillation, 
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rotation; and the higher this axis is, the farther we 
can move the lower extremity, without inclining the 
body round its axis, beyond this small limiting 
angle; so that in fact, when the axis of spontaneous 
rotation is very high above us, it remains stationary, 
or nearly so, notwithstanding that we give consider- 
able motion to the lower extremity of the body, 
thus greatly facilitating the efforts we make to pre- 
serve its equilibrium. 

Thus is explained that common feat of posture 
masters, by which they balance a long ladder, with 
the lowest stave resting on their chins; they even 
move about with it thus balanced ; and have been 
known to do it, carrying one of their companions 
at the top. 


227. THe CENTRE OF PERCUSSION. 


Since a blow communicates no motion, and there- 
fore no force of motion to those particles of a body 
which lie in its axis of spontaneous rotation (in re- 
ference to that blow), it is evident tHat if a fixed 
axis were made actually to pass through the body, 
where its axis of spontaneous rotation passes through 
it, the blow would communicate no tendency to 
move, and therefore no percussion, to that axis.. Now 
the position of the axis of spontaneous rotation is 
evidently dependant on the place in the body where 
the blow is struck; and, since the blow may be 
struck in an infinite number of different places, the 
axis of spontaneous rotation may be made to occupy 
an infinite number of different positions, and thus 
may be made to coincide, in one of these positions, 
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with a particular axis, before determined upon: a 
particular point of impact thus becoming necessary 
to cause the axis of spontaneous rotation to coincide 
with a particular axis. 

This point of impact is called the centre of per- 
cussion, in respect to that particular axis. If the 
body be suspended from that axis, and struck upon 
that point, there will be no re-percussion on the 
axis, and it is the only point in the body possessing 
this property. The ballistic pendulum (art. 215.) 
presents an application of this principle. If the 
ball strike the mass against which it is fired at any 
other point than its centre of percussion, the blow 
will tend to tear away the axis. 


928 Tur CENTRES OF SUSPENSION AND PER- 
CUSSION ARE CONVERTIBLE. 


If the centre of percussion of a body about a 
certain axis be found, and that axis be then changed 
for one passing through what was its centre of per- 
cussion, then its new centre of percussion will be 
in what was before its axis of rotation, so that the 
two are convertible. This is a very remarkable pro- 
perty, of which many important applications may 
be made, as will hereafter be shown. 


229. Tue Titt Hammer. 


The tilt hammer is that used in the forging of 
steel (see art. 82.). It is of great weight, and is 
fixed to a strong arm, commonly a beam of wood, 
of considerable length, near whose opposite ex- 
tremity, is a horizontal iron axis moveable in collars, 


270 ILLUSTRATIONS OF MECHANICS. 


which are firmly bound down to a solid mass of 
iron and masonry, deeply imbedded in the earth. 
The hammer is raised by the action of a wheel 
commonly turned by water-power, on the circum- 
ference of which are fixed at equal intervals cogs, 
which are made to strike on a projection of the 
extremity of the arm of the hammer. The hammer 
is thus made rapidly to rise and fall, and a rapid 
series of impulses is given to the bar of steel which 
is placed on an anvil beneath it. The expense of 
erecting and maintaining one of these hammers is 
exceedingly great: they are extremely liable to 
break their axes, and to tear away their collars. 
That there might be no percussion upon the axis, 
when the hammer receives the blow which lifts it, 
it would be necessary (see art. 227.) that this blow 
should be struck at a distance equal to that of the 
centre of percussion of the hammer. That there 
should be no re-percussion upon the axis and col- 
Jars, when the hammer gzves its blow to the steel, it 
is necessary (see art. 230.) that it should give this 
blow at the same distance from the axis as it re- 
ceives it. The hammer might be made of such 
different forms, as to satisfy these conditions under 
a great varicty of different circumstances, and some 
of these might be such, as not at all to interfere 
with the usual method of working it. Some prac- 
tical knowledge of the expediency of such an ar- 
rangement appears to have been arrived at by the 
workmen, and there is professed to be much skill 
exercised in the erecting of these hammers. In 
reality, however, they appear all, to expend a large 
portion of the power which raises them, in beating 
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about: their axes, and in perpetual efforts to tear 
away their collars. 


230. A Bopy 1n MoTIon ABOUT A FIXED AXIS 
WHICH ENCOUNTERS AN OBSTACLE AT ITS 
CENTRE OF PERCUSSION, WILL EXPEND ALL 
THE Force oF 1Ts MoTION ON THE OBSTACLE. 
Ir iT ENCOUNTER IT AT ANY OTHER Point, 
THE FORCE WILL BE DIVIDED BETWEEN THE 
OBSTACLE AND THE FIXED AXIS. 


The resultant of the forces of motion of a revolv- 
ing body passes through its centre of percussion; the 
whole of these forces may therefore be supposed to 
be collected there. If the obstacle be not encoun- 
tered at the centre of percussion, this collected force 
will evidently act both upon the fixed axis and upon 
the obstacle, and will be divided between them, on 
the principle of a weight supported between two 
props. Thus also it appears that a body revolving 
round a fixed axis, and encountering an obstacle at 
its centre of percussion, does not in the act of im- 
pact produce any impulse or repercussion upon its 
axis. 


931. A Cricket Bart. 


A cricket bat, when the ball is struck by it, may be 
considered to be revolving round an axis near the 
shoulder of the player. The whole force of its motion 
will therefore expend itself on the ball, only when the . 
Jatter is struck at the pointin it, which is the centre 
of percussion of the system, made up of the bat and 


ore ’ TOOLS OF IMPACT. 


the arms of the player; and it is at this point, and 
at this point only, that when the ball is struck, there 
will be no reaction of the blow upon his shoulder, 
Expert players soon learn to know about what point 
of a bat they thus strike most effectually, and in this 
consists a great secret of good batting. 


232. Toots oF IMPACT. 


In speaking of its centre of gravity as the point 
where the impact of a hammer, &c. may be consi- 
dered to take place, we have supposed all its parts 
to move with the same velocity. In reality they do 
not. In the act of impact the instrument is turning 
round an axis, the points more distant from which 
are revolving more rapidly than those nearer to it. 
The point in which all the force of its motion may 
be supposed to be collected, is in reality its centre 
of percussion. Thus a carpenter's mallet (in which 
the parts farther from the handle evidently move 
faster than those nearer to it, so that the greater 
portion of the force of motion is collected about 
the end of it), if he strike with it at its middle point 
will not produce its greatest effect, and will sting 
his hand ; the true point is the centre of percussion. 
A similar remark applies to the use of the forge or 
tilt hammer. 
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233. CENTRIFUGAL Force. 


The tendency of the force of a body’s motion is 
to carry it forwards, in the same straight line in 
which at any time it is moving (art. 204.); if there- 
fore it do not continue to move in that line, there 
must be some force or another controlling that 
tendency, and deflecting it from that path. That 
portion of the body’s foree of motion which is 
subdued by this deflecting force, is called its cen- 
trifugal force. : 

It is subdued by an effort perpendicular to the 
straight direction in which the body has a tendency 
at each instant to move, that is, to the tangent to 
the curve in which the body is moving: its di- 
rection is therefore perpendicular to the tangent, at 
the point where the body is at that instant moving ; 
that is, it is perpendicular to the line of the curve 
itself at that point. 


234. THe AMOUNT oF CENTRIFUGAL FORCE. 


The centrifugal force being equal to that which 
subdues the force of a body's motion from a straight 
to acurvilinear direction, must manifestly be greater 
as the force of the motion is greater, and less as it 
is less.* 

There is a striking example of the effect of high 


* It varies at the square of the angular velocity, and as the 
radius of curvature conjointly ; thus, if a represent the an- 
gular velocity, and R the radius of curvature, the centrifugal 
is represented by a? R. 

T 
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velocities in increasing the amount of centrifugal 
foree in the frequent rupture of the GRINDING 
STONES used for the grinding of cutlery. These, 
although the stone which composes them is of 
great cohesive power, yet by reason of the rapid 
revolution which is given to them, are often shat- 
tered to pieces by the centrifugal force which 
results from it. Large fragments of the stone have 
been known to be carried through the roof of a 
building and hurled to a considerable distance from 
the spot where it was worked. The wreck pro- 
duced by the disruption of one of these stones, re- 
sembles nothing more than the bursting of the 
boiler of a steam-engine. 


235. A SLING. | 

If a stone is whirled rapidly round, at every in- 
stant of its circular motion, it tends to continue to 
move in the straight line, in which, during that 
instant, it may be considered to be moving; of 
straight lines similar to which, the whole circum- 
ference of the circle may be considered to be made 
up, and of which any one, being produced, is a 
tangent to the circle. To keep it from moving in 
that path, a certain other force must be combined 
every where with the force of its motion, the two 
together having a different direction from either 
separately. That other force is supplied by the 
tension of the string. This tension of the string 
is thus a force necessary to keep the body from 
moving in that straight line in which it continually 
tends to move, and if the tension of the string be 
taken away, it will move in that line. Thus when 
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the string is unloosed, at the instant when the stone 
is ascending in one of its gyrations, it ceases, at 
once, to move in a curved line; and by reason of 
the tendency to permanence of its force of motion, 
pursues the right line which js a tangent to the curve 
at the point in which at the instant of -its release 
it was moving; and this right line in which it was 
moving, being directed upwards, it describes the 
same sort of curve as a stone thrown upwards by 
the hand, or a ball fired upwards from the mouth 
of a cannon. The mechanical advantage of using 
a sling, rather than the hand, is this, that by the 
interposition of the sling, it is possible to communi- 
cate to the stone a very rapid motion, and a pro- 
portionately great force of motion, with a compara- 
tively small and slow motion of the hand ; whereas, 
to throw the same stone from the hand itself, you 
must necessarily give to the hand at the instant 
when it discharges the stone, a motion as great as 
the stone is to have, and a force of motion much 
greater. Thus, by means of the sling, you produce 
the required force of motion in the stone with much 
less effort than would otherwise be necessary. 


936. A MAN RUNNING IN A CIRCLE. 


Illustrations of the fact that if a body move ina 
curved line, some other force than that of its mo- 
tion, or than any force in the direction of its 
motion, must act upon it, might be multiplied almost 
without number. 

Let us take the following:—If a man runs in a 
curved line, he becomes at once conscious that a 
certain muscular effort of that foot which is on 
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tie donvex side of his path, greater than that of the 
other, is newessary. Thus it is that, in respect to 
the lower portion of his body, the force requisite 
to deflect it from the rectilinear path, in which it 
every where tends to proceed, is supplied. But, 
the apper portion of his body has also a certain 
force of motion tending to carry it forward in the 
same right line, and some other force must com- 
bine with this, in order to produce its deflection 
from that line, othe: wise, although his legs might 
accurately enough proceed in the curve, the upper 
portion of his body would pass off in a tangent 
to it, and thus the man would be overthrown. He 
might supply this deflecting force to the upper 
portion of his body, by a direct muscular effort, 
propagated from the base of the feet. But he is 
taught instinctively to economise his muscular ef- 
forts, and does so by every conceivable means; and 
in this case he does it, by causing the weight of 
the upper portion of his body, to become the de- 
flecting force required for its curvilinear motion. 
He inclines his body inwards, so that its centre of 
gravity is brought beyond the base of his feet. 
Thus the weight of his body tending to cause him 
to fall over inwards, constitutes every where a force 
at right angles to the direction in which he moves, 
acting inwards; and this force, combining with the 
force,of his motion, deflects it from the rectilinear 
direction, and causes it to move continually in the 
same curve, into which by a slight muscular effort, 
he causes his feet, and the lower portion of his body 
to move. By this arrangement, it is wonderful with 
how small an exertion he is able to deflect himself 
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from a straight path, and move in a curve even of 
the greatest curvature. By a most perfect and 
beautiful adjustment, he causes his body to incline 
just so far as is necessary to supply the requisite 
deflecting or centripetal force, as it is called; the 
nicety of which adjustment will be understood 
when we consider that for every variation, even the 
slightest, in his forward motion, and therefore in 
the force of his forward motion, there must be a 
corresponding adjustment of his inclination. 


937. THe CENTRIFUGAL Force oF A _ Bopy’s 
MorTION MAY BE SUPPOSED TO BRyCOLLUCTED 
FROM ITS DIFFERENT PARTS, AND MADE TO 
ACT THROUGH ITS CENTRE OF GRAVITY. 


For if it be supposed to be moving in a straight 
line, all its parts moving with the same velocity and 
in parallel directions, it has before been shown 
(art. 216.) that the whole force of its motion may 
be supposed to act through its centre of gravity: 
any force therefure, which is to control this rec- 
tilinear force of motion without causing the body 
to turn round upon itself, must be made to act 
through this same point. Now opposite to this 
force thus necessary to deflect the body, is mani- 
festly its centrifugal force. The centrifugal force 
acts then, as though it acted, through the centre of 


gravity. 


278 ILLUSTRATIONS OF MECHANICS. 


238. Ir Is BY REASON oF THE CENTRIFUGAL 
Force THAT A CARRIAGE, RAPIDLY TURNING 
A CORNER, IS LIABLE TO BE OVERTHROWN. 


This force, acting horizontally as though it acted 
at its centre of gravity, and being greater as the 
velocity is greater and the deflexion greater, or the 
turn sharper, may be sufficient to overbalance the 
weight, whieh acts as though it acted vertically at 
the same point, and especially this will be likely to 
‘be the case, as the centre of gravity is higher. It 
is for the same reason that a horseman who gallops 
rapidly a a sharp corner, is liable to be un- 
seated. It has been objected that the high velocities 
given to railroad carriages might produce sufficient 
centrifugal force on certain curves, to overthrow 
them. It is easy, however, to show satisfactorily by 
calculation, that this cannot be the case on any of 
the curves, or with any of the velocities, con- 
templated. The only danger which the centrifugal 
force might produce, is that of the carriages running 
off the rails, and this seems to be obviated by the 
conical form which is given to the surfaces of their 
wheels. 


~ 


239. Feats or HoRSEMANSHIP. 


The horseman who would ride in a straight line, 
standing upon his saddle, must so alter the position 
of his body, with each motion of the horse, as to keep 
the centre of gravity of his body, continually over 
the narrow base of his feet. This is probably an im- 
practicable task. If, however, instead of riding in a 
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straight line, he rides in a curve, a new force is lent 
to him to support his weight, acting too as if it 
acted at the same point where his weight may be 
supposed to act, viz. his centre of gravity ; this new 
force is his centrifugal force. His centre of gravity - 
has now no longer any occasion to be brought over 
the base of his feet, another horizontal force joins 
in supporting it, and poised between the horizontal 
force and the resistance of his feet, its equilibrium 
is easily found. To the action of the centrifugal 
force, which would otherwise overthrow him ouwt- 
wards, the horseman slightly opposes the weight of 
his body by leaning inwards: and does he find his in- 
clination too great, he urges on his horse, and his 
centrifugal force, thus increased, raises him up again. 
By thus varying his velocity and the inclination of 
his body, the conditions of his equilibrium are placed 
completely under his control, and he can perform 
a thousand evolutions, that, moving in a straight 
line, he could not; he can leap upon his horse, 
stand upon his head or his hands, whilst he is per- 
forming his gyrations, or jump from his horse upon 
the ground, and running to accompany its motion, 
vault again upon his saddle: the conditions of his 
stability, and even the force of his gravity appear 
to be mastered. ‘There is in fact given to him a 
third invisible power, by the act of his revolution, 
which is a certain modification of the force of his 
onward motion; this acts with him in all the evo- 
lutions he makes, and is the secret of all his feats. 


T 4 
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940. A GLiass or WATER MAY BE WHIRLED 
ROUND SO AS TO BE INVERTED, WITHOUT BRING 
SPILT. 


This is a well-known feat. A tumbler of water is 
usually placed in a wide wooden hoop, in the cjrcum- 
ference of which is a handle, round which it may be 
turned. The hoop is then whirled rapidly round in 
a vertical direction ; the centrifugal force is sufficient 
to prevent the glass from falling from the hoop, and 
the water from the glass. Instead of being placed 
in the hoop, the glass may be tied to a string. 


941. TOMAKE A CARRIAGE RUN IN AN INVERTED 
POSITION WITHOUT FALLING. 


Let a bar of iron be turned round so as to form 
a circle, as shown in the accompanying figure, the 





two ends being brought out into two inclined planes, 
and the two curved portions of the bar being made 
to lie a small distauce apart at the point where they 
pass one another. This bar being now placed with 
the curved portion of it in a vertical position as 
shown in the cut, let a small heavy carriage be 
placed at one of its extremities, with wheels, on the 
outside of which are flunches, to keep it, as it rolls, 
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upon the bar. Descending the inclined plane, this 
carriage will ascend the curve, and if the point from 
which it has descended be high enough, the velocity 
it will have acquired will cause it to ascend, in the 
direction of the arrow, to the top of the curve, ana 
give to it sufficient centrifugal force at that point, to 
overcome its gravity, and cause it to run on in 
that inverted position without falling. It will thus 
descend in safety on the opposite branch of the 
curve, and will again be brought to rest as it ascends 
the opposite inclined plane towards the other extre. 
mity of the bar. ‘This ingenious illustration of the 
effect of centrifugal force was devised by Mr. Roberts 
of Manchester. 


242. THe GOVERNOR. 


This instrument, long used for the regulation of 
mill-work, is most generally known by the beautiful 
application which Mr. 
Watt has made of it, to 
the steam-engine. It 
consists of two heavy 
balls B B, suspended from 
crooked levers, B E F, 
which turn upon a com- 
mon axis, at EK. The ex- 
tremities F, of these, are 
" jointed to short bars F H, 
which last at their op. 
posite extremities are 
also jointed upon a move- 
able piece, DH, which slides upon the upright 
rod, AC. This slide, by means of two shoulders 
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worked upowit, carries with it the extremity of a 
lever H K, whose opposite extremity acts to open 
or close a valve in the pipe which conveys the 
steam from the boiler of the: steam engine, to the 
eylinder; or, when the governor is used in the water- 
mill, it acts to raise or fall the sluice, which admits 
the water to the wheel; so that in either case the 
motion of this lever governs the moving power of 
the machine. 

Now, the action of the balls is such, as to cause 
the machine itself thus to govern and control the 
power which moves it, so as itself to temper and 
equalise its own action; for the shaft A C is con- 
nected, by means of the wheel W, and the cord 
which passes round it, with the working part of the 
engine, by which the wheel and shaft are made to 
revolve, carrying with them the balls B. As the 
engine moves faster, these balls therefore revolve 
quicker, and their centrifugal force is greater ; this 
centrifugal force, causing them to fly farther apart, 
causes them at the same time, to rise, causing the 
levers BE to revolve about E, and the points F, 
therefore todescend. These bring with them the slide 
D H, and the extremity H of the lever HK, by 
which means the steam valve, on which this lever acts, 
is more closed, less steam is admitted to the cylinder, 
and the machine slackens its action, and corrects its 
too rapid motion. An opposite action of the go- 
vernor opens the valve, and throws more power into 
the engine when its action is too slow. 
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tf 


943. THe PREssuRE UPON TH AXIS OF A RR- 
VOLVING Bopy. 


When a body revolves round a fixed axis, the 
parts of it, situated at different distances from that 
axis, having different velocities, have different cen- 
trifugal forces; and a yet greater difference in the 
centrifugal forces of different parts is introduced, 
if they have different weights. Thesé centrifugal 
forces act all directly from the axis; since all the 
parts of the body are describing circles round it. 
If the axis pass through the mass of the body, to 
the centrifugal force of each part, there is that of 
some other, on the opposite side of the axis, opposed. 
It is a possible case, that all these opposite centri- 
fugal forces may exactly balance one another ; there 
willthen be no pressure upon the axis. The general 
case is, however, that they will not thus balance 
one another, and that a certain restduum of force 
will have to be borne by the axis itself, constituting 
the pressure upon it. 


244. THE PRINCIPAL AXIS OF A Bopy’s Rota- 
TION. 


Suppose the fixed axis spoken of in the last arti- 
cle to become free, so that the body may move in 
any direction. Being pressed unequally in differcnt 
directions, by the centrifugal force, it will then im- 
mediately alter its position, apd the revolution will 
begin to take place about some other imaginary axis 
passing through the body ; this again, in its turn, 
will give place to some other, and so on, until out 
of the infinity of axes, about which it may thus, in 
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succession, be made to revolve, it falls upon one, 
about which the centrifugal forces exactly balance 
one another, and this axis, it will have no tendency 
to change. In every solid body, there are three 
such axes, called its principal axes. They intersect 
in its centre of gravity, and are at right angie to 
one another. 

Although, when made to rotate accurately about 
either of its principal axes, the body has no tend- 
ency whatever to alter the axis of its rotation; yet 
its rotation may, or may not, when slightly deflected 
from that axis, tend to return to it; and it is of 
importance to know whether this will, or will not be 
the case; for, practically, it is impossible by any 
impulse, to cause the body, at the first instant of its 
motion, to rotate accurately round either of its 
principal axes, so that, when free, it cannot rotate 
round either of those axes, unless of its own accord, 
the rotation tend to pass into it. Now of the three 
axes, there is only one into which the rotation thus 
tends of its own accord to pass, and it is the shortest 
of the three. If the bedy, being free to move, be 
put in motion, not round this or any other principal 
axis, its rotation will yet always tend to pass into 
this shortest axis, and will cventually seit into a 
rotation about it. 

Although generally, any body, whatever may be 


its form, has three principal axes of rotation, it yet 
may have more. Any diameter of a sphere, for 
instance, is a principal axis of rotation. Of a cylin- 
der, the axis or line joining the middle of one of 
its circular ends to the middle of the other, is a 
principal axis of rotation, being the longest it ean 
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have, but any axis at right angles to this from its 
middle point, is also a principal axis, than which it 
can have none less. 

So in a prolate spheroid, a solid, which may be 
supposed to be generated by an ellipse revolving 
fig. 70, Tound its greater diameter; this greater 
CO diameter is the longest principal axis of ro- 

tation, but any axis perpendicular to this 
from its centre is also a principal axis of rotation. 
These last axes are all of the same size, and are the 
body’s least principal axes of rotation. 

In an oblate spheroid, which is generated by the 
revolution of an ellipse about its shorter diameter, 
fig. 71. this shorter diameter is a principal axis, 
S&S and it is the shortest of the principal axes 

of the spheroid; whilst any axis at right 
angles to this, from its middle point, is a principal 
axis, and these are its greatest principal axes. 
i 
245. THE PLANETS ROTATE ABOUT THEIR SHORT- 
EST DIAMETERS. 

The shortest diameter of an oblate spheroid, be- 
ing its shortest principal axis, is that about which, if 
any motion of rotation be communicated to it, it will 
tend to rotate, and into a rotation about which its 
motion, if lefttoitself, will ultimately settle (art.244. ). 
We have a striking example of this fact in the system 
of the universe. The planets are all oblate spheroids, 
and it is about their least diameters that they all of 
them rotate. Whether any cause have ever tended 
to interfere with this rotation, such as the shock of 
some comet, or whether such a cause ever shall 
operate, we know not ; but this we know, that what- 
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ever disturbance may be, -for a time, produced, in 
respect to the axis round which the rotation of any 
planet takes place, if its form remain unaltered, it 
will ultimately return to a rotation about its pre- 
sent axis. There are, indeed, various minute natural 
causes, always in operation, which might long ago 
have changed the existing axis of the earth’s ro- 
‘tation *, had it not been that, into, a rotation about 
which, it tends, from all other axes, to pass, This 
change would involve a perpetual change in the 
seasons of every place on the earth’s surface. 

Had its form been that of a prolate, instead of 
an oblate spheroid, this case, of a perpetually chang- 
ing axis of rotation would have occurred. The 
Jeast axes of the rotation of such a spheroid, are 
any of those, at right angles to its greatest dia. 
meter, from its centre ; about some of these it would 
always tend, from all others, to rotate; but it would 
have no tendency to rotatg about one of them rather 
than the other; and the slightest disturbance, aris- 
ing from a change in the condition of the earth’s 
mass, the mere effect, indeed, of the tides of the air 
and sea, would be sufficient to make its rotation 
pass from one axis to another—a change which, once 
commenced, would never again cease. 


246. EXPERIMENTAL ILLUSTRATION OF THE 
TENDENCY OF A BODY'S ROTATION ABOUT ANY 
OTHER AXIS, TO PASS INTO ONE ROUND ITS 
SHORTEST PRINCIPAL AXIS. 

Let a body be suspended, hanging by a string ; 
freely from any point which is not the extremity of its 


* Any such change, once commenced, would go on for ever, 
even when the first cause of it had ceased. 
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shortest principal axis of rotation ; and let the string 
then be rapidly turned round, which may be done by 
twisting it, and allowing it to untwist ; the body will 
thus be made to rotate about an axis which is not 
its shortest principal axis of rotation; its rotation 
will therefore tend to /eave this axis, and to pass 
into a rotation about its shortest principal axis; and 
it will do this with so great a force (if the motion 
be sufficiently rapid) as to overcome the bodies 
weight which tends to keep it in its first vertical 
position, so that it will gradually lift itself up, bring- 
ing its rotation continually nearer to its shortest 
principal axis; until, with a sufficiently rapid rota- 
tion, it will (so far as the eye can perceive) find 
that axis, and will rotate about it. 

A very ingenious instrument is constructed by 
Messrs. Watkins and Hill, of Charing Cross, by which 
this rotation is made easy. It 1s 
represented in the accompany- 
~y ing figure. A very siniple com- 
bination of wheels, which will 
be easily understood, from the 
cut, communicates a rapid rota- 
tion to the string, from which 
bodies of various forms are suse 
\ pended, from any other axe: 
than their shortest permanent 
axes. With different increasing 
velocities they alter their po- 
sitions, continually approaching 
to a rotation about their short- 
est principal axes. In the 
progress of this change, a remarkable optical phe- 
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nomenon presents itself. The body beginning to re- 
volve obliquely, the place to which each part of it 
returns, after the interval of a revolution, is, in the 
intermediate time, left vacant ; so that the sensation 
of vision is from that place received, not continu- 
ously, but impulsively. So rapid, however, are the 
impulses, that one sensation remains until it is re- 
‘placed by the next; and the body appears at one 
and the same time, to fill the whole space, whose 
parts it in reality occupies in succession ; — a phe- 
nomenon analogous to that of the continuous circle 
of flame shown by a fire-brand which is whirled 
rapidly round. 


947, THe Force WiTH wnicn A Bopy MOVES IS 
NEVER GENERATED INSTANTANEOUSLY. 


The force with which a stone falls, in the very 


first instant of its fall, would scarcely be perceptzble ; 
it continually accumulates as the stone descends, and 


if it were allowed continually to descend without 
resistance, would soon become irresistibly great. 
The force of a cannon ball is not communicated 
to it instuntaneously, but by impulses of the air 
liberated from the gunpowder, which impulscs are 
continually repeated until it finally leaves the barrel. 
The longer the barrel is, the longer these impulses 
are continued, and therefore the greater is the ac- 
cumulated force. In some parts of the eastern 
Archipelago, and in South America, the savages are 
accustomed to propel small poisoned arrows, to the 
shafts of which, tufts of feather are attached, through 
long slender tubes, by blowing into them ‘The 
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velocity is thus accumulated inthe arrow by continued 
impulses of the breath, until it leaves the tube, as in 
the bullet by a continual expansion of liberated gas. 
If a rope be attached to a ball fired from a can- 
non, as in Captain Manby’s apparatus for saving 
shipwrecked mariners, the rope will almost always 
be broken, for the rapid motion of the ball cannot 
instantaneously be communicated to the parts of the 
rope, nor so rapidly as the ball moves. The clasti- 
city of the rope has a tendency to prevent this 
rupture, because it allows of a certain motion of 
one part whilst the rest does not move, and during 
the time of this motion, it operates, to communicate 
the motion of the first part to the seconud.® 

The proverbial velocity of an arrow is due to the 
continued action of the bowestring upon it, as the 
bow expands; and it is for this reason that the 
distance of the flight is greatly dependant upon the 
length of the bow; the string remaining m contact 
with the arrow, and impelling it longer, as the bow 
by reason of its Jength, admits of being further 
drawn back. 

The baliste of the ancients, with which they throw 
great stones and arrows, are similar instanecs of the 
accumulation of velocity ; which was in thesc, pro- 
duced by the elastic force with which ropes extended 
and doubled, and then many timcs twisted, tended 
to untwist themselves 

Rams and goats, when they fight, recede before 
they rush upon one another, that they may gradually 
accumulate a great velocity of impact. 

* The motion is thus propagated through the rope like the 


undulation of an elastic medium. 
U 


290 ILLUSTRATIONS OF MECHANICS. 


The length of neck in some birds enables them to 
accumulate velocity in their heads through a great 
distance, and a blow from their beaks thus becomes 
of irresistible force ; and to a like cause is to be at- 
tributed the extraordinary violence with which a 
serpent infixes its fangs.® 


248. Ir a GUINEA BE PLACED UPON A CARD AND 
tHE WHOLE BALANCED ON THE TIP OF THE 
FiInGer, A suaAarnpe BLow STRUCK UPON THE 
EpGe oF THIS CARD WILL CAUSE IT TO SLIP 
FROM UNDER THE GUINEA, AND THE LATTER 
WILL BE LEFT ALONE ON THE FINGER. 


The force which tends to make the guinea move 
with the card, is its freetion upon it; this is but a 
small force, a comparatively dong continued action 
of which would be necessary, to communicate to 
the guinca a force of motion sufficient to cause it 
to move as fast as the card is made to move by the 
tinger. “This long continued action not being allowed, 
the guinea is made to move but very little, and the 
card passes from under it, leaving it nearly where it 
Was. 


019, THe Errrct oF Swincinc, Ripinc, ETC. ON 
THE CIRCULATJON OF THE BLOop. 


Dr. Arnot has pointed out a remarkable effect, 
which the principles which govern the communica 
tion of motion, probably have, upon the circulation 
of the blood. Tt as well known that in all the veins, 

® Serpents have been known, thus striking, to miss their prey, 
and unable to controul the violence of the blow, to drive their 
stings into their own bodies. 
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there are valves, which open towards the heart: 
now in some of the great veins which ascend from 
the lower part of the body to the heart, it cannot 
but be, that when the body is made to descend sud- 
denly, the blood should as it were be left behind it in 
the vein, on the same principle that if a phial partly 
filled with a liquid be made suddenly to descend, the 
liquid will be made to strike against the top. This 
tendency of the blood to remain behind, when the 
vein, descends in swinging or riding, or even in walk- 
ing, forces it through the valves of the vein, and thus 
probably quickens the circulation. The peculiar 
sensation felt in the descent of the body in swinging, 
is probably to be attributed to this cause. 


950. A CANDLE FIRED FROM A MUSKET WILL 
PIERCE THROUGH A THICK BoaRp. 


When a body is struck, it is forthe most part only 
a few of the points on its surface which receive the 
blow ; to communicate the effect of this blow, (the 
motion of the parts immediately about the point of 
impact) to all the rest of its mass, certain t&me is 
required. Thus when a soft body is struck in one 
place, a certain ¢2me is required, before the other parts 
of it can be made so to feel the effects of the blow 
as to admit of the surface yielding, greatly, even in 
the place where it is struck; and watil this is the 
case, the effect is the same as though the body were 
perfectly hard. It is thus that if the PALM oF THE 
HAND be struck with force on the surface of water, 
the blow will be resisted, at the first instant, almost 
as though by asolid body. Nay a MUSKET BALL 

u2 
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when fired against water is, it is said, repelled by it, 
and even flattened ; and a CANNON BALL fired over 
the surface of a smooth sea, rebounds from it, as 
from a hard plane. 

These circumstances sufficiently explain the per- 
foration of'a board by asoft body, like a candle, when 
fired from a musket. The parts of the candle can- 
not yield until after a certain ame; until that time 
has passed, they are like the parts of a solid, and 
before it has passed, the candle has gone through the 
door. 


25]. A MusKket BALL PASSES THROUGH A PANE 
OF GLASS WITHOUT CRACKING IT. 


The explanation of this fact is the same with that 
of the last, —the indentation of the surface produced 
by the first impact has not ¢ame to propagate itself, 
so as to crack the pane before the ball has passed 
through it. Thus, although if thrown by the hand 
it would shatter the whole ; being projected with this 
velocity, it carries away only so much, as will leave, 
room for it to pass ; and were the pane suspended by 
a thread it would not break the thread, or even cause 
it to oscillate. A sheet of paper placed edgeways 
may, for a like reason, be perforated by a pistol ball, 
without being knocked down ; and a door half open, 
pierced by a cannon ball without being shut. 

A cannon ball has been known to carry off the 
extremity of a musket, without the soldicr who carried 
it feeling the stroke; as the head of a thistle may, 
by a rapid blow be struck off, without perceptibly 
bending the stalk. It is fora like reason to that 
explained above, that a cannon ball moving with 
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great velocity passes through the side of a ship, leav- 
ing a clear aperture, whilst a spent ball splinters it. 


252. Tue ForRcE witTH WHICH A Bopy MOVES 15s 
NEVER DESTROYED INSTANTANEOUSLY. 


A cannon ball whichimpinges against a wall causes 
a certain yielding of the substance of the wall, and 
of its own substance before it is stopped ; this occu- 
pies tome. A bomb enters the ground some distance 
before its descent is arrested, and that building only 
is bomb proof, the covering of which is of a thick- 
ness exceeding the distance to which the bomb will 
thus of necessity sink in it. 

Bales of cotton lave sometimes been placed. to 
receive the impact of balls, and have stopped them, 
because by their elasticity they continually resist 
the progress of the ball as it enters them, and this 
continual resistance more effectually takes away their 
great force of motion (although in itself it is so 
small) than a much greater, but momentary resist- 
ance, would. 

Dr. Arnot has given avery striking illustration of 
this fact, drawn from the comparative strength of 
fron and hempen cables. 

A ROPE CABLE, being not far from the same in 
weight with an equal bulk of water, is so buoyed up 
by the water, as not to hang in any considerable 
curve from the ship to the anchor, but to be distended 
in a straight line, whilst an TRON CABLE being much 
heavier, hangs in a deep curve. Thus the force of 
the ship’s motion, as when at anchor she is beat about 
by the wind, can only be counteracted by the stretch- 

u 3 
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tng of the substance of the rope cable, whilst it is 
gradually counteracted merely by the tightening of 
the curve of the chain cable. 


253. ACCUMULATION AND DESTRUCTION OF THE 
Force of Motion ix A MovING Bopy. D1s- 
TINCTION BETWEEN Force oF Morion AND 
Force oF PRESSURE. 


Let the force of gravity be imagined to become 
for an instant exfinct, and a ball with a string at- 
tached to it, to be placed, in the void space, at some 
distance above a table, in the top of which is a 
small hole through which the string passes. Gra- 
vity being extinct, the ball will rest, unsupported, in 
the position in which it has been placed. Suppose 
now that the string is pulled, through the hole in 
the table, by a series of impulses, communicated to 
the ball: the foree of motion communicated to it 
by each of these impulses the ball will retain, for 
nothing opposes itsclf to its motion, and the force 
of motion in a body is indestructible, except by the 
action of some opposing force. Retaining thus 
the force of motion communicated to it by each 
impulse, the ball will at length, strike the table 
with an aggregate force of motion, equal exactly 
to the sum of all the separate impulses which it has 
received. Moreover, this will manifestly be the 
case whether it receives many or few impulses 
before it reaches the table, whether each of them 
be great or small, and whether they be commu- 
nicated at longer or shorter intervals of time. 
Thus it is true, if the impulses be infinitely near to 
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one another, or if the string is pulled continuously. 
Now, if the string be thus pulled continuously, the 
number of impulses which the ball receives before 
it reaches the table, must be ¢vfinite; so that the 
sum of all these must be infinite as compared with 
any one of them, and therefore the force of motion 
with which the ball strikes the table, infinite as com- 
pared with the force with which the string ts at any 
instant pulled. Now, let the ball res¢ upon the 
table, and let the string be pulled with precisely 
the same force as before, each separate impulse of 
the force with which the string is pulled, will now 
be encountered by the resistance of the table, 
whilst before, it was the accemulation of these 
impulses which it had to encounter. Morcover, 
each separate force Is infinitely small as compared 
with their sum. The table then, encounters in 
the one case a force infinitely greater than in the 
other. In the one case the force exerted upon the 
table by the ball was one of motion, in the other, 
one of pressure: this example points out the cha- 
racteristic difference between them, and thus it is 
seen that any force of motion is infinite as com- 
pared with any force of pressure, every force of mo- 
tion being the accumulation of an infinite number 
of elements, of which accumulation, every force of 
pressure is in the nature of ome element.* — It has, 
in fact, been shown in the immediately preceding 
articles, that force of motion in every case requires 
a finite tame, and the operation of a series of im- 


* If it be not one element of that actual sum, it is at any rate 
comparable to one of its elements, and bears a finite ratio to it. 
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pulses to its production, and is never generated 
instantaneously. It is in its nature an accumulation ; 
these impulses are the e/ements of that accu- 
mulation, and this time is necessary to their aggre- 
gation. That force of pressure and force of motion 
thus stand in the relation of parts to a whole, suf- 
ficiently accounts for many remarkable analogies 
between the phenomena of these two descriptions 
of force, and therefore between the seiences of 
Statics and Dynamics. 

Since foree of motionis the sum of a series of 
impulses, it is evident that a series of such im- 
pulses in an opposite direction, is required in any 
case to destroy it; and thus it is sufficiently explained 
why force of motion is never destroyed instan- 
taneously. 


254. GRAVITATION. 


Now, there pervades all material existences a 
force, analogous to that which we have been de- 
scribing by the illustration of a string continually 
pulling a ball. Every portion of matter, impels 
towards itself every other portion of matter, at 
every instant of time, and under every variety of 
circumstances in which these portions of matter 
may be placed, whether of repose or motion. The 
earth is a huge mass of matter, every particle of 
which thus exerts a continual attraction upon every 
other particle of it. This attraction produces in 
all bodies on its surface, a tendency to descend 
towards its centre. If this tendency be resisted by 
any intervening obstacle, so that each impulse of 
the earth’s attraction is separately counteracted, 
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there results a pressure upon the obstacle, called 
weIGHT. If there intervene no obstacle, the body 
moves towards the carth’s centre, continually aceu- 
mulating the impulses of its attraction, increasing 
the rapidity of its descent, and acquiring a greater 
and greater FORCE OF MOTION; Which force of mo- 
tion, being the accumulation of an infinite number 
of separate gravitating impulses, Is infinite as com- 
pared with the before-mentioned force of pressure 
or weight, which is in reality but ove of these 
impulses. The wonderful force of an impact. to 
overcome the resistance of the parts of any solid 
mass to rupture, is thus fully explained. Cohesive 
force is in the nature of a force of pressure, and 
therefore infinitely small as compared with any 
force of motion, so that it of necessity yields: to 
any impact, however slight, at the moment of im- 
pact. Thus a weight which, resting upon a table, 
does not even indent its surface, being let fall upon 
it, crushes it. 


255. No Force or Morion on IMPACT CAN BE 
COMPARED WITH, OR MEASURED BY, A WEIGHT. 


We cannot, for instance, say that the force with 
which a body moves, is a force of so many pounds, 
or so many times a given weight, for it is infi- 
nitely greater than any given weight. How, then, 
shall we compare the different quantities of this 
hidden but mighty principle, in different but equal 
portions of the same moving mass, or of different 
moving masses? Clearly by the quantities of mo- 
tion which it communicates to them (see art. 206.) 
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256. UNIFORM, ACCELERATED, AND RETARDED, 
MoTION. 


Motion is change of place. The motion of a 
body is said to be wuiform when the distance, be- 
tween the places occupied by it in any two successive 
instants of time, is always the same. It is accelerated 
when this distance, for any two successive instants, 
is greater than for the preceding two. 

It is retarded when it is less. 

The motion of a body, if it be uniform, is mea- 
sured by the space it actually describes in a given 
time. 

If it be aceclerated or retarded, its motion at any 
instant is measured by the space it would have de- 
scribed in a given time, had the motion, which it had 
at that instant, been continued uniformly through 
that time. The time thus used as the standard of 
comparison is one second. 


rn 


57. VELOCITY. 

The space which a body, moving uniformly, de- 
scribes In one second, or the space which a body 
whose motion is accelerated or retarded, would 
move through in one second, if its motion had con- 
tinued uniform during that second, is called its 
velocity. 


258. ACCELERATING ForcE. 
A body acted upon by a series of different im- 
pulses, or by a force which constantly impels it, 
acquires continually more velocity. 
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If the foree impelling the body be constant, the 
additional velocities communicated to the body by 
itin different equal intervals of time are equal; if the 
force be variable, the additional velocities thus com- 
municated to it are unequal. 

The additional velocity which the body actually 
acquires in each successive second of time, if it 
be impelled by a constant force, is called the ac- 
celerating force upon it; or if it be impelled by 
a variable force, the additional velocity which it 
would acquire, if from any given instant that force 
remained during one second of time a constant force, 
is called the accelerating force upon the: body at 
that instant. 

Since the body retains all its zverements of force, 
and therefore of velocity, its whole velocity after 
any number of seconds of time, from the commence- 
ment of its motion, will equal the velocity with 
which it first began to move, added to the increments 
of velocity which it has continually received. 


259. Tue LAw or THE ACCELERATING Force 
OF GRAVITY. 

Bodies moving to one another by reason of that 
attraction which pervades all matter, and is called 
gravitation, receive continually greater accessions 
of velocity in each second of time, as they approach 
one another more nearly. The accession of velocity 
or aceclerating force at any one distance from the 
centre of cither body, being to that at any other, as 
the square of the second distance 1s, to the square 
of the first. This law is usually cited as that of the 
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inverse square of the distance. The accelerating 
force of gravity being said to vary inversely, as the 
square of the distance. Thus bodies falling at the 
surface of the earth, receive continually greater in- 
crements of velocity in each second as they ap- 
proach its centre. Nevertheless the distance through 
which a body can be made to fall at the earth’s 
surface being exceeding small, as compared with the 
whole distance to its centre, this variation in the 
accelerating force of falling bodies is exceedingly 
small, and indeed imperceptible. 

For all practical purposes we may therefore con- 
sider the augmentations of velocity which a body 
falling at or near the earth’s surface receives, in 
each successive instant of time, to be the same. 
This constant accelerating force or increment of 
velocity will subsequently be shown by experiment 
to be 322 feet. 


260. GRAVITATION A FORCE INSEPARABLY AND 
UNIVERSALLY ASSOCIATED WITH MATTER. 


Gravitation is fixed in matter eternally and in- 
separably. No lapse of time wears it away, no 
modification of circumstances in which it can be 
placed —no appliance of artificial means — or power 
of other natural forces upon it, removes or can re- 
move, the slighzest conceivable portion of it. You 
may crush the parts of a body into a powder, apply 
to it the power of heat, and melt it into a liquid — 
or you may, by a yet intenser application of heat, 
dilate it into a gas; you may make of it a chemical 
solution; bring again to its original form of a 
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solid — analyse it again and again—combine and 
recombine it: through all these changes you will 
not in the slightest conceivable degree have affected 
the gravity or weight of any one of its particles. 

Not only is the power of gravitating thus wnalter- 
ably infixed in matter, but it is infixed in it unzver- 
sally. 

There is no place on the earth’s surface where 
there is matter and* not weight—there is no matter 
known to exist in owr system of the universe, which 
does not gravitate; and if we carry on our inquiries 
beyond the limits of our system, into the fathomless 
depths of space, we find there the sTaks gravitating 
towards one another. It is a recent discovery of 
astronomy, that those multiple stars which, being 
examined by powerful telescopes, are seen to revolve 
round one another, and of which there are many, 
are in their motions subject to certain laws, which 
prove them to be attracted towards one another by 
the foree of gravity— or rather by a force subject 
to the same laws as that which attracts all things on 
the surface of our earth towards its centre, and our 
earth itself towards the sun. 

Such is the eternal, immutable nature of gravita- 
tion, and such is its universality. 

Althongh the foree of gravity thus cocxists uni- 
versally with matter, yet doves it not reside in the 
same manner and degree in all matter ; there is not, 
for instance, throughout all matter the same quantity 
of the principle of gravitation (whatever it may be) 
associated with the same volume. 

Thus the component materials of the planets are 
such, that were they all of the same volume or size, 
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they wouid not, nevertheless, all weigh the same. 
And it is scarecly possible to take up any two por- 
tions of the matter which composes the earth’s sur- 
face of which, equal volumes, would be found to 
have the same weight or gravitating power. 


261. THe GRAVITATION OF THE BODIES AROUND 
US TO THE GREAT MAss oF THE EARTH, IS 
A SENSIBLE Forck ; THEIR GRAVITATION TO- 
WARDS ONE ANOTHER, ALMOST INSENSIBLE. 


Gravitation is the aggregate of the attractions of 
the elements of which the earth is composed, cach 
such element attracting each other; thus the pebble 
under our feet is attracted, individually, by every 
other of the pebbles, that are scattered around it; and 
by all those that are strewed over the earth's wide 
surface—by every particle of fluid, air, or water, upon 
the earth, and by every atom of its solid substance. 
Whilst the aggregate of the attractions of the ele- 
ments which compose the earth is a finite aud sen- 
sible force, thus known to us as gravitation, the 
mutual attractions of any of these finite portions of 
it, which come within the scope of our immediate 
observation, are so small as to be insensible, except 
to the most delicate admeasurements, All the sen- 
sible objects around us, no doubt, gravitate towards 
one another, although we do not perceive it, by rea- 
son of the exceeding small amount of their gravitating 
power, and the forces which, in every case, oppose 
themselves to its taking effect. Thus, if I take up 
two stones which lie side by side, I immediately 
perceive the attraction of the great mass of the earth 
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upon them, but I remain wholly unconscious of their 
attraction upon one another. 

If two balls of lead were suspended by strings 
from the ceiling of a room at the same height, they 
would gravitate towards one another, and did no force 
oppose itself to their motion, however small the force 
of their gravitation, they would approach to con- 
tact. But whilst they are thus attracted towards 
one another, each is attracted by all the elements 
which compose the great mass of the earth, and the 
direction of this much greater attraction must in 
each be disturbed, before they can, in obedience to 
their mutual gravitation, approach one another; their 
approach is thus rendered so small as to be cnper- 
ceptible. If they were placed on a horizontal plane, 
their friction upon it would in ike manner be sufh- 
cient to retain them apart, and if they floated in a 
fluid—the resistance of the fluid. Nevertheless 
there are cases in which attraction of gravitation 
may be rendered sensible, in comparatively small 
masses of matter. 


962. THnek ATTRACTION OF MOUNTAINS. 


The greatest meuntain on the earth’s surface is 
not the 59th millionth of its bulk ; the attraction of 
such a mountain upon a ball of Jead is, therefore, 
as nothing. compared with the attraction of the whole 
earth upon that ball of lead: yet would this attrac- 
tion produce a deviation of the plumb line which 
might be rendered sensible. Bouguer was the first 
who traced a deviation of the plumb line from the 
attraction of a mountain. On the sides of Clim- 
borago, the highest of the Andes, by observations 
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made under circumstances of extraordinary diff. 
culty, he ascertained that mountain to attract the 
plumb line 7” or 8" from the perpendicular. Chim- 
boraco is volcanic, and its attraction is diminished 
by an immense cavity which it encloses. 

In 1772 Maskelyne, by observations similarly 
made at the foot of Mount Shehallian in Scotland, 
found a deviation of the plumb line of 54%. 

In 182¢ M. Carlini found the attraction of Mount 
Cenis to produce a variation in the oscillations of a 
pendulum, to correct which it was necessary to 
lengthen it by the OOS2677th of an inch. These 
experiments of Maskelyne and Carlini present a 
means of comparing the attractions of the earth and 
the mountain in cach case, and therefore the masses 
or quantities of matter in the earth and mountain, 
which masses are proportional to their attractions ; 
and the quantity of matter in the mountain being 
estumated, by observing of what material it is com- 
posed, and measuring its bulk; we are enabled to 
tell, from this comparison, what is the actual quan- 
tity of the material, or the mass, of the earth. 
Knowing thus the quantity of matter in the earth, 
and knowing also, from astronomical admeasure- 
ments, its bulk or volume, we can tell its mean den- 
sity. The observation of Maskelyne gave 4:56 for 
this mean density, and that of Carlini 4:39. From 
the near agreement of these two observations, we 
conclude, with great probability, that the carth’s 
mean density is about four times that of water. 
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263. THe ExpERIMENTS OF CAVENDISH. 


To the deviation of the plumb line the weight of 
the plummet opposes itself. It is evident that a much 
more delicate test of the existence of an attraction 
would be obtained, if the plummet could be balanced. 
No contrivance of this kind can, however, be made 
to show the attraction of a mountain, because the 
attraction of so great and comparatively distant a 
mass, would affect equally the ball and the counter- 
poise; but such a contrivance may be applied to 
show the attraction of aless and nearer mass; and, with 
this more delicate indication, the attraction of a mass 
very greatly less, has been rendered even more sen- 
sible than that of the mountain, upon the plumb 
line. The following is the admirable experiment of 
Cavendish. A and B are two balls of lead fixed to 





the extremities of a lever, and capable of being put 
in motion round an axis which coincides with cd 
produced. a and 8 are two smaller balls suspended, 
by slender silver wires, from the extremities of a 
rod ef: The wires which suspend these balls are 
afterwards continued to meet in d, where the whole 
is suspended by a third wire ed, about which, the 
least conceivable force is sufficient, to communicate, 
x 
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motion to the rod and its suspended balls. The 
whole of this last-mentioned apparatus, of the rod 
and smaller balls, is contained, and separated from 
the rest, by a case, adapted to its form and to the 
motion which is to be given it. The section of this 
case is represented in the figure by the shaded line ; 
it is intended to protect the motion of the balls 
from any impulses of the air. That the oscillations 
of the balls may be seen, small apertures are left in 
the case at e and f, at the extremities of the rod. 
Yet, more effectually to get rid of causes of dis- 
turbance, and to obtain a uniform temperature, 
Cavendish inclosed the whole of his apparatus in 
a room, without door or window, and into which 
was no other aperture than one for the admis- 
sion of the reflected light and heat of a lamp, 
and a second in which was fixcd a tclescope T, 
through which the extremity of the rod might be 
seen. The lever, or arm, which carried the balls A 
and B, could be turned by a mechanical contrivance 
adapted to that purpose, to which motion was given 
outside of the chamber. When this arm was thus 
turned, its position was of necessity made to cross 
that of the light rod ef, carrying the lesser balls a 
and 6; and the greater balls were thus placed in 
such a position that their attractions upon the lesser 
balls should both conspire to turn the rod ef; to 
which motion of the rod, no other force would op- 
pose itself than the feeble resistance to torsion of 
the wire ed. 

In the experiments of Cavendish, the large balls 
A and B were, in weight, somewhat more than 3 ewt. 
each; and their attraction upon the smaller balls, 
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when the arm carrying them was deflected, was 
sufficient immediately to cause a deflection of the 
rod ef, which, after a number of oscillations on 
either side, at length took up a position nearly in 
the line joining the centres of the greater balls, 
deviating from that position only by the amount 
due to the torsion of the wire cd. It appears from 
theory, that the time of each oscillation, before the 
rod eventually rests, is a measure of the attraction of 
the balls, and sufficient to determine it, allowance 
being made for the effects of the torsion. And it 
was thus that Cavendish determined the attractions 
of the greater balls upon the less; this he compared 
with the attraction of the earth upon these lesser 
balls; and thus he was enabled to compare the 
mass of the earth with the mass of the greater balls; 
and knowing the size of the earth and the size of 
the balls, he thence obtained a comparison between 
the densities of the two ; that is, between the density 
of the earth and the density of lead. He thus 
found the density of the earth to be 5°48, or about 
54 times that of water. 

The mass of the earth is a unit, in terms of which, 
the astronomer determines the masses of all the 
bodies of our system of the universe. 

The apparatus of Cavendish is therefore, in fuct, 
a scale in which the earth, sun, moon, and planets, 
may be considered to have been weighed. 
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964. THe ATTRACTION OF THE EARTH WOULD 
CAUSE ALL Boplgs, WHETHER THEY WERE 
LIGHT OR HEAVY, TO FALL TOWARDS ITS SuUR- 
FACE WITH THE SAME RAPIDITY, WERE IT NOT 
FOR THE RESISTANCE OF THE AIR. 


If a light body—a piece of paper for instance— 
and a heavy, but less, body —a piece of metal—be let 
fall from any height, at the same time, the heavy body 
will soon be seen to have passed the other, and it will 
reach the earth before it. That the air is the prin- 
cipal cause of this difference may at once be shown, 
by doubling up the paper till it is nearly of the 
same size with the metal; they will then fall nearly 
in the same times. But the question may be sub- 
mitted to the test of a conclusive experiment. It is 
a common experiment with the air-pump to adapt 
to the top of the interior of a high glass tube, a me- 
chanical contrivance, on which a piece of money 
and a feather being placed, they can both be let fall 
at the same Instant, by turning a screw on the out- 
side of the tube. This tube is placed upon the 
plate of an air-pump, and the air having been ex- 
tracted from it, the screw is turned, and the piece 
of money and the feather being let fall at the same 
instant, reach also the bottom of the tube together. 
If the experiment be repeated with the air only 
partially extracted from the tube, the coin will a 
little gain upon the feather; and if no air be ex- 
tracted, the difference of the times of descent will 
be considerable. 
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965. THe VELOCITY WHICH IS COMMUNICATED TO 
A Bopy FALLING FREELY BY GRAVITY. 


Bodies falling freely, near the earth’s surface, 
have communicated to them, equal additions of 
velocity in equal times; and since by the first law 
of motion (art. 93.) none of these increments of the 
velocity are lost *, but all accumulated in the falling 
body ; it follows, that its actual amount at any time, 
must be proportional to the time during which the 
body has fallen. If, for instance, a body has fallen 
through ten seconds, since in each second the attrac- 
of the earth will have communicated to it the same 
addition of velocity, and since all these additions of 
velocity will be retained in it, its actual velocity must 
be five times that which it would have had after 
falling one second. 

The velocity which gravity thus communicates to 
a falling body in each second of time near the earth’s 
surface is 32} feet ; so that after falling five seconds, 
its velocity will be five times this amount, after ten 
seconds ten times this amount, and so on. 

This velocity is so great, that it would never have 
been possible to ascertain its amount by direct ob- 
servations on the fall of heavy bodies. 

Could we, however, by any contrivance neutralise 
the gravitating tendency of a body to any known 
amount, — reduce it, for instance, to one-half, or 
one-tenth, or one-hundredth of what it was, since we 
should diminish the velocity, communicated to it in 


® The resistance of the air is here put out of the question. 
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each second, precisely to the same amount, we 
might thus render its motions so slow, that they 
might be: observed and measured; we might thus 
find the amount of the additional velocity actually 
communicated to it in each second, and this multi- 
plied by the known number of times by which we 
had previously diminished the force of its gravity, 
would give us the velocity which that force would 
communicate in each second, when undiminished. 
This is the object of Atwood’s machine. 


*966. ATwoop’s MACHINE. 


Let m and n be two equal weights, suspended at 
the extremities of a string, which passes 
over a pulley, as shown in the figure, and 
imagine the pulley to be without friction, 
and the string to be without weight and 
perfectly flexible. It is clear that the 
weights m and n being equal, the tend- 
ency of each to descend, will be exactly 

** neutralised by that of the other, and they 
will rest. Let now a small weight 4, 
equal to any known fraction of m and 
n, say the tenth of either or the twentieth 
of their sum, be added to m. No force 

whatever will act to counteract that with which « 

tends to descend — for all the force in m and 2 

is neutralised — no portion of the force with 

which » tends to descend will therefore be destroyed. 

It will nevertheless not take effect in such a way, as 

to cause » to descend as it would, if it descended 

freely ; for % cannot move without communicating 
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an egual motion to m and ». Throughout the 
bodies m » and », an equal force must therefore be 
distributed, to produce this motion ; and that force 
can only come from the gravitating force of # ; this 
force, being that with which »« would actually oe 
scend if left to itself, is therefore, by this contriv- 
ance, made to be equally distributed through the 
bodies m » and », and to operate upon them in 
common, with an energy less, in proportion, as the 
mass through which it is thus diffused is greater. 
In the case we have supposed, the mass through 
which this force of « is thus diffused, is equal to 
twenty-one times »; the force actually existing in 
each portion of it, is therefore the 21st part of what 
it was in each portion of y», and » will, in this com- 
bination, descend with z1,st part of the force that it 
would, if it descended freely ; that is with ~A,st part 
of the ordinary force of gravity. This change being 
made in the amount of the force effective on » leaves, 
nevertheless, the law under which that force takes 
effect the same, and reducing the velocity which it 
produces in each second to the 21st part, enables 
us to measure that velocity, and, taking it twenty- 
one times, to estimate what it would be if the body 
fell freely. 

The conditions we have supposed of a perfect 
absence of friction in the pulley, and of weight and 
eeieiaeminiene cuctl 
»in the machine shown 
in the accompanying figure, which is called At- 
woods machine, and which serves, when accurately 


constructed, to verify the law of the descent of heavy 
bodies with great precision, 
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The string is a slender thread of silk, and, to get 
rid of friction, the axle of the pulley Q is made to 
Jig. 75. rest, at each extremity, upon 
the circumferences of two 
Wheels, which turn with it, 
and thus offer a greatly less 
resistance to its motion than 
a collar would. These wheels 
being made with great care, 
and accurately balanced, and 
their axes being very small, 
the various resistances to the 
motion of the pulley, are ina 
great degree got rid of. 

A pendulum clock R, beat- 
ing seconds, is athxed to the 
machine, and there is a me- 
chanical contrivance connect- 
ed with it, by which the pulley 
is set free, and the descent ot 
the weights madeto commence, 
y at the commencement of a 
particular second. The gra- 
vitation of the weight pu, con- 
tinually adding to the velocity with which the bodies 
move, in order to determine that velocity at any 
particular instant, it becomes necessary to remove, 
at that instant, the cause of acceleration, so that the 
motion may continue, for a time, the same as it 
was then. This is done by causing the descending 
body to pass through a ring P, moveable along 
a vertical scale. By trial, this ring is fixed in 
such a position, that the descending weight shall 
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pass through it, precisely at the instant at which 
the velocity is to be measured; after one, two, 
three, or any other number of beats of the pendu- 
lum ; the weight 4, which is to produce the motion 
is moreover made of the form of a small rod or 
bar, of a length greater than the diameter of the 
ring. Thus, whilst the two weights m and yp, are in 
the act of passing through the ring, —that is, at the 
instant for which the velocity was to be measured — 
the weight » will be removed; and no force, thus, 
remaining to accelerate the motion, it will become 
uniform, and may be measured. In order to effect 
this measurement, a flat piece of wood, moveable 
along the scale, is placed, by trial, in such a posi- 
tion, that the descending weight shall strike it pre- 
cisely after one beat of the pendulum from the time 
when it passed through the ring. The distance 
marked upon the scale between the position of P, 
and that of this second sliding piece. measures the 
space, which the descending body describes, uni- 
formly, in one second, with the velocity which it 
had acquired at the instant of passing through P,— 
that is, after the given known number of seconds 
of its motion. Now it is found by these experiments 
that the velocity, thus acquired, in a descent of two 
seconds, is double of that acquired in a descent of 
one second ; that acquired in a descent of three 
seconds, triple, that acquired in four seconds, quad- 
ruple, &c. 

Thus then, the body, thus falling acquires in each 
second ean equal amount of additional velocity, 
which (if, as we have supposed, p is >4th of 
m or n,) is »,;st part of the velocity which it 
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would have acquired, had it fallen freely : so that 
a body falling freely, would acquire equal additions 
to its velocity in each second. From experiments 
thus made, it is found that the addition made toa 
body's velocity in each second of its descent, when 
it falls freely, near,the earth's surface, is 32; feet, 
or more accurately 386 28 inches. 

This is its increase of velocity in each second, 
near the earth’s surface. It would not be the same 
at greater distances from it: at twice the distance 
from the earth’s centre that we are, it would only 
be 3th what it is here; at three times the distance 
4th; and four times the distance, 5/,th; at five 
times ~, th. The law of this variation, which is 
easily seen, is called that of the inverse square of 
the distance. 


267. Descent oF A Bopy By GRAVITY. 


It has been shown (art. 266.), that a body, 
whatever may be its weight, descending freely by 
gravity, near the earth's surface, always increases 
the velocity with which it descends, by 32) feet, 
during every second, of its descent. 

From this it may be calculated, that the space 
through which it descends in a given number of 
seconds, is equal to the square* of that number, 
multiplied by one half of 32; feet, or by 16,4; feet. 
Thus, for instance, a body which descends freely 
by gravity, during two seconds, will fall through a 
space equal to the square of 2, that is 4, multiplied 


* The square of a number is the product of that number 
when multiplied by itself. 
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by 16-1; feet; or it will fall, in that time, through 
644 feet. In 3 seconds, it will fall through 9 times 
16,15 feet, or 1443 feet. In 4 seconds, through 16 
times 16-4; feet, or 2574 feet. In 18 seconds, 
through 324 times 16-7, feet, or 5211 feet—that is, 
a mile within 57 feet. 

From this relation, of the space to the time, and 
from the consideration that the velocity, after any 
number of seconds, is equal to 32} feet multiplied 
by that number of seconds, it is easily found, that 
the velocity acquired in falling through a given 
height, must equal the square root of the product, of 
32) feet by twice that height. Thus, for instance, 
the velocity acquired in falling through 1442 feet, 
must equal the square root of 2894 feet, multiplied 
by 324; which multiplication being performed, and 
the square root extracted, there will be obtained the 
number 963, for the number of feet per second 
of the velocity of the body, after it has fallen 
that height. By a similar calculation, the velocity 
acquired in falling through 257} fect will be 
found to be 128% feet, and that acquired in falling 
through 5211 feet, 579 feet. 

The velocity acquired by a body in thus falling 
through any given height, is called the velocity due 
to that height. 


268. A Bopy PROJECTED DOWNWARDS OR 
UPWARDS, 


If the body have not acquired its whole velocity 
in falling, but has been projected downwards, it will 
retain the velocity of its projection, and acquire, 
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besides, an increment of velocity of 32) feet, in 
each successive second. Thus the whole velocity 
will equal that of projection, added to the product, of 
32} feet, by the number of seconds, during which 
the body has descended. 

If the body be projected upwards, instead of 
downwards, its velocity upwards, will be diminished 
by 321 feet in every second, until it is wholly de- 
stroyed. The body will then begin to fall, and its 
velocity, will from that time, increase continually by 
32} feet per second as before. 

Since, in its descent, the body will acquire, in each 
second, as much velocity as it lost, in its ascent ; and 
that in the seconds which intervened, between any 
period in the ascent and the period of its greatest 
ascent, the body lost all the velocity it had at the first 
mentioued period; also, since it will acquire just so 
much velocity in descending, through that number 
of seconds; it follows that the body has, at any 
number of seconds after the period of its greatest 
height, just the same velocity which it had, at as 
many seconds before it attained that greatest height ; 
and thus that, the velocities of its ascent and descent 
being in every successive instant (measuring the 
time from the period of its greatest height) the 
same, its motion in every respect, and the spaces it 
describes, will be the same. 

Thus, the times of its ascent and descent, will be 
the same; and it will return to the earth’s surface 
with the same velocity, with which it was projected 
from it 
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269. To FIND THE DepTu OF A WELL BY LETTING 
A STONE FALL INTO IT. 


Let the number of seconds between the time when 
the stone is let fall, and that when the sound of its 
striking the bottom reaches the ear, be observed. 
This will best be done by counting the beats of a 
seconds pendulum. This time includes that of the 
falling of the stone to the bottom and the return of 
the sound to the ear. The velocity of sound being 
assumed to be uniform, and at the rate of 1130 feet 
per second * ; a very simple algebraical calculation, 
gives us the following approximate rule: “ Mul- 
tiply the, square of the observed number of seconds, 
by 565, and divide the product, by the observed 
number of seconds increased by 35, the quotient 
will be the depth of the well, in feet.” 

Thus, let it be supposed, that 5 seconds intervene, 
between the instant when the stone is Iet fall and 
that when it is heard to strike the bottom. The 
square of 5 is 25, and this multiplied 565, gives the 
product 14,125, which is to be divided by 5 in- 
creased by 35, that is, by 40. The quotient of this 
division is 3531, which is nearly the depth of the 
well, in feet. 


270. VELOCITY OF THE DESCENT OF A Bopy 
UPON AN INCLINED PLANE. 


If a body be supposed to slide down an inclined 
plane, without any resistance, it will acquire, when 


* The experiments of Flamstead and Halley give 1142 feet 
for the velocity of sound. Recent experiments appear, however, 
to show it to be yet less than the number we have assumed. 
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it reaches the bottom, a velocity, precisely equal to 
that which it would acquire, by falling freely to the 
same level, from a height equal to that of the plane. 
Thus; if the point from which it fell beat a per- 
pendicular height of 144% feet above the base, the 
velocity acquired by falling down the plane will be 
964 feet per second; that being the velocity which 
it would have acquired by falling freely, or without 
the plane, through 144: feet (art. 267.). The velocity 
is thus, entirely ¢ndependant of the length of the plane, 
and is the same, for instance, for a body falling down 
a plane which is twice the length of another, provided 
its height be the same. This may be easily under- 
stood. The resistance of the plane, tends to 
neutralise the gravitating force of the descending 
body, in a degree dependant upon the smallness of 
its inclination. If it be not inclined at all, or per- 
fectly horizontal, it ent¢redy neutralises the gravitating 
force, so that the body does not descend at all ; if it 
be slightly inclined it takes away some, but not all the 
gravitating power, and the body descends slowly; if 
it be greatly inclined it takes away but Jiétle, and 
the body descends rapidly. Now if the inclined 
plane be but little inclined, it must be of great length 
to have a certain perpendicular hergAt, and therefore 
the body, descending slowly, must be long in de- 
scending it; if it be more inclined, the length cor- 
responding to that height is less, and the time of 
describing it, less; so that as on the one hand, 
by making the plane more and more inclined, 
Jess and less of the body’s gravity is taken away 
from it; on the other hand, the time through which 
that gravity acts upon it in its descent, becomes, 
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with this increasing inclination, less and less; and, 
by aremarkable relation, it happens, that these causes 
just compensate one another. The greater time of 
descending the longer plane just compensates for the 
less force with which the body descends it; so that the 
whole velocity which that less force communicates, 
acting through that longer time, is Just equal to the 
whole velocity which the greater force communicates, 
acting through the less time ; and in both cases the 
same amount of velocity is ultimately produced. 


971. VELocITY OF DESCENT UPON A CURVE. 


When a body descends freely upon a curve, the 
resistance of the curve neutralises, not as in the 
inclined plane, the same portions of its gravitating 
force at all points of its descent ; but different por- 
tions of it at different points. Nevertheless the 
velocity acquired in the descent is subject to the 
sane law as that acquired on the inclined plane ; 
it is the velocity due to the height, the velocity 
Which the body would acquire in falling freely from 
a height, equal to that of the point from which it 
has descended, above that to which it has descended, 
upon the curve. This remarkable property obtains, 
whatever may be the form or the length of the curve 
—or rather it is a property which would obtain, if 
there were no resistance of the air, and no friction 


272. Time oF A Bopy’s DESCENT UPON A CURVE. 


The quantity of the descending body’s gravitating 
force, which at each point of its descent is neutral- 
ised by the resistance of the curve, depends upon 
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the tnclination of the element* of the curve, at that 
point, to the horizon. Now by varying the form of 
the curve, we can im any way vary this inclination ; 
we can therefore in any way vary and modify the 
unneutralised or effective gravitation of the body, 
so that from a force acting with the same energy at 
all points (as in the case of free descent, or of de- 
scent upon an inclined plane), we can convert it 
into a force, varying, according to any law, from 
point to point. Now if the effective force on the 
descending body, could by any form of the curve 
on which it descends, be thus so modified as to vary 
directly as its distance along the curve, from the 
point where its descent is to terminate, then would 
the time of its descent te that point be the same, 
from however great a distance along the curve it 
had descended to reach it. 
Thus if the form of a curve, A B, could be so 
B contrived that, (its resistance 
&p neutralising, at every point, 
a certain portion of the force 
by which a body descend- 
F ing upon it, would other- 
wise be accelerated), that 
Q which remutned should, at 
£ each point of its descent, be 
. proportional to the distance 
4: of that point from the point 
A, to which the body is to descend; then the 
time required by the body to descend from any 


Nae 16. P 


* The curve may be supposed to be made up of an infinite 
number of exceedingly small straight lines, and the element 
here spoken of to be one of these lines. 
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point P on the curve, to A, would be precisely the 
same, as the time required to descend froia Q to A, 
or from B to A. 

This may be understood without much difficulty. 
Let us suppose that the distance measured along 
the curve from A to P is twice that measured from 
A to Q, then the force accelerating a body which 
falls from P, is, by supposition, twice that accelerat- 
ing a body which falls from Q; and in the first second 
the body falling from P, will fall, along the curve, 
twice as far as that from Q. Let P be the place 
which the one body reaches at the end of the first 
second, and Q, that which the other reaches. There- 
fore PP, is equal to twice QQ,, and hence it is 
easily seen, that since A P is twice AQ, A P, must 
be twice AQ, Since then after the éxpiration of 
the first second, one body is twice as far from A as 
the other, the force urging the one down the curve 
at the commencement of the second second, is twice 
that urging the other, so that during the second 
second the one will acquire, by the action of this 
force, twice as much additional velocity as the other 
will acquire. Also it begun that second with twice 
as much velocity as the other. The one beginning 
the second, then with twice the velocity of the other, 
and acquiring twice as much additional velocity 
during the second, must move during the second 
through twice the space. Thus, if P, and Q, be, 
respectively, the places of the bodies after the second 
second, then P, P, equals twice Q,Q,. And rea- 
soning in the same way, in respect to the third 
second and every succeeding second, we shall find 
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that daring each second, the one body describes 
twice the space that the other does. After the 
number of seconds which will bring then the body 
which fell from Q to A, the body which fell from 
P, (having described in each second twice as great a 
distance as the other,) will on the whole, have de- 
scribed a space equal to twice Q A; that is it wilh 
have described the whole space P A. Or, in other 
words, ¢é too will at that instant have arrived at A. 
The same reasoning applies whatever proportion 
the distances of the two bodies from A may have 
borne at the beginning of their motion. They will, 
on the supposition which has been made, arrive a: 
the same instant at A. A curve possessing the 
property we have supposed, is called a tautochronous 
or tsochronous curve. 


273. THE CyYCLOID IS AN ISOCHRONOUS CURVE. 


If, exactly on the circumference of a circular 
‘board A B, the point of a pencil P were fixed, and, 


Jig. 77. 





the board being laid flat on a piece of paper, if it 
were then made to roll along the straight edge of a 
rule C D, the pencil would describe on the paper a 
curve called a cycloid; and this curve would pos- 
sess the property of tsochronism described in the 
last article. If a piece of wood or metal were 
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bent exactly to the form of this curve, and if, 
being placed upright, balls were allowed to roll from 
different points in it; then, if there were no resist- 
ance of -friction or the air, these would be found 
all to reach the lowest point of the curve in the 
same time. 


274. To MAKE A PENDULUM OSCILLATE IN A 
CyYCLOID. 


A body cannot rofl on a curved surface, such as 
that supposed in the last article, without friction; 
and this friction cannot but materially interfere 
with the equality of the times of its descent. The 
most effectual way of getting ‘rid of this friction is 
to substitute, for the resistance of the curve, the ten- 
sion of a string, to which the body is suspended ; 
provided the tension of this string can be made to 
act at every puint precisely as the reaction of the 
curve does. Thus, for instance, if the curve were 
a circle, this would be easy. A body suspended 
from a string and allowed to oscillate, would os- 
cillate precisely under the same circumstances 
that a body sliding without friction on the surface 
of a circle would. The tension of the string, 
and the reaction of the surface, being both of 
them forces perpendicular to the circumference of 
the circle, and acting so as to keep the body in the 
circle, 

To make a body, suspended from a string, de- 
scend of itself in a curve of the form of a cycloid, 
the direction of the string being always perpendicu- 
lar to the direction of the descent, would, however, 

YZ 
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seem to be nearly an impossible task ; nevertheless, 
by a remarkable property of the cycloid, it is easily 
effected. That proporty is the following :— 

If there be shaped out two surfaces, accurately of 
the form of half cycloids, as represented by AB and 
AC, and if they be placed to- 
gether so that their extremities 
join in A, and their bases are 
in the same horizontal line; 

es ” and if a body P be suspended 
a cena between them from the point 
A, by a string whose length is such that it will 
just wind over cither of the half cycloids from A 
to B or from A to C; then, this body being left to 
itself, the string will, in the subsequent oscil- 
lations, so wind itself on the cycloidal cheeks AB 
and AC, and unwind itself from them, as to cause 
the body to describe a curve BDC, which is ac- 
curately a cycloid. Thus, then, from whatever 
point it is made to fall, the body P will, under 
these circumstances, fall in the same time to D, 
and passing that point, to whatever height in the 
opposite curve DC it ascends, it will fall from that 
point back again to D in the same time. So that 
all its oscillations will be tsochronous, or performed 
in the equal times. That great desideratum, a 
perfectly isochronous pendulum, would, by this 
contrivance, be obtained, were it not that it is im- 
possible to find any substance of which the string 
AP can be formed, which shall be sufficiently 
strong, and yet so flexible, that no force shall be 
required to bend it on the two cycloidal checks, and 
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such, that no adherence shall take place between 
itand them. These causes of error, slight as they 
appear, are yet sufficient so materially to affect the 
oscillations of a pendulum thus formed, as to render 
it greatly inferior to the simple pendulum, which 
we are about to describe. 


275. Tue Simple PENDULUM. 


If a line were drawn from D to A (see fig. 78. in 
last article), then a circle described from the point 
A with the radius AD, would accurately coincide 
with the eyeloid BDC at D and for some short 
distance on either side of that point; so that a 
body, suspended by a string from the first-men- 
tioned point, and oscillating freely in this circle, 
would, in point of fact, for some distance on either 
side of D, be oscillating in the cycloid BDC, and 
its oscillations would therefore be isochronous, 80 
long as they were confined within that limited dis- 
tance on cither side of D; but if they exceeded that 
distance, then the path of the body thus suspended, 
deviating from the cycloid, the oscillations would 
deviate from their isochronism. Thus then we 
have a simple pendulum whose small oscillations 
are isochronous. Moreover, the cycloids AB and 
AC may be made of any size; therefore AD may 
be of any length, so that the pendulum may be of 
any length. From which it follows that the small 
oscillations of a simple pendulum, of any length 
whatever, are isochronous. 

This law of the isochronism of the simple pen- 
dulum, was one of the discoveries of Galileo. It 

y 3 


326 ° ILLUSTRATIONS OF MECHANICS. 


was first observed by him, it is said, when very 
young, in the oscillations of a lamp suspended 
from the roof of the metropolitan church of Pisa. 
He was struck by the equality of the times in 
which the lamp returned from oscillation to oscil- 
lation, as its motion gradually subsided; and this 
observation of a child became in the mind of the 
man, a principle of philosophy, on which some 
of the greatest discoveries of science have been 
founded. 


276. To DETERMINE THE TIME IN WHICH A 
PENDULUM OF ANY GIVEN LENGTH WILL 
PERFORM ITS OSCILLATIONS. 


The oscillations of a simple pendulum, which are 
made in a circle, coincide, if they be small, with 
oscillations in a eyclotd. From this consideration 
it is shown by an easy process of the integral cal- 
culus (see Pratt's Mechanics, p. 370.), that the 
number of seconds occupied by each oscillation of 
a pendulum of a given length, in this country 
(where the force of gravity is such as to accelerate 
the descent of a falling body by 322 feet, or more 
accurately by 32:19084 feet in each second), may 
be found by extracting the square root of the 
length of the pendulum (measured in fect), and mul- 
tiplying this square root by the decimal 0:55372. * 
Thus, if it were required to find what would be the 


* This rule is represented by the algebraical formula 
t=0°55372 / L, where ¢ is the time of an oscillation in seconds, 
and L the length of the pendulum in feet. 
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time between each beat of a pendulum 9 fect long, 
we must extract the square root of 9, which gives 
us 3, and multiply °55372 by this square root; 
whence we have 1°66116 for the number of seconds 


277. To DETERMINE WHAT MUST BE THE LENGTH 
OF A SIMPLE PENDULUM, SO AS TO BEAT ANY 
GIVEN NUMBER OF SECONDS. 


By a simple transformation of the rule in the 
last artiele, which every one acquainted with al- 
gebra will understand, we obtain a rule to determine 
what must be the length of a pendulum, that its 
oscillations may be of any duration that we may 
require. “ Square, or multiply by itself, the number 
of seconds which the pendulum is to beat, and 
multiply this result by the number 3°2616, the 
product will the required Jength in feet.” Let it 
be required for instance, to find what must be the 
length of a pendulum, so as to beat once in every 
2 seconds. Squaring 2 we get the number 4, and 
multiplying this number by 3-2616, we have 13°0464, 
or a little more than 13, for the number of feet. 
If it were required to find the length of a pendulum 
which would beat single seconds, we must square 1, 
which gives us 1, and this, multiplied by 3°2616, 
gives 3-2616, or somewhat more than 34 for the 
length in fect. 


y¥4 
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278. To MEASURE THE Force or GRAVITY AT 
ANy PLACE, BY OBSERVING THE BEATS OF A 
PENDULUM. 


The force which causes the motion of a pendulum 
is gravity ; its motion at any place must therefore 
be dependant upon the energy of the foree of gra- 
vity at that place. The following is the very simple 
relation which connects them. “ If the length of the 
pendulum were divided, by the additional velocity 
which gravity communicates to a falling body in 
each second at the place of observation, and the 
square root of this quotient being extracted, if the 
result were multiplied by the number 3°1415, that 
product, would equal the number of seconds in 
each oscillation.”* From this relation, an easy 
process of algebra gives us this other. “If the 
length of a pendulum be divided by the square of 
the number of seconds which it requires to com- 
plete each of its oscillations, and if this quotient 
be multiplied by the number 9°8696, this last pro- 
duct will exactly equal the number of feet by 
which gravity will at that place, increase the ve- 
locity of the descent of a falling body in each 
second of time.” This number of feet is what is 
called the measure of the force of gravity at that 


* This relation is expressed by the mathematical formula, 

\ where ¢ is the time of an oscillation in seconds, L the 
length of the pendulum, g the acceleration of gravity at the 
place of observation, and # the number 3°1415, which is half 


the circumference of the circle, whose radius is unity. 
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place. Suppose, for instance, it were observed at 
any place, that a pendulum whose length was 
13°0464 feet, beat once every two seconds; and it 
were required to ascertain from this fact what was 
the force of gravity at that place. Dividing the 
length by the square of 2, or 4, we have 32616, 
which, being multiplied by 9°8696, gives 32°1908, 
which is very nearly the force of gravity in this 
country. In making observations with the pen- 
dulum, to determine the force of gravity at dif- 
ferent places, it is usual, at each observation, to 
alter its length, until it is such as to make it beat 
single seconds ; the above rule then becomes greatly 
more simple. “ Let the length of the pendulum at 
which it beats seconds, be accurately measured. 
This length, multiplied by the number 9:8696, will 
be the measure of the force of gravity at that 
place. 


279. THe Force or GRAVITY DIMINISHES AS 
WE APPROACH THE EQUATOR. 


By observations such as these, it is found that 
the force of gravity diminishes as we approach the 
equator; a less length being required to make a 
pendulum beat seconds there than here ; so that a 
pendulum clock which went truly here, would, if 
carried there, go too slow, and would require to 
have its pendulum shortened. This striking phe- 
nomenon is explained by the flattened shape of the 
earth. Were it a perfect sphere, the force of gravity 
would be the same every where upon its surface. 
A table contained in the Appendix, and extracted 
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from the “ Physique” of Pouillet, contains the result 
of the various observations which have been made 
with the pendulum, and a comparison of these 
results with those which are given by theory, on 
the supposition that the earth is accurately of the 
form of a spheroid. 


280. To FIND THE DeptH oF A MINE BY OB- 
SERVING THE BEATS OF THE PENDULUM. 


The force of gravity as we descend into the earth, 
does not vary by the law as it does when we de- 
scend towards the earth’s surface from the regions 
above it. 

A person descending from the top of a high moun- 
tain, and making observations from time to time 
with a pendulum, would find the force of gravity 
increasing continually until he reached the level of 
the sea; if, then, he descended a deep mine, ob- 
serving his pendulum, as before, from distance to 
distance, he would find the force of gravity, instead 
of increasing, to diminish continually. The reason 
of this may be explained as follows: let the earth's 
mass be supposed, when he has descended to any dis- 
tance, to be divided into two parts—one a spherical 
shell, extending over the whole of its surface, and 
having for its thickness the depth to which he has de- 
scended, and the other a solid sphere included in this 
shell and filling it. Now itisa remarkable fact, that 
the attractions of the different elements of a spherical 
shell, of whatever thickness, upon a body, any where 


situated in the interior or hollow of the shell, ex- 
actly counterbalance one another; so that the 


THE SIMPLE PENDULUN. 33) . 


body, being drawn in every direction alike, has no 
tendency to move in any one direction rather than 
another ; and were the earth hollow, and its cavity 
a sphere, could we descend into it, we might float 
about in the void space, without, any effort — every 
muscular exertion would, indeed, be a source of 
inconvenience and danger to us, and the principal 
anxiety of our lives would be to guard ourselves 
against these continual collisions, upon the opposite 
walls of our prison-house, which each effort would 
tend to produce. 

Since, then, this shell of the earth above him 
exerts no attraction upon a person who descends 
into it, the whole force by which he is attracted 
must be that of the solid sphere which it encloses. 
Now this sphere, beneath him, diminshes its dia- 
meter perpetually as he descends; whilst his position 
remains, in -respect to this lesser sphere, precisely 
the same as it was -in respect to the greater, when 
he was at the surface; he may, in fact, be consi- 
dered as standing continually, in his descent, on the 
surface of a diminishing sphere; being then attracted 
continually, under the same circumstances, but by a 
less quantityof matter, it is clear that he must be /ess 
attracted. 

It is found that this diminution of the attraction, 
is exactly proportional to the diminution of the 
distance from the earth’s centre ; and applying this 
principle to determine the effect of the diminished 
attraction on the motion of the pendulum, we have 
the following rule to determine the depth of a 
mine. 

Observe the number of beats which the pen- 
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dulum loses in one day, by being carried inté 
the mine; 3 ths, or nearly -/;th of that number 
of seconds, will give the depth of the mine in 
miles. 


981. THe CENTRE OF OSCILLATION. 


A simple pendulum is supposed to be a material 
point, suspended from a string without weight. Such 
a pendulum cau have no veal existence. Every ma- 
terial body which we can cause to oscillate is, in 
reality, a combination of material points, and there- 
fore a compound pendulum. If each of the material 
points of which it were composed, were free to 
oscillate alone, each would have (art. 276.) its own 
different time of oscillation, dependant upon its 
own distance from the point of suspension. By rea- 
son of the connexion of these points into one mass, 
they are all made to have the same time of oscil- 
lation ; the times of oscillation of some being thus 
made longer by their union with the rest, and those 
of others shorter. Now, between those points 
whose times of oscillation are made longer than 
they would be if they were free, and those whose 
times are made shorter, it is evident that there must 
be some point, where one of these states passes into 
the other. and where, therefore, the time of oseil- 
lation is neither made longer nor shorter, but is the 
same as it would be if the particle were free; 
this point is called the CENTRE OF OSCILLATION. 

Its position may be determined for any body, 
whose parts are of geometrical forms, by certain 
rules of analysis. Having thus calculated the dis- 
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tance of this point from the point of suspension, we 
know at what distance a sivgle point, suspended 

‘ freely, would oscillate in exactly the same time, that 
the whole of the compound pendulum does. Now, 
knowing this distance, we can tell what would be 
the ¢cime of oscillation of this single point, since it 
would be that of a simple pendulum (see art. 276.): 
we can therefore tell the time of oscillation of the 
compound pendulum. Or, conversely, observing 
the time of the oscillation of the compound pen- 
dulum, we can calculate where its centre of oscil- 
lation must be. Both these calculations require, 
however, a knowledge of the force of gravity at the 
place of observation. 


299, PRACTICAL METHOD OF DETERMINING THE 
CENTRES OF PERCUSSION AND GYKATION. 


It is a remarkable fact, dependant upon some 
dynamical relation, which has not,we believe, hitherto 
been traced out—that the centre of oscillation, in 
respect to any given axis of suspension of a body, 
is also its centre of percussion in respect to that 
axis; determining the one, therefore, we, in fact, 
determine the other. Now it has been shown (art. 
281.), that the centre of oscillation of a body 
may be found in respect to any axis, simply by 
observing the tame which it requires to complete 
each of its oscillations, when suspended from that 
axis. This time being known, the length of a simple 
pendulum which will oscillate in the same time, may 
be found (art. 277.), and this length is the dis. 
tance of the centre of oscillation, that is of the 
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centre of percussion, from the axis of suspension.* 
Thus, then, to determine by experiment the dis- 
tance of the centre of percussion from the axis, 
Jet the axis be placed in a horizontal position, 
and the body suspended, freely, from it: let the 
body then be slightly deflected from the position 
in which it rests, and allowed to oscillate about it ; 
ubserve the time, in seconds, of any one of its oscil- 
lations (they will all be equal); square this num- 
ber of seconds, and multiply it by 3°2616; the pro- 
duct will be the distance required. 

Having thus ascertained the position of the centre 
of percussion, and knowing that of the centre of 
gravity, we can readily determine from these the 
centre of gyration. We have only to take the pro- 
duct of the distances of these two points from the 
axis of suspension, and extract the square root of 


* There is, moreover, a very simple method of determining 
the centre of percussion or oscillation, in respect to a particular 
axis of suspension, from a knowledge of what 1s its position 
when suspended from another axis. Thus wishing to determine 
the centre of percussion of a forge hammer, we might suspend 
it from any length of cord like a pendulum, and observe the 
time of one of its oscillations, This fact, with a knowledge of 
the position of its centre of gravity, would be sufficient to 
enable us to determine the centre of percussion of the hammer, 
about the axis round which it actually works. This fact is 
mentioned here because there is a great practical inconvenience 
in determining the oscillations of so large a mass, when sus- 
pended thus from a string, rather than about the axis round 
which it works, The calculation to which reference is made 
above, would not probably be intelligible to those not versed in 
analytical mechanics, and those who are will need no explana- 
tion of it. 
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that product: the number thus obtained will deter- 
mine the distance of the centre of gyration from 
the axis. The centre of percussion is the same with 
the centre of spontaneous rotation (art. 230.). 


283. THe PENDULUM OF BoRDA. 


The parts of this pendulum are represented in 
the accompanying figure. C isa sphere of platinum, 
fig-79- a metal, less than any other subject to 
oS alteration in its dimensions, from changes 

in temperature. To this ball the piece 

/ Dis made to adhere, by turning its under 

F surface of a cup-like form, and accurately 

of thesame curvature as the surface of the 

& sphere, and then rubbing a little grease 
ai upon it. Eis a piece which serews upon 
ee D, and in the centre of whieh is a small 

: hole, for the attachment of a copper wire, 
which is to suspend the ball. A similar 
contrivance attaches the opposite extre- 

mity of the wire to the suspending piece 

- F; which is composed of a cylindrical 
piece of steel, passing through, at right angles, and 
fixed zn, a triangular prism of steel, called a knife 
edge. When the pendulum is wsed the two ends of 
this knife edge are made to rest upon two agate 
planes, whose surfaces are accurately horizontal, and 
upon the same level; these are supported upon an 
upright iron frame, with a contrivance for adjusting 
their position, and the pendulum hangs suspended be- 
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tween them. The frame, withthe pendulum supported 
uponit, is represented inthe next cut. Since, by reason 

Sig. 80. of variations in tempera. 
ture, the wire is ‘subject to 
continual variations in its 
length, it becomes neces- 
sary at each observation 
to measure its length, with 
accuracy. Beneath the 
pendulum a contrivance is 
represented which is spe- 
cially directed to this ob- 
ject. It consists of an iron 
pedestal solidly fixed, at 
the top of which is a ver- 
tical stand or column, 
capable of being raised by 
means of a screw. When 
the length of the pendulum 
is to be measured, the 
screw is slowly turned 
until,in its oscillations, the 
ball just grazes the top of 








this column, The stand is 
then fixed. The pendulum is removed from the agate 
planes which support it, and is replaced by a rod, 
carrying a knife-edge exactly as the pendulum does. 
The opposite extremity of this rod is bored hollow, 
and a cylindrical piece of brass fitted into this hollow 
end, may be made by means of a screw to advance 
any distance out of it so as to lengthen the rod. The 
rod being suspended by its knife-edge on the agate 
planes precisely as the pendulum was, is made to 
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oscillate, and the screw is turned so as to lengthen 
it, until at length, in its oscillations, it grazes the top 
of the stand G, as the pendulum did. It is then 
taken off and measured, and its length is the precise 
length, between the point of suspension of the 
pendulum and the bottom of the ball. 

It will be observed, however, that this is a com- 
pound pendulum, so that the length thus measured 
is not the length of the s¢mple pendulum which 
would oscillate in the same time. To find that length, 
we must find the centre of oscillation. In the case 
of this pendulum, the parts of which are of very 
simple geometrical forms, this is done by calculation 
without much difficulty. And being thus found to 
be at a particular point C, for any given length of 
the wire, so that the length of the simple penduluim 
is C F; it is easily shown by the formule, that when 
the wire is made to vary slightly in length, the dis- 
tance of C from F will vary by very nearly the same 
quantity. ‘Thus then to find the length of the simple 
pendulum which will oscillate in the same time, we 
have only to diminish the measurement, taken as 
above, by the constant and known distance C A. 


284. Borpa’s Metuop or COINCIDENCES FOR 
OBSERVING THE TIME OF OSCILLATION OF A 
PENDULUM. 


Let a pendulum clock be placed behind the 
pendulum whose oscillations are to be observed, and 
let its pendulum be made, nearly but not quite, of 


338 ILLUSTRATIONS OF MECHANICS. 


the same length”, or of such a length as to oscil- 
late nearly, but not quite, in the same time; the 
points of suspension of the two being imme- 
diately behind one another. If now both pen- 
dulums be set in motion at the same instant, 
and looked at in front, after the first oscillation 
they will be seen to move differently, one gaining 
upon the dther a little, at each oscillation, and 
this crossing of the oscillations will continue, 
until one has gained upon the other a complete 
oscillation, when for an instant their motions will 
coincide, again to deviate, in each succeeding oscil- 
lation, until another complete oscillation is gained. 
Neglecting then all the separate oscillations, let all 
these coincidences be observed for a given time, say 
three hours. The hand of the clock will show how 
many oscillations 2s pendulum has made, and the 
number of coincidences will show the number of 
oscillations which the other pendulum has gained 
or lost upon it. Adding or subtracting the number 
of coincidences, from the number of oscillations 
shown by the clock, we shall get the exact number 
made by the pendulum we wish to observe, in the 
three hours. Dividing the number of seconds in 
the three hours by this number of oscillations, we 
shall have the duration of each oscillation, in seconds. 


* This change of the length of its pendulum will alter the 
going of the clock; Sut that is immaterial ; the hand wil! still 
register the number of the oscillations, which is all that is 
required. 
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2985. To DETERMINE EXPERIMENTALLY THE FPo- 
SITION OF THE CENTRE OF OSCILLATION OF 
A Bopy WITHOUT KNOWING THE FORCE oF 
GRAVITY AT THE PLACE OF OBSERVATION. 


It is a remarkable property of the centre of 
oscillation, which was first given by theory, that if 
a body be suspended from any point, and the time 
of its small oscillations about that point be ob- 
served, and if it be then suspended from another 
point, this.second point being that which was its 
centre of oscillation before; then its time of os- 
cillation will now be found to be precisely the same 
as it was when suspended from the first point, 
that point having become its centre of oscillation 
to this new point of suspension. This property is 
usually described as that by which the centres of 
suspension and oscillation are convertible. What is 
meant by it, may perhaps be more clearly under- 
stood as follows. If A be any point in a body 
from which it is suspended, and B be its centre of 
oscillation in respect to the point of suspension A, 
and if the body had been suspended from B 
instead of A, its centre of oscillation would have 
been A instead of B. 

Since in both cases the distance of the centre of 
oscillation from the point of suspension would 
have been the same, it is clear that the times of 
oscillation would have been the same. 

Thus then to determine by experiment, the centre 
of oscillation B of a pendulum, about any point of 
SUSPENSION, we have only to find by experiment, 
a point B about which it will oscillate in the same 

/ Same 
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time as it does about A; that is, we must suspend 
it from different points, until at length we find one 
in respect to which this equality obtains. 


286. CAPTAIN KATER’S PENDULUM. 


A most ingenious contrivance, introduced by 
Capiain Kater, greatly facilitates the experimental 
determination of the position of the centre of oscil- 
lation described in the last article. On the rod of 
his pendulum is placed a moveable or sliding weight. 
By moving this weight, the form of the oscillating 
body, and thus the position of its centre of oscilla- 
tion, may be changed, so that when by trials as 
described above, two points are found about which 
the times of oscillation are xearly the same, by moving 
this weight, they may, without any further change in 
the position of the points, be made exactly the same. 
By means of the slide the pendulum iése/f is in fact 
altered, so as to have its centre of oscillation in the 
point we wish it. 

In Captain Kater’s pendulum, the point B being 
roughly determined to be the centre of oscillation to 
the point of suspension A, triangular pieces of steel 
called knife-edges are fixed through the middle of 
the rod at those points. The projecting extremities 
of the knife-edges at one of these points, say A, 
oeing made to rest, by their angles, upon agate planes, 
the pendulum is allowed to oscillate freely, and the 
time of oscillation observed. Its position is then 
reversed, and it is allowed to oscillate in the same 
way upon the knife-edge at B. If the time of oscil- 
lation is the same as before, then B is the centre of 
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oscillation, and all that is required is known. If the 
time of oscillation be not the same, the sliding 
weight is moved until it becomes the same. When 
this is the case the centre of oscillation is in B, and 
A B is the length of a simple pendulum which 
would oscillate in the same time. If then the time 
of oscillation be observed, the force of gravity may 
be calculated by the rule (art. 278.), in which A B 
is to be taken for the length of the pendulum. 

Sometimes two moveable weights are used, one of 
which is moved by means of a micrometer screw, to 
effect a more delicate adjustment.* It is a remark- 
able fact, proved by analysis, that the result, in 
experiments made with this pendulum, will not be 
affected, if for the knife-edges cylindrical axes be 
substituted. 

Mr. Lubbock has shown in the “ Philosophical 
Transactions for 1830,” that a slight deviation of 
the knife-edges, from a position accurately transverse 
or perpendicular to that in which the pendulum tends 
to oscillate, is of no importance if 2 be a deviation 
sideways or horizontally; but that a deviation of one 
degree, vertically, would be sufficient to increase the 
number of vibrations by 3 in 24 hours. An error 
in placing the agate planes truly in a horizontal 
position, has a yet greater effedt. The sixth part of 
a degree of deviation will in this case cause an 
increase of 6 vibrations in 24 hours. 


* For a detailed account of the experiments of Captain 
Kater, see the Philosophical Transactions for 1818. 


z 8 
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287. COMPENSATION PENDULUMS. 


A pendulum, of whatever material it may be 
formed, necessarily varies its dimensions with every 
change of temperature. From this cause arises a 
variation in the position of its centre of oscillation, 
and in the time of each of its oscillations. In the 
pendulums used for clocks, it becomes necessary to 
introduce some contrivance for compensating this 
variation, where great accuracy is required. The 
method described in the last article, of varying the 
position of the tentre of oscillation, by means of a 
sliding weight, could the weight be made to slide, of 
itself, into a different position with each variation of 
temperature, might evidently answer the purpose. 
It is, in fact, somewhat on this principle, that the 
compensation pendulum is formed. The general 
tendency of the expansion of the material of the 
pendulum is evidently to lengthen it, and to carry 
its centre of oscillation lower; a compensation 
would be made, if there were a part of this pen- 
dulum whose mass, was, by its expansion, raised 
higher. The one tending to raise and the other to 
depress the centre of oscillation, by each additional 
degree of temperature, it is clear that these ele- 
ments, possibly, might be so combined as to keep 
it exactly in the same place. 

One of the simplest contrivances of this kind, 
at once the earliest and practically the best, is 
GRAHAM'S PenpuLuM. The rod SB of this pen- 
dulum is of steel. It carries a frame or stirrup 
DB, on which is supported a glass cylinder G H con- 
taining mercury. By every increase of temperature, 
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the steel rod elongates, carrying the centre of os- 


fig. 81. 


cillation of the whole, farther from the 
point of suspension. But, by the same 
change of temperature, the mercury rises 
in the cylinder, thus carrying the centre 
of oscillation upwards, and towards the 
point of suspension. A right adjustment 
of the quantity of mercury to the length 
of the rod, will cause these two opposite 
effects to neutralise one another, and, pre- 
serve the centre of oscillation in its ori- 
ginal position. To determine this quantity 
of mercury, it js customary to assume, that 
the surface of the mercury must be made 


fe to remain always at the same distance 
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from the point of suspension. So that, 
by whatever distance it may be depressed 
by the elongation of the rod, it may be 
raised the same distance, by its own expan- 
sion. The computation on this principle 
is easily made. We have only to know 
the fraction of its length, by which a rod 
of steel elongates for each additional degree 
of temperature, and the similar fraction by 


which a given quantity of mercury increases its 
bulk. The former fraction is ‘00000636, and the 
latter 00001066. From this last fraction, we could 
readily ascertain by how much the column of mer- 
cury in the glass cylinder, increased its height, and 
elevated its centre of oscillation, were it not that 
the same variation of temperature which causes an 
expansion of the mercury, causes also an expansion 
of the glass of the vessel which contains it, increasing 
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the capacity of the vessel. Nevertheless, this dis- 
turbing cause may also be taken into the calculation, 
or at any rate allowance may be made for it by 
experiment; and thus the quantity of mercury in 
the glass cistern may be so adjusted as to preserve a 
position of the centre of oscillation, which ap- 
proaches to uniformity. 

There are, however, causes of variation in the 
position of the centre of oscillation, and in the time 
of oscillation, other than those which have been 
spoken of, and which appear scareely to admit of 
compensation. The first is the difference of the 
times requisite to communicate the variation of each 
degree of temperature to the two metals, mercury 
and steel. From a communication recently made 
by Mr. Dent to the British Association of Science, 
it appears that the mercury of this pendulum requires 
nearly four times the interval to acquire a given 
variation of temperature that the steel rod does. 
During the whole of this interval the pendulum 
cannot then be in a state of compensation, and there 
must be a variation in its beats. Another cause of 
variation, first noticed by Mr. Dent, aud uncompen- 
sated, is in the varying elasticity of the spring. 
This elasticity diminishes asthe temperature increases, 
and to this cause Mr. Dent traced, in some of his 
experiments, an error of nearly 2 seconds in 24 hours, 
produced by an artificial elevation of the tempera- 
ture of the spring to 95°. He has recommended the 
substitution of a cast iron cylinder for the reception 
of the mercury, instead of one of glass. A much 
more truly cylindrical form can be given to such a 
vessel, by turning, than a glass cylinder can possibly 
receive; it can be more easily fixed to the rod; 
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moreover it possesses this great practical advantage, 
that the mercury can be botled in it, to expel the 
bubbles of air which, when it is first filled, or after 
it has been packed up and removed, are very liable to 
adhere to its interior surface, displacing the mercury. 
In his experiments to determine the qualities of a 
pendulum, thus constructed, Mr. Dent's attention 
was directed to the fact, hitherto unobserved, that 
the rate of the pendulum was singularly affected by 
radiant heat. He found that heat radiated from the 
fire of the room, in which his experiments were made, 
affected differently the pendulum having the glass 
vessel, and that having the iron vessel ; the mercury 
in the former preserving a temperature always 5° 
higher, than that in the latter. The heat radiated 
from a lamp, was even sufficient to produce an in- 
equality of 2°, and it was only got rid of, completely 
by screening both the fire and the lamp. 

Directed by this fact, Mr. Dent recommends that 
the cistern of the mercurial pendulum should always 
be blackened with a composition of lamp black and 
spirits of wine. 


288. Harrison's COMPENSATION PENDULUM. 


In this pendulum, known as the gridiron pen- 
dulum, a system of bars, of steed and brass, are com- 
bined in such a way, as that whilst the elongation 
of the steel bars tends to depress the bob E of the 
pendulum, that of the brass bars tends to elevate it; 
and the lengths of these bars are so adjusted, that 
the depression thus produced by the former, for each 
degree of temperature, shall just be equalled by the 
elevation produced by the latter. 
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The shaded lines in the accompanying figure 
Jig. 82. represent the steed bars, and the light 
lines the brass bars. The pendulum 
is suspended from the cross piece 
A B, to the extremities of which are 
fixed the steel bars A C and BD, 
carrying the cross bar C D, through a 
hole, in which the rod which carries 
the bob passes. On this cross piece 
C D, rest the two brass bars ec a and 
d b, supporting the cross piece a 6. 
Now; it is evident that the cross 
piece a 6 is depressed by the elon- 
gation of the rods AC and BD, 
carrying with them the piece C D, 
and that it is elevated by the elon- 
gation of the brass bars ¢ a and d 6. 
If then, the bars were of such lengths 
that the elongation of the one pair 
should just equal that of the other, 
then the bar a 6 would exactly keep 
its place; or if they were of such 
lengths that the elongation of the 
brass bars exceeded that of the steel bars, then the 
bar a 5 would be elevated, and by a proper adjust- 
ment we might thus cause it to be elevated, by 
any quantity we chose. Reasoning in the same 
manner, with regard to the next pair of the steel 
bars of the system, and the next pair of brass bars, 
it is apparent that, supposing the bar at a 6 to retain 
its position, we can cause the bar ed to retain its 
position, or to vary it in any way we like, by pro- 
perly adjusting the lengths of the bars; and that 
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this control over the position of the bar e d, is ren- 
dered yet more perfect, by that which we possess, by 
a similar adjustment, over the position of a 8. Being 
thus able to give to the position of ed any elevation 
we like for each variation of a degree of temperature, 
we can cause it to raise itself by just as much as 
that variation of a degree of temperature, causes 
the single steel bar which carries the bob E, to 
elongate; so that the bob itself shall accurately 
remain at the same height. 

The proper lengths of the bars are easily calcu- 
lated, from the consideration that the elongation of 
each pair of bars of brass, ultimately elevates the 
bar ed, whilst that of each pair of steel bars, ulti- 
mately depresses it. Now there are three pair of 
bars of steel, and three of brass in the pendulum 
shown in the cut; moreover, each pair of steel bars 
is longer than its corresponding pair of brass bars. 
If then brass only expanded by the same quantity 
as stecl, for each degree of temperature, then the 
bar ed would be /ess raised by each variation of a 
degree, than it would be depressed, or, on the whole, 
it would szvk for each additional degree, instead of 
rising asit is required to do. Brass elongates, how- 
ever, more than steel, for each additional degree of 
temperature, and it is for this reason that it is used: 
the expansion of brass is, for every degree of tem- 
perature, about ds that of steel. It is, however, 
a mistake to suppose that an adjustment of the rods 
which preserves the position of the bob E, pre- 
serves a uniformity in the oscillations of the pen- 
dulum. That uniformity can only be produced, by 
a constant position of the centre of oscillation of the 
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whole. Now the variations of the lengths of the 
bars inclosed in the figure A C B D, necessarily pro- 
duce a variation in the position of the centre of 
oscillation of that figure, and, therefore of the whole 
pendulum. 
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CHAP. VI. 


THE RETARDATION OF MOTION — THE PRINCIPLE OF 
VIRTUAL VELOCITIES —THE MEASURE OF THE DYNAM- 
ICAL EFFECT OR THE ACTION OF AN AGENT ~—— THE 
DYNAMICAL EFFECTS OF DIFFERENT AGENTS — THE 
MOVING AND WORKING POWERS IN A MACHINE — THE 
MOVING AND WORKING POWERS IN ANY MACHINE ARE 
EQUAL, ABSTRACTION BEING MADE OF TUE RESISTANCES 
WHICH OPPOSE THEMSELVES TO THE MOTIONS OF THE 
PARTS OF THE MACHINE UPON ONE ANOTHER -—— THE 
MOVING POWER IN A STEAM-ENGINE —— THE WORKING 
POWER IN A STEAM-ENGINE, 


289. THe RETARDATION OF A Bopy's Morion. 


Ir a body, having acquired a certain velocity by 
the action of any accelerating force, be brought to 
rest, and then projected back again with an equal 
velocity, in such a way that it shall traverse in the 
ypposite direction the same path as it did before, 
beiag acted upon at the same points of its path by 
exactly the same forces; but now in opposite direc- 
tions to its motion, as before they acted in the same 
directions, so as now to have become retarding in- 
stead of accelerating forces; then will these take 
away the force of the body's motion at the same 
places, precisely by the same quantities that before 
they increased it; so that, in describing the same 
length of path, it will now lose as much of its velo- 
city as before it gained in that length of path. 
Thus, then, in the same length of path in which 
before it gained all its velocity it will now lose it 
all, and will stop, of its own accord, precisely at the 
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same point from which before it began to move. A 
stone, for instance, falling from any height to the 
ground, and then being projected upwards with a 
velocity equal to that which it acquired in falling 
from that height, will ascend again (or, rather, 
would ascend, if the air offered no resistance to its 
motion ) precisely to the same height from which it 
fell. For a like reason, if the body P (fig. 75. 
art. 272.) be allowed to descend freely on the curve 
from P to A, and then projected back again from 
A towards P, with a velocity equal to that which 
it acquired in its descent, it will ascend (friction 
and the resistance of the air not being considered ) 
precisely to P, and there of its own accord stop. It 
is manifest that exactly the same result must follow, 
if, instead of projecting the body thus backward, up 
the curve A P, we place another equal and similar 
curve at A, similarly inclined, but turned the other 
way, 80 that the two shall form similar branches of 
the same curve, like those DB and DC of the 
curve BC D (fig. 78. art. 274.): the body will then 
project itself up one of these curves with the velocity 
which it has acquired in descending down the 
other, and will ascend upon the former to a height 
precisely equal to that from which it has descended 
on the latter; so that, if it fall from B, then (frie- 
tion, and the resistance of the air not being con- 
sidered) it will ascend to C. This reasoning, which 
is true of a body descending upon a curve, mani- 
festly applies to a body suspended to a string, and 
oscillating like a pendulum. This suspension is, 
indeed, but another way of causing the body to 
descend on a curve. 


VELOCITY OF PROJECTION UP A CURVE. 35) 


290. THe VELocITy oF A Bopy’'s PROJECTION UP 
A CURVE MAY BE FOUND BY OBSERVING THE 
HEIGHT TO WHICH IT ASCENDS UPON IT. 


If a body be projected up a curve, and we observe 
the vertical height to which it ascends to dose all its 
velocity of projection, we know the height from 
which it must fall to acquzre an equal velocity. 

We can find, then, what the velocity of its pro- 
jection was, for we can tell what would be the 
velocity acquired in falling down the curve from 
the observed height; that velocity being the same 
as would be acquired in falling freely, or without 
the curve, through that height. (See arts. 271. 
and 267.) Itis thus that, in the Ballistic Pendulum 
(art. 215.), the velocity with which the pendulum 
begins to move, and hence that with which the ball 
first strikes upon it, is determined by observing the 
height to which it first oscillates. The following 
experiment, illustrative of the principle stated in 
this article, was made by Desaguliers. He took 
two hollow cylinders, each of them closed at one 
extremity, and, having filled them with gunpowder, 
he caused the open extremity of the one to fit into 
the open extremity of the other. To similar points 
in the sides of these cylinders were then attached 
strings of the same length, fastened at their other 
extremities to the same point in a horizontal axis; 
and, the whole hanging freely from these strings, 
the gunpowder was exploded. 

The force of motion communicated to each by 
the explosion should, according to the principles 
explained in article 211., be the same. Whence, 
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knowing their masses, might readily be calculated 
the ratio of the velocities of the bodies immediately 
after the explosion, and hence the relation of the 
vertical heights to which they would afterwards 
respectively ascend. This calculation being made, 
and the heights being observed, the experiment and 
calculation were found accurately to coincide.* 


291. Tue Derry To wHicu A CANNON oR Mus- 
KET BALL ENTERS INTO A BLocK oF WooD, OR 
AMAss oF EARTH AGAINST WHICH IT IS FIRED, 
VARIES AS THE SQUARE OF THE VELOCITY 
WITH WHICH IT IMPINGES UPON IT. 


The resistance of such a mass is evidently the 
same, or nearly so, at every point to which the ball 
enters: it constitutes therefore a uniformly retarding 
force. Now, if the ball be supposed to emerge again 
from the mass into which it has been fired, com- 
mencing its motion from the point to which it has 
before been inade to sink into it; if, moreover, at 
every point of its motion of emergence it be ima- 
gined to be accelerated by a force precisely equal to 
that by which it was, as it entered, retarded at that 
point; the resistance being, in fact, conceived to be 
turned in the opposite direction, and converted into 


® The object of Desagulicrs, in making this experiment, 
was to verify that “ law of mechanics which is known as that 
of the equality of action and re-action.” The discussion of 
this law is advisedly omitted in this work. To every person 
acquainted with the elementary principles of algebra it will be 
apparent that in the experiment of Desaguliers, the heights 
to which the cylinders ascended should be inversely as the 
squares of their weights. 
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accelerating forces, then (art. 289.) it will acquire, 
at the point where it actually emerges, a velocity 
precisely equal to that with which it before entered 
the mass there; since, moreover; the force with 
which it was resisted when it entered the mass was 
a uniformly retarding force, the force with which it 
will be accelerated, as, on this hypothesis, it leaves 
it, will be a uniformly accelerating force, like that 
of gravity, and subject to the same description of 
law. The velocity which it acquires in thus leaving 
it will then be equal to the square root of some 
constant number multiplied by the depth (art. 267.), 
or it will vary as the square root of the depth. 
Thus, then, the velocity of the first impact varies as 
the square root of the depth, and conversely the 
depth varies as the square of the velocity of im- 
pact. This fact was proved experimentally in a 
great number of instances by Robins. (See Robin's 
Mathematical Tracts, by Wilson, vol.i. p. 152.) 


292. Tue PRINCIPLE OF VIRTUAL VELOCITIES. 


The principle known by this name arises out of 
that relation between forces of motion and forces 
of pressure, which has been pointed out in the pre- 
ceding pages of this work (art. 253.). It embraces 
every question of equilibrium, and may be con- 
sidered as including the whole science of statics® ; 


* The principles of the parallelogram of forces, and the 
equality of moments upon either of which the whole science of 
statics may be considered to be founded, may readily be 
deduced from it. 


AA 
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and it is especially important that it should be 
known to practical men under its accurate and 
most general form, because vague and exceedingly 
erroneous notions of it are prevalent amongst 
workmen, and conclusions false at once in practice 
and in theory are deduced from it. To under- 
stand what is meant by the virtual velocity of a force 
(which is the only difficulty in the matter), let a 
system of forces be supposed to be in equilibrium, 
and let the points of application of two or more 
of these forces be supposed to be capable of dis- 
placement, the displacement of any one_ point 
bringing about a displacement of the rest. Sup- 
pose, moreover, a displacement of this kind to be 
actually made in the system, but let it be an ex- 
ceedingly smal displacement, so that all the move- 
able points of application afterwards occupy positions 
different from those they occupied before, but ex- 
ceedingly near to them, and all the forces applied 
to them act in directions different from those in 
which they acted before, but exceedingly near to 
those directions. From the new point of applica- 
tion of cach force, drop a perpendicular upon the 
previous direction of that force; then the line 
intercepted between the previous point of ap- 
plication of that force and the foot of this per- 
pendicular, will be what is called the virruaL 
veLocity of the force. This definition will be 
more readily understood by a reference to the 
accompanying diagram, where the arrows P, p,, 
P, pe Ps ps Pa pas Ps ps, are supposed to represent 
forces in equilibrium applied to the points pj, ps Ps, 
Py which points are supposed moreover to be 
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capable of displacement under certain limitations. 
A small displacement is made in one of these points 
of application, as, 
es for instance, p,, 
? which is moved 
to any other point 
near to it, as qu, 
the force upon 
that point now 
acting in the di- 
rection Q, q,. 
This displacement 
of the direction 
and point of ap- 
plication of one of the forces necessarily brings 
about a corresponding displacement of all the rest, 
their new positions are supposed to be represented 
by Q, qn Qs qs: Qs Gu Qs Gq, and their new points 
of application by q. qs qs qs. From these last men- 
tioned points let perpendiculars qyv , q2V9 3Vs) GiVas 
qsVs, be supposed to be drawn upon the previous 
directions of the forces, or these directions pro- 
duced if necessary ; then the lines piv, PeVw PsVs, 
Ps¥q P5V5, intercepted, on the directions of the ori- 
ginal directions of the forces, between their points 
of application, and the feet of the perpendiculars, 
are the VIRTUAL VELociTIES of their respective 
forces. This being thoroughly understood, the 
enunciation of the principle of virtual velocities 
becomes easy. It is this: — 


Fig. 83. 





293. Ir any NuwBer oF FORCES BE UNDER ANY 
CIRCUMSTANCES IN EQUILIBRIUM, AND TO 
aA A oO 
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ANY OR ALL oF THEIR Pornts oF APPLICA- 
TION THERE BE COMMUNICATED INDEFINITELY 
SMALL MorTions IN ANY DIRECTIONS; THEN 
THESE FORCES, BEING EACH MULTIPLIED BY ITS 
CORRESPONDING VIRTUAL VELOCITY, AND THE 
Sum oF THESE ProDUCTS BEING TAKEN IN 
RESPECT TO THOSE FORCES, THE DISPLACEMENTS 
OF WHOSE POINTS OF APPLICATION ARE TO- 
WARDS THE DIRECTIONS OF THEIR FORCES; AND 
THE SUM IN RESPECT TO THOSE WHOSE Dis- 
PLACEMENTS ARE FROM THE DIRECTIONS OF 
THEIR FoRCES; THE ONE SUM SHALL EQUAL 
THE OTHER. 


Thus, referring to the diagram, let the forces 
P,, P,, P;,~~be supposed to be respectively multi- 
plied * by their virtual velocities, p,V,, py V2. PsVs) PyV,, 
Psvs; then, it being observed that the displacements 
of the points py, ps, and p,, are towards the direc- 
tions of the forces acting upon those points, whilst 
the displacements of the points p, and p, are from 
the directions of the forces acting at those points ; 
by the principle of virtual velocities, the sum of 
the above-mentioned products, in respect to the 
first three, shall equal their sum in respect to the 
two others. That is the sum of the products 
P, by pov» Ps by psv,, P; by psv5, shall equal the 
sum of the products, P, by p,v,, and P, by pyy,.t 

It is evident that if the displacement of any point 
take place actually in the direction of the force 

* Jt is here meant that the number of units in the force is 
to be multiplied by the number of units of length in the vir- 


tual velocity. 
+ This relation is expressed algebraically thus : — 
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applied at that point, then the perpendicular will 
vanish, and the virtual velocity will be the actral 
displacement of the point of application. 

If, for instance, the point p, had been displaced 
not to q,, but actually in the line of direction of the 
force P, or along the line P, p, to any point r, then 
Pit, the actual displacement of the point of applica- 
tion of P, would have been also its virtuad velocity. 

If, moreover, the system to which the forces are 
applied had been such that, the point of application 
of any one being displaced actually in the dine of 
direction of that force, the points of application of 
all the rest should have been displaced tn the lines 
of direction of their respective forces, then the 
actual displacements of all would have been their 
virtual velocities. 

A particular case of the principle of virtual 
velocities may then be enunciated under the fol- 
lowing form : — . 

‘“‘ When the relation of the parts of a system acted 
upon by any number of forces is such that the pout 
of application of any one force being displaced tn 
the line of the direction of that force, then the dis- 
placements thereby produced in all the other points 
of application shall be in the lines of direction of 
their respective forces; then each force being multi- 
plied by its actual displacement, the sum of these 
products in respect to those whose displacements are 
from the directions of the forces shall equal the sum 
in respect to those whose displacements are towards 
those directions.” 

The circumstances here supposed obtain in respect 
to almost all the simple MECHANICAL POWEBS, Qs 

AA 3 
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they are usually applied, and in respect to a great 
number of compounded machines, especially such 
as act by animal power. 

Take, for instance, the various applications of 
the systems of LEVERS, shown in page 129. In 
each, when the lever is first put into operation, the 
points of application of the power and weight are 
made to move in vertical directions ; «that is, in the 
lines of direction in which they severally act. The 
virtual velocity of each is therefore its actual dis- 
placement, so that by the principle of virtual 
velocities the displacement or motion of the point 
of application of W, multiplied by W, is equal to 
the displacement or motion of the point of applica- 
tion of P, multiplied by P. 

Now, it is evident in jig. 25., that since A is 
eight times as far from the fulcrum as W, therefore 
the displacement of A must equal eight times that 
of W. Thus, then, it follows, that W, multiplied by 
the displacement of W, equals P multiplied by 
eight times the displacement of W, and therefore, 
that W equals eight times P; as it was shown to 
be by the principle of the equality of moments. 

Again, in fig. 26., since A is nine times as far from 
the axis of motion as W is, it evidently moves nine 
times as fast ; therefore, by the principle of virtual 
velocities, W, multiplied by the displacement of W, 
equals P multiplied by nine times the displacement 
of W, so that W equals nine times P, as it ought. 

Again, in the wheel and axle (art. 135. fig. 31.), 
the displacements of the power and weight evi- 
dently take place in the lines of the directions of 
those forces; these displacements are therefore the 
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virtual velocities. So that by the principle of vir- 
tual velocities, W, multiplied by the displacement of 
W, is equal to P multiplied by the displacement of 
P; but it is evident that the displacement of W 
(being the length of string wound on the lesser 
cylinder) is to that of P (being the length of string 
wound off the greater cylinder) as OA to OB: 
hence it follows, by this principle, that W, mul- 
tipled by O A, is equal to P multiplied by OB; 
which relation was also shown to result from the 
principle of the equality of moments. 

If the relation of the parts of the system be 
such that after the first small displacement, causing 
all the various points of application to take up new 
positions near the first, the forces shall, under 
these altered circumstances, be still in equilibrium ; 
then a second small displacement, similarly produced 
in each out of its second position into a third will, 
like the first, be subject to the principle of virtual 
velocities ; and if, in these third positions, they are 
in equilibrium, then a fourth displacement will be 
subject to the same law, and so on. From this it 
follows, that if the system be such that the forces 
applied to it are continually in equilibrium, through- 
out all the displacements to which they are sub- 
jected, then if, after any number of such displace- 
ments, each force be multiplied by the sum of all the 
virtual velocities corresponding to these displace- 
ments, the equality spoken of before shall obtain 
between the sum of these products, in respect to 
those displacements which take place towards the 
direction of the force and the sum of those which 
take place from it. 

AA 4 


360 ILLUSTRATIONS OF MECHANICS. 


Thus, for instance, if the balls A, and B,, and the 
bar which connects them, be in equilibrium about 





the point F, that point, supporting the centre of 
gravity of the whole system, and the whole be 
turned round into a series of new positions, differing 
slightly from one another, and represented by the 
dotted lines, then, since in each position the system 
will be in equilibrium, it follows, by the principle 
of virtual velocities, that the weight B,, multiplied 
by the sum of the virtual velocities B, Vi, By Vy, &c., 
shall equal the weight A,, multiplied by the sum 
of the virtual velocities A, V,, A, V,, && Now 
the former sum is evidently equal to the vertical 
line B,N, and the latter to A,M; thus, then, it 
follows that the product of B,N by B, equals the 
product of A, M by A. 

If the displacements of all the forces of the 
system take place actually in the lines of the opera- 
tion of the forces, and the equilibrium remain after 
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every displacement, then the condition of an ea- 
ceedingly small displacement disappears from the 
enunciation of the general principle. In this par- 
ticular case, each force being multiplied by its 
actual displacement, however great it may be, the 
sum of these products, in respect to those displace. 
ments which take place towards the direction in 
which the force acts, shall equal the sum in respect 
to those which take place from that direction. 

This is the principle known to workmen, as that 
by which what is gained in power is lost in velocity. 
Its application is limited to the particular case 
last described ; applied beyond those limits, it leads 
to serious errors. 

All the systems of pulleys represented in fig. 65. 
p- 216. offer illustrations of it. In the first, the 
single fixed pulley, it is evident that the displace- 
ment of the power is exactly equal to that of the 
weight ; and, since the product of the former, by its 
displacement must equal that of the latter by its 
displacement, it is evident that to make up this 
equality the power must equal the weight. 

In the second system, the string which carries the 
power evidently lengthens by as much as the two 
strings which carry the weight, together shorten ; 
that is, by twice as much as either shortens sepa- 
rately; so that the displacement of the power is 
equal to éwice that of the weight. By the principle 
of virtual velocities, then, the weight multiplied by 
the weight’s displacement equals the power multi- 
plied by twice the weight’s displacement; so that 
the weight equals twice the power. 

In the fourth system, the power evidently descends 
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by twice as much as the first moveable pulley 
ascends. 

Again, this last ascends by twice as much as the 
second moveable pulley ascends ; so that the power 
ascends by four times as much as the second 
moveable pulley. This second moveable pulley 
ascends similarly, by twice as much as the third, and 
by four times as much as the fourth; so that, on the 
whole, it is evident that the power is displaced by 
eight times as much as the weight. By the principle 
of virtual velocities, the weight, then, multiplied by 
the weight’s displacement, equals the power multi- 
plied by eight times the weight’s displacement. So 
that the weight equals eight times the power. A 
similar method of reasoning may be very easily 
applied to all the other systems, except the third, 
which offers some difficulty. 

In this system the displacement of the power is 
made up of the lengthening of the string to which 
it 1s attached and the descent of the pulley over 
which that string passes. Now, the lengthening of 
the string which carries the power results partly 
from the ascent of the weight, and is in this re- 
spect the same as in the last case of the single 
moveable pulley, equalling twice the ascent of 
the weight; and partly it results from the descent 
of the pulley over which it passes, in this re- 
spect equalling the descent of that pulley, and 
therefore equalling the ascent of the weight; so 
that, upon the whole, the string which carries the 
power lengthens by three times the ascent of the 
weight; again, the pulley over which this string 
passes descends by as much as the weight ascends, 
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so that altogether the power P descends by four 
times as much as the weight ascends. By the 
principle of virtual velocities, therefore, the weight 
equals four times the power. 


’ 


294. Or MACHINES. 


A machine is an assemblage of parts destined to 
receive the operation of an agent, and to transmit it 
to the point where it is to be applied, modifying it 
in the transmission, according to the circumstances 
under which it is to be applied. Thus, in a ma- 
chine there are to be considered, Ist, the circum- 
stances under which the operation of the moving 
power is received; 2dly, the circumstances by 
which it is modified during its transmission ; 3dly, 
the circumstances under which it is applied at its 
working points. The power which operates directly 
from the agent we shall here call the MoviING 
POWER OR ACTION on the machine; the power ac- 
tually applied by the machine at its working points 
in the performance of its work, we shall call the 
WORKING POWER OR ACTION on the machine. It 
is evident that the moving power produces the 
working power, and also the motion of all the parts 
if the machine, overcoming the resistances which 
oppose themselves to the motions of those parts ; 
so that the working power is essentially less than 
the moving power in all cases, and in complex 
machines greatly less, by reason of the great num- 
ber of surfaces which in those machines are made 
to move upon one another, and the great amount 
of the resistances which for that reason oppose 
themselves to their motion, 
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995. Tux Strate or tHe Morion or a Ma- 
CHINE IS, AT FIRST, A STATE OF ACCELE- 
RATED MoTION. 


This is evident from the principles laid down in 
art. 253. Each part of the machine must have, 
before it can move, a FORCE OF MOTION or Mo- 
MENTUM communicated to it, and such momentum 
being in its nature an accumulation of pressures, 
requires, in every case, TIME, and a series of im- 
pulses to its accumulation. 


296. THE Forces OPERATING IN A MacHINE 
BEING IN EQUILIBRIUM IN EVERY RELATIVE 
PosITION WHICH THE Parts oF THAT Ma- 
CHINE CAN BE MADE TO ASSUME, ANY Mo- 
MENTUM OR Force oF MoTION THROWN INTO 
THE MACHINE WILL REMAIN IN IT CONTINe 
UALLY, UMIMPAIRED AND UNALTERED. 


_In the statement of this principle, all consider- 
ation of the resistance of the air is omitted, and the 
friction of bodies in motion is supposed not to be 
affected by the velocity of motion (see art. 172.), 
The truth of it is immediately evident from the 
consideration, that the forces operating upon the 
machine — including the friction of its parts, and 
every other form of its resistances — being supposed 
in every position of its parts to be in equilibrium’, 
it follows that there cannot at any period of its 


® The equilibrium here spoken of, and every where else in 
this work, is that of the state immediately bordering upon 
motion. 
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motion be any force opposing itself to the force 
of the motion of its parts; this foree, then, by 
the principle of the permanence of the force of 
motion (art. 193.), being once communicated, must 
remain in the machine upimpaired. 

If the forees operating upon a machine be not in 
the state of equilibrium bordering upon motion 
when motion is first communicated; or if this 
condition of equilibrium does not continue through- 
out the motion of the parts of the machine; then the 
whole quantity of motion operating in the machine 
will continually rary; if the power be in excess it 
will increase, if the resistance be in excess it will 
diminish. In the former case the excess of the 
power over that necessary to produce equilibrium 
(remaining unopposed ) continually generates addi- 
tional momentum; in the latter case the excess of 
the resistance, over that portion of it which is over- 
come by the power, operating in a direction opposite 
to the motion, continually diminishes, and even- 
tually destroys it. 

Although in the first period of the motion of a 
machine, the power operating in it may be greater 
than that which would produce an equilibrium with 
the resistance, yet practically, in every machine, 
that relation of these forces, which is necessary 
to their equilibrium (and which is accompanied by 
a permanence of tle force of motion), grows up 
shortly after the motion has commenced. It is a 
LAW imposed in the economy of the creation 
around us, that no motion shall pass a certain 
finite limit. 

A few examples will render this sufficiently evi- 
dent: — 
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A ship, when at rest upon the water, and with her 
anchor weighed, is in a state of equilibrium bor- 
dering upon motion; the pressures upon her bows 
and stern are equal, and any force, however slight, 
acting upon her horizontally in the direction of 
her length, would be sufficient to move her. Her 
sails are unfurled, and she receives the impulse of 
the wind, a power which, if it continued, as at 
first, unopposed, would continually accumulate ve- 
locity in her, until she flew through the water as 
fleet at least as the wind itself. That equilibrium, 
however, of the forces upon her head and stern, 
which obtained at first, does not remain ; the forces 
upon the head, constituting the resistance, increase 
with the motion*, and those upon the stern dimi- 
nish; and in a short time the impulse of the wind 
upon the sails, and the pressure of the water upon 
the stern, come to be together precisely equalled 
by the increased resistance upon the bows. The 
state of equilibrium is now, then, reproduced ; and 
as long as it is kept up, the vessel moves on with 
the quantity of force of motion which it had when 
it passed into this state of equilibrium, unimpaired. 

Again, let us suppose a pulley suspended at any 
height, ‘1owever great, above the earth’s surface, 
and a string of equal length to pass over it, earrying 
at its extremities two unequal weights. Suppose 
the greater weight to be drawn up, and the whole 
machine then to be left to itself, the excess of the 
greater over the lesser weight will evidently be an 
unopposed power, and will communicate motion td 
the system; which motion, by the continual im- 


* They increase as the square of the velocity. 
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pulses of this power, would be continually acce- 
lerated, with no other limit than that of the height 
through which the weight is allowed to descend; 
so that by increasing this height we could accumu- 
late velocity and force of motion to any conceivable 
extent, were it not for the resistance of the air; 
this would effectually limit any such accumulation. 
It is a resistance which would be found rapidly to 
increase with the velocity of the descent, and which 
would soon become so great as entirely to baffle 
any further effort of the power to increase the ra- 
pidity of the motion; in short this resistance would 
soon pass into a state of equilibrium with the moving 
power, and from that period the velocity of the 
descent would be uniform, becoming what is tech- 
nically called the terminal velocity. It is shown by 
theory, and has been confirmed by numerous expe- 
riments, that this ¢erminal velocity of a descending 
body is very soon acquired, and is by no means a 
considerable velocity. Dr. Hutton has calculated 
that a leaden ball one inch in diameter, could not, 
by descending freely through the air (even if the air 
were every where of the same density as at the 
earth’s surface) acquire a velocity of more than 
260 feet per second. This velocity it would acquire 
in falling through 2687 feet, or about half a mile.* 


* Theoretical deductions on these subjects have been more 
or less confirmed by numerous experiments in artillery prac- 
tice. The method of the experiments was this: — Bullets 
fired vertically into the air, were received, on their descent, upon 
planks of soft wood, and the velocity of the descent was judged 
of from experimental data by the depths to which they sank 
in the wood. 
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We shall take as our third and last example the 
ease of the Locomotive CARRIAGE. 

The pressure which opposes itself to the motion 
of a carriage upon a railroad, where the road is ae- 
curately level or horizontal, is about 8 lbs. per ton 
weight; so that in a train weighing, carriages and 
all, 10 tons, there would not be more than 180 tbs. 
of resistance to be counterbalanced, that the whole 
might be placed in a state bordering upon motion ; 
and, as the engine of every locomotive carriage is 
capable of producing upon its piston a far greater 
pressure than this, it might be imagined that this 
excess of power would produce a continually acce- 
lerating motion, and that when this had attained its 
greatest limit, consistently with the safety of transit, 
the steam must be thrown off, and the pressure re- 
duced to 180 lb., to prevent any further accumu- 
lation. In reality, however, instead of the velocity 
of a locomotive being thus difficult to control and 
keep down to limits consistent with safety, it has 
been found impracticable to get it up even to those 
limits which public expectation had fixed itself 
upon, and which public convenience may be sup- 
posed to demand. To a preservation of the con- 
dition of the state bordering upon motion, it 
is necessary that the cylinder should be contin- 
ually filled and refilled with steam of the requisite 
pressure. Thus to a rapid motion a rapid pro- 
duction of steam becomes necessary ; and on this 
the dimensions of the fire-place and boiler, and the 
foree of the draught of air, soon place a limit. 
Again the resistance of the air increases with the 
square of the velocity with which the carriage 
moves ; so that when it moves with any considerable 
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degree of velocity, the motion of the carriage comes 
tov be opposed by this cause with a force adding 
itself to the resistance of its friction, and soon 
greatly exceeding it. The amount of this resist- 
ance on the broad surfaces of the carriages will be 
judged of when it is stated that it is equal to the 
the pressure which a wind, moving with the velocity 
of the carriages, would produce upon them at rest, 
if that wind moved exactly in the line of the road ; 
and, moreover, that, by the experiments of Smea- 
ton, a wind moving with the velocity of from 30 to 
35 miles an hour is a very high wind, almost 
amounting to a gale. 


297. THe DYNAMICAL EFFECT, OR THE AMOUNT 
OF THE ACTION OR EFFICIENCY OF ANY AGENT, 
IS MEASURED BY THE PRESSURE WHICH IT 
EXERTS MULTIPLIED BY THE SPACE THROUGH 
WHICH IT EXERTS IT. 


For it is evident that the pressure exerted remain- 
ing the same, the action or effect will vary as the 
space through which it is exerted, and that the 
space remaining the same it will vary as the pressure 
exerted ; thus, by the rules of proportion, when both 
vary, the action or effect will vary as their product. 

Thus, for instance, a horse drawing a loaded car- 
tiage over six miles of road will exert a double 
action and produce a double effect when his load 
is doubled, and therefore his constant pressure 
upon it doubled; a triple effect when he draws 
a triple load; a quadruple effect when he draws 
a quadruple load over this six miles of road, and so 
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on; so that the space he traverses remaining the 
same, his effect will vary as the pressure which 
he applies. Again, his load, and therefore the 
pressure he applies, remaining the same, the effect 
he vroduces will vary as the space he traverses. 
Thus if he draw the same load twelve miles instead 
of six, his effect will be doubled; if eighteen, 
tripled, and so on. Since, then, his action or effect 
varies as the pressure he applies when the space is 
constant, and as the space when the pressure is con- 
stant, it follows that when mezther is constant it 
varies as their product. : 

Thus the dynamical action or effect of a horse 
which draws a load of 6 cwt. over two miles of 
level road, is the same with that of a horse which 
draws 4 ewt. over three miles; since 6 xX 2 is equal 
to 4 x 3.* 

The dynamical effect of a weight of 4 ewt. acting 
to impel or to resist the motion of a machine 
through 10 feet, is to that of a weight of 5ewt. acting 
through 12 feet as 2 to 3; since the product of 4 by 
10 or 40, is to the product of 5 by 12 or 60 in that 
ratio. 


* This equality may perhaps be understood better by some 
persons thus: the effect of G ewt. drawn over two miles is the 
same as that of 12cwt. over one mile; for whether two horses 
draw cach 3cwt. over the same mile or draw these over two 
successive miles, the same dynamical effect is evidently pro- 
duced. By exactly the same reasoning it is evident that the 
effect of 4 cwt. drawn over three miles is the same as that of 
12cwt. over one mile: both of these dynamical effects being 
therefore equal to 12cwt. drawn over one mile, are equal to 
one another. 
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2908. THe DynaMICAL EFFICIENCIES OF DIF- 
FERENT AGENTS. 


There are two ways of speaking of the dynamical 
effect of an agent. We may speak of it as the 
mean effect produced in a given period, as for in- 
stance, one minute of the operation of that agent ; 
or we may speak of it as the whole effect which 
that agent is capable of producing, before its ope- 
ration is withdrawn, or its powers become extinct. 
In the former sense we speak of the mean effect 
which a horse drawing a load is capable of pro- 
ducing per minute, or of the effect which a given 
quantity of fuel burning in the furnace of a steam 
engine is capable of producing (by the interven- 
tion of the water and steamn,) upon the piston per 
minute ; in the latter sense we speak of the whole 
dynamical effect which a horse is capable of pro- 
ducing during its life; or a bushel of coals before 
it is burned out. ‘ 


299. THe DynamicaL EFFect oF A HuMAN 
AGENT. 


The muscular power of a man is usually made to. 
operate either by his legs or his arms, rarely by 
both together. It has been estimated that by the 
action of his legs upon a treadwheel, he can raise 
his own weight, about 150 lbs., 10,000 feet per day ; 
which gives a dynamical effect of 1,500,000 per 
day, or 3125 per minute, supposing the work to 


be continued eight hours a day, - 
A man who ascended” wate 000 feet high, 
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would do a good day's work; a result which cor- 
roborates the preceding. 

In respect to the dynamical effect of a man 
working with his arms, we have theauthority of 
Smeaton, that a good labourer can thus raise 370 Ib. 
10 feet high per minute; so that his dynamical 
effect is 3700; being somewhat greater with his 
arms than his legs. Desaguiliers makes the dy- 
namical effect of a man working with his arms, 
5500 per minute: this is, however, considered too 
high an estimate. 


300. THE DyNAMICAL EFFECT oF A HOoRSE., 


A horse drawing a weight out of a well overa 
pulley can, according to Desaguiliers, raise 200 lbs. 
for eight hours together, at the rate of 24 miles 
or 13.200 feet, per hour. This gives for the dy- 
namical effect of a horse per minute 29,333. 

The usual estimate of the dynamical effect per 
minute of a, horse, called by engineers a HORSE'S 
POWER, i8 33,000. 

Mr. Smeaton states it to be 22,000. 


801. THE ,PowER oF A LIVING AGENT TO 
PRODUCE A GIVEN DYNAMICAL EFFECT. 


A distinction must be made between the dy- 
namical effect produced by a living agent, and its 
power of producing that effect as affected by the cir- 
cmstances under which it is produced. Thusthe dyna- 
mical effect of a load of 200 lbs. raised by a horse for 
8 hours a day, at the rate of 24 miles an hour, 
is the same with that of 20 lbs. raised for the same 
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period at 25 miles an hour; but the power of pro- 
ducing this effect, considered as residing in the 
horse, is not the same ; in fact, the action exerted by 
the horse to produce these two effects is different ; 
he has to carry the weight of his body, lifting it 
a certain height at every step, much farther in the 
one case than the other. The distinction between 
the two, is that between the moving and the working 
power ina machine. The moving action or cffect 
includes the motion communicated to the machinery 
of the horse’s body, the working action or effect 
only that applied to the load. 

‘An animal is best capable of exerting its mus- 
cular power against any resisting force, when it is - 
at rest. When it is in motion, a portion of its 
muscular force is consumed in its motion. If the 
rate at which a horse is travelling per hour in miles 
be subtracted from 12, and the remainder squared, 
a number will be obtained, which will, it 2s said, 
represent the number of pounds of traction which 
the horse is capable of exerting, when it moves with 
this velocity. 

Thus, if the horse be moving at the rate of 4 
miles per hour, this number being subtracted from 
12, gives 8, which squared is 64. So that the 
horse could, according to this rule, walking at 
4. miles per hour, be able to draw with a force of 64 
lbs. Now 4 miles per hour is 352 feet per minute. 
The dynamical effect per minute of a horse, thus 
drawing, would then be 22,528. 

A waggon loaded with 86 tons, and therefore 
requiring a traction of -/; of this weight, or 14 tons, 
may be drawn by 8 horses, at 24 miles an hour, 
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for 8 hours daily. This gives a dynamical effect 
per minute of 41,066 for each horse. 

A mail coach, of 2 tons weight, and travelling 
at the rate of 10 miles per hour, may be worked 
on a turnpike road both ways, by as many horses 
as there are miles of road. The-dynamical effect 
per minute may in this case be calculated as be- 
fore: it will be found to be 8215, being scarcely 
4 of the effect which the horses would have been 
capable of producing at the slower rate of the 


waggon. 


902. Tue DyNnamIcAL Errect oF ONE 
OF COALS. 


The power of heat, which slumbers among the 
particles of a mass of coal, is best called into 
operation as a dynamical agent by combining it 
with water under the form of steam. According 
to Mr. Watt, a bushel of coals (84 1bs.) will con- 
vert into steam 10 cubic feet of water, so that 
84 Ibs. is sufficient to vaporise 1 cubic foot. Now, 
1 cubic foot of water, according to Tredgold 
(p.153.), will expand itself into 1711 cubic feet of 
steam at temperature 212°, and retaining an elas- 
ticity equal to the pressure of one atmosphere. 
These 1711 cubic feet of steam are therefore capa- 
ble of propelling a piston of 1 foot square, under 
the pressure of one atmosphere, through a distance 
of 1711 feet. Now, the pressure of the atmosphere on 
a surface 1 foot square, is 2120 lbs. These 8-4 Ibs. 
of coals, thus converting into steam a cubic foot of 
water, are capable therefore, through this inter- 
vention of the steam, of producing a dynamical 
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effect represcnted by the product 1711 x 2120, or 
by 3,627,320. 

This effect being produced by 8:4lbs., the effect 
of J lb. is obtained by dividing it by 8-4; by which 
division we find 431,824 for the dynamical effect 
which 1]b. of coals is capable of producing. 


303. Tue Dynamicat EFFECT OF ANY AGENT 
OPERATING THROUGH A MACHINE WHICH 
MOVES WITH A UNIFORM MOTION, IS THE 
SAME WHATEVER THAT MACHINE MAY BE, 
PROVIDED ONLY THE RESISTANCES OPPOSED 
To THE Motions OF THE PARTS OF THE 
MACHINE BY FRICTION AND OTHER OPPOSING 
CAUSES BE THE SAME. 


For to the state of the uniform motion of a 
machine there is necessary that state of the equi- 
librium of the pressures acting upon it which 
borders upon motion (see art.294.). And _ this 
state of the equilibrium of the pressures acting 
upon the machine supposes, by the principle of 
virtual velocities, that the product of the power by 
the space it describes should equal the sum of the 
produets of the resistances* by the spaces they 
severally describe. Now, the product of any pres- 
sure by the space through which it is made to act 
is its DYNAMICAL EFFECT. 


* The resistance upon any point of a machine implies a 
foree acting in a direction opposite to that in which the motion 
of the point takes place. The power and the resistances in 
the machine here spoken of, are all supposed to operate actually 
in the lines of direction in which the points to which they are 
applied move. 
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Iacluding then, among these resistances, together 
with those upon the working points of the machine, 
those offered by the frictions of its various inter- 
mediate moving parts upon one another, the un- 
counterbalanced weiglits of certain of them which 
are raised as the motion goes on, and the resistance 
of the air upon the motion of all; it follows that 
the dynamical effect of the power is equal to the 
sum of the dyvamical effects of the resistances ; 
and that separating the resistances upon the work- 
ing points of a machine from the rest of the 
Yresistances upon it, and supposing these last to be 
in every respect the same in different machines ; 
then the same agent operating equally (that is, with 
the same dynamical effect upon the receiving 
organ) through these different machines, will pro- 
duce the same aggregate dynamical effect upon the 
working points of all. 

That the state of the uniform motion of the 
machine should have been attained is necessary to 
the application of this principle, as is expressly 
stated in the enunciation of it; for in that state of 
accelerating motion which precedes the uniform 
motion of the machine, the distribution of pressure 
and motion will vary uot only with the frictions 
and uncounterbalanced weights of the parts of diffe- 
rent machines, but with their actual weights and 
dimensions, and the distribution of their dimensions 
in respect to their axes of motion (arts. 221. and 
225.). 

Since neither in these respects, nor in respect to 
the frictions of their various surfaces of motion 
upon one another, or their uncounterbalanced 
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weights, can there be a positive equality between 
any two; and since in respect to machines gene- 
rally there is in all these respects a great inequality, 
it follows that generally the dynamical effects pro- 
duced upon the working points of different machines 
by equal operations of the same agent ARE NOT 
THE SAME; and, therefore, that to estimate the 
actually working effects of the same agent on 
different machines, it is necessary to know what 
portion of the dynamical effect, made to operate in 
each machine, is consumed in the resistances opposed 
to the machine, elsewhere than at its working points, 
and with this view to distinguish between the 
moving and working powers, or the dynamical 
effects produced at the moving and at the working 
points; between THE EFFECTS PRODUCED AT THE 
POINT WHICH RECEIVES THE OPERATION OF THE 
AGENT AND AT THE POINTS WHICH APPLY IT. 


304. Tot DynaMmICAL EFFECT UPON THE MOVING 
PoINT, OR THE MOVING Power, IN A STEAM 
ENGINE. 


In a steam engine the operation of the agent 
(the steam) is received upon the piston. To esti- 
mate the dynamical effect of this agent upon the 
moving point, we have then to determine the 
pressure of the steam upon the piston and the ve- 
locity in feet with which the piston moves per 
minute ; the product of these will give the dyna- 
mical effect upon the piston per minute. This is 
termed THE POWER of the engine. Compared with 
the dynamical effect of a horse per minute, which 
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we have seen to be 33,000, it determines what is 
called the Horse’s powER of the engine. There 
is very great difficulty, however, in determining 
the elasticity of the steam in the cylinder and its 
actual pressure upon the piston. The steam gauge 
determines it under all circumstances with ‘sufficient 
accuracy in the dozer; but the elasticities of the 
steam in the cylinder and in the boiler are not the 
same: the former is influenced by the rapid state 
of the motion of the steam through the narrow 
passage of the steam pipes and its expansion into 
the body of the cylinder, and especially it is in- 
fluenced by the greater or less opposition which 
the piston offers to this expansion. The deter- 
mination of all these conditions is a problem of 
great difficulty, and as yet it is an unsolved problem 
of practical mechanics. 

An instrument has indeed been contrived for mea- 
suring the elastic force of the steam in the cylinder, 
called the Steam Indicator. See Tredgold on the 
Steam Engine (art. 560.). This instrument, at 
best but an imperfect one, although many years 
ago used by Watt, has only, we believe, of late 
come to be employed to any extent by steam engine 
manufacturers for estimating the powers of their 
engines. It appears to admit of improvement, and 
will probably before long be taken for the constant 
guide of the practical engineer. 

We are not aware of any published experiments 
with the Indicator of sufficient precision and au- 
thority to warrant their mention here. Whenever 
such experiments shall be made, valuable theoretical 
results cannot fail to be deducible from them. 
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It is customary for the engine maker to assume 
that his engine is made to work with a certain 
velocity of the piston and with a certain pressure 
upon it; and different makers have been accustomed 
to assign different values to these quantities. The 
engines of Watt were made to work with a pressure 
of 7 lbs. on the square inch, and the piston to travel 
at 220 feet per minute. Tredgold gives, as the 
best velocity of the piston, 120 times the square root 
of the length of the stroke, in feet. Itis very ques- 
tionable whether any of these conclusions, consi- 
dered as theoretical conclusions, are founded on 
sufficient data. . 

As an example of the calculation of the dynamical 
effect upon the piston of a steam engine, let us take 
the following : — 

The cylinder of an engine has a diameter of 
36 inches, and its piston a stroke of 7 feet, making 
16 double strokes a minute ; the pressure upon the 
piston of this engine was shown by the steam indicator 
to average 10 Ibs. to the square inch. From these 
data it may be calculated that the area of the piston 
was 1017°8 square inches, and the whole pressure 
upon it 10,178 lbs.; moreover, that it moved at the 
rate of 224 feet per minute; so that the dynamical 
effect per minute produced upon it was represented 
by the product of these numbers or by the number 
2,279,872; which, taking the dynamical effect of a 
horse per minute to be 33,000, makes the horse- 
power, as it is called, of the engine or the effect 
produced upon its piston (not its working power) 
equal to that of 69 horses. The actual pressure of 
10 lbs. per square inch upon the piston of this en- 
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gine was determined by Mr.Glyn with the steam in- 
dicator. The engine was probubly made to work 
with 7 lbs. or 8 lbs. pressure, and would have been 
ealled by the maker an engine of 55-horse power. 
Had this engine worked without friction of its 
machinery, this moving dynamical effect or moving 
power of 69 horses, would have been propagated 
through it without diminution, and distributed 
among its working points, would have constituted 
its working or useful effect. 


305. Tue DynAMICAL EFFECT UPON THE WORK- 
ING POINTS OR THE WORKING POWER OF A. 
STEAM ENGINE. 


The dynamical effect produced at the working 
points in a steam engine, is equal to the sum of 
the pressures exerted there and performing the 
work, each being multiplied by the space over 
which it is made to operate. 

The following example is from the monthly re- 
ports of the working of the Cornish engines; it 
will sufficiently illustrate the method according to 
which this calculation is usually made.* 


* In the year 1811, the principal mining proprietors in 
Cornwall determined, with a view to the encouragement of the 
skilful manufacture and working of engines, to ascertain from 
monthly reports, made by competent persons and with the 
requisite precautions, and to make public, the useful effect of 
their respective engines during that month, together with the 
consumption of coals and the steam pressure in the cylinder. 
For this purpose a mechanical contrivance, called the counter, 
was annexed to each engine, and accurately registered its 
number of strokes; and this registration, with the measured 
dimensions of its pump and stroke, are sufficient data for 
determining its useful effect, as shown in the above example. 
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The engine at the mine called the Wheal Hope, 
works three pumps, and the length of the stroke of 
each is 8 feet: their pistons support and lift, at 
every stroke, columns of water, whose joint weights 
are 27,766 lbs., and in the month of December 
1826, they are stated to have made 261,890 strokes. 
Hence it may be calculated that the velocity of 
the pistons was 46°9 feet per minute, and 27,766 Ibs. 
of water being moved with this velocity, that the 
working effect per minute, was the product of these 
two numbers, or 13,022,254. 

If the whole distance travelled by the pistons in 
the month had been multiplied by the mean pressure 
upon them, so as to obtain the whole working ef- 
fect in the month, and this product had been divided 
by the number of bushels of coals consumed in 
the month, which was 1242, the quotient would 
have been the working effect of each bushel of 
coals in that engine, and it would have been found 
to be 46,838,246. This number is called the puTy 
of the engine. It includes in its amount not only 
the qualities of the engine, but of the fuel, and the 
economy of the stokers in the use of it; and espe- 
cially, it would seem to depend upon the greater 
or less escape of the heat, by radiation from the 
surface of the boiler. 


306. PRACTICAL METHOD OF DETERMINING THE 
DyNAMICAL EFFECT AT ANY WORKING Point 
IN A MAaAcHINE, OR THE WORKING Power 
OPERATING AT THAT PoINT. 


Let the work be thrown off from the shaft which 
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conveys the power to that working point®, whose 
dynamical effect is to be estimated, Let then a 
friction-strap or break-wheel, such as that shown in 
the accompanying figure, to which is connected 
B Fig, 85. > 












ee 


the rod or bar AB, be placed upon the shaft, and 
its revolution with the shaft being prevented by 
the stop D, let the strap be tightened upon the 
shaft by means of the screw B, until the motion of 
the machine is again brought back by the friction 
of the strap, exactly to what it was before the work 
was thrown off, a fact which will be indicated by 
the shaft making now precisely as many revolutions 
per minute as it did then. This being accomplished, . 
it is certain that the friction of the strap is pre- 
cisely equal to the reststance of the work; and that 
the power before expended in performing the work, 
is precisely equal to the power now expended in 
overcoming the friction of the strap. It only, re- 
mains, therefore, to determine this last. For this 
purpose .et a weight be suspended from the ex- 
tremity of the rod, and gradually increased, until 


* The power will, in the majority of cases, be found to be 
conveyed to each working point of the machine by such a 
shaft, which may be considered as the channel along which it 
flows. In any case where it is not, a shaft may be introduced 
and made the medium of communication, for the express pur- 
pose of this admeasurement. 
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the rod at length descends from the stop D, (against 
which it has hitherto been pressed, and by the re- 
sistance of which the friction of the strap has hi- 
therto been overcome, ) and assumes the horizontal 
position shown in the figure. An equilibrium then 
manifestly exists between the weight E, acting on 
the arm of the lever CF, and the friction, acting on 
the circumference of the shaft. From this relation, 
the friction upon the shaft may at once be calcu- 
lated ; and this friction in pounds, multiplied by 
the distance in feet, traversed by the circumference 
of the shaft per minute, gives the dynamical effect of 
the friction at the shaft, and therefore the power upon 
the working point, which was to be determined. 


307. Tue Tueory oF THE STEAM ENGINE. 


Could we determine from a knowledge of the di- 
mensions, and the combination of the parts of a 
steam engine —its cranks, axles, levers, pistons, 
&c. — and the frictions of their surfaces of 
contact, the conditions of the eguzlibrium of the 
pressures acting in the machine, when in its 
state bordering upon motion; could we, in fact, 
determine accurately, under the form of an ana- 
lytical expression, that precise relation which ex- 
ists between a power operating upon the piston 
of a steam engine, and the resistances opposed to 
the motion of the machine at its working points, 
when motion is about to ensue by the power over- 
coming the resistances at those points — friction 
being of course rigidly, included in the compu- 
tation; and did this analytical formula or com- 
putation apply itself to all the various positions of 
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the piston, and therefore of the beam, crank, levers, 
&e.; then we should know accurately under what 
steam pressure upon the piston the engine would 
perform any given work, and one of the most im- 
portant elements of the theory of the steam engine 
would be determined. 

The next step in the investigation would be to 
find, if it were possible, from given dimensions 
of the furnace and boiler, the quantity of steam 
which the engine would produce, and throw per 
minute ‘into the cylinder, of such a density as that 
its elasticity should be sufficient to produce the re- 
quired pressure per square inch upon the piston. 
Every time the cylinder was filled with steam of 
this density, the piston would be driven along it; 
and the number of times per minute that it would 
be so filled, would be known by a comparison of 
its capacity with the quantity of steam of the same 
density, generated per minute in the boiler. The 
pressure upon the piston being thus known, and its 
velocity, the whole moving and working effect of 
the engine, would seem to be known, and its theory 
completely determined. 

Three important elements in the computation 
hav: however, been here omitted :— 

Ist. The temperature under which the steam 
fills the cylinder influences greatly its elasticity, 
and therefore its pressure upon the piston. 

Qdly. The velocity under which the steam passes 
through the steam-pipe, from the boiler to the 
cylinder, controlling as it does the supply of steam 
to the piston, and depending for its amount upon 
the relative densities of the steam in the boiler and 
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cylinder, of necessity influences the result; and must 
be supposed to do so appreciably, until the contrary 
is proved, or at least rendered probable. 

3dly. The elasticity of the steam in the cylinder is 
und»ubtedly, in some degree, and probably toa great 
extent, affected by the state of motion produced in 
it by the influent jet of steam from the steam- 
pipe; and, like the last, this disturbing cause must. 
be supposed to have an appreciable amount, until 
the contrary is proved. 

Thebe conditions, thrown into the problem, greatly 
add to its difficulties, and appear to place it far 
beyond the limits of any solution which has yet 
been offered. ‘ 

Of the various discussions of the theory of the 
steam-engine which have been propounded for the 
guidance of practical men, there are two which 
may here be noticed ;—those of Mr. Tredgold and 
M. de Pambour. 

The theory of Mr. Tredgold appears to assume, 
that the steam pressure upon the piston is wholly 
controlled and governed by the pressure in the 
boiler, and entirely independent of the resistance 
upon the piston. It is scarcely possible to extract 
any other meaning from the calculation given by 
that author of the working or useful pressure on 
the piston of a non-condensing engine*, (sce 
Tredgold, art. 367.) unless, indeed, the whole effect 


* The following is the calculation given by him of the 
effective or working pressure upon the piston (that is, the pres- 
sure upon the piston, deducting the friction of the parts of the 
engine and the resistances opposed to its motion by all other 
causes acting to transinit I). 


cc 
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of the resistance on the piston, upon the steam pres- 
sure, be supposed to be included in his determin 
ation of the first small element, ‘0069 of the calcu- 
lation. 

According to this calculation, the actual pressure 
of the steam upon the piston, neglecting the effect 


The effective pressure upon the piston is less than that in the 
boiler, considered as unity. 

By the force producing motion of the steam 

into the cylinder - - - ‘0069 
By the cooling in the cylinder and pipes - ‘0160 
By the friction of the piston and waste -  °2000 
By the force required to expel the steam 

into the atmosphere - ~ - "0069 
By the force expended in opening valves, 

and friction of the parts of the engine -~ 0622 
By the steam being cut off before the ter- 

mination of the stroke - - 11000 


"3920 


To the expression in the text of the opinion he has formed 
of the principles on which this calculation of the power of 
a steam-engine and others of the same class are founded, the 
author begs here to add, that it is by no means his wish to 
be considered as extending this opinion to the general cha- 
racter of Mr. Tredgold’s work. That work contains a vast 
mass of practical information, which will be sought for in vain 
elsewhere ; and the many admirable plates and valuable papers 
which have been added to the last edition of it, published by 
Mr. Weale, will no doubt obtain for it a place in the library 
of every man interested in the progress of practical science. 
Nevertheless, in justice to the real interests of science, the 
author is compelled to express an opinion that every single 
question connected with the theory of the steam-engine ought, 
in the existing state of our knowledge, to be received with 
distrust and caution. 
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of cutting off the steam before the termination of 
the stroke, is only less than that in the boiler by the 
small fraction ‘0229. 

Now the pressure in the boiler can be measured, 
and thence that upon the piston caleulated, allowing 
the loss of this small fraction of its amount in pass- 
ing from the boiler to‘the cylinder, so as to deter- 
mine the moving dynamical effect or moving power 
of the engine according to Mr. Tredgold’s rule; 
and it would be found, by comparing it with the 
working dynamical effect, or working power, to 
amount only to from one third to two thirds of it. 
To reconcile the two, then, enormous allowance 
must be made by those who adopt this rule for 
friction and other causes opposed to the motion of 
the engine. 

Mr. Tredgold accordingly assigns to the piston 
alone a friction amounting to no less than }th 
of the whole pressure upon it, and to the friction 
of the machinery by which the motion of the piston 
is transmitted +$ ths. Whence it may be calcu- 
lated, that if an engine had a working power of 
100 horses, 40 would be necessary to draw its piston 
alone, and 12 to move the remaining portion of its 
machinery. (See De Pambour’s Theory of the 
Steam-Engine, p. 7.) 

It is due to the interests of science to state that 
these calculations appear to be grounded in no 
sound or recognised principles: they are deduced 
from formule which are to be considered as scarcely 
more than empirical, and which do not appear to be 
borne out by the practice of the steam-engine. 

The theory of M. de Pambour makes the elas- 

ce 2 
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ticity of the steam in the cylinder to depend en- 
tirely upon the resistance which the piston opposes 
to it, and the motion of the piston to be governed 
entirely by the quantity of steam generated by the 
engine per minute, at a given temperature, which 
he calls its vaporising power. The elasticity of the 
steam in the cylinder is, however, dependent upon 
its temperature as well as its density ; and to com- 
pare it, and therefore the pressure upon the piston, 
with the vaporising power of the engine, it is neces- 
sary to establish a relation between the two. 

M. de Pambour states, from numerous experi- 
ments made simultaneously with the thermometer 
and manometer, applied both to the boiler of a 
steam-engine and also to the tube, through which 
the steam, after having terminated its effect, escaped 
into the atmosphere, that during all its action in 
the engine the steam remains in the state technically 
denoted by the name of satura/ed steam ; that is, it 
remains at the maximum density for its temperature. 
This fact, on the discussion of which it is impossible 
here to enter, establishes the required relation of 
density and temperature, and leads to a solution of 
the problem under the conditions supposed. 

If confirmed by subsequent observations, it can- 
not but be considered a very valuable addition to 
the theory of the steam-engine. 


APPEN DIX. 


391 


APPENDIX. 


TABLE I. 


CoMPRESSIONS PRODUCED IN DIFFERENT SUBSTANCES BY EACH 
ADDITIONAL Pressure oF ONE ATMOSPHERE, MEASURED IN 
MiLuiontTHs oF THE WHOLE VoLuME or Bu tx. 




































CErsteEp. CoLLaDON AND Sturm. 
Substances experi- are Substances ex peri- sina 
mented A Millionths. wanted ae Millionths, 
Mercu - 1 Mercury - - 5°8 
Alcoho - 20 Sulphuric acid - 32°0 
Sulphuret of carbon 30 Nitric acid a se 322 
Water - 46:1 Ammonia - - 347 
Sulphuric ether - 60 Acetic acid - 42°2 
Water containing air 49°5 
Water freed from air 513 
Nritnc ether . TUS 
Essence of ae 73-0 
thum 3 
Acetic ether 71:5 
Hydrochloric ether? 
under the Ist 85°9 
atmosphere -S 
Ditto, ender the 9th 82°5 
atmosphere - 
Alcohol under the 96°5 
let atmosphere - { 
Ditto, under the 9th 93° 
atmosphere - 
Supine ether un- 
er the lst atmo. ; 
Pcenk at temp. 153°0 


11° cent. 
Ditto, under 24th 

atmosphere, 7 

temp. 0° cent. - 






dy go 
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TABLE II. 


se 


' Liqurraction oF rHE Gases. 







Temperature in |Pressure at which 
Degrees of the | Liquefaction is 


Centig. Ther, | produced in At- 
mospheres. 



















Names of the Gases liquefied. * 










Sulphurous acid 
Cyanogen - re 
Chlorine - = = 





3°6 


















Ammonia ae - 
The same = ‘é ee 
Muriatic acid = ~ 
The same - - 
The same ee = 
Carbonic acid 7 é 20 
The same “ - 36 
Nitrous oxide “ - 44 
The same - - 51 
TABLE III. 
EXTENSIBILITY. 
ExprERIMENTS ON THE piIRnECT Exrtensisitiry of Woop anp 
lron. 
c=} 
a. 
— HM q 
A & ar 
Substance extended. gc | es Name of 
= £6 Experimenter. 
ee | 38 
38 | ge 
Bars of oak - - 1 1176 Minard and Desarmes. 
Iron wire, No. 18 (in cables) 1 Q1 | Vicat. 
i ie i : Oe Engi f the Pont 
- ngineers 0 the ron 
Bar iron os = - 1 82 5 des Invalides. 
oo 2 - - 15 2500 inard and Desormes. 
ai s = ~ 18 10000 —_— 
= = . = 20 20000 a; 
ee - -} 23 | 50000 es 
a a - - a5 rupture — } 
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TABLE IV. 


Exrgriurnts py Mr. Bartow on THe piaect Extensisitity 
OF wrouGHt TRon.* 





Parts of the Bar extended by each additional Ton, iv 
Minuiontnue of the whole Length. 


BARS ONE INCH SQUARE. 








Bar No. I. Bar No. IJ. | Bar No. II, | Bar No, IV. 








1 Oo O 0 0 
2 20 Oo 160 150 
3 62 73 150 130 
4 93 80 130 140 
5 109 90 120 140 
6 110 110 110 130 
7 —_ 90 120 100 
8 93 80 120 80 
9 — 100 120 elasticity 


destroyed. 





BARS TWO INCHES SQUARE. 





Bar No. V. Bar No. VI. | Bar No. VII. 





8 150 125 
10 120 110 
12 100 50 
14 80 50 
16 85 50 
18 80 105 
20 75 100 
22 70, 95 
24 75 95 
26 80 95 
28 80 95 
30 95 95 
32 95 90 
34 130 85 
36 full elas- 90 
38 ticity. 95 
40 95 

elasticity elasticity 
exceeded. perfect. 


* Compiled from a Report addressed to the Directors of the London 
and Birmingham Railway. Fellowes, 1835. 
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Mean Extension per Ton, per Square Inch. 


Bar No. I. - - 98 Bar No. VY. - - 108 


II - - 90 VI. - - 95 
IY. - - 101 VII. - - 84 
Iv. - - 97 — 
— Mean - 94 

Mean - - 96 


On these extremely valuable experiments, Mr. Barlow has 
made the following remarks: — “Collecting the results of 
these seven experiments, and reducing them all to square 
inches, we find that the strain which was just sufficient to 
balance the elasticity of the iron, was in— 


Bar No. I. (re-manufactured iron) 10 tons. 
IL ditto 11 tons. 

TIL. new bolt 11 tons. 

IV. ditto 10 tons. 


Vv. (re-manufactured) 9°5 tons. 
VI. ditto, from old furnace bars 825 tons. 
VII. new bar, by Messrs. Gordon 10 tons. 


We may consider, therefore, that the elastic power of good 
iyon is equal to about ten tons per inch, and that this force 
varies from ten to eight tons in indifferent and bad iron. It 
appears also, (considering ‘000096 as representing in round 
numbers ygiggth) that a bar of iron is extended yhqyth part of 
its length by every ton of direct strain per square inch of its 
section; and, consequently, that its elastic limit will be fully 
excited when it is stretched to the amount of y{,;th part of its 
length.” 

“ We have seen, that with about ten tons per square inch, a 
bar is stretched yith part of its length, and its elasticity 
wholly excited or surpassed. Again, admitting 76° to be 
the extreme range of the thermometer, in this’ country, be- 
tween summer and winter, it appears from the very accurate 
experiments of Professor Daniel, that a bar of malleable 
iron will contract or expand with this change of temperature, 
by ggbsth part of its whole length.” Now, by the preceding 
experiments it appears that a bar extending by this fraction 
of its length would exert a strain of five tons per square 
inch on its abutrnents. Such, then, is the strain which a bar, 
fixed between two immovcable obstacles in winter, would 
exert against them in summer. 
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TABLE V. 


Tur Tenacirizs OF DIFFERENT SUBSTANCES, AND THE Resret- 
ANCES WHICH THEY OPPOSE TO DIRECT COMPRESSION. 















al as z5 

Feel SE | oti 

Substances experimented on.) g 28 a5 
égz| 28 | Ge 









to 1-30th of an 
inch in diameter - 


Wrought iron, in wirefrom 
180th 60 to 91 






in wire 1-10th of an inch | 836to43| Telford 
in bars, Russian (mean) Q7 Lamé 
English (mean) 25} — 
herounere - 30 Brunel 
rolled in sheets, and cut 2 
lengthwise i 14 Mitis 











. te tto, cut rete 18 _ 
in chains, oval linksSin. 
clear, iron J} in. Sis 214 Brown 
ditto, Brunton’s, eit 
stay across link =. 25 Barlow 
Cast iron, quality No.1. - | 6 to7§ |Hodgkinson| 38 to 41 | Hodgkinson 
2 =| 6to8 - 37 to 48 ~ 
3.* .~| 6to 9g — 51 to 65 a 
Steel, cast - - - 44 Mitis 
cast and tilted . - 60 Rennie 
blistered and hammered 59} _ 
shear - - ° 57 come 
raw - - 50 Mitis 
‘Damascus - ° 31 — 
ditto, once refined . 36 mn 
ditto, twice refined . rey a 
Copper, cast - a - 84 Rennie 52 Rennie 
ammered - - 15 _ 46 — 
sheet - - « 21 Kingston 
wire - 2 «.- = Lik 
tinum wire . - 17 Guyton 
Silver, cast - - - 18 
wire ‘° - - 17 
Gold, cast oe e - 9 
wire . - 14 
Brass, yellow (fine) - - 8 
Gun metal (hard) ° 16 
Tin, cast - - - 2 
wire - ° - 3 
9 cast - - | 45ths 
milled sheet « 13 





* The strongest quality of cast iron is a Scotch iron known as the Devon 
Hot Blast No. 3. : tenacity is 9§ tons per square inch, and its resistance 
to compression 65 tons, 
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TABLE V.— continued. 









| 




















. y bad Sg ‘ 
ee fe} ag 
Pea | se | Fes] 38 
Substances experimentedon.| © 75 2g ey s aE 
ges =a 55. ae 
eag| 2h |S] 2B 
Lead wire - - + rot Guyton 
Stone, slate (Welsh) - 57 
Marble (white) - 4 < “ 14 Rennie 
Guivry - - - 1 
Portland = - - ; gi - 16 ue 
Craigleith freestone -| 2 « i 7 Q'4 —_ 
Bramley fall sandstone ae Se - z o-7 ie 
Cornish granite - ae “ = 2-8 ms 
Peterhead ditto Bie ° = 37 oc 
Limestcene compact bik. yh! ee x 2 4 a 
Purbeck - - - * S - 4 _ 
Aberdeen granite an ee a . 5 as 
Brick, spac? red - . 13 . é 5G = 
rec BON cieks 9 an - . 8 _ 
Hammersmith gers” Wid sae: a8 is ar 1 sie 
ditto urnt) oe ‘ - 14 sees 
Chalk - ~) = - * é “99 + 
Plaster of Paris — - - 03 
Glass, plate - : 4 
Bone (0x) . a 
Hemp fibres glued together 4) 
Strips of paper glued together) = 13 
ae spon, ee gravity a 9 Barlow 
é 8 oe 
t ak ' + « : 7 as 
Beech - ey 5 ans 
Oak « . - ‘92 5 a 1°7 iin 
Ditto - - ‘77 4 ems 
Fir - ° - 6 5 aa 
Pear - - 646 a 
noeeny - ‘637 $f era 
Elm 7 - - és 6 - 2 ay — 
Pine, American - 6 - « 73 — 
Deal, white - - 6 a m “86 ait 





Torsion. 


M. Savart has shown, in a series of experiments, detailed 
in the Annales de Chimie, August, 1829, on the torsion of 
bars of different sections and dimensions — 

Ist. That the ancvzs of torsion are in every case propor- 
tional to the Forces of torsion, so long as the torsion of the 
bar remains within the elastic limits. 

2dly. That in bars of the same section, subjected to the 
same forces of torsion, the angles of torsion are directly pro- 
portional to the LeNnctus of the bars, 
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; TABLE VI. 


Exeeriments py M. Duteau vron THE ANGLE or Tor- 
sIoN 1N Bars or Inon. 


Angle of Tor. 
a : sion produced 
‘Side of Square, py a Peace 


Nature of the Specimen. Length of the, or Diameter | of 99 Ibs. act. 


Part twisted. 


of Cylinder. | at a Leverage 
| | of 1 Feet. 
_——— 
: ; Feet. Inches. Degrees. 

Round iron, English, 7-9 | 78 4 

marked Dowlais 
Round iron, Perigord 9°5 | "91 3 | 
Square iron, English, 2 | ; ; 

marked C 2 at ae o 64 
Square iron, Perigord | 8:3 8 3°8 
Flat iron, English - | 9°6 132% °837; Ile 











TABLE VII. 


Exptriments py Mr. G. Rennir on turk Rurrure a SQUARE 
Bars OF DIFFERENT Merrats sy Torsion: THE Force 
BEING MADE TO acT at THE Exxtrremiry or a Lever Two 
Peer in Lencrn. 


Side of | Mean Weight 











l 
Deseription of Material. ee ia Square | producing*Hup- 
i Sechon. ture, 
Inches | Inches. | Libs. Oz, 

Tron cast, horizontally 0 4 | 9 15 
vertically — - O 4 10 10 
horizontally 4 4 | 7 8 

: : | 4 4 8 
2 1 | 4 | 8 8 
vertically - | 4 4 ! 10 1 
re er 
- - ' I 4d 8 5 
- - 6 x 9 12 
horizontally | oO 93 12 
- - O 74. #O 
: : | 10 | 52 0 

Steel - oO 1 

Wrought iron, English | 6) 4 10 2 
Swedish | 0 + 9 8 

Gun metal, hard a! 8) 4 5 O 

Yellow brass, fine i Oo 4 4 11 
Copper, cast - - | o | 4 4 § 
| Tin “ - - | fe) | 4 1 0 

te eect eo 
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TABLE VIII. 


Exrreriments sy Mr. Braman on THE Rurrure BY Tor- 
SION OF Square Bars spy WEIGHTS ACTING aT A LEVER- 
aGE oF Turee Feet. 


Side of Weight | 
Square | producing | 
Section. | Rupture. 


| Length of 
Piece. 


Description of Material, 














: Inches. Inches. Lbs. 
Cast iron, alloyed with th } 12 ls 915 
of copper - - 

- 7 24 ly, 213 
Mixture of equal parts of | 

old Adelphi and At 12 1k °* 330 
ton : : | 

P = 12 ly 310 

- - 24 lys 2 
Cast iron - “ 12 1 Ps 
| - : 240 | 1 218 
TABLE IX. 


Exrreriments spy Mr. Dunior on tHE Rupture sy Tor- 
sion oF Crtinpricat Bars or Cast Iron, with WEIGHTS 
ACTING aT A Leverace or Fourteen Freer Two Incwrs. 





ne the Weighta produc. | 


Diameter. | 


| ing Rupture. 
a aka. 4 Anes © oe | Lbs. 
2 250 
at 5 384 
3 a 408 
3 2 700 
4 34 1170 
5 l 34 1240 
5 3} 1662 
5 4 1938 
6 44 | 2158 


A ee EN ET ee eee eS | 
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Mer. Hopcxinson’s Experiments oN THE Murcuanicat 
Properties or Cast Iron. 


The experiments of Mr. Hodgkinson and Mr. Fairbairn 
have been published, in the Seventh Report of the British 
Association of Science, since our chapter on the strength of 
materials went to press. Their great practical importance 
will sufficiently account for their introduction here, as an ap- 
pendix to that chapter. They have reference— 


Ist. To the resistance of cast iron to rupture by extension. 

2d. To the resistance of cast iron to rupture by compres- 
sion. 

3d. To the resistance of cast iron to rupture by transverse 
strain. 

4th. To the destruction of the clastic properties of the 
material as the body advances to rupture. 

5th. To the influence of time upon the conditions of rupe 
ture. 

6th. To certain relations of the internal structure of metals 
to their conditions of rupture. 

7th. To the relative properties in all these respects of Hor 
AND COLD BLAST IRON, 


The experiments on tension and compression were made by 
means of a lever constructed for the purpose by Mr. Fair- 
bairn, and admirably adapted to its use. <A table given at 
the end of this paper contains their principal results. 

From this table it appears that the resistance of cast iron to 
rupture by extension varices from 6 to 9 tons upon the square 
inch; and that to rupture by compression from 36 to 65 tons. 

A series of experiments was directed to the verification of 
the commonly assumed principle, that the forces resisting rup- 
ture by extension, are — the material being the same—as the 
areas of the sections of rupture; and they appear fully to have 


The expertrnents of Mr. Hodgkinson on transverse strain 
present less of novelty and importance ; they fully, however, 
confirm the views previously taken on this subject by him, 
and detailed in articles 66. 68,&c. A series of them, directed 
to the verification of the commonly assumed principle, “that 
the strengths of rectangular beams of the same width, to resist 
rupture by transverse strain, are as the squares of their depths,” 
fully established that law. 

With regard to the destruction of the elastic properties of 
the material, as it approaches to rupture, the experiments of 
Mr. Hodgkinson possess great interest and importance. 

It has been asserted by Mr. Tredgold, and commonly us- 
sumed, that this destruction of elastic power, or displacement 
beyond the, elastic limit, does not manifest itself until the 
load exceeds oxe third the breaking weight. 

Mr. Hodgkinson found that, in some instances, this effect was 
produced, and manifested in a permanent set of the material, 
when the load did not exceed one sixteenth of the breaking 
weight. Thus, a bar one inch square, supported between 
props 44 feet apart, which broke when loaded with 496 Ib., 
showed a permanent deflection, or set, when loaded with 16 lb. 
In other cases, permanent sets were given by loads of 7 Ib. 
and 14 lb., the breaking weights being respectively 364 Ib. 
and 1120 1b. These sets were therefore given by sd and 
ath the breaking weights respectively. Thus, then, there 
would seem to be no such limits, in respect to transverse strain, 
as those known by the name of elastic limits; and it follows 
from these experiments that the principle of loading a beam 
within the clastic limit has no foundation in practice. 

It was ascertained by a very ingenious experiment, that a 
bar, subjected, under precisely the same circumstances, to ex- 
tension and compression by transverse strain, gave, for equal 
loads, equal deflections, in the two cases. 

The most remarkable results on the subject of transverse 
strain were, however, those of Mr. Fairbairn, having reference 
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to the influence of t1mz upon the deflection produced by s 
given load. 

A bar one inch square, supported between props 41 feet 

apart, and loaded with 280]bs., being about jths its breaking 
weight, had its deflection accurately measured, from month 
to month, for fifteen months, and it was found that, through- 
out that period, the deflection was CONTINUALLY INCREASING ; 
the whole increase in that period amounting to the fraction 
048,of an inch. A bar of the same dimensions, similarly sup- 
ported, and loaded with 336 lbs., being about 3ths of its break- 
ing weight, increased its deflection similarly, and in the same 
period, by the fraction ‘077 of an inch. Another similar bar, 
‘loaded with about {ths the breaking weight, similarly in- 
creased its deflection by the O88th of an inch. The de- 
flection of these bars still daily advances under the same loads, 
and, a sufficient period having elapsed, will no doubt proceed 
to rupture. A fourth bar of the same size was loaded with 
448 lbs., being very nearly its breaking load. It bore it for 
thirty-seven days, increasing its deflection during the first few 
days by the fraction 282 of an inch; thence retaining the 
same deflection until it broke. 

The fact thus established, that a beam loaded beyond a 
certain limit continually yields to the load, but with an exceed- 
ingly slow progression, unless the load very nearly approach 
the breaking load, is one of vast practical importance; it opens 
an entirely new field of speculation and inquiry. The ques- 
tions, what are the /imits of loading (if any) beyond which 
this continual progression to rupture begins ? what are the va- 
rious rates of progression corresponding to different loads beyond 
that limit? and what are the effects of temperature on these 
circumstances ? remain, as yet, almost unanswered. , 

Another interesting feature of Mr. Hodgkinson’s experi- 
ments has, however, reference to certain relations of the in. 

ternal structure of cast iron to the conditions of its rupture. 

In the compression of short columns of different heights, 
and of the same diameter, he found that where the height o: 
the column exceeded a certain limit, the crushing force be- 

DD 
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came constant, not varying as the height of the column was 
increased, until it reached another limit; at which second 
limit the column began to yield, not strictly by the crushing, 
but by the bending of its material. 

_ The first limit was a height of little less than three times 
the radius of the column; the second limit was about six 
times the radius of the column. For columns of different 
heights, between these limits, and having equal diameters, 
the force producing rupture by compression, was nearly the 
same. When the column was éess than the lower limit, the 
crushing force became greater ; and when it was greater than 
the higher limit, the crushing force became leas. 

These facts were at once explained by an examination of 
the fragments of the ruptured columns. In all cases where 
the height of the column exceeded a certain limit, the section 
of rupture was found to be a plane inclined at nearly the 
same angle to the axis of the column. The mean value of 
this angle was 55°, and in no case did the inclination of the 
section vary from that angle more than 3”. 

Now the limiting height of the column at which this 
oblique section first began to be distinctly and completely 
made, was precisely that (equal to three times the radius) at 
which the force producing rupture became independent of 
height. One of these facts, indeed, completely explains the 
other. For every height of the column above that limit, the 
section of rupture being a plane inclined at the same angle to the 
axis of the column, was a plane of the same size; so that in 
each case the cohesion of the same number of particles was to be 
overcome, that the rupture might be produced ; and the cohesion 
of the same number of particles being to be overcome under 
the same circumstances for each different height, the same 
force would be required to overcome that cohesion; until at 
length that height (six times the radius) was attained at 
which the column began to bend. This height once reached, 
a pressure continually less as the column was longer became, 
of course, sufficient to break it. 

This property is not, however, limited to cast iron; similar 
experiments were made by Mr. Hodgkinson, and by Rondelet, 


APPENDIX. 403 


with columns of wrought iron, wood, bone, marble, and other 
stones, and with the same result. 

Although the angle with the axis of the direction of rupture 
was always the same, yet the particular position round the 
axis in which the section was made was not the same. 
There may evidently be an infinite number of such planes 
round a given point in the axis of the column, all in- 
clined at the same angle of 55° to its axis; and there is no 
reason, in the nature of the material itself, provided it be 
homogeneous, why it should affect one of these planes of 
section rather than another. In the majority of cases one of 
these planes of section will, however, be determined in preference 
to the rest, by some want of homogeniety in the material, or 
by some inequality in the distribution of the compressing force 
upon the top of the column. Still such a particular determina- 
tion of the section of rupture may not possibly present itself. 
In that case, the rupture, having no tendency to take place in 
one direction rather than another, will take place in all direc- 

fig. 86: tions at once; and thus the surface 

of rupture will assume the form of 

the surface of a double cone, of 
which the two component cones have 
a common apex, and from which the 
sides of the column will break away. 
In the accompanying figures are 
represented the fragments of acolumn 
which broke under these circum- 





stances in the experiments of Mr. Hodgkinson. 

In the case of rectangular columns, the section of rupture 
will manifestly be the narrowest section which can be made 
at the given inclination, or that sloping towards the nar- 
rower face of the rectangle; because a section inclined at 
the same angle, but sloping towards the wider. face, would 
oppose to rupture the cohesion of a much greater number of 
particles than the other or narrower section. In the majority 
of cases, this section will be made from one end of the top 
of the column rather than the other; but it may take place 
from both ends at once. This case occurred, too, in the ex- 
periments of Mr. Hodgkinson, and is represented in the cut, 
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where the two planes of 
rupture from the opposite 
ends of the top of the column 
are seen crossing one an- 
other at the centre, and 
dividing the column intz 
four wedge-like masses. 
The last cut represents’ 
fragments obtained in a 
similar experiment with a shorter rectangular column, where 
the height was not sufficient to allow of the one part sliding on 
the other along its plane 
of fracture. Thus it became 
apparent that the material 
had its first and easiest 
direction of fracture at a 
given angle of inclination 
to the direction of the pres- 
sure; so that its first and 
easiest fracture would take place, if allowed to do so, by the 
sliding of one portion of it on the surface of another, at a 
given angle of inclination to the axis of the pressure. And thus 
was completely explained the great increase of the strength of 
the column when it was so short (less than three times the 
radius) that one portion could not thus slide upon the other, 
the height of the column being less than the perpendicular 
height of the true plane of section, the upper portion was, in 
this case, manifestly prevented from sliding upon the lower, by the 
resting of its base upon the mass which supported the column. 








Now not the least interesting feature of these experiments is, 
that their results had long ago been anticipated by theory. 

It is evident that when a column sustains a pressure in the 
direction of its length, the tendency of the column to yield, by 
the sliding of one portion upon the other along an oblique 
section, will be influenced by two causes: first, it will be 
greater as the inclination of the section to the direction of 
the pressure is less; on the principle, that the tendency of a 
heavy mass to slide upon an inclined plane is greater, as the 
inclination of the plane to the vertical is less: secondly, it will 
be less as the inclination of the section to the direction of the 
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pressure is less ; inasmuch as the number of the cohering par- 
ticles in such a section, and therefore the actual coherence of 
the whole section, is greater as the section is more oblique. 
Thus, then, by the operation of one of these causes, as the 
section is more oblique, the tendency to slide along it is 
greater, and by the operation of the other it is Jess. There 
must then be a particular obliquity of section for which these 
causes most effectually neutralise one another, and the tendency 
to rupture is the least. The position of this section was dis- 
cussed by Coulomb, as early as the year 1773, (Mémoires des 
savans Etrangers, 1773,) and was found, neglecting the weight 
of the material of the column, and the friction of the surfaces 
which slip upon one another, and considering only the coherence 
of these surfaces, to be inclined at 45° to the axis of the column, 
Allowing for the effect of friction, and supposing, as is very 
probable, that under these circumstances of intimate contact 
it gives a limiting angle of resistance of 20”, this theoretical 
result of Coulomb is brought precisely to the practical result 
of Mr. Hodgkinson, giving 55° for the obliquity of the section 
of fracture. 

A yet further confirmation of this fact is found in some ex- 
periments of Professor Daniel, detailed in the first volume of 
the Journal of the Royal Institution. Having immersed some 
rectangular bars of hammered lead for a considerable time in 
mercury, the solid metal became saturated with the fluid. 
Any friction which the two surfaces of any section, slipping 
upon one another, might have had, was thus taken away 
by the intervention of the mercury, and the cohesion of the 
particles of the bar was so destroyed, that it could not 
sustain its own weight. Under these circumstances the 
theory of Coulomb evidently points to an angle of 45°, as that 
at which the surfaces should slip. This is precisely the angle 
at which they were found to slip. 

From these facts it is apparent, that if columns be taken of 
different diameters, and of heights so great as not to allow of 
their bending, but yet sufficient to allow of a perfect separation 
of the plane of fracture; that is, if they be taken of heights 
lying between three times and six times the radius of each; 
then their strengths being as the numbers of particles in their 
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This law Mr. Hodgkinson verified. Thus, for instance, th 
mean of three experiments upon a column } of an inch i 
diameter, gave for the crushing force 6,426 lbs., whilst the-mea) 
of four on a column 3 of an inch in diameter, gave 14,542 Ibs 
The diameters of these columns were as 2 to 3; these section 
were, therefore, as 4 to 9; and this is near the ratio of thi 
crushing weights. 

A series of experiments was directed by Mr. Hodgkinsor 
to the verification of this law, usually assumed in respect 
to the transverse strength of rectangular beams, that, wher 
their lengths and breadths are the same, their strengths are as 
the squares of their depths. 

His experiments fully established thislaw. Thus he placed 
between props, 4 feet 6 inches apart, castings of Carron iron 
No. 2., which were all 1 inch broad, and respectively 1, 3, and 
5 inches deep; these broke respectively with weights of 452 bs., 
$3,843 lbs., and 100,50]bs.; which are very nearly as the numbers 
1, 9, 25; that is, as the squares of the depths. 

The following table contains a general summary of the results 
obtained by Mr. Hodgkinson, in respect to the direct strengths 
of hot and cold blast iron to resist compression and extension, 


TABLE X. 
fa | Fi ' 

$ be mS 
Description of Metal & y 5 = g & Ratio. 

wey j] 3 

Sas aed 
Devon Iron, No.3 Hot blast 145, 21,907 6°638:1 
Buffery Iron, No. 1. Hot blast 86,397 13,434 6°431:1 
Ditto, No. 1. Cold blast { 953,385 17,466 | 5°34A:1 
Coed-Talon Iron, No. 2. Hot blast 82,734 16,676 4°96] :1 
Ditto Cold blast 81,770 18,855 4°337:1 
Carron Iron, No. 2 Hot blast 108,540 13,505 8°037:1 
Ditto Coid blast 106,375 16,683 6°376:1 
Ditto, No 3% Hot blast 138,440 17,755 ee 

8 


Ditto Cold blast 115,442 14,200 *129:1 | 
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TABLE XI. 


Gaeyrrzat Sommany or Resvrrs, as DERIVED FROM THE 
Exrsaimznrs on Transversz Srarnoru or Hor axp 
_ Corp Brasr Inons, 















Ratio of the Ratio of the 
strengtha, that of | powers to sustain 
the cold blast being | impact (cold blast 
represented by 1000. being 1000). 


Description of Metal. 



































Carron iron, No. 2. - | 1000: 990°9 : 1005'1 
Devon, No. 3. - | 1000: 1416°9 | 1000: 2785°6 
Buffery, No. 1. , = | 1000: 930°7 | 1000: 962°1 







Coed-Talon, No. 2. - | 1000: 1007 1000 : 1234 

Ditto, No. 3. - | 1000: 927 1000: 925 
Elsicar and Milton - | 1000: 818 1000: 875 
Carron, No. 3. - | 1000: 1181 : 1201 
Muirkirk, No. 1. - | 1000: 927 








Mean 1000 : 1024°8 | 1000: 1226°3 





On the whole, then, it appears that the strength of hot blast 
iron to resist transverse strain is greater than that of cold- 
blast iron, in the ratio of 1024°8 : 1000; and that its strength 
to resist impact is greater, in the proportion of 1226°3 : 1000. 


Ow tue CuHemicat Comrosition oF Hor ann Corp Burast 
Irons, AS ANALYSED BY Dr. THompson.* 


The following differences of the two descriptions of metal 
resulted from the investigations of Dr. Thompson: — 

1. The specific gravity of hot blast iron is greater than that 
of cold blast iron, by about the 22d part. 

2, It was found that manganese, silicon, and aluminum 
were united with carbon in the composition of all cast iron ; 
but that, of these foreign ingredients, carbon, silicon, and 
aluminum entered into the composition of the hot blast 
iron ix a much less proportion than into the cold blast iron, 


* Report of Brit. Ass. Sci. vol. vi. 
DD 4 


408 ILLUSTRATIONS OF MECHANICS. 


in short, that the hot blast was greatly purer than the cold 
blast iron. 

The mean result of five analyses of different irons gave for 
the hot-blast iron No. 1. the proportion of 64 atoms of iron * 
to 1 of carbon, silicon, aluminum ; and for the cold blast iroy 
No. 1. the proportion 34: 1. 

‘The proportions in which carbon, silicon, and aluminum 
entered into the cold blast iron were 4, 1, 1; and those in 
which they entered into the hot blast iron, 12, 5, 2. 

No trace of the ingredients silicon and aluminum was 
found by Dr. Thompson in the best steel; but only the iron, 
manganese, and carbon; and he gives it as his opinion, that 
the union of these two ingredients, silicon and aluminum, in 
all English iron, is the reason why good steel can never be 
made from it. 

Dr. Thompson gives the following explanation of the 
economy of the hot blast : — 

“The whole of the oxygen of the air of the hot blast com- 
bines with the fuel as soon as it enters into the furnace; whilst 
the oxygen of the air of the cold blast 1s not all consumed im- 
mediately, but makes its way upwards, and is gradually con- 
sumed in its ascent, producing a scattered heat, which is of no 
use in smelting the iron, but serves only to consume the fuel. 
When the hot blast isused the combustion is concentrated towards 
the bottom of the furnace ; with the cold blast it is much more 
diffused. Hence the reason of the saving of the coals in the 
former case, which constitutes the great advantage attending 
the new method. This greater concentration of the combus- 
tion must subject the iron to a greater heat than when the 
combustion is more scattered. Hence the greater rapidity of 
the process, and consequently the additional quantity of the 
cast iron obtained from the furnace in a given time.” 


® With the iron is here included the small fractional proportion of man- 
genese. ; 
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TABLE XIII. 


Extrapos is A Horizontar Srraicut LINE. 


HorizontTaL THRUST. 

















Values | 
oe fs _ 
iBD BD 'BD ae BD BD |BD 
AB \er = — =(' =02-— =()'3 — ~o4lB ‘5|— =10 
AC JAC AC iAC AC AC IAC 
0:05 | 0'08174 ere 0°43277 | 079541 
O10 | 010279 | 0°16370 | 022588 | U- 28%62 | 0°35164 ; O'414-1 | 0°73161 
O15 | 011894 | 017480 | 0-23111 | 028764 | 034429 | 040160 | 0°68504 
0°20 | 0:13073 | 0°18191 | 0-23322 | 0-28460 | 033603 | 038747 | 0°64488 
0-25 — | 013871 | 0918553 | 023237 | 0°27922 | 032607 | 0°37293 | 060727 
0°30 | 0°14333 | 0°18604 | 029874 | 0-97 145 | 0°31416 | 035687 | 057041 
O35 | 014054 | 018379 | O22253 | 0-26140 , 0730083 | 033907 | 0°53335 
O40 | 0°14422 | 0°17913 | OR TALS | O-24924 | 0°28137 | 0°51950 | 040560 
0°50 | 0°13649 | 016596 | O-19168 | 021957 | O-L4760 | 027573 | 041728 











0°45 0 14124 | 0°17240 iD | O54 (26074) OYOS55 | 045693 


res 


Note. — This and the following table are extracted from the work of M. 
Garidel, entitled ‘Tables de la Poussée des Voutes. Paris, 1837. 


TABLE XIV. 


Tue Anore or Rupture in a Semricircurar Arcu, THE 
Extrapos BEING a LorizonraL Srraicnut Line. 














\A | 
ANGLes or Ruprore. | | 
i 
Values 3 wha ig ee | 
of 
BD BD ‘BD BD [pp | IBp 
AR | S00) BD one BAGO pale ye a 
AG IAC AG AG AC AC AC AC 
0-05 | 68:09 | 59199 54042] 51-150] 49°359 1 4ROue, 45-740 
O10 | 654 | 6048 | 5770 | 5601 | 5498 | 54a7 | 52 
os | 60 | 6b3) | 597 5869 | 580 | 57:49 | Beek 
0-00 «| B31] 617 88 | 6030 | 5990 | 5960 | 58°KO 
0:25 | 6224 | 6176 | 61-44 | 6Iv2 | 61-05 | 60-04 | 6U-SO 
030 | 613) | 6142 | 6154 | Gre | 616A | 61-67 | 68) 
0:35 | 6017 [| 6080 | 6Ier | B54 | 6178 | 61-08 | 62-56 
040 | 588 | 598 | Bose | 6105 | 6148 | wia7 | 6g-9 
0°45 | 57°32 | 5853 | 5945 | sul9 | Gos0 | 61-28 | 6Y-BD 
0:50 | 5563 | 56°97 | 5849 | 5898 | 59°72 | 6034 | 62°40 
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APPENDIX. 42] 


ExreriMents ON Friction, Mape aT Mertz in tue Years 
1831, 1832, 1833. M. Moriy. 


These experiments, into the mechanical details of which more 
precautions were introduced, and in which greater mechanical 
accuracy was probably attained, than in any which have pre- 
eeded thems; and in the measurement of the results of which, 
and the separation of the friction of the moving body from the 
various other elements which complicated those results, admir- 
able theoretical skill and ingenuity were exhibited *,— have 
placed the question of friction entirely Ina new, and a far 
more satisfactory position than it has before occupied. They 
were made at the expense of the French government, under 
the most favourable circumstances, by methods which have 
been fully and clearly detailed ; and however opposed they may 
be in their results to all former experiments, and especially to 
those of Coulomb, it is impossible not to yield to them the 
greatest confidence. 

The principal conclusions drawn from these experiments 
may be stated as follows : — 

They show the friction of two surfaces which have been for 
a considerable time in contact to be not only different in its 
amount, but in its nature, from the friction of surfaces in con- 
tinuous motion, especially in this, that this friction of qui- 
escence is subject to causes of variation and uncertainty, from 


* The contrivance, first suggested by M. Poucelet, by which the motion 
of the moving surface was made to record ifself through all the vartations 
of its velocity, as the weight which communicated motion to it accelerated 
or retarded its descent, is one of the most remarkable and the most valca- 
ble contributions which theory bas ever made to practical mechanics : for 
the details of it the reader is referred to the work of M. Morin, entitled 
* Nouvelles Expériences sur le Frottement.” Faris, 1433. Bacheller. 
This instrument admits of being applied under a modified form to deter- 
mine the aciion or working dynaonical cffict of any part of a machine in 
motion ; its determinations may be extended to every period and circum. 
stance of the motion. Applied by a very simple contrivance to the cylin 
der of a steam engine, it would serve adinirably the purpose of a steam 
indicator, recording with precision every varying effort of the moving 
power, and indicating the exact period of the motion when cach such effort 
was made. Results thus obtained from an extensive serics of experiments 
would constitute a body of facts invaluable as facts of reference to the 
civil engineer. 
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which the friction of motion is exempt. This variation does 
not appear.to depend upon the extent of the surfaces of con- 
tact; for, with different pressures, the ratio of the friction to the 
pressure, or the co-efficient of friction, as it is called, varied 
greatly, although the surfaces of contact were the same.* The 
uncertainty which would have been introduced into every 
question of practical mechanics, and especially of construction, 
by this consideration, is, however, removed by a second very 
important fact developed accidentally in the course of the ex- 
periments. Itis this, that by the slightest jar or shock, the most 
imperceptible movement of the surfaces of contact, their friction 
is made to pass from this state accompanying quiescence into 
that entirely different state of friction which accompanies 
motion ; and as every machine or structure of whatever kind 
may be considered to be subject to such shocks or impercep- 
tible motions of its surfaces of contact, it is evident that the 
state of friction to be made the basis on which all questions of 
statics are to be determined, should be that last mentioned, 
which accompanies continuous motion. Now the taws of this 
friction, thus accompanying motion, are shown by the ex- 
periments of M. Morin to be of remarkable uniformity and 
precision, and that, under an extensive range of variation, as 
well in the pressures by which the surfaces are held in contact, 
as in the dimensions of those surfaces. They are these, — 

1. The friction accompanying the motion of two surfaces 
between which no unguent is interposed, bears the same pro- 
portion to the force by which those surfaces are pressed to- 
gether, whatever may he the amount of that force. 

2. This friction is independent of the eztent of the surfaces 
of contact. 

8. Where unguents are interposed, a distinction is to be 
made between the case in which the surfaces are simply 
unctuous, and tn intimate contact with one another, and the case 
in which the surfaces are wholly separated from one another 


* Thus, for instance, in the case of oak upon oak with parallel fibres, 
the co-efficient of friction of quiescence varied under different preasures, 
but upon the same surface, from ‘55 to "76. 
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_by an interposed stratum of the unguent. If the pressure upon 

a surface of contact of given dimensions be increased beyond a 
certain limit, the latter of these cases passes into the first ; the 
stratum of unguent being pressed owt, and the unctuous sur- 
faces which it separated from one another being brought into 
intimate contact. As long as either of these two states remains, 
the laws of its friction are not affected by the presence of the 
unguent ; but in the transition from the one state to the other, 
an exception is made to the independence of the friction upon 
the extent of the surface of contact ; for supposing the extent 
of two surfaces of contact, between which a stratum of unguent 
is interposed, and which sustain a given pressure, to be con- 
tinually diminished, it is evident that the portions of this pres- 
sure which take effect upon each element of the surfaces of 
contact will be continually increased, and that they may thus 
beso increased as to press out the interposed stratum of unguent, 
and cause the state of the surfaces to pass into that which we 
have designated as unctuous, thereby changing the co-efficient 
of friction. That law of friction, then, which is known as the 
law of “the independence of the surface,” is to be received, in 
the case where a stratum of unguents is interposed, only within 
certain limits. 

It will be understood, from what has above been said, that 
there are three states, in respect to friction, into which the 
surfaces of bodies in contact may be made successively to pass : 
one, a state in which no unguent is present; the second, a 
state in which the surfaces are unctuous, but intimately in con- 
tact ; the third, a state in which the surfaces are separated by 
an entire stratum of the interposed unguent. Throughout 
each of these states the co-efficient of friction is the same; but 
it is essentially different in the different states, as will be seen 
from the following tables. 

4. It is a law common to the friction of all the states of 
contact of two surfaces, that their friction, when in motion, is 
altogether independent of the velocity of the motion. M. 
Morin has verified this law, as well in various states of contact 
without interposed fluids, as in cases where water, oils, grease, 
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glutinous liquids, syrups, pitch, &c., were interposed in a cont. 
tinuous stratum, 

The variety of the circumstances under which these laws 
obtain in respect to the friction of motion, and the accuracy 
with which the phenomena of motion accord with them, may 
be judged of from one example taken from the first set of ex- 
periments of M. Morin upon the friction of surfaces of oak 
whose fibres were parallel to the direction of their motion upon 
one another. He caused the surfaces of contact to vary their 
dimensions in the ratio of 1 to 84, from less than 5 square 
inches to nearly $ square feet; the forces which pressed them 
together, he varied from 88 lbs. to 2205lbs., and the velocities 
of their motion, from the slowest perceptible to 9°8 feet per 
second—causing them to be at one period xccelerated motions, 
at another uniform, at a third retarded; yet throughout all this 
wide range of variation, he in no instance found the co-efficient 
of friction to deviate from the same fraction of 0°478 by more 
than th of the amount of that fraction. 
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TABLE XVII. 


EXxperRiIMENTS ON THE Friction or Unctruovus SumFACESs BY 
M. Morin. 


in these experiments the surfaces, after having been smeared 
with an unguent, were wiped, so that no interposing layer of 
the unguent prevented their intimate contact. 

















FRICTION OF FRICTION OF 
Morion, QUIESCENCE. 
= ~ a 7 ~ . 
SURFACES OF CONTACT. & 6 seks g gs ORE: 
ES | E58] 83 | 8°8 
eo oe) ES le Se 
ge | eee | te | Bee 
Gee. | ee te a a 
Oak upon oak, the filires peinie pa fibres being pa ; a : 
paties to the motion — vaee 6° 10"} 0890 | 21° 19 
Ditto, the fibres of the ce 
body being perpendicular to the O14S | 8 9) 0314 117 26 
motion a 
Oak upon elm, fibres parallel - | 0750 7 45 
Elm upon oak, ditto - - | 0119 6 48] 0°-490 | £2 47 
Beech upon oak, ditto - 0-030 | 18 16 
¥1m upon elm, ditto s -] 0 146 7 be 
Wrought iron upon elm, ditto - | 0138 7-02 
Ditto upon wrought ion, ditto - | O177 | 10 38 
Ditto upon cast iron, ¢ ite - - - 0°118 6 
Cast iron upon wrought Iron, ditto - O13 a. 
); Wrought iron upon brass, ditto - | Otoo GQ 6 
Brass upon wrought iron - - | 0166 Q 2H 
Cast iron upon oak, ditto - - | O:107 6 74 0:100 5 43 
Ditto upon elm, “itt, the un. } 0-125 ry 9 
guent being tallow : - id ; 
Ditto, ditto, the unguent being 0-137 49 







hog’s lard and black lead - 


7 
Elm upon cast ion, fibres parallel - | 0°135 7 42] 0-098 5 36 
Cast iron upon cust iron - - | 0-144 8 12 
Ditto upon brass * "i ~ 1 O°13e 7 $2 
Brass upon cast iron - - - | O°107 6 7 
Ditto upon brass - - - | O34 7 381 0164 9 19 
Copper upon oak “ - | C100 5 48 
- 6 


Yellow copper upon cast iron 0115 







Leather (ox hide) well tanned upon : ; 
cast iron, wetted 2 we a O229 | 12 54 | 0267 | 14 87 
Ditto upon brass, wetted . - | 0-244 


| 


The distinction between the friction of surfaces to which no 
unguent is present, those which are merely unctuous, and those 
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between which a uniform stratum of the unguent is inter- 
posed, appears first to have been remarked by M. Morin; it 
has suggested to him what appears to be the true explanation 
of the difference between his results and those of Coulomb. 
He conceives, that in the experiments of this celebrated en- 
gineer the requisite precautions had not been taken to exclude 
unguents from the surfaces of contact. The slightest une- 
tuosity, such as might present itself accidentally, unless ex- 
pressly guarded against —such, for instance, as might have been 
left by the hands of the workman who had given the last 
polish to the surfaces of contact — is sufficient materially to 
affect the co-efficient of friction. 

Thus, for instance, surfaces of oak having been rubbed with 
hard dry soap, and then thoroughly wiped, so as to show no 
traces whatever of the unguent, were found by its presence to 
have lost 3ds of their friction, the co-efficient having passed 
from 0°478 to 0'164. 

This effect of the unguent upon the friction of the surfaces 
may be traced to the fact, that their motion upon one another 
without unguents was always found to be attended by a 
wearing of both the surfaces; small particles of a dark colour 
continually separated from them, which it was found from 
time to time necessary to remove, and which manifestly im- 
fluenced the friction: now wits the presence of an unguent 
the formation of these particles, and the consequent wear of 
the surfaces, completely ceased. Instead of a new surface of 
contact being continually presented by the wear, the same 
surface remained, receiving by the motion continually a more 
perfact polish. 
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TABLE XVIII. 


ExperiMEnts oN Friction with UNGUENTS INTERPOSED, BY 
M. Morurn. 


The extent of the surfaces in these experiments bore such a 
relation to the pressure, as to cause them to be separated from 
one another throughout by an interposed stratum of the 
unguent. 





FRICTION FRICTION 
OF OF 
Morion. | QUiIESCENCE. 


ey 























‘SURFACES OF CONTACT. | 2 ae UNGUENTS. 
o£ o 
Cas (oe 
Eos eco 
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| oO by Oo a 
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Oak upon oak, fibres parallel 0) 164 0°440 Dry soap. 
Ditto ditto - -| 0075 a lud Tallow. 
Ditto ditto - (067 Hogs’ lard, 
Ditto, fibres perpéndicular 0-083 Ug 25 54 Tallow 
Ditto ditto - 0 072 - a Hogs’ lard. 
Ditto ditto - 0-250 - . Water. 
ee elm, fibres pa) 0-136 . 7 Dry soap. 
Ditto ditto - -} 0073 0°178 Tallow. 
Ditto ditto - 0 066 - - Hogs’ lard. 
ae upon cast iron, ditto - - 0-080 - - Tallow, 

itto upon wrought : nn 
iron, ditto 3 0-098 aes Pallow. 

Beech upon oak, ditto =| 0°055 - - Tallow. 

Elm upon oak, ditto =| 0137 0°41} Dry soap. 

Ditto ditto - 0:070 0 142 Tallow. 

Ditto ditto - 0-060 - - Hoga’ lard. 
Ditto upon elm, ditto -{ O189 0°217 Dry soap. 
Ditto upon cast iron, ditto- | 0°66 - - ‘Tallow. 

Greased and 

Wrought iron upon oak, ditto | 0°256 O'649 } saturated 

with water. 

Ditto ditto ditto -} 0214 - + Dry soap. 
Ditto ditto ditto. 0085 0108 Tallow. 
Ditto upon elm, ditto 7 0:078 = - Tallow. 
Ditto ditto ditto -| 0076 - - Hogs’ lard. 
Ditto ditto ditto -|] 0055 - - Olive oth 
Ditto upon cast iron, ditto 07108 - - Tallow. | 
Ditto ditto ditto ~| 0-076 ue. as Hogs’ lard. 
Ditto ditto ditto ne} 2088 0100 | Olive oil | 

itto upon wrought 

iron, ditto 0-082 - - Tallow. 
Ditto ditto ditto ./ O-081 . - Hogs’ lard, 


Ditto ditto ditto . 0°070 0115 Olive osL 
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TABLE XVIIL (continued. 
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SURFACES OF CONTACT. — re g | UNGUENTS. 
‘eo ae 
Ess is 
& he bia 
Oo 
bh he eit n bras} 0°103 .  .. | Tallow. 
Ditto ditto ditto -{ 0-075 ee Hogs’ lard. 
Ditto ditto ditto .j} 0°078 oe Olive oil 
Cast iron upon oak, ditto .{ 07189 re Dry Lae 4 
r an 
Ditto ditto ditto -| 0218 0°646 saturated 
with water. 
rie ae atte s pale 0°100 callow. of 
itto itto itto . a : ogs’ la 
Ditto ditto ditto .{ 0075 0°100 Olive oll, 
Ditto uponelm, ditto -j| 0077 ee Tallow, 
Ditto ditto ditto. 0:061 = Z oe atl oaee 
Ditto ditto ditto 0:091 ge, cag { plunbagn - 
Dito, ditto upon reovaht) Roe 0-100 Tallow. 
Dive Spon Cast iron ao . oe ater 
itto itto - - : 3 . 7 
Ditto ditto - é 0:100 0100 T ‘allow: 
Ditto — ditto a -}| 0-070 0°100 Hogs’ lard. 
Ditto ditto 7 -| 0064 ee as ahaa F 
Ditto ditto - «| 0-055 a. 3 { pinmbage, 
Ditto upon brass ae 0108 5 - allow. 
Ditto peditto in - 0075 ° S Hogs’ lard. 
Ditto ditto - -| 0-078 ss é Olive oil. 
Copper Upon: aks Ares oe 0-069 0100 —| Tallow. 
alle 
Yellow copper upon east iron| 0072 0'103 Tallow. 
Ditto = ditto ‘ ese - -« nom ae 
Ditto ditto - - 2 = : ve oil. 
Tass upon Cast iron -| 0°086 0'106 Tallow. 
Ditto — ditto - -| 0-077 ae Olive oil. 
Ditto upon wrought iron -| 0°081 a. oe Lidia 
Ditto ditto - -| 0-089 Be us | ofumbago 
Ditto ditto ° -| 0-072 bd live oil. 
Ditto upon brass - -| 0058 Se. ue Olive oil. 
spite ditto =] oot | 20718 | Hoge tara 
itto 1 - s ~ o ard, 
Ditto ditto Pm hone as ms oe oil. 
Ditto upon wrought iron - ~ » allow. 
Ditto —_ ditto - -| 0-076 a . Hogs’ lard. 
Ditto upon brass - -| 0056 = ss Tallow. 
Ditto ditto - - 0°053 os os sf hah aera 
Ditto ditto - - 0-067 - - plum 0. 
Gre 
Tanned ox hide npon east 0°365 es. 2 saturated 
iron - with water. 
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SURFACES OF CONTACT. UNGUENTS. 


o-efficien 
of 
Friction 
Co-efficient 
of 
Friction 





oO 
Tanned ox hide upon cast 0°159 a = Tallow 
iron se : 
Nitta —_ ditto . -| 0°133 0°122 Olive oil, 
Ditto upon brass - «| 0°24] ar te Tallow. 
Ditto — ditto - -} 079) ae, 4 fies Olive oil. 
Ditto upon oak - O29 0°79 Water. 
Hempen fibres not twisted, 
moving upon oak ,the fibres 
of the hemp being placed Greased, and 
in a direction perpendicu- 0°332 0°869 saturated 
lar to the direction, of the with water. 
Mation, aud those of the 
ae parallel BS it - 
e saine as above, morn d 
upon cast iron - . 0'194 yee. Tallow. 
itto — ditto - -| 0153 - Olive oil. 


Soft calcareous stone of Jau- 

+ Mont upon the same, with 
a layer of mortar, of sand, 0-74 
and lime, interposed after = 
from JQ to 15 minutes’ con. 
tact - - - 





A comparison of the results enumerated in the above table 
leads to the following remarkable conclusion, easily fixing 
itself in the memory, that with the unguents hogs’ lard and olive 
oil interposed tx a continuous stratum between them, surfaces of 
wood on metal, wood on wood, metal on wood, and metal on metal, 
when tn motion, have all of them very nearly the sume co-efficient 
of friction, the value of that co-efficient being in all cases included 
between 0°07 and 0°08, und the limiting angle of resistance there- 
fore between 4° and 4° 35’, 

For the unguent tallow the co-efficient is the same as the above 
tn every oase, except tn that of metals upon metals, this un- 
guent seems less suited to metallic surfaces thun the others, and 
gives for the mean value of its co-efficient 0°10, and for its limiting 
angle of resistance 5° 43’. 

The experiments of which the above are results were all 
made under considerable pressures, suCh as those under which 
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the parts of the larger machines are accustomed to move 
upon one another: under such pressures the adhesion of the 
unguent to the surfaces of contact, and the opposition pre- 
sented to their motion by its viscidity, are causes whose in- 
fluence may be altogether neglected as compared with the 
friction. In the case of lighter machinery, as, for instance, that 


of clocks and watches, these considerations rise, however, into 
importance. 


TABLE XIX. 


Comparison or Frencu anv Enciisy Mrasurgs. 


MEASURES OF LENGTH. 














French. English. 
( 
Millimétre . = 0°03937 inch. 
Centimétre ° - 0° 393708 inch. 
Decimétre - - 3'Y37079 inches 
89°37079 inches. 
Mé@tre . - } 32808002 feet. 
1093633 yard, 
Myriamétre - - * §2138 miles. 





MEASURES OF SUPERFICIES, 


- 





Métre Carré - - 1 196033 square yard. 
Are . - 0'095845 rood, 
Hectare - ° 2°47 1143 acres, 


MEASURES OF CAPACITY. 





: rails pint. 
rue ; i 2201067 gallon. 
Decalitre - ° 9: 2000668 gallons 


Hectolitre . ; 22'009668 gallons, 
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TABLE XIX. (continued. ) 







MEASURES OF WEIGHT. 







English. 


0643 pennyweights, troy. 

0°08216 ounces, troy. 

j 2-68027 pounds, troy. 
2-20548 pounds, avoirdupois. 


$084 grains, troy. 


Kilogramme . - 





THE END. 


Lonnon;: 


SpotTriswoone and Suaw, 
New-street- Square. 
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NEW WORKS anv NEW EDITIONS 


PUBLISHED BY 


Messes. LONGMAN, BROWN, GREEN, ann LONGMANS. 


ACTON.—MODERN COOKERY, 


In allits Branches, reduced to a System of Kany Practice. Forthe use of Private Families. 
In a Series of Practical Receipts, allof which have been strictly teated, and are given with 
the moat minute exactness. By Eliza Acton. New Edition, with Directions for Carving, 
aud other Additions, Foolacap 8vo. with Plates and Woodcuts, 78. 6d. cloth. 


“* The whole of Miss Acton’s recipes‘ with a few trifling exceptions, which arcacrupuloualy 
specified, are confined tu anch aa may be Peesiatie depended on, from hawing been proved 
beneath our ven roof, and under our own personal inspection.’ We add, murcover, that the 
recipes are all reasonable, and never in any instance rrtravayant. They do not bid ua 
sacrifice ten pounds of excellent meat, that we may get acouple of quarts uf grany from it; 
nor du they deal with butter and exgrs an if they cust nothing. Afiss Acton's buvk ita good 
book in every way ; there is right-mindedness in every page of it, as well as thorough know- 
ledye und expersence of the subjectashe handles.” — Medical Garette. 


AIKEN —SELECT WORKS OF THE BRITISH POETS: 


From Ben Jonson to Colendge. With Biographical and Critical Prefaces by Dr. Alkin, 


A New Edition, with additional Selections, from more recent Poets, by Lucy Alkin, Medium 
8vo, 18s, cloth. . 


ALLEN ON THE ROYAL PREROGATIVE.—INQUIRY INTO THE RISE 
AND GROWTH OF THE ROYAL PREROGATIVE. By the Jate Joli Allen, Master of 
Dulwich College. A New Edition, with the Author's last corrections; preceded by M. 
Bérenger’s *‘ Rapport” on the Work read before the Institute of France ; aw Article on the 
same from the ‘* Edinburgh Review ;"? and a Biographical Notice of the Author, ‘To which 
is added, an Inquiry into the Life and Character of King Eadwig, frum the Author's BIN, 
8yvo. [Nearly ready. 


ANDERSEN.—THE TRUE STORY OF MY LIFE; 
A Sketch. By Hans Christian Andersen, author of ‘The Shoes of Fortune,” 4 The 
Nightingale,'"** O. T.," * Only a Fiddler,” ‘Tbe Improvisatore,’’etc. Translated by Mary 
Howitt. Fep. 8vo. 64. cloth. 


ARTISAN CLUB (THE).—A TREATISE ON THE STEAM-ENCINE. 
In its application to Mines, Mills, Steam Navigation, and Railways. By the Artisan Club, 
Edited by John Bourne, C.E. New Edition. With 30 Steel Plates, sud about 660 Wood 
Eugravings, 4to. 27s, cloth. 


BAKER.—RAILWAY ENCINEERING; 
Containing the most approved Metbods of laying out Railway Curves, anc of actting out the 
Cuttings, Embaukments, and Tunnels of Railways: with aGeneral and two Auxiliary Tablea, 
for the Calculation of Earthworks of Railways, Canals, etc. Also, the Investigation of the 
Formule for the Superclevation of the cxterfor Railin Curves, By T. Baker, Surveyor aud 
Civil Engineer. 8vo. 5a, cloth. 


BALL.—AN ACCOUNT OF THE CULTIVATION AND MANUFACTURE 
OF TEA IN CHINA: derived from Personal Observation during an Official Realdence In 
that Country of upwards of Twenty Years; and illustrated by the best Authorities, Chincee 
as wellas European, With some Remarks onthe Experiments now making for the Istro- 
duction of the Culture of the Tea Tree in other partsof the World. Hy S. Ball, Esq, late 
Panes er of Teas to the Kast India Companyin China. Svo. with Plates and Woodcuts, 
L4s. cloth. 


6 NEW WORKS anp NEW EDITIONS 


BANFIELD AND WELD.—THE STATISTICAL COMPANION; 
Exhibiting the most interesting Facts in Moral and Intellectual, Vital, Economical, and 
Political Statistics, at home and abroad. Compiled from Official and other authentic Sources, 
by T. C. Banfield, Statistical Clerk to the Council of Education; and C. R. Weld, Assistant 
Secretary tu the Royal Society. Foolacap 8vo, 5s. cloth. 


BARRETT.—A SYNOPSIS OF CRITICISMS 
Upon those Passages of the Old Testament in which Modern Commentators have differed 
from the Authorized Version: together with an Explanation of various Difficulties in the 
Hebrew and English Texts. By the Rev, Richard A. F, Barrett, M.A. Fellow of King's 
College, Cambridge. Vols. f. and IT. 8vo. 28s, each cloth; or iu 4 Half-vols. 14s, each, 
Also, Half-vol, V. lds. cloth. 


BAYLDON.—THE ART OF VALUING RENTS AND TILLACES, 
And the Tenant's Right of Entering and Quitting Farms, explained by several Specimens of 
Valuations; and Remarks on the Cultivation pursued on Soils in different Situations. 
Adapted to the Use of Landlords, Land-Agents, Appraisers, Farmers, and Tenants, By 
3.8. Bayldon, New Edition, corrected and revised by John Donaldson, 8vo. 108. 6¢. cloth, 


BEDFORD CORRESPONDENCE. — CORRESPONDENCE OF JOHN, 
FOURTH DUKE OF BEDFORD, aclected from the Originals at Woburn Abbey, (1742-70). 
With Introductions by Lord John Russell. 3 vols. 8vo. with Portrait, 498. cloth, 


BLACK.—A PRACTICAL TREATISE ON BREWING. 
Based on Chemical and Economical Principles: with Formule for Public Brewers, and 
Instructions tor Private Families. By William Black, Practical Brewer. New Edition, 
with considerable Additions. Svo. 10. 6d. cloth. 


BLAINE.—AN ENCYCLOPADIA OF RURAL SPORTS; 
Or, acomplete Account, Historical, Practical, and Descriptive, of Hanting, Shooting, Fishing, 
Racing, and other Field Sports and Athletic Antusemcuts of the presentday. By Delabere 
P Blaine, Exaq., author of ‘¢ Canine Pathology,” etc. With nearly 600 Engravings ou 
Wood, by R. Branston, from Drawings by Alken, T. Landseer, Dickes, ete, Avo, 0s. cloth. 


BLAIR’S CHRONOLOGICAL AND HISTORICAL TABLES, 
From the Creationtothe present Time: with Additious and Corrections from the mostauthen- 
tic Writers; including the Computation of St. Paul, as connecting the Period from the 
Fxode tothe Temple. Under the revision of Sir Henry Ellis, K.H., Prinetpal Librarian of 
the British Museum. Imperial Svo, 3)s.6¢d. half-bound morocco. 


BLAKEY.—THE TEMPORAL BENEFITS OF CHRISTIANITY ; 
Exemplified In ita inflaence onthe Social, Intellectual, and Political Condition of Mankind, 
from it First Promulyation to the Present Duy. By Robert Blakey, Authur of the “ Hiatory 
of the Philosophy of Mind,” etc. Svo. Ye. cloth. 


BLOOMFIELD.—THE HISTORY OF THE PELOPONNESIAN WAR. 
By Thucydides. A New Recension of the Text, with a carefully amended Panctuation; and 
coplous Notes, Critical, Philological, and Explanatory, almost entirely anginal, but partly 
aclected and arrayed from the best Expositora: accompanied with full Indexes. Illus- 
trate@ by Mapa aud Plans, By the Rev.8.'l'. Bloombeld, D.D. F.S.A. 2 vols. 8vo0. 38s. cloth. 


BLOOMFIELD.—THE HISTORY OF THE PELOPONNESIAN WAR, 
By Thucydides. Translated into English, and accompanied with very copious Notes, 
Philological nnd Kxplauatory, Historical and Geographical, By the Rev. S.T. Sloomfield, 
D.D.F.S.A. 8 vole. 8vo. with Maps and Plates, 2/. 5s. boards. 


BLOOMFIELD.—THE GREEK TESTAMENT : 
With copious English Notes, Critical, Philological, and Explanatory. Formed for the use 
of advanced Stuugnts of Divinity and Candidates for Holy Orders. By the Rev. 8. T. 
Bloomfeld, D.D. F.8.A. New Edition. 2 vols. 8vo. with a Map of Palestine, Ws. cloth. 


BLOOMFIELD. — THE GREEK TESTAMENT FOR COLLEGES AND 
SCHUOLS; with shorter English Notes, Critical, Philological, and Explanatory. By the 
Rev, S. T. Bloomfield, D.D. New Edition, enlarged, with a New Map and an Index, 
Foolscap 8vo. 10s. 6@. cloth. 


BLOOMFIELD,— GREEK AND ENCLISH LEXICON TO THE NEW 
TESTAMENT: especially adapted to the use of Colleges, and the Higher Classes in Public 
Schools; but alaointended as a convenient Manual for Biblical Students in geueral. By 
Dr. Bloomfield. New Edition, improved. Foolacap 8vo. 109. 6a. cloth, 
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THE BOOK OF RUTH, 
From the Holy Scriptures. Embellished with brilliant colonred Borders, selected fram 
some of the finest thuminated MSS. in the British Museum, the Bibliothéque Nationale, 
Paris, the Soane Muacum, etc.; and with highte-finished Miniatures, The Uluminatlona 
executed by H. N. Humphreys, Hluminator of ** A Record of the Black Prince," etc 
Square foolecap Svo. uniform in size with “ Parables of oar Lord," etc. ; in deeply embossed 
leather covers, 213, [in the Autumn, 


BORRER.—NARRATIVE OF A CAMPAICN WITH A FRENCH COLUMN 
against the Kabailes of Algeria: with the Mission of M, Suchet to the Emir Abu-cl-Kader, 
foran Exchange of Prisoners, By Dawson Borrer, F.R GS. Membre Correspondant de la 
nes Orientale & Paris, author of ‘A Journey from Naples to Jerusalem.’ Post Svo, 

Us. 6d. cloth. 


BRANDE.--A DICTIONARY OF SCIENCE, LITERATURE, AND ART; 
Comprising the History, Description, and Scientific Principles of every Brauch of Human 
Knowledge ; with the Derivation and Definition of allthe Terma in general use. Edited by 
W.T. Braude, F.R.S.L.and E.; assinted by Dr. J. Cauvin. Svo. with Woodcuts. 

[New Ldition, nearly ready. 


BUDGE (J..\—THE PRACTICAL MINER’S GUIDE. 
Comprising a Set of Trigonometrical Tables adapted to all the purposes of Oblique or 
Diagonal, Vertical, Horizontal, and Traverse Dialling; with their application to the Dial, 
Exercise of Drifts, Lodes, Slides, Levelling, Inaccesaible Diataucea, Heighta, ete. By 
J. Budge. NewKdition, enlarged. Svo.with Portrait, l2s. cloth, 


BULL.—HINTS TO MOTHERS, 
For the Management of their Health during the Perlod of Pregnancy and in the Lylng-in 
Room: with an Exposure of PopularErrors in connexion with those subjects, ete; and Hints 
upon Nursing. By Thomas Ball, M.D. New Edition, carefully revised and cularged, 
Foolscap 8vo. 68. cloth. 


BULL.—THE MATERNAL MANACEMENT OF CHILDREN, 
In HEALTH and BISKASE, By Phomas Bull, M.D. Inte Physician Accoucheur to the 
hinsbury Midwifery {natitution. New Edition, revised and enlarged. Fenp, 8vo. 63, cloth, 


BUNSEN.—THE CONSTITUTION OF THE CHURCH OF THE FUTURE. 
A practical Explauation of the Correspoudence with the Right Hon. Willam Gladstone, 
ou the German Church, Episeopacy, and Jerusalem = With a Preface, Notes, and the com- 
plete Correspondence. By the Chevalier C. C. 0d. Bunsen, Ph.D, D.C.L. ‘Translated under 
the superintendence of aud with additions by the Author, Pout Svo. 9s, 6d. cloth. 


BUNSEN.~—ECYPT’S PLACE IN UNIVERSAL HISTORY: 
Ao Historical Investigation, in Five Books. By C.C.J. Bunsen, D.Phoand D.C.L. Trana- 
Inted from the German, by C,H, Cottrell, Eaq. M.A. Vol. 1. containing the Firat Book, or 
Sources and Primeval Facts of Egyptian History: with an Egyptian Granunar and Dictionary, 
and a complete List of Hieroglyphoical Sigus; an Appendix of Autborities, embracing the 
complete Text of Manctho and Fratosthenes, Agyptiaca from Phony, Strabo, ete. ; and Plates 
representing the Egyptian Divinitles. Svo. with numerous Illustrations, 248. cloth, 


BURDER.—ORIENTAL CUSTOMS, 
Applied to the Illustration of the Sacred Scriptures. By Dr. Samuel Burder, New 
Edition, with Additions. Foolscap Svo. 8a. 6d, cloth. . 


BURNS.—THE PRINCIPLES OF CHRISTIAN PHILOSOPHY ; 


Containing the Doctrines, Duties, Admonitions, and Consolations of the Christian Retighan. 
By John Burns, M.D.F.R.S, 6th Edition. Foolscap Svo. 68. 6d, cloth, 


BURNS.—CHRISTIAN FRACMENTS ; 


Or, Remarks onthe Nature, Precepts, aud Comforts of Religion. By John Burns, M.D. 
F.R.8. Foolscap tvo. 5s. cloth. 


BUTLER.—A SKETCH OF MODERN AND ANCIENT CEOGRAPHY, 
for the use of Schools. By Samuel Butler, D.D., Inte Lord Bishop of Lichfield and 
Coventry; and formerly Head Master of Shrewsbury School. New Edition, revised by the 
Author's Son. 8vo. 9s. boards. 


BUTLER.—A CENERAL ATLAS OF MODERN AND ANCIENT CEOCRAPHY, 
Consisting of Forty-five coloured Maps, and copious Indices referring tothe Latitudes and 
Longitudes. By the late Bishop Butler, New Edition, re-engraved ; with corrections (in 
the Modern Maps) from the Government Surveys and other recent Sources of Information, 
and (in the Aucient Maps) from the most approved writers on Ancient Geography. 4to. 248. 
half-bound. 


Separately ~The Ancient Atlas, 8vo. 12. half-bound ; the Modern Atlas, Svo. 122. half-bound. 


| 8 NEW WORKS anp NEW EDITIONS 


CABINET LAWYER (THE). 
A Popular Digest of the Laws of England, Civil and Criminal; witha Dictionary of Law 
Terma, Maxime, Statutes, and Judicial Antiquities; Correct Tables of Assessed Taxes, Stamp 
Duties, Exchse Licences, and Post-Horse Duties; Post-Office Regulations, and Prison 
Discipline. Fourteenth Edition, enlarged, and corrected throughout, with the te 
Decisions aud Statutes to Michaelmas Term, 10 and 11 Victoria, Fcap. 8vo. 108.64. cloth. 


CALLCOTT.—A SCRIPTURE HERBAL: 
With upwards of 120 Wood Engravings. By Lady Callcott. Square crown 8vo, 1/.5a. cloth. 


CARTOONS.—THE PRIZE CARTOONS EXHIBITED IN WESTMINSTER~ 
HALL, Published under the Sanction and Patronage of Her Majesty’s Commissioners on 
the Fine Arta. Eleven large folio Engravings, in a neat Portfolio, 5/.58,; Proofs before 
letters, 8/. as. 


CATLOW.—POPULAR CONCHOLOCY ; 
Or, the Shell Cabinet arranged ; being an Introduction to the modern System of Conchology; 
witb asketch of the Natural History of the Animalr, anaccount of the Formation of the 
Shella, andacomplete Descriptive List of the Familles and Genera. By Agnes Catlow. 
Foolscap 8vo. with 312 Woodcuts, 10s. 62. cloth. 


CHALENOR.—WALTER CRAY, 
A Ballad, and otherPoema, By MaryChalenor. 2d Edition, with Additions, including the 
Author's Poetical Remains. rate 8v0.6s, cloth, 


COAD.—~A MEMORANDUM 
Of the Wonderful Providences of God to a Poor Unworthy Creature (from 12th of June 1685 
unto the 24th of November 1690) on and after the Revolution betweene the Duke of Mon- 
mouth ang King James. By John Coad. Square foolscap 8vo. {Nearly ready. 


“The beat account of the sufferings of those rebels who were sentenced to transportation is 
ta be found in a very curtaus narrative written by John Coad, au honest Godfearing earpen- 
ter, who foined Monmouth, was badly wounded at Philip's Nurton, was tried by sereah aud 
was sent to Jamaica, The original manuscript was kindly lent to me by Mr. Phippard, to 
whom it belongs.” Macaulay’s England, vol. i. p. 647 (uote.) 


*,* This work is printed, by permission of Mr. Phippard, from the MS. referred to in the 
above note by Mr. Macaulay. 


COLLINS.—MEMOIRS OF THE LIFE OF WILLIAM COLLINS, ESO. R.A. 
Including Selections from his Journals and Correspondence, Notices of many of his 
eminent Contemporaries, and x Description of bis principal Works. By his Son, W. Wilkie 
Collins, Eag. With Portrait after Linnell, and 2 Vignettes from Sketches by the Painter, 
2 vols. poat 8v0, 2le cloth. 


COLTON —LACON; OR, MANY THINGS IN FEW WORDS. 
By the Rey. C.C. Colton. New Edition, 8vo.12¢.cloth. 


CONVERSATIONS ON BOTANY. 


New Edition, improved. Fuolacap 8vo.with 22 Plates, 7a.6d.cloth; with coloured Plates,12.s, 


CONVERSATIONS ON MINERALOGY. 
With Platea, engraved by Mr, and Mra. Lowry, from Originel Drawings. Third Edition, 
enlarged, 2 vols. foolscap Bvu, lds. cloth, 


CONYBEARE AND HOWSON.—THE LIFE AND EPISTLES OF ST. PAUL; 
comprising a complete Biography of the Apostle, and a Paraptiastic Translation of his 
Epistles inserted in Chronological order. Edited by the Rev. W.J. Conybeare, M.A. late 
Fellow of Trinity College, Cambridge ; and the Rev J.S. Howson, M.A. late Priucipal of the 
Collegiate Institution, Liverpool. 2 vols. 4to., richly illustrated by numerous Engravings 
on Steel and Wood of the Principal Places visited by the Apoatie, from Original Drawings 
made on the spot by W. H. Bartlett; and by Maps, charts, Coins, etc. 


*,* Tobe published in Monthly Parts, price 2s. cach ; the First of which will appear on 
January let, 1850. 


COOPER (THE REV. E.)—PRACTICAL AND FAMILIAR SERMONS, 
New Edition. 7 vols. LQmo. 1/. 18s. boards, 


COOPER (THE REV. E.}-SERMONS, 
Chiefly designed toelucidate some of the leading Doctrines of the Gospel. By the Rev. Edward 
Cooper. New Edition. 2 vola. 12mo. 10s. boards. 
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COPLAND.—A DICTIONARY OF PRACTICAL MEDICINE; 
Comprising General Pathology, the Nature and Treatmentof Diseases, Morbid Structures 
and the Disorders especially incidental to Climates, to Sex, and to the different Epochs of 
Life, with numerous approved Formulm of the Medicines recommended, By James Copland, 
M.D.,etc.ete. Vols.d.and1I., 8vo.3é. cloth; and Parts KX. to KAV, 49. 6d. each, 


COQUEREL.— CHRISTIANITY; 
Its perfect adaptation to the Mental, Moral, and Spiritual Nature of Man. By Athanase 
Coquerel, one of the Pastors of the French Protestant Church in Paris. ‘Translated by the 
Rev. D. Davison, M.A. With an lutroductory Notice of the State of the Protestant Church 
of France, written by the Author for the English Edition, Poat 8vo. 12s. cloth, 


COSTELLO (MISS) —FALLS, LAKES, AND MOUNTAINS OF NORTH 
WALES; being # Pictorial Tour through the mont interesting parts of the Country. By 
Miss Louisa Stuart Costello. Profusely illustrated with Views, from Original Bhetches by 
D. H. Bl*Kewan, engraved on wood, and lithographed, by T. and K,Gilks, Square Svo. 
with Map, l4s. cloth. 


COULTER.—ADVENTURES ON THE WESTERN COAST OF SOUTH 
AMERICA AND IN THE INTERIOR OF CALIFORNIA. Including a Narrative of Incl- 
dents at the Kingsmill Islands, New Ireland, New Britain, New Guineas, and other Islands 
in the Puetfic Ocean. Withan Account of the Natural Productions,and the Mannera and 
Customs, in Peace and War, ofthe various Savage Tribes visited. By John Coulter, M.D. 
author of ‘‘Adventuresinthe Pacific.”” 2 vols, post 8vo. 16s. cloth. 


COULTER.—ADVENTURES IN THE PACIFIC; 
With Observations on the Natural Productions, Mannera and Cuatome ofthe Nativesof the 
various Islands; Remarks on the Misstouaries, British and other Residents, etc. By Juhn 
Coulter, M.D. Post 8vo. 7e. 6d. cloth. 


CRESY (E.)—AN ENCYCLOPEDIA OF CIVIL ENCINEERINC, HISTORICAL, 
THEORETICAL, and PRACTICAL. By Edward Cresy, F.S.A.C E. Ulustrated by upwarda 
of Three Thousand Evgravings on Wood, explanatory of the Principles, Machinery, and Con~ 
Btructions which come under the Direction of the Civil Engineer, One large Volume 
Svo. upwards of 1,600 pages, 31.134. 6d. cloth. 


CROCKER’S ELEMENTS OF LAND SURVEYING. 
Fifth Edition, corrected throughout, and considerably improved and modernised, b 
T.G, Bunt, Land Surveyor, Bristol. To which are added, TABLES OF SIX-FIGUR 
LOGARITHMS, etc., superintended by Richard Farley, ofthe Nautical Almanac Establish. 
ment. Post 8vo. 12s. cloth. 


*,* Mr. Farley's Tables of Siz-Figure Logarithms may be had separately, price 49. 6d. 


D'AGINCOURT.—THE HISTORY OF ART, 
By tts Monuments, from its Decline in the Fourth Century to its Restoration in the Siz- 
teenth. Translated from the French of Scroux D’Agincourt, by Owen Jones, architect. 
With 3,335 Subjecta, engraved on 328 Plates. Vol. J. Architecture, 7% plates; vol. IT. 
Sculpturc, 61 plates; vol. Li1. Painting, 204 plates. 3 vols. royul folio, 6. bs, sewed. 
° 


DALE (THE REV. THOMAS).— THE DOMESTIC LITURCY AND 
FAMILY CHAPLAIN, in Two Parts: the First Part being Church Services adapted for 
Domeatic Use, with Prayers for every Day of the Week, selected exclusively from the Book 
of Common Prayer, Part II. comprising an appropriate Sermon for every Sunday in the 
Year. By the Rev. Thomas Dale, M.A. Vicar of St. Pancras, Post 4to. 2le. cloth; or, 
bound by Hayday, 31s. 6d. calf lettered ; 500. morocco. 


DE JAENISCH] AND WALKER.—DE JAENISCH’S CHESS PRECEPTOR: 
A New Analysis of the Openings of Games. By C.F. De Jaenisch, of St. Petersburgh. 
Translated from the French, with copious Notes, by G. Walker, author of ‘Chess Studies,” 
and various other Wor1ks on the Game of Chess. 8yvo, 15¢. cluth. 


DE LA BECHE,—REPORT ON THE CEOLOCY OF CORNWALL, DEVON, 
AND WESTSOMERSET. By Henry T. De ia Beche, F.R.S. etc., Director of the Ordnance 
Geological Survey. Published b rder of the Lords Commissionersof H.M. Treasury. 
8vo. with Maps, Woodcuts, and ]2large Plates, 14s.cloth. 


DE LA GRAVIERE.—SKETCHES OF THE LAST NAVAL WAR. 
Translated from the French of Captain E. Jurien de Ia Graviére, with an Introduction, and 
Explanatory Notes. By the Hon.Captain Plunkett, R. N., author of “ The Pastand Future 
ofthe British Navy.” 2 vols, post 8vo, with Plans, 18s, cloth. 
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DE STRZELECKI (P. E.}~PHYSICAL DESCRIPTION OF NEW SOUTH 
WALES AND YAN DIEMAN'S LAND. Accompanied by a Geological Map, Sectiona, 


and D s, and Figures of the Organic Remains. By P. E. De Strzelecki, Svo. with 
coloured Map and numerous Plates, 24s. cloth. 


DIBDIN (THE REV. T. F.)}—-THE SUNDAY LIBRARY: 
Containing nearly One hundred Sermons by eminent Divines. With Notes, etc. by the 
Rey. T.F. Dibdin, D.D. 6 vols. foolacap 8vo. with 6 Portraits, 30s. cloth; neatly half-bound 
in morocco, with gilt edges, 2/. 120. 6d. 


DISCIPLINE. 


By the Author of ** Letters to my Unknown Friends,’ **Twelve Years Ago," and ** Some 
Passages from Modern History,” 18mo. 2a. cloth, 


DISNEY.—MUSEUM DISNEIANUM: 
Being a Description of a Collection of Ancient Marbles, Bronzes, and various other Speci- 
mens of Ancient Art, in the possession of Johu piney Esq. F.R.S. F.S.A. at the Hyde, 
near Ingatestone. With numerous Plates and Wood Engravings, 1 vol. 4to. comprising 
120 Mlustrations, 41. 14s. 6d. cloth. 
Contents :— 
Part I, Marbles. Comprialng 59 Platcs, chicfly Busts, with sone whole-length Statuer, and 
some Baa-reliefs. 
Part 11. Miscellaneous Antiquities, chiefly in Bronze. Comprising Five Statues, many 
Lamps, Tripods, Patinm, etc. 
Part Iii. Vasesand Fictilis.—Sold separately, only to the Purchasers of the I'irst and Second 
Parts, price 423. 


DOUBLEDAY AND HEWITSON’S BUTTERFLIES.—THE GENERA OF 
DIURNAL LEPIDOPTERA ; comprising their Generic Characters—a Notice of the Habits 
and Tranaformations~and a Catalogue of the Species of each Genua. By Kdward Double- 
day, Enq. F.L.S.etc., Assistant in the Ren tae Department of the British Museum. In- 

erial 4to. uniform with Gray and Mitchell’s Ornithology; illustrated with 75 coloured Plates, 
y W.C. Hewitaon,Ksq. Author of “British Oology.” 


a* Publishing in Monthly Parts, 5s. each; each Part consisting of twocolonred Plates, with 
accompanying Letter-press. To becompleted in about AU Parts, 31 of which are now ready, 


DRESDEN GALLERY.—THE MOST CELEBRATED PICTURES OF THE 
ROYAL GALLERY at DRESDEN, drawn on Stone, from the Originals, by Franz 
Hanfataengel ¢ with Descriptive and Biographical Notices, in French and Canina Nos. I, 
to LIV., imperial folio, each containing 3 Plates with accompanying Letter-press, price 
20s. to Subscribers; to Non-subscribers, 30s. Single Plates,12s, each. 


*,.* To becompletedin 8 more numbers, price 208. each, to Subscribers; Nos. Ll. to LX. 
containing each4 Plates and Letterpress, 


DUNLOP.—TRAVELS IN CENTRAL AMERICA. 
With aJournal of nearly Three Years’ Residence in the Country, Towhich are added, a 
Sketch of the History of the Republic, and av Account ofits Climate, Productions, Come 
merce, etc. By Robert Glasgow Dunlop, Esq. Post 8vo. with Map, 10s. 6d. cloth. 


DUNLOP (JOHN).--THE HISTORY OF FICTION: 
Bejing a Critical Account of the most celebrated Prose Worhs of Fiction, fromthe earliest 
Cireek Romances to the Novels of the Present Age. By Jobn Dunlop. New Edition, com- 
plete in One Volume, Medium 8vo. 15s. cloth. 


EASTLAKE. MATERIALS FOR A HISTORY OF OIL PAINTING, 


By Charles Lock Kaatiake, Fay, R.A. F.R.S. F.S.A, Secretary to the Royal Commission for 
Promoting the Fine Arts in cunnexion with the rebuilding of the Houses uf Parliament, ete. 
8vo. Ge. cloth. 


©.° Vol. II. On the Italian Practice of Oil Painting, is preparing for publication. 
ECCLESIASTES; OR, THE PREACHER. 


The Words of the Preacher, Son of David, King of Jerusalem, from the Holy Scriptaces. 
Being the Twelve Chapters of the Book of Ecclesiastes, elegantly illuminated, in the Missal 
Style, by Owen Jones. Lmperial bvo. in a magnificent carved binding, 423.; or handaomely 
bound in red morocco, 50s. 


ECCLESTON (JAMES).—AN INTRODUCTION TO ENCLISH ANTIQUITIES. 
Intended as a Companion to the History of England. By James Eccieston, B.A. Head 
Master of Sutton Coldfield Grammar School. 8vo. with numerous Engravings on Wood, 
Zia, cloth, 


ELLIOTSON.—HUMAN PHYSIOLOCY: 
With which is incorporated much of the Elementary Part of the ‘Inaticutiones Physiologicm” 
of J. F. Blamenbach, Professor in the University of Gottingen. By John Elliotson, &.D 
Cantab. F.R.S. Fifth Edition, 8vo. with numerous Wovdcuts, 2/. 2s. cloth, 
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THE ENGLISHMAN’S GREEK CONCORDANCE OF THE NEW TESTA- 
MENT; being an attempt at a Verbal Connexion between the Greek and the Eaglish 
Texts; including a Concordance to the Proper Names, with Indexes, Greek-R lah 


aud English-Greek. 2d Edition, carefully revised, with a sew ludex, Greek and English. 
Royal Svo. 42s. 


THE ENCLISHMAN’S HEBREW AND CHALDEE CONCORDANCE OF 
THE OLD TESTAMENT; being an attempt ata Verbal Connexion between the Original 
and the English Translations: with Indexes, a Listof the Proper Names and thelr occur- 
rences,etc.etc. 2 vols. royal 8vo. 82. 132. 6d. cloth ; large paper, 41. 14s. 6d 


EOTVOS.—THE VILLAGE NOTARY: 


A Romance of Hungarian Life. ‘Translated from the Hungarian of Baron EdStvis, by Otto 
Wenckstern. With Iutroductory Remarks, written expressly for the present ‘Trans atiou, 
by Francis Pulszky. 3 vols. post 8vo. (Nearly ready, 


EPHEMERA,.—A HAND-BOOK OF ANCLING ; 
Teaching Fly Fishiug, Trolling, Bottom Fishing, and Salmon Fishing. With the Natural 
History of River Fish, andthe best Modes of Catching them, By Ephemera (of Bell's 
Lifein London). New Edition, Foolscap 8vo. with Wood Kngravings, 92. cloth, 


ERMAN.—TRAVELS IN SIBERIA: 
Including Excursions Northwards, down the Obi, to the Polar Circle, and Southwards, 
to the Chinese Frontier. By Adolph Erman. Translated by W.)D. Cooley, Esq. author of 
“The History of Maritime and Inland Discovery ;" translator and editor of Dr. Parrot's 
‘Journey to Ararat,’’etc. 2 vols. 8vo. with Map, 3le. 6a. cloth, 


ETHERIDGE.—THE APOSTOLICAL ACTS AND EPISTLES, 


From the Peschito, or Ancient Syriac. To which are added. the remaining Epistles, and 
the Book of Revelation, after a later Syrian ‘Text, Translated, with Proleyomenn and 
Indices, by J. W Etheridge, M.A. Doctor in Philosophy of the University of Heidelberg, 
and Member of the Asistic Society of Parix; author of “The Syrian Churches 5 their sae 
History, Liturgies, and Literature.’’ Royal l2mo. 7s. 64, cloth, 


EVANS.—THE SUGAR PLANTER’S MANUAL ; 


Being a Treatise on the Art of obtaining Sugar from the Sugar Cane, By W.J.Evane,M.D. 
8vo. 9s. cloth. 


FAREY.—TREATISE ON THE STEAM-ENCINE 


Historical, Practical, and Descriptive. By John Farey, Engineer. 4to. INluatrated by 
numerous Woodcuts, and 25 Copper- plates, 5/, 6s. in boards. 


FERGUSSON —AN HISTORICAL INQUIRY INTO THE TRUE PRIN- 
CIPLES OF BEAUTY IN ART, more especiully with reference to ARCHITECTURE, 
By James Fergusson, Esq , author of ** An Essay on the Ancient Sopa ot Jerusalem,” 
Picturesque Illustrations of Ancient Architecture in Hindostan,” etc. ol. L. with five 
Copperplates, a coloured Lithographic Engraving, and upwards of 100 Woodcuts, Imperial 
Bvo. 30s. cloth. 


FLOWERS AND THEIR KINDRED THOUCHTS; 


5 
A Series of Stanzas—On Hope, Innocence, Modesty, Childhood, Humility, Joy, Love, 
Constancy, Fascination, Timidity, Fine Taste, Thoughts, Recollection, and Friendship. B 
Mary Anne Bacon, fllustrated bythe Snowdrop, Primrose, Violet, Harebell and Pimpernel, 
Lily of the Valley, Hawthorn, Rose, Honeysuckle, Carnation, Convolvulus, Fuchsix, Panny, 
Forget-me-not, and Holly ; designed aud printed in Colours by OwenJones. imperial Svo. 
3le.6d. elegantly bound. 


FORSTER (REV. C.}-THE HISTORICAL GEOCRAPHY OF PERSIA 
Or, the Patriarchal Evidences of Revealed Religion. A Memoir, with Illustrative Maps an 
an Appendix, containing Trauslations, By the Rev. Charles Forster, 2 vole. Svo. 30s, cloth, 


FOSS.—THE JUDCES OF ENCLAND: 


With Sketches of their Lives, and Miscellaneoos Notices connected with theCourta at West~- 
minster from the time of the Conquest. By Edward Foss, F.S.A., of the Inuer Temple. 
Vole. 1]. and IL. 8vo. 28s. cloth. 


FOSTER.—A HAND-BOOK OF MODERN EUROPEAN LITERATURE: 
British, Danish, Dutch, French, German, Hungarian, (talian, Polish and Russian, Por- 
tuguese, Spanish, and Swedish. With a full Biographical and Chronological Index, By Mrs. 
Foster. Foolscap Svo. 8s. 6d. cloth. 


©,* The object of this book is, not so mach to gine elaborate criticiems on the wartour 
writers in the languages to whose literature it is intended asa guide, as tu direct the student 
to the best writers in ench, and to inform him upon what subjects they have wiitten,- 
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FROM OXFORD TO ROME: AND, HOW IT FARED WITH SOME WHO 
LATELY MADE THE JOURNEY. By aCompanion Traveller. New Edition, revised and 
corrected. Fcp.8vo. with Frontispiece, 6s, cloth, 


FRUITS FROM THE CARDEN AND THE FIELD: 
A Beries of Stansas. By Mary Anne Bacon, author of “ Flowers and their Kindred 
Thoughts.” With beautiful [llustrations of Fruit, designed and printed ta colours by Owen 
Jones. Imperial S8vo. uniform with ** Flowers and their Kindred Thoughts,” 8)6. 64. 
elegantly bound. [Nearly ready. 


GARDINER.—SICHTS IN ITALY: 
With some Accowut of the Present State of Masic and the Sister Arts inthat Country. By 
William Gardiner, author of ‘*Sacred Melodies,’’ etc.; Member of the Academy of St. 
Cecilia, Rome; and of the Class of Fine Arts of the Institut Historique of France. 8vo. with 
eugraved Music, 16s, cloth, 


GIBBON.—HISTORY OF THE DECLINE AND FALL OF THE ROMAN 


EMPIRE. A new Edition, in One Volume; with an Account of the Author's Life and 
Writings, by Alexander Chalmers, Esq. F.A.S. 8vo. with Portrait, 18s. cloth. 


*,°¢ An Edition in 8vols, 8u0. 60s. boards. 


GILBART.—A PRACTICAL TREATISE ON BANKING, 
By James Willinm Gilbart, F.R.S. General Manager of the London and Westminster Bank. 
Sth Edition, with Portrait of the Author, and View of the ** London and Westminster Bask,” 
Lothbury. 2 vols. 8vo, 249. cloth. : 


GOLDSMITH—THE POETICAL WORKS OF OLIVER COLDSMITH. 
Illustrated by Wood Engravings, from Designs by Members of the Etching Club. Edited 
Halton Corney, Esq. Square crown 8vo,, uniform with ** Thomson's Seasons,” 21s, 
cloth; or 36¢, bound in morocco, by Hayday, 


GOWER.—THE SCIENTIFIC PHENOMENA OF DOMESTIC LIFE FAMILIARLY 
eT ANE. a Charles Foote Gower. New Edition. Foolscap8vo. with Engravings 
on Wood, 68, cloth. 


GRAHAM.—ENCLISH; OR, THE ART OF COMPOSITION 


explained ina Series of Instructions and Examples. By G.¥.Gruham, New Edition, re- 
vised and improved. Fuolscap 8vo. 68. cloth, 


GRANT (MR8.)—LETTERS FROM THE MOUNTAINS. 
Being the Correspondence with her Friends, between the years 1773 and 1803. By Mra. 
Grant, of Laggan. 6th Edition. Edited, with Notes and Additions, by her Son, J.P. Grant, 
Esy. 2 vols. post 8vo. 2le. cloth. 


GRANT (MRS., OF LAGGAN).—MEMOIR AND CORRESPONDENCE 


of the late Mrs. Grant, of Laggan, author of ** Letters from the Mountains,’’ etc, Edited 
by her Son, J.P. Grant, Esq. New Edition. 3 vols. post 8vo, Portrait, lJ. 11s. 6d. cloth. 


GRAY (THOMAS).—GRAY’S ELECY 
Written in a Country Charchyard. Illuminated in the Missal style. By Owen Jones, 
Architect. Linp. 8vo. 31s. 6d. elegantly bound, 


GRAY AND MITCHELL’S ORNITHOLOGY.—THE GENERA OF BIRDS; 
Comprising their Generic Characters, a Notice of the Habits of each Genus, and an exten- 
alve List of Species, referred to their several Genera. By George Robert Gray, Acad. Imp. 
Georg. Florent. Soc. Correap. Senior Assistant of the Zovlogical Department, British 
Museum; and author of the ‘List of the Genera of Birds,” etc. 3 vols. imperial dto. 
illustrated with 35U coloured and plaiu Plates, by David William Mitchell, B.A. Parts 1. to 
XLIX. price (Us. 6d. each. Part f. with Title, Indexes, Tables, etc. completing the Work, 
in 8 volumes, is nearly ready. 


GRAY.—TABLES AND FORMULA FOR THE COMPUTATION OF LIFE 
CONTINGENCIRS ; with copious Examples of Annuity, Assurance, and Priesdly Society 
Calculations. By Peter Gray, F.R.A.S. Associate of the Institute of Actuaries of Great 
Britain aud Ireland. Royal 8vo. 15s. cloth. 


GRIMBLOT (P.)—LETTERS OF WILLIAM Ill, AND LOUIS XIV. AND OF 
THEIR MINISTERS. Tlustrating the Domestic and Foreign Policy of England from the 
Peace of Ryawick to the Accession of Philip V.of Spain, (1697 to 1770). Edited by P. 
Grimblot, 3 vols. 8vo. 30s. cloth. 


GWILT.—AN ENCYCLOPAEDIA OF ARCHITECTURE; 
Historical, Theoretical, and Practical. By Joseph Gwilt, Eaq., F.S.A. Ilustrated with 
upwarda of 1,000 Eagravings on Wood, from Designa by J.S.Gwilt. 8vo. 2d. 128.64. cloth, 
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HALL.—MIDSUMMER EVE: 


A Fairy Tale of Love. By Mra. S.C. Hall. Square crown Bvo. with nearly 300 Wood 
Engravings, 21s. cloth, gilt edges. 


HALL’S (SIDNEY) GENERAL LARCE LIBRARY ATLAS OF FIFTY- 
THREE MAPS (size 20 in. by 76 in.) with the Divisions and Boundaries carefully coloured; 
and an Alphabctical Index of all the Names contained in the Maps, with their Latitude 
and Longitude. An entirely New Edition, corrected throughout from the best and moat 
recent Authorities; with alf the Railways laid down, and many of the Mapa re-drawo and 
re-engraved. Colombler 4to. 57, 6s. bal(-bound in russia. 


This ts one of the wery beat of the larger collectons af maps with which we are acquainted, 
Sor clearness and accuracy, as well as ite very reasonable cust, Several striking improvements 
characterise the edition before us, It has again undergone comparison with (he beat author- 
ities, contains many corrections consequent on the latest government surveys, supplies all the 
wariones lines of ratlway neatly laid down, gives quite mew maps where weeessary, and ts 
enriched with an alphabetical indee of move than seventy thousand rames of places contained 
in the collection, wath their dayrees of latitude and longitude, This index, which ta quite 
invaluable, is printed with exquisite clearness; and we have cramined a sufficient mumber of 
namesand places to be convinced of ite general and faultless accuracy.” Examiner, 


HARRISON.—ON THE RISE, PROCRESS, AND PRESENT STRUCTURE 
OF THE ENGLISH LANGUAGE, By the Rey. M, Harrison, M.A., late Fellow of Queen's 
College, Oxford. Post Svo. 83. 6d. cloth. 


An able, enlightened, and philosophical work. From the erudite and scholarly manner 
in which the anthor has treated the anbject, he has contrived to make his work not only 
ercellent for the special purpose for which it ie intended, but frum the mass af curious 
information which it contains, really interesting to all classes of readers.’’—Sunday Times. 


HAWBUCK GRANCE; 
Or, the Sporting Adventures of Thomas Scott, Esq. By the Author of ‘Handley Croan; or 
the Spa Hunt,” ‘Jorrocks' Jaunts and Jollities,” etc. Svo, with elgbt dilustrations, by 
Phiaz, l2e. cloth. 


HAWKER.—INSTRUCTIONS TO YOUNG SPORTSMEN 
In all thatrelates to Guns and Shooting. By Lieut.Col. P. Hawker. Stheditlon, corrected, 
enlarged, and improved, with Fighty-five Plates aud Woodcuts, by Adlard and Branston, 
from Drawitigs by C. Varley, Dicks, etc. 8vo. 31s. cloth. 


HAYDON (B. R.}}-LECTURES ON PAINTING AND DESIGN, 
Delivered at the London Institution, the Royal Institution, Albermarle Street, to the 
University of Oxford, etc. By B. R. Haydon, Historical Palater. 2 vols, 8v0. with Por- 
traits of the Author and Sir David Wilkic, and numerous other Iivstrations, 249. cloth, 


SIR GEORGE I1EAD.—ROME: A TOUR OF MANY DAYS. 
By Sir George Head. 3 vols. svo. ds. cloth. 


“The roads, the streets, the pataces, the churches, the fountains, the public buildings, and 
the private houses of any note, the baths, the {ea the arches, the cemeteries, the 
walls, the villas, the temples, the monuments, the thentres, the forums, the ruina, and the 
relics of every kind, and the inhabitants also, are all act befure ua in the bert pusstble order. 


In short, it ia a standard work, tu last like Rome!” Literary Gasctte. 


SIR JOHN HERSCHEL.—OUTLINES OF ASTRONOMY. 


By Sir John F. W. Herschel, Bart. etc. ete. etc. 8vo. with Plates and Woodcuts, 18s, cloth. 


86In the earlier portions more especially much new matter is introduerd... . Toallintents 
-~4 =“«noges, indeed, the ‘ Outlines of hr must be considered a naw work,- so careful 
has deen the revision, correctian, and remodelling of the original treattse; aa numerous the 
additions to it; and suimportant the new traineuf inguiry opened up.’' Examiner. 


MRS. HEY.—THE MORAL OF FLOWERS ; 
Or, Thoughts gathered from the Field and the Garden. By Mrs. Hey. Being a New 
Edition of ‘The Moral of Flowers ;”’ and consisting of Poetical ‘Thoughts on Garden and 
Field Fluwers, accompanied by Drawings beautifully coloured after Nature. Square crown 
8vo, uniform in size with ‘* Thomaon’s Scasons illustrated by the Etching Club.” 21s, cloth, 


MRS. HEY.—SYLVAN MUSINGS; 
Or, the Spirit of the Woods. By Mra. Hey. Being a New Edition of “ The Spirit of the 
Woods;" and consisting of Puetical Thoughts on Foreat Trees, accompanied by Drawings 
of Blossoms and Foliage, beautifully coloured after Natarc. Hguare crown Svo, untform tu 
size with ** Thomson’s Seasous illustrated by the Etching Club.’ 21a, cloth, 


HINTS ON ETIQUETTE AND THE USACES OF SOCIETY: 
With a Glance at Bad Habits. By Aywyde. 66Manners make the Man.’?’ New Edition 
revised (with additions) by a Lady of Rank. Woolscap Svo. 2s. 6d. cloth. 
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HISTORICAL PICTURES OF THE MIDDLE ACES, 
In Black and White. Made on the spot, from Records in the Archives of Switzerland. By a 
Wandering Artist. 2volx. post 8vo. 18s, cloth. 


HOARE —A PRACTICAL TREATISE ON THE CULTIVATION OF THE 
GRAPE VINE ON OPEN WALLS. By Clement Hoare. New Edition. tvo. 7s. 6d. cloth, 


HOARE.—A DESCRIPTIVE ACCOUNT OF A NEW METHOD OF 
PLANTING AND MANAGING THE ROOTS OF GRAPE VINES, By Clement Hoare, 
author of ‘¢ A Treatise ou the Cultivation of the Grape Vine on Open Walls.’ Lomo. Se. cl. 


HOLLAND.—MEDICAL NOTES AND REFLECTIONS. 
By Henry Holland,M.O.F.R.S. etc. Fellow of the Royal College of Physicians, Physician 
Extraordinary to the Queen, and Physicianin Ordinary to His Royal Highness Prince Albert, 
New Edition. Svo. I8s.cloth, 


HOOK (DR. W. F.)—THE LAST DAYS OF OUR LORD’S MINISTRY; 
A Course of Lectures on the principal Events of Passion Week. By Walter karquhar Hook, 
D.D., Vicar of Leeds, Prebendary of Lincoln, and Chaplaininu Ordinary to the Queen, New 
Edition. Foolscup Svo. Gs. cloth. 


HOOKER.-- KEW CARDENS ; 
Or a Popular Guide to the Royal Botanic Gardens of Kew, By Sir William Jackson Hooker, 
KH. IDCLL. FARLAL & LS, ete, ete. Director. New Edition, J6mo.with numerous Wood 


Enyravings, 6d. sewed, 
HOOKER.—THE BRITISH FLORA. 


Comprimng the Phenoganousor Flowering Plants,and the Ferns. By Sir William Jachaon 
Hooker, K.H. LLY. FARA. and LS. ete. etc. ete. New Edition, with Additions and 
Corrections; and 173 Figures, illustrative of the Umbelliferous Plants, the Composite 
Plants, the Grasnes,and the Ferns. Vol.J. 8vo., with 12 Pintes, 14s, plain ; with the Plates 
coloured, 24a, cloth, 


Vol. il. in Two Parts, comprising the Cryptogamia and the Fuugi, 8vo. 24a. boards. 


HORNE (THE REY. T. H.)—AN INTRODUCTION TO THE CRITICAL 
STUDY AND KNOWLEDGE OF THE HOLY SCRIPTURES, By the Rev, Thomas 
Hartwell Horne, B.D. of St. Juhn’s College, Cambridge, New Edition, revised and corrected. 
S vole. ovo. with Maps and Fuc-simales, dl. Ja. cloth; or 61. bound in calf by Hayday. 


HORNE (THE REV. T. H.)}—A COMPENDIOUS INTRODUCTION TO THE 
STUDY OF THE BIBLE. By the Rev. Thomas Hartwell Horne, B.D. of St. John’s College 
Cambridge. Being au Anelysis of his ‘Introduction to the Critical Study and Knowledge of 
the Holy Scriptures." New Edition. J2mo. with Maps and Enugravings, 9s. buards. 


HOWI!ITT.—THE CHILDREN’S YEAR. 
By Mary Howitt, With Four Illustrations, engraved by John Absolon, from Original 
Dosiyus by Anna Mary Howitt. Square 16mo. 5s. cloth. 


HOWLTT.—THE BOY’S COUNTRY BOOK: 
Being the real Life of a Coyotry Boy, written by Himself; exhibiting all the Amusements, 
Pleasures, and Pursuits of Children in the Country, Edited by William Howitt, author of 
«6 The Rural Life of Rngland,’’ctc. New Edition. Feap. 8vo. with 40 Woodcuts, 6s. cloth. 


HOWITT.—VISITS TO REMARKABLE PLACES; 
Old Halls, Battle-Fields, aud Sceues illustrative of Striking deep ie in English History and 


Poetry. By William Howitt. New Edition. Medium vo. with 40 Woodcuts, 2le. cloth. 


SECOND SERIES, chiefly in the Counties of DURHAM and NORTHUMBERLAND, with a 
Stroll along the BORDER. Medium vo. with upwards of 40 highly-finished Woodcuts, from 
Drawings made on the spot, Sls. cloth, 


HOWITT.—THE RURAL LIFE OF ENCLAND. 
By William Howitt. New Edition, corrected and revised. Medium vo. with Rngravings on 
Wood by Bewick and Williams, uniform with “ Visits to Remarkable Places,” Sls. cloth ‘ 


HOWITT.—THE RURAL AND DOMESTIC LIFE OF GERMANY: 
With Characteriathe Sketches of its chef Citiesand Scenery. Collected in a General Tour, 
and during a Residence in that Country in the Years 1840-42. By William Howitt, author 
of ** The Rural Life of England,” etc. Medium 8vo., with above 50 [lustrations, 21a, cloth. 
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ILOWITT.—COLONISATION AND CHRISTIANITY: 


A Popular History of the Treatment of the Natives, in all their Colonies, by the Ruropeans. 
By William Howitt. Post 8vo. 109.64. cloth, 


HOWSON AND CONYBEARE.—THE LIFE AND EPISTLES OF ST. 


PAUL. By the Rey.J, 5, Howson, M.A,, and the Rev. W.J. Conybeare, M.A. 2 vola. dto, 
richly illustrated, {See p.&. 


HUDSON.—THE EXECUTOR’S CUIDE. 


By J.C. Hudson, Esq., late of the Legacy Duty Office, London: author of ¢* Plain Directions 
for Making Wills,’’ and ‘¢ The Parent's Hand-Book,’’ New Edition, Foolscap dvo, ds.cloth, 


*,* Theabuve two works may behadin Une wolume, price 7s. cloth. 


HUDSON.—PLAIN DIRECTIONS FOR MAKING WILLS 
In conformity with the Law, and particularly with reference to the Act 7 Win, TV. and ) Vict. 
¢. 26. To whichis added, a clear Exposition of the Law relating to the Diatribution of Per- 
sonal Estate inthe case of Intestacy ; with two Forma of Willa, and much useful Luformation, 
etc. By J.C. Hudson, Kaq. New Kditiou, corrected, Foap. Svo. 28. 6d. cloth, 


HUMBOLDT.—ASPECTS OF NATURE, 


Tn Different Landa and in Differcut Climates. Dv Alexander Von Humboldt. Translated, 
with the Author's sanction and co-operation, and at his expreaw denire, by Mra. Sabine. 
2 vols, lomo. uniform with Mr. Murray's ** Home and Colonial Library.” 


BARON HUMBOLDT’S COSMOS; 
Or, a Sketch of a Physical Description of the Universe, Tranalated, with the Author's 
sanction aud co-operation, under the superintendence of Lieutcnant-Colone! Kdward Sabine, 
F.R.S. For. Sec, ROS. New Edition, unitorm with Mr. Marray's ** Home and Colonlal 
Library.” Vole. t. and IL. l6mo. price Half-a-crown cach, 


o* The authorised “Library Edition,” in pust Svo. Puls. J, and 11, price price 128, each, 
may still be Aad, 


IUMPUREYS.—A RECORD OF THE BLACK PRINCE; 
Being a Selection of such Pananges in hin Life as have becu most gualntly and atrikingty 
narrated by the Chroniclers of the Perio Embellished with iahitrcerran ght Miniatures 
and Borderings, selected from vartous Elluminnted MSS, referring to Bvents connected with 
English Histury. By Henry Nocl Humphroys. Post svo.in srichly carved and deeply 
pierced binding, 2le. 


HUNT.—RESEARCHES ON LICHT: 
An Examination of all the Phenomena connected with the Chemical and Molecular Change: 
produced by the Influence of the Solar Raya; embracing all the known Photographic f'ro- 
cesses, aud new Discovertes i the Art. By Robert Hunt, Keeper of Mining Records 
Museum of Keouonutic Geulugy. Svu. with Plate and Woodcuts, 1Us.6d. cloth, 


JAMES.—A HISTORY OF THE LIFE OF EOWARD THE BLACK PRINCE 


and of vanous Events connected therewith, which occurred during the Reign of Edward [1 
King of England. By GP. R. James, Esy. New Edition, 2 vols. foolecap dvo, with Map, '"~ 


JAMESON (MRS,)—LEGENDS OF THE MONASTIC ORDERS: 
Comprining the History of the Franciscans, as connected with the Revival of Art; Legends 
of those Royal Persouages who died in the Religious Habit; and Notes onthe Remains of 
English Legendary Art. By Mrs, Jameson, Author of ‘‘ Sacred and Legendary Art,”’ etc 
Square crown 8vo, with numerous Illustrations, (Nearly ready. 


*.° To be followed by “Legends of the Madonna,” by the same Author, similarly ilinetrated, 


JAMESON (MRS.)—SACRED AND LECENDARY ART. 


By Mrs. Jumeson. With 16 Etchings by the Author, and numerous Wood Engravings 
2 vols. square crown 8vo. 42s, cloth, 


JEBB.—A LITERAL TRANSLATION OF THE BOOK OF PSALMS; 
Latended tw illustrate their Poetical and Mors) Structure. To which are added, Dise_.__ 
tions on the word ‘*Selah,”’ and oo the Authorship, Order, Fities, and Poetical Feature: 
ofthe Psalms. Hy the Rev, John Jebb, A.M., Rector of Peterstuw, 2 vola.Svo, 214, clotn 


JEFFREY (LORD).—CONTRIBUTIONS TO THE EDINBURCH REVIEW 
By viagra Sale one ofthe Judges in the Court of Sessionin Scotland. New Eui- 
3 vols. 8vo. . cloth. 


16 NEW WORKS anp NEW EDITIONS 


BISHOP JEREMY TAYLOR’S ENTIRE WORKS: 
With the Life of Bishop Heber. Revised and corrected by the Rev. Charles 
Fellow of Oriel College, Oxford. Vols, If. U10.1V. V. and VI. 8vo. 10s. 6d. eac] 


+,* In course ay pableaies in 10 vols. price half-a-guinea each. Vol. I. cthe last in order 
of publication) will contain Bishop Heber's Life of Jeremy Taylor, extended by the Editor, 
(Mol. VIL. isin the pres. 


JOHNSON.—THE WISDOM OF THE RAMBLER, ADVENTURER, AND 
IDLER. Comprising « Selection of 110 of the best Essays. By Samuel Juhnson, LL.D. 
Foolscap Svo. 7s. cloth, 


JOHNSON.—THE FARMER'S ENCYCLOPADIA, 
And DICTIONARY of RURAL AFFAIRS: embracing all the recent Discoveries in Agri- 
cultural Cheinistry; adapted to the comprehension of unscientific Readers. By Cuthbert 
W. Johuson, Esq., F.R.S. Barrister-at-Law, Editor of the ‘‘Farmers’ Almanack,’’ etc. 
8vo. with Wood Engravings,2/. 10s. cloth. 


SIR ROBERT KANE.—ELEMENTS OF CHEMISTRY, 
Theoretical and Practical; including the most Recent Discoveries and Applications of the 
Science of Medicine and Pharmacy to Agriculture and to Manufactures. By Sir Robert 
Kane, M.D.M.K.I.A. 2d Edithon, corrected and greatly enlarged ; illustrated by 280 Wood 
Engravings. In one large volume, Svo. of about 1,100 pages, 2a. cloth, 


6 The author's atyle is clear, and his descriptions are concise and intelligible. For thte 


reason Ais work iawell adapted to the use of students... . Wecan safely recommend this 
edition to our readers, as containing an accurate accuunt of the most recent improvements and 
discoveries in cheméatry.” Medical Gazette. 


KEMBLE.—THE SAXONS IN ENCLAND: 
A History of the English Commonwealth till the period of the Norman Conquest, By John 
Mitchell Kemble, M.A. F.C.P.S., etc. 2 vols, 8v0. 28%. cloth. 


KINDERSLEY.—THE VERY JOYOUS, PLEASANT, AND REFRESHING 
HISTORY of the Feats, Exploits, Triumphs, and Achievements of the Good Knight, without 
Fear nud without Reproach, the gentle Lord De Bayard. Set forth in English by Edward 
Cockburn Kindersley, Keg. With Ornamental Headings, and Frontispiece, by E. H. 
Wehnert. Square post 8vo. 94. 6d, cloth. 


KIP.—~THE CHRISTMAS HOLYDAYS IN ROME. 
By the Rev, W, Ingraham Kip, M.A. Edited by the Rev, W. Sewell, B.D. Fellow and 
Tutor of Exeter College, Oxford, New Edition. Foolscap 8vo. 5s, cloth, 


KIRBY AND SPENCE.—AN INTRODUCTION TO ENTOMOLOGY; 
Or, Elements of the Natural History of Insccts: comprising an account of noxious end 
useful Insects, of their Metamorphoses, Food, Stratagems, Habitations, Societies, Motions, 
Noises, Hybernation, Instinct, etc. By W. Kirby, M.A. F.R.S, & L.S. Rector of Barham; 
and W. Spence, Eaq., F.RS. & LS. NewKditlon,enlarged., 2 vols. 8vo. 31s. 6d, cloth. 


LAING.—THE CHRONICLE OF THE KINCS OF NORWAY, 
From the Marliest Period of the History of the Northern Sen Kings to the Middle of the 
Twelfth Century 1 commonly called the Heimakringla. Transiated from the Icelandic of 
Snorro Sturleson, with Notes, and a Preliminary Discourse, by Samuel Laing, Esq. 3 vols. 
8vo, 36s. cloth. 


LAING.—A TOUR IN SWEDEN 


In 1838; comprising Observations on the Moral, Political, and Economical State of the 
Swedish Nathon. By Samuel Laing, Esq. 8vo. 2s. cloth. 


LANDOR.—THE FOUNTAIN OF ARETHUSA,. 
By Robert Eyres Landor, M.A., author of ‘*The Fawn of Sertorious,” ‘The Impious 
Feast,’ Tragedies, etc. 2 vols, post Svo. 18s, cloth. 


L. E. L—THE POETICAL WORKS OF LETITIA ELIZABETH LANDON: 
Comprising the IMPROVISATRICE, the VENETIAN BRACELET, the GOLDEN 
VIOLET, the TROUBADOUR, and other Poetical Remains. New Edition, uniform with 
the smaller edition of Mr. Macaulay's ** Lays of Ancient Rome,” and Moore's ** Songs, 
Ballads, and Sacred Songs.’”’ 2 vols, I6mo. with Vignette Titles. [Nearly ready. 


.* Alan an edition in 4 Hes At ad Svo. with Illustrations by Howard, ete, 288. cloth ; 
or bound tn morocco, with gilt edges, 21. 4s. 


LATH AM.—ON DISEASES oF THE HEART. 

Lectures on Subjects connected with Clinital Medicine ; comprising Diseas fth ; 

By P.M. Latham, M.D. Physician Extraordinary to the ice sat ina Physician Hae 
Bartholomew's Hospital. New Edition. 2vols. limo. l6s. cloth, 
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LARDNER’S CABINET CYCLOPADIA; 
Being a Series of Original Works on History, Biography, Natural Philos 


History, Literature, the Sciences, Arts 


Eminent Writers. 


Mackiatosh, Sir John Herschel, Si rtp and Manufactures, 
alos r n ersche ir rScott omas M 
Condacted and edited by Dr. Lardner. oore, Robert Southey, and other 


By Bishop Thiri 


The Series complete in One Hundred aod Thirty-three Volumes, 391. 18s. 


separately, 6a. per volume. 


The Seriescomprises :— 


1, Bell's History of Russia . Svols. 18s. 
3. Bell's Lives of British Poets 2 vols. 12s. 
8, Brewster's Treatise on Optics Jvol. 6s. 


4. Cooley's History of Maritime 
and Iniand Discovery 


§. Crowe's History of France . 
6. De Morgan's Treatise on Pro- 


Bvols. 18¢. 
B vols. 18s. 


babilitics .. lvol. 62, 
7. De Sismondi’s History of the 

Italian Republics lvol. 68. 
8, De Sismondi’s Fall of the 

Homan Empire . 2 vols. 128. 
9, Donovan's Treatise on Chem- 

jstry . F F lvol. 68. 


10, Donovan's Domeatic Economy, 2 vols, 12s. 


11, Dunham's History of BPate 
and Portugal =. . 


12, Danham's History of Den- 
mark, ameeety and Nor- 
way. 3 vols. 18s. 


13. Dunham's History of Poland vol. 60. 


14. Dunham's History of the 
Germanic Empire 


15. Dunbam's History of Europe 


5 vols. 308. 


Svols. 18. 


during the Middle Ages 4 vols. 24s. 
16. Dunham's Lives of British 
Dramatists ‘ 2 vols. 128. 
17. Dunham’s Lives of Early 
Writers of Great Britain. lvol. 68. 
18. Fergue’s History of the 
nited States : 2vola. 123. 


19, Fosbroke’s Grecian and Ro- 
man Antiquities P . 2vols, 120 


90. Forster's Lives of the Stxtes- 
men of the Commouwealth 5 vols. 50s. 


21. Forster, Mackintosh, and 
Courtevay’s Lives of 


British Statesmen 7 vols. 428. 
23. Gleg’s Lives of mer’ om- 

manders 8 vols. 18s. 
23. Grattan’s History of the 

Netherlands - Jvol. 6s. 
24. Henslow’s Treatise on 

Botany ' ' » « Ivol. 6s. 
35. Herschel’s Treatise on As- 

tronomy : . lvol. Gs. 
26, Herschel’s Praltininacy Dis- 

course on the Study of 

Natural Philosophy . lvo}. Ga. 
97. History of Rome . Qvols, 12s. 
28. History of Switzerland. lvol. 66. 


29, Holland's Treatise on the 
Manuwfacturesiu Metal . Svols. 18s. 


30, James's Lives of Foreign 
Statesmen... . 


81. Kater and Laridner’s Treatise 
on Mechanics . 


5 vols, 30s. 


82. Keightley's pullines of Hia- 
tory. ‘ 
33. Lardner's Treatlve. on Arithe 
metic , . ‘ : . 
34. Lardner's Treat. on Geometry 
85. Lardner's Treatise on Heat . 
36. Lardner’s Treatise on Hydro- 
staticn and Pneumatics 
37. Lardner and Walker's Klec= 
tricity and Magnetism =. 
38. Mackintosh, Wallace, and 
Bell's History of England, 


39. Montwomery and Shelley's 
Lives of Stallan, Spanish, 
and Purtuguese Authors . 


40, Moore's History of {reland . 


41. Nicolas’s Chronology of 
History. . . . 


42. Phillips's Treat. on Geology 


43. Powell's History of Natural 
Philosophy ‘ ’ 

44. Porter's Treatise on ‘ike 
Manufacture of Silk . ‘ 


45. Porter's Treatise on the 
Manufacture of Porcelain 


and Glass. , . . 
46, Roscoe's Lives of British 
Lawyers. : ’ 


47. Scott's History of Scotland . 
48, Shellev’s IAves of Freuch 
Authors. or 
49. Shuckard and Sakidnen's 
Treative on Insects . . 
50. Southey's Lives of British 
Admirals. 4 ys . 
61. Btebbing's Bry of the 
Church A 
62. Stebbing’s History of the 
Reformation A 
63. Swainson’s Prelimina Din. 
course on Natural History, 


64, Swainson’s Natural History 
and Classification of 
Animals . 


55, Swainson’s Habits sna In- 
stinctsof Animals. . 


56. Swainson’s Quadrupeds ° 
57. Swainaon's Birds . , 
88, Swainson's Fish, Reptiles, 


etc, . . . . ‘ 
89. Swaingson’s Shells and Shell- 
fish . > . r ‘ 


60. Swainson’s Animals in ee 
nagerice . 

61. Swainaon's paxidermy and 
Bibliography st ve 

2. Thirlwall’s History of Greece 
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lvol, 6a, 
Tvol, 60. 
Ivol, Ga. 
lvol. 6s. 
lvol. 68. 
Z vole, 12s. 
1Ovola. 60s. 
3 vols. 184, 
4 vole. 24a, 
lvol, 6a, 
Zvols. 12s, 
Jvol, 68. 
lvol. Ge. 
lvol. Gs. 
lvol. 6a. 
2 vole. 128, 
3 vols. 122, 
lvol. 6a, 
& vole. Be. 
Zvols, }2e. 
2 vols. 129. 
lvol. Ge. 
vol. Ge. 
lvol. Ga, 
}vol, 64. 
Zvols. 12s. 
Zvole. 12s. 
ITvol, Ge, 
Ivol. 6s, 
Tvol. 64. 
Bruls. 48s. 











18 NEW WORKS anp NEW EDITIONS 


LEE.—TAXIDERMY ; 

Or, the Art of Collecting, creperieg, esa Mounting Objects of Natural History. For the use 

of Museums and Travellers. d Messlebenloage New Edition, improved; with an account ofa 

wait io eee Hall,and Mr. Waterton’s Method of Preserving Animals. Feap. 8vo. with 
oodcuts, 78. 


LEE.—ELEMENTS OF NATURAL HISTORY, 
For the Use of Schools and Young Pereons: comprising the Principles of Classification, 
interspersed with amusing and instructive Accounts of the mostremarkable Auimals. By 
Mrs. BR. Lee, l2mo. with 55 Woodcuts, 7s. 6d. bound. 


LETTERS TO MY UNKNOWN FRIENDS. 
ByaLady. New Edition. Foolscap 8v0. 6s, 6d. cloth. 


LINDLEY.—AN INTRODUCTION TO BOTANY. 


By Prof.J. Lindley, Ph.D. F.R.8.L.S. etc. New Edition, with Corrections and numerve: 
Additions, 2 vols. 8vo. with Six Plates and numerous Woodcuts, 242. cloth. 


LINDLEY.—A SYNOPSIS OF THE BRITISH FLORA, 
Arranged according to the Natural Orders. By Professor John Lindley, Ph. D., F.R.S.,cte. 
New Edition, with gumeruus Additions and improvements. i2mo. be. 64, cloth. 


LINDLEY.—THE THEORY OF HORTICULTURE 5 


Or, an Attempt to Explain the Principal Operations of Gardening upon Physiological Prin- 
ciples. By John Lindley, Ph.D. F.R.S. 8vo. with Illustrations on Wood, 12s. cloth. 


LINDLEY.—CUIDE TO THE ORCHARD AND KITCHEN CARDEN; 
Or, av Account of the most valuable Fruits and Vegetables cultivated in Great Britain: w 
Kalendars of the Work required in the Orchard aud Kitchen Garden during every Mouth 
the Year. By George Lindley, C.M.H.S. Edited by Professor Lindley. 8vo. 16s. boards 


LINWOOD (W.)—ANTHOLOCIA OXONIENSIS 5 
Sive, Florilegium o lusibus poeticis diversorum Oxoniensium Greecis et Latinis decerptum: 
Curante Gulielmo Linwood, M.A. Adia Christi Alummu. 8vo.)4s. cloth, 


LORIMER.—LETTERS TO A YOUNG MASTER MARINER 
On some Subjects connected with his Calling. By the late Charles Lorimer. A New Edi- 
tion. Foolscap 8vo. ds, 64. cloth. 


This edition has been carefully revised, and some improvements and additions made fu if. 
Nantical matters ave not su much the aubjret of the book, asthe commercial duties and legal 
powers or veaponsibilitics of the master mariner, under the critical cireumatances in which he 
may continually And himscl/."’ Spectator. 


LOUDON (MRS.)—THE AMATEUR GARDENER’S CALENDAR; 
Being a Mouthbly Guide, as to what should be avoided as well as what should be done ina 
Garden tn each Month: with plain Rules Aow to do what is requisite ; Directions for laying 
out and planting Kitchen and Flower Gardcus, Pleasure Grounds, and Shrabberies; and a 
short account, in each Month, of the Quadrupeds, Birds, and lusects,then most injurious to 
Gardens. By Mra. Loudon. lémo. =e nuumeruus Wood Engravings, 7s. 64. cloth. 


LOUDON (MRS.)—THE LADY’S COUNTRY COMPANION; 
Or, How to yt es a Country Life Rationally. ad Mrs. Loudon, author of '*Gardening for 
Ladies,”etc. New Edition. Foolecap 3vo., with Plate and Woodcuts, 7s. 64, cloth. 


LOUDON (J. C.}SELF-INSTRUCTION FOR YOUNG CARDENERS, 
Foresters, Bailiffe, Land Stewards, and Farmers; in Arithmetic, Book-keeping, Geo- 
metry, Menauration, Practical Trigonometry, Mechanics, Land-Surveying, Levelling, 
Planalng and Mapping, Architectural Drawing, and Isometricel Projection and Perspective ; 
with Examples shewing thelr aprcenons to Horticultural and Agricultural Purposes. 
By whe tate J. C. Loudon, F.L.S.H.S.ete. With a Portrait of Mr. Loudon, aud a Memoir 
by Mrs. Loudon. 8yo. with Wood Engravings, 7#. 64. cloth, 


LOUDON.—AN ENCYCLOPADIA OF TREES AND SHRUBS; 
Being the ‘* Arboretum et Fraticetum Britannicum”’ abridged: containing the Hardy Trees 
and Shrubs of Great Britain, Native and Foreign, scientifically and popularly described ; 
with their Pro tion, Culture, and Uses in the Arts. ByJ.C, Loudon, F.L.S. etc. 8vo. with 
upwards of 2,000 Engravings on Wood, 2/. 10s. clath. 
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LOUDON.—AN ENCYCLOPADIA OF GARDENING} 
Presenting in one systematic view, the History aud Present State of Gardening in all Coun: 
tries, and its Theory and Practice in Great Britain: with the Management of the Kitcher 
Garden, the Flower Garden, Laying-out Groands, etc. By J.C. Loudon, F.L.8.ete. Auew 
Edition. Svo.with nearly 1,000 Engravings ou Wood, 2/. 10s. cloth, 


LOUDON,—AN ENCYCLOPADIA OF AGRICULTURE 3 


Comprising the Theory aud Practice of the Valuation, Transfer, Laying-out, Improvement, 


and Management of Landed Property, and of the cultivation and economy of the Animal and — 


Vegetable Productions of Agricultare,inciuding all the latest improvements. By J.C. 
Loudon, F.L.G.Z. and H.S.etc. Fifth Edition, 8vo. with upwards of 1,100 Engravings on 
Wood, by Branston, 22.103. cloth. 


LOUDON.—AN ENCYCLOPADIA OF PLANTS; 

Including all the Plants which arc now found in, or have been introduced into, Great Britain; 
iving their Natural History, accompanied by auch Descriptions, Engraved Figures, and 
lementary Details, as may enable a beginner, who ts a mere Engligh reader, to discover the 
name of every Plant which he may hada flower, and wcquire all the iuformation respecting 
it whichis useful and interesting. By J.C. Loudon, F.L5,, ete, The Specific Characters 
by an Emincnt Botanist ; the Drawings by J. D.C, Sowerby, F.L.8, A new Edition, with a 
new Sapplement and a new Index. 8vo. with nearly 10,000 Wood Engravings, TS. 60. cloth, 


LOUDON.— AN ENCYCLOPADIA OF COTTACE, FARM, AND VILLA 
ARCHITECTURE and FURNITURE. Containing Designs for Cottages, Villas, Farm 
Houses, Farmeries, Country Inus, Public Houses, Parochial Schools, ctc. ; with the requisite 
Fittiogs-up, Fixtures, and Furniture, and appropriate Offices, Gardens, and Garden Seenery: 
each Design accompanied by Analytical and Critical Remarks. By J.C. Loudon, F,L.S. 
etc, pen Kdition, Wdited by Mrs, Lgidon: 8v0. with more thau 2,000 Kugravings on Wood, 
63s. cloth. 


LOUDON.—HORTUS BRITANNICUS: 
A Catalogue of all the Plants iudigenous to or introduced Into Britain. New Edition 
with a Supplement, prepared, under the direction of J, C. Loudun, by W. H. Baxter, an 
revised by George Don, F.L.8. 8v0. 318.64. cloth. 


LOUDON.—HORTUS LIGNOSUS LONDINENSIS 5 


9 
Or, a Catalogue of all the Ligneous Plants cultivated in the nelghbourhood of Londen. To 
which are added their usual Prices in Nurseries, ByJ.C.Luudon, F.L.B.etc. vo. 79. 6d. 


LOW.—ON LANDED PROPERTY, AND THE ECONOMY OF ESTATES; 
Comprehending the Helations between Landlord and Tenant, and the Principles and Forms 
ef Leases; of Farm Buildings, Kaciosures, Drains, Embaukmenuts, Huads, aud other Rural 
Works, Minerals, and Woods, By David Low, Kay. F.NLS.E. etc., authurof “ Klementa 
af Practical Agriculture,’ etc. Sro.with numerous Wood Eugravings, 2ls.cloth, 


LOW.—AN INQUIRY INTO THE NATURE OF THE SIMPLE BODIES OF 
CHEMISTRY. By D. Low, F.R.S.E Professor of Agriculture in the University of Edinburgh; 
author of ** Elements of Practical Agriculture,” ** A ‘Treatise on Landed Property and the 
Economy of Kutates,”’ ‘A Treatise on the Breeds of the British Domesticated Animals,’ 
“The Hreeds of the Domesticated Auimals of Great Britain tiustrated and Deacribed.” 
2d Kdition, cularged and improved. dv. 9s. cloth. 


LOW.--ON THE DOMESTICATED ANIMALS OF CREAT BRITAIN 
Comprehending the Natural aud Kconomical History of the Species and Breeds; Hiustrations 
of the Properties of External Form; aud Observations on the Principles and Practice of 
Breeding. By David Low, Kaq., F.R.S.E., Professor of Agriculture in the University of 
Edinburgh, ctc.; author of ‘* Elements of Practical Agriculture,''etc. Svo. with Engravings 
oa Wood, 254, cloth. 


LOW.—THE BREEDS OF THE DOMESTICATED ANIMALS OF CREAT 
BRITAIN described. By David Low, Keq. F.R.S.E., Professorof Agriculturein the Univer- 


'. 


sity Of Edinburgh, etc. The Plates from drawings by W, Nicholson, HLS.A., reduced | 


from a Series of Oil Paintings, executed for the Agricultural Museum of the University of 


Edinburgh, by W. Shiels, R.S.A. 2 vols. atlas quarto, with 56 Plates of Animals, beautifully 


coloured after Nature, 16/. 164. balf-boiimd ip morc 
Or 1a four separate portions, as follow: — 


The OX. 1 Vol. With 22 Plates, price 6/, The HORSE. 1 Vol. With 8 Plates, price . 


16¢.6d. half-bound morocco. &f, half-bound morocco, 
The SHEEP. 1 Vol. With 21 Plates, price The HOG. 1 Vol. Withé Plates, price 2/. 2s. 
61. 164.6. balf-boaud morocco. half boand morocco. 


LOW.—ELEMENTS OF PRACTICAL ACRICULTURE$ 
Comprehending the Cultivation of Plants, the Hasbandry of the DomeaticAnimals, and the 
Economy of the Farm. By David Low, Esq. F.R.S.E,, Professor of Agriculture in the Uni- 
vernyot eeielares: New Edition. 8vo. with an eutircly new set of above 200 Wood- 
cuts, Sle. cloth. 


20 NEW WORKS anp NEW EDITIONS 





MACAULAY.—THE HISTORY OF ENCLAND, 
From the Accession of James ff. By Thomas Babington Macaulay. Fifth Edition. Vols. I. 
and II. 8vo. 828, cloth, 


MACAULAY.—CRITICAL AND HISTORICAL ESSAYS CONTRIBUTED TO 
THE EDINBURGH REVIEW. Bythe Right Hon. Thomas Babington Macaulay, M.P. 
Sixth Edition. # vole. 8¥0.36s. cloth. 


MACAULAY.—LAYS OF ANCIENT ROME. 
With “Ivry' and “The Armada.” By the Right Honorable Thomas Babington Maeaulay, 


M.P. New Edition. 16mo.4s. 6d.cloth; morocco, 10s. 6d.('" ""-~-7 


With numerous (ilustrations, Original and trom the Antique, drawn on wood Dy Ueorge 
Scharf, jun.; and engraved by Samuel Willams. New Edition. Fep. 4to. 22s. boards; 
morocco, 424, (sound by Haydey). 


MACKAY (CHARLES).—THE SCENERY AND POETRY OF THE ENCLISH 
LAKES: a Summer Ramble. By Charles Mackay, Esq. LL.D. author of ‘* Legends of the 
Isles,” **The Salamandrine,” ‘The Thames and {ts Tributaries,’ etc. Svo. with beautifnl 


Wood Engravings from Original Sketches, )4s. cloth. 


MACKINTOSH (SIR JAMES).—THE LIFE OF SIR THOMAS MORE. 
By the Right Hon. Sir James Mackintosh. Reprinted from the Cabinet Cyclopadia. 
Foolscap 8vo. with Portrait, 6s.cloth; or bound in vellam, 8s, 


MACKINTOSIL'S att JAMES) MISCELLANEOUS WORKS; 
Including hls contributions to The EDINBURGH REVIEW. Edited by Robert James 
Mackintosh, Esq. 8 vols. 8vo.42¢. cloth. 


M‘CULLOCH.—A DICTIONARY, GEOGRAPHICAL, STATISTICAL, AND 
HISTORICAL, of the various Countries, Places, and Principal Natural Objectsin the World, 
By JR, M‘Culloch, sq. New Edition (1849), revised and enlarged ; including new articles 
on Australia, Auatria, the British Empire, France, etc.: lu two thick and closely-printed 
volumes, illustrated with Six Jarge Maps. Svo. 41. cloth. 
*#,¢ A SUPPLEMENT fo the edition published in 1846, embodies the latest information with 
respect to the Australian Colonies, New Zealand, Natal, Labuan, etc. Price Halfea-cruw 


M‘CULLOCH.—A_ DICTIONARY, PRACTICAL, THEORETICAL, AND 
HISTORICAL, OF COMMERCE, AND COMMERCIAL NAVIGATION. By J. R. 
M'Culloch, Esq, A New Edition ((s49), corrected, evlarged, and tmproved; with a Supple- 
ment. Svo.with Maps and Plans, 50s, cloth; or 6d4. strongly balf-bound in russia, 


*,* ASUPPLEMENT to the last Edition, published in 1847, may be had separately, price 
41, Gd. sewed, 


M‘CULLOCH.—A TREATISE ON THE SUCCESSION TO PROPERTY 


VACANT BY DEATH: Including Inquiries into the Influence of Primogeniture, Entails, 
the Law of Compuisury Partition, Foundations, etc. over the Public Interests. By J. R. 
M'‘Culloch, Esq. 8vo. 6s, 6d. cloth. 


M'CULLOCH.—THE LITERATURE OF POLITICAL ECONOMY’: 


Being o Claasified Catalogue of the principal Works in the different departmenta of Politica} 
Economy, interspersed with Historical, Critical, and Biographical Notices. By J. HK, 


M‘Culloch, Esq. 8vo. 4a. cloth, 


M'CULLOCH.—A_ TREATISE ON THE PRINCIPLES AND PRACTICAL 
Pe eet sR ae AND THE FUNDING SYSTEM. by J.R. M‘Culloch, 
8q. 8vo. 10s. cloth. 


x 
post 8y0, 31s. 6d. boards, 


MAITLAND.—THE APOSTLES’ SCHOOL OF PROPHETIC INTERPRETA~ 
TION: with its History to the Present Time. By Charleg Maitland, author of * The Church 
in the Catacombs.’ 8vo. 12s. cloth. 


“We hone no hevitation in recommending it to the cowsideration of all students of the 
prophetical writings, ar one of the most valuable works that has ever appeared on the subject.” 
British Magazine. 





| 
| 


PUBLISHED BY MErssrs. LONGMAN anp Co. 21 





MAITLAND.—THE CHURCH IN THE CATACOMBS: 
A Description of the Primitive Church of Rome, illustrated by ite Sepulchral Remains. 
By Charles Maitland, New Edition, revised, Svo. with numerous Kngravings ou Wood, 49. 


MARCET.—CONVERSATIONS ON CHEMISTRY 
In which the Flementa of that Science are familiarly Explained aud Hlustrated by KExperl- 
ments. By Janc Marcet. New Kdition,corrected. 2 vola.foolacap 8vo, lag. cloth, 


MARCET.—CONVERSATIONS ON NATURAL PHILOSOPHY 3 
Iu which the Elements of that Science are famillarly explained, and adapted ta the compre- 
hension of Young Persons. By Jane Marcet, New Edition, cnlarged and corrected, Feap. 
Svo.with 23 Plates, 10s. 6d. cloth. 


MARCET.—CONVERSATIONS ON POLITICAL ECONOMY 5 
In which the Elements of that Science are familiarly explained, By Jane Marcet, New 
Editlun, revised aud enlarged. Foulscap dvo. 7a. Gd. cloth. 


MARCET.—CONVERSATIONS ON VECETABLE PHYSIOLOCY ; 


Comprehending the Elements of Botany, with their application to Agriculture. By Janc 
Marcet, New Edition. Foolscap 8vo. with Four Plates, $a. cloth, 


MARCET.—CONVERSATIONS ON LAND AND WATER, 
By Jane Marcet. New Kdition revised and corrected. Foolscap 8vo.with coloured Map 
shewlug the comparative Altitude of Mountains, 58.64. cloth, 


THE MARRIAGE SERVICE, ILLUMINATED. -—-THE FORM OF SOLEM~ 
NIZATION OF MATRIMONY. From ‘The Book of Common Prayer.’ Hluainated, tn 
the Misual style, by Owen Jones. Square tSmo., Zle. cloyautly bound. (Nearly ready. 


MARRYAT.—BORNEO AND THE EAST INDIAN ARCHIPELACO. 
By Francis S. Marryat, late Midshipman of H.M.S. Samarang, Surveying Vessel, With 
many Drawings of Costume and Scenery, from Original Sketches made on the spot by Mr, 
Marryat. ImperialSvo. with numerous Lithographic Plates and Wood Engravings, dle. 6d. 


MARRYAT (CAPT.)—MASTERMAN READY3$ 
Or, the Wreck of the Pacific. Written for Young People. By Captalu Marcyat, C.B. author 
‘Peter Simple,” etc. 3 vols. fcap. 8vo. with numerous KEngravings on Wood, 225.6d. cloth. 


MARRYAT.—THE PRIVATEER’S*MAN ONE HUNDRED YEARS ACO. 
By Captain F. Marryat, C.U.author of ‘Peter Simple,’ ““Masterman Keady,’ etc. 2vola. 
fcap. 8vu. 12a. cloth. 


MARRYAT.—THE MISSION 5; 
Or, Scenes in Africa. Written for Young People. By Captain Marryat. C.B., author of 
**Pcter Simple,’ **Maaterman Ready,” etc, 2 vols, toap. Svo, 12a. cloth, 


MARRYAT.—THE SETTLERS IN CANADA. 
Written for Young People.  y Captain Marryat, C.B. author of ‘Peter Simple,”’ 
§* Masterman Ready,” etc. New Edition. Feap. Svo, with two Mlustrations, 7¢, 6d. cloth, 


MATTEUCCI.—LECTURES ON THE PHYSICAL PHENOMENA OF 
LIVING BEINGS. By Signor Carlo Matteucci, Professor of the University of Pisa, 
Translated under the superintendence of J. Pereira, M.D, ¥.K.S. Vice-President of the 
Royal Medicol and Chirurgical Society. 12mo. 9s. cloth, 


MAUN DER —THE SCIENTIFIC AND LITERARY TREASURY : 
A New and Popular Encyclopiedin of Science and the Belles Lettres; includingall Branches 
of Science, and every hk ba connected with Literature and Art, The whole writtenin «a 
familiar style, adapted to the compreheusion of all persona desirous of acquiring information 
on the subjects comprised inthe work, and also adapted for a Manual of convenient Refer: 
eee eee By Samuel Maunder. New Edition. Frap. 8vo. 10s, cloth; bound 
uroan, 12s. 


MAUNDER,.—THE TREASURY OF HISTORY; 
Comprising a General Introductory Outline of Universal History, Ancient and Modern, and 
a Series of acparate Hiatorics of every principal Nation that male: developing their Rise, 
Progress, and Present Condition, the Moral and Social Character of thet reapective 
Inhabitants, their Religion, Manners, and Customs, etc. etc. By Samue] Maunder. New Edit, 
Feap. 8vo. 10s. cloth; bound in roan, 12s. 


MAUNDER,—THE TREASURY OF NATURAL HISTORY ; 
Or, a Popular Dictionary of Animated Nature: in whichthe Zoological Characteriaticn that 
distinguish the different Classes, Genera, and Species are combined with avariety of hutercst- 
ing Information illustrative of the Habits, Inatiucte, and General Economy of the Animal 
Kingdom. Towhich are added, a Syllabuaof Practices) Taxidermy,aud aGloasarial Appendix, 
Embellished with 900 Engravings on Wood, from Drawings made expressly for this Wi * 
By Samuel Mauoder. New Edition. Fep.8vo. 10s. cloth; bound im roan, 12s. 
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MAUNDER.—THE TREASURY OF KNOWLEDCE. 

And LIBRARY of REFERENCE: Comprising an English Grammar; Tables of English 
Verbal Distinctions; Proverbs, Terms, and Phrases, in Fatin, Spanish, French, and Italian, 
translated; new aud enlarged English Dictionary; Directions for Pronunciation; new 
Universal Gazetteer; Tables of Population and Statistics; List of Cities, Boroughs, and 
Market Towns in the Untted Kingdom; Regulations of the General Post-Office ; List of 
Foreign Animal, Vegetable, and Mineral Productions ; compendious Classical Dictionary ; 
Scripture Proper Names accented, and Christian Names of Menand Women: with Latin 
Maxims transiated; List of Abbreviations; Chronology and History|: compendious Law 
Dictionary; Abstract of Tax Acta; Interest and other Tables; Forms of Epistolary Address ; 
Tables of Precedency; Synopsis of the British Peerage; and Tables of Number, Money 
Weights and Measures. By Samuel Maunder. 18th Edition, revised throughout and 
greatly enlarged. Foolscap 8vo. 10s.cloth; bound in roan, 12s. 


MAUNDER.— THE BIOGRAPHICAL TREASURY : 
Conalsting of Memoirs, Sketches, and brief Notices of abiwo sa jvev cama caeume we mee 
Awes and Nations, from the Earliest Period of History; forming a new and complete Dic- 
tlonary of Universal Biography. By Samuel Maunder. New Edition, revised throughout; 
with a copious Supplement. Reolavan 8vo. ]0a. cloth; bound in roan, 12s 


MAXIMS AND PRECEPTS OF THE SAVIOUR: 
Being a Selection of the most beautiful Christian Precepts contained in the Four Gonpels 5 
illustrated by a series of [luminations of original character, founded on the Passages— 
** Behold the Fowls of the Air,’ ‘* Cousider the Lilies of the Field,’ ete, In a rich 
binding, in the atyle of the celebrated opus Anglicum, Square foolscap 8vo. 2ls.; or dus. 
bound in morocco. 


MEMOIRS OF THE CEOLOCICAL SURVEY OF GREAT BRITAIN, 


And of the Museum of Kconomic Geology in London. Published by order of the Lords 
Commiastoners of Her Majesty's Trensury. Vol. 1. royal 8vo. with Woodcuts and 9 Plates, 
(seven coloured), 2]e. cloth; and Vol. II. in two thick Parts, with 63 Plates (three coloured! 
and numerous Woodcuts, 42a. cloth, or, separately, 21s. each Part.——Also, 


BRITISH ORGANIC REMAINS; consisting of Plates and Figures engraved on Steel, with 
descriptive Letterpress, and forming a portion of the Memoirs of the Geological Survey. 
Decades J. and II. royal 8vo. 2s. 6d. each, or royal 4to. 4s. 6@, each. 


MERIVALE.—A HISTORY OF ROME UNDER THE EMPERORS. 
Book the First, *‘ Julius Cassar.” By the Rev. Charles Merivale, 2 vols. 8vo. 


[Nearly ready. 


MILNER (REV. J. AND I.)—THE HISTORY OF THE CHURCH OF 
CHRIST. By the Rev. Joseph Milner, A.M. With Additions and Corrections by the late 
Nev. Isaac Milner, D.D.F.R.S. A New Edition, revised, with additional Notes, by the Bev. 
Thomas Grantham, B.D., Chaplain to the Bishop of Kildare. 4 vols. vo. 52s. alain: 


MIRACLES OF OUR SAVIOUR. 
With rleh and appropriate Borders of Original Design, a series of laminated Figures of the 
Apostles from the Old Masters, alx [Numinated Miniatures, and other Embellishments. By 
the Jliuminator of the ‘ Parables.’’ Square fcap. Svo.in massive carved covers, 2ls.; or 
bound in morocco, in the missal style, 30s, 


MITCHELL.—JOURNAL OF AN EXPEDITION INTO THE INTERIOR OF 
TROPICAL AUSTRALIA, in Search of a Route from Sydney to the Gulf of Carpentaria, 
By Lieut.-Colone] Sir‘T. L. Mitchell, Knt. D.C.L, Surveyor-General of New South Walea, 
and late elective Member of the Legislative Council of that Colony. Svo. with Maps, Views, 
and Kugravings of Objects of Natural History, 2le. cloth. 


MONTGOMERY’S (JAMES) POETICAL WORKS. 
New and only complete Kdition. With some additional Poems, and Autobiographical 
Prefaces. Collected and edited by Mr. Montgomery. 4 vols, foolscap Svo. with Portrait, and 
seven other Plates, 20a. cloth; bound in morocco, 11. 16s. 


MOORE.—THE POWER OF THE SOUL OVER THE BODY, ; 
Considered in relation to Health and Morals. By George Moore, M.D. Member of the 
Royal College of Physicians, London, etc. New Edition. Post 8vo. 7s.6d. cloth, 


MOORE.—THE USE OF THE BODY IN RELATION TO THE MIND. 
By George Moore, M.D. Member of the Royal College of Physicians, London, etc. New 
Edition. Post 8yo. 9s. cloth. 


MOORE.—MAN AND HIS MOTIVES, 
By George Moore, M.D. Member of the Royal Pollege of Physicians, London, etc.; author 
of ** The Power of the Soul over the Body,” and ** The Use of the Body in relation to the 
Mind." New Edision. Post Svo. 8s. cloth, 
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MOORE'S POETICAL WORKS; 


Containing the Author's recent Introduction and Notes. Complete tu one velume, uniform 
with Lord Byron's Poems. Medium 8vo. with Portralt and Vignette, 1/. ls. cloth; or 42s. 
bound in morocco, by Hayday. 


** Also, an Edition in 10 vols. foolscap 8vo. with Portrait, and 19 Plates, 22.109. eloth; 
morocco, 4/. 10¢. 





MOORE.—SONCS, BALLADS, AND SACRED SONGS. 
By Thomas Moore, aathor of Lalla Rookh,” ‘Irish Melodies,” etc. First cotlected 
Edition, aniform with the uew Edition of Moore's “Irish Melodies’ and “! Lalla Rookh,’’ 
16mo. with Viguette Title. (Je October. 


MOORE’S IRISH MELODIES. 
New and chenper Edition, uniform Jn size with the amaller Rdltion of Mr. Macaulay's Lave 
of Ancient Rome.’’ With the Autobiographical Preface from the Collective Edition of Mr, 
Moore's Poetical Works, and a Vignette by D. Maciise, R.A,, Engraved on Wood by 
J.Thompson, l6a0, 5s. cloth, or }2s, 64. bound in morocco, by Hay ay. 


MOORE'S IRISH MELODIES. 
Illustrated by D. Maclise, R.A. Imp. 8vo. with 161 Designs, engraved on Steel, 3. 3e. 
boards; or 4/. 148. 6d. bound in morrocen, by Hayday. Proof impressions (only 200 copies 
printed, of which a few remain), 6/. 6s. boards. 


MOORE’S IRISH MELODIES. 
New Edition. Feap. 8vo. with Vignette Tithe, 10s. cloths; boundin morocco, 180. 6d. 


MOORE’S LALLA ROOKH: AN ORIENTAL ROMANCE. 
New and cheaper Edition, uniform in size with the emailer Edition of Mr, Macaulay's ‘ Lays 
of Ancient Rome.” With the Autobiographical Preface from thea Collective Kdition of Mr. 
Moore's Poctical Works, and a Vignette bv 1D, Maclice, R.A.. Engraved on Wood by 
3.Thompson. l6mo. 5s. eloth; or 128. 6d. bound in morocco, by Hayday, 


MOORE’S LALLA ROOKH: AN ORIENTAL ROMANCE. 


New Fdltion. Medium 8vo. illustrated with 13 fine Engravings,2)s. cloth; moroceo, 351.; 
with India Proof Plates, 42¢. cloth. 


MOORE'S LALLA ROOKH: AN ORIENTAL ROMANCE. 
New Edition. Foolscap 8vo. with 4 Plates, by Weastall, 10s. Gd. cloth; or J4e. bound In 
morocco, 


MORELL.—THE PHILOSOPHY OF RELICION. 
By J.D. Morell, M.A , author ofan Historical and Critical ‘‘ View of the Speculative Philo- 
sophy of Europe iv the Nineteenth Century.’’ Svo. 12s. cloth. 


MOSELEY.—ILLUSTRATIONS OF PRACTICAL MECHANICS. 
By the Rev. H. Moseley, M.A., Professor of Natural Philosophy and Astronomy ia King's 
College, London; autbor of “The Mechanical Principles of Engineering and Architec: 
ture.” New Edition, Fcap.Svo. with Woodcuts, 8. cloth. 


MOSELEY.—THE MECHANICAL PRINCIPLES OF ENCINEERING AND 
ARCHITECTURE. By the Rev. H. Moseley, M.A.F.NLS., Professorof Natural rae sed pe 
and Astronomy ip King’s College, London; and author of *‘ Itlustrations of Practical 
Mechauics,’’ ctc. 8vo. with Woodcutsand Diagrams, 1/. 4s. cloth. 


MOSHEIM’S ECCLESIASTICAL HISTORY, 


Ancient and Modern. Translated, with copious Notes, awa Murdock, D.D. New 
Edition, revised, and continued, by the Rev. Henry Soames, M.A. 4 vols. Svo. 48, cloth. 


MURE.—A CRITICAL HISTORY OF THE LANCUACE AND LITERA- 
TURE OF ANCIENT GREFCE, from the Earliest Period to the Death of Nolon. By 
William Mure, M.P., of Caldwell. 8 vuls. vo. (in the press. 


MURRAY.—AN ENCYCLOPADIA OF CEOCRAPHY 3 
comprising a complete Description of the Barth: exhibiting its Relation to the Heavenly 
Rodles, its Physical Structure, the Nataral History of each Country, and the Industry, Com- 
merce, Political Institutions, and Civil and Social State of all Nations. By Hugh Bdurray, 
F.R.S.K. New Edition. Svo. with 82 Maps, and upwards of 1,00Q-other Wood Ku- 
gravings, 34. cloth. 


NECKER DE SAUSSURE.—PROCRESSIVE EDUCATION 5 
Or, Considerations on the Course of Life. Translated and Abridged from the French of 
Madame Necker De Saussurc, by Miss Holland. 3 vols. fooiscap Svo, 199. 64. cloth. 


©,* Separately—Vols. 1. and IJ. 12s.; Vol. U1. 7s. 6d. 
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NEALE.—THE CLOSING SCENE; 
Or, Rye Crt Infidelity contrasted tn the Last Hours of Remarkable Persona. By the 
Rev. Erskine Neale, M.A., Rector of Kirton, Suffolk ; author of ‘‘ The Bishop's Daughter, 
“*Self-Sacrifice,” **The Life-Hook of a Labourer,” etc. 2 vols. feap. Svo. 134. cloth. 


*,* Separately —Vo.. I. (First Series), 6s.; Vol. 11. (Second Series), 7s. 


OWEN. —LECTURES ON THE COMPARATIVE ANATOMY AND PHYSI= 
OLOGY OF THE INVERTEBRATE ANIMALS, delivered at the Royal College of Surgeons 
in 1943. By Richard Owen, F.R.S. Hunterian Professor to the College. Frum Notes taken 
by William White Cooper, M.R.C.S. and revised by Professor Owen. With Glossary and 
Index. Svo. withneurly 140 Woodcuts, 14a, cloth. 


OWEN.—LECTURES ON THE COMPARATIVE ANATOMY AND 
PHYSIOLOGY of the VERTEBRATE ANIMALS, delivered at the Royal College of 
Surgeons in 1844 and 1846. By Richard Owen, F.R.S. Hunterian Professor to the College. 
In2vols. Vol. I. 8vo, with numerous Woodcuts, 14s. cloth. 


PARABLES OF OUR LORD. 


Richly Miumioated with appropriate Borders, printed in Colours, and in Black and Gold ; 
witha Design from one of the early German engravers. Square foolscap 8vo., uniform in 
size with the ** Sermon on the Mount,”’ 2le.,in a massive carved binding; morocco, S0s., 
bound by Hayday. 


PARKES,—DOMESTIC DUTIES 5 
Or, Inatructiona to Young Married Ladies on the Management of thelr Households and the 
Regulation of their Conduct in the various Relations and Duthes of Married Life. By Mrs. 
W. Parkes. New Edition. Foolscap 8vo. 9a. cloth. 


PARNELL.—A TREATISE ON ROADS, 
Wherein the Principles on which Roads should be made are explained and illustrated by the 
Plans, Specifications, and Cuutracts, made use of by Thomas Telford, Esq., on the Holy- 
head Road, By Sir Henry Parnell, Bart. New Edition, enlarged, 8vo. with Plates, 21s. 
cloth. 


PARROT.—THE ASCENT OF MOUNT ARARAT. 
By Dr. Friedrich Parrot, Professor of Natural Philosophy in the University of Dorpat, 
Russian Imperial Councillor of State, etc. Translated and Edited by W.D. Cooley, Fsq. 
author of the ** History of Maritime and Inland Discovery,’ etc. 8vo. with a Map by Arrow- 
smith, and Woodcuts, I4e. cloth, 


PASCAL.—THE MISCELLANEOUS WRITINCS OF PASCAL. 

Consisting of Correspondence with Relatives and Friceuds; Letter on the Death of his 
Father, ua complete state, from ortginal Sources; Philosopuical Treatines; Discourse on 
the ** Passion of Love’’ (lately discovered) ; Kusay onthe Art of Persuasion, and Notes on 
Floquence and Style; Conversations—on the Condition of the Great, etc.; Detached 
Thoughts and Notes, etc. ete.: the greater Part never before published in this Country, and 
large Portions from original Manuscripts. Arrauged and Translated from the French 
Edition of M. P. Faugére, with Introduction, Editorial Notices, Notes, etc., by George 
Pearce, Esq. Post 8vo. 8s. 6d. cloth. 


PASCAL.—THE PROVINCIAL LETTERS OF PASCAL: 
With an ‘¢ Easay on Pascal, considered as a Writer and Moralist.”” By M, Villemain, Peer 
of France, Jate Minister of Public Instruction, etc. Newly Translated from the French, 
with Memoir, Notes, and Appendix, by George Pearce, Esq. Post 8v0, 8s. 6d. cloth. 


PEREIRA.—A TREATISE ON FOOD AND DIET: 
With Observations on the Dietetical Regimen suited for Disordered States of the Digestive 
Organs; and an Account of the Dietaries of some of the principal Metropolitan and other 
Ketablishmenta for Paupers, Lunatics, Criminals, Children, the Sick, etc. By Jon. Pereira, 
M.D. F.R.S., author of ‘Elemente of Materia Medica.” 8vo. 16s. cloth. 


PESCHEL (C. F.}-ELEMENTS OF PHYSICS 
By C.F. Peschel, Principal ef the Royal Military Colle e, Dreaden, bec. ete. Transiated 
from the German, with Notes, by E. West. 8 vols. feap. 8vo. with Woodcuts, 21s. cloth. 


Part I. The Physics of Ponderable Bodies. Feap.8vo.7s. 6d. cloth. 
Separately< part 1]. Imponderable Bodics (Light, Heat, Magnetism, Electricity, 
and Electro-Dynamics). 2 vols. fcap. 8vo. 13. 6¢@. cloth, 


PHILLIPS.—FIGURES & DESCRIPTIONS OF THE PALAOZOIC FOSSILS OF 
CORNWALL, DEVON, and WEST SOMERSET; observed in the course of the Ordnance 
Geological Survey of that District. By John Phillips, F.R.S. F.G.8. etc. Published by 
Order of the Lords Commissioners of H.M. Treasury. 8vo. with 60 Plates, comprising 
very numerous Figures, 9. cloth. 
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PHILLIPS.—AN ELEMENTARY INTRODUCTION TO MINERALOGY 3 


Comprising @ Notice of the Characters, Properties, and Chemical Constitution of Minerals: 
with Accouuts of the Places aud Circumstances in which they are found, By William 
Phillips, F.L.S. M.G.S. etc. A New Edition, currected, enlatyed, and improved, by W. H. 
Miller, M.A. F.R S. Professor of Mineralogy in the Univers ty of Cambridge. Svo, with 
humerous Wood Engravings. (in the press. 


PLUNKETT.—THE PAST AND FUTURE OF THE BRITISH NAVY. 
By Captainthe Hon, FE, Plunkett, R.N. 2d Edition, corrected and enlarged; with Notes, 
and New Information communicated by several Officers of Distinction, Post svo. Be. 6d. 


THE POCKET AND THE STUD3 


Practical Hints on the Management of the Stable. By Harry Hicover, author of ‘Stable- 
Talk aud Table-Talk; or, Spectacics for Young Sportemen.’? With n Fortrelt of the 
Author on his favourite Horse ** Harlequin.’ Foolacap Syo. Sa. balf-bound, 


PORTLOCK. — REPORT ON THE GEOLOGY OF THE COUNTY OF 
LONDONDERRY, and of Parts of Tyrone and Fermanagh, examined and described ander 
the Authority of the Master-General and Board of Ordnance. By J. KE. Portlock, F.R.8.ete. 
Svo. with 48 Plates, 24s. cloth. 


POWER.—SKETCHES IN NEW ZEALAND 
with Pen and Pencil. By W. Tyrone Power, D.A.C G. Froma Journal kept jn that Coun- 
try, from July 1846 to June 1848. With 8 Plates and 2 Woodcuts, from Drawings made on 
the spot. Post Svo. 128. cloth. 


“The book is very plensantly written, crowded with picturcegue sketches, by both pew and 
pencil, and erhibits, with brevity and clearness, a complete review of the past and preeen 
relations, complicated enough tn their urigin and progress, between the native tribes, the 
New Zealand ‘company, the British Government, and the settlers, Wehave nutacen the case 
of New Zealand stated so fairly or so intellipibly elaewhere, Mr. Power's personal narrative 
considerably enhances the interest and wuluc of his statements, His journeys up rivera and 
mountains, and in various directions across a trackless country, his intercourse with the 
natives, and the Incidents of sauvage life which erery now and then rose upon Ais course, are 
full of excitement, and bring out in their details an effective picture of the culo 


ny.” 
entley's Miscellany. 
PYCROFT.—THE COLLECIAN’S CUIDE; 
Or, Recollections of College Days; netcing forththe Advantages and Temptations of a 
University Education. By the Rev. James Pycroft, B.A., author of “A Course of English 
Reading," etc, Post 8vo. 1s. 6d. cloth, 


PYCROFT.—A COURSE OF ENCLISH READING; 


Adapted to every Taste and Capacity. With Anccdotes of Men of Genius. By the Rev, 
James Pycroft, B.A., author of ** The Collegian’s Guide," etc. Foolscap 8vo. 64, 6d. cloth, 


RANKE (PROFESSOR).—RANKE’S HISTORY OF THE REFORMATION. 
Tranalated by Sarah Austin, trauaslatur uf Rauke’s ‘History ofthe Popes.”” Vole. t.and il, 
Svo. 30s.; Vol. LL. 18s. cloth, 


READER (THOMAS).—TIME TABLES. 
On a New and Simplified Plan; to facilitate the Operation of Discounting Bills, and the 
Calculation of Interest on Banking and Current Accounts, ete.: shewing, without calcula- 
tlou, the Number of Days from every Day ty the Year to any other Day, for any Perlod not 
exceeding 365 Days. By Thomas Header. Post 8vo. }4s. cloth, or 17s. calf lettered. 


REID (DR.)—ILLUSTRATIONS OF THE THEORY AND PRACTICE OF 
VENTILATION: with Remarks on Warming, Exclusive Lighting, and the Commuulcation 
of Sound. By D.B. Reld, M.D.F.R.S.K.etc. Svo. with Engravings on Wood, I6s. cloth. 


REST IN THE CHURCH. 


By the Author of “ From Oxford to Rome; and, How it Fared with Some who lately made 
the Journey.”” New Edition. Feap. 8vo. 6s. 6d. cloth, 


RICH.—THE ILLUSTRATED COMPANION TO THE LATIN DICTIONARY 
AND GREEK LEXICON: forming a Glossary of allthe Words respecting Visible Objects 
connected with the Arts, Manufactures, aud bver -day Life of the Ancieuts. With Repre- 
sentations of pearly Two Thousand Objects from the Antique, By Anthony Rich, jun. B.A. 
late of Caius College, Cambridge. Post Svo. with about 2,000 Woodcuts, 21s. cloth. 


RICHTER.—LEVANA 5 OR, THE DOCTRINE OF EDUCATION. 
Translated from the German of Jean Pau! Fr. Richter. Pust dvo. 108.64. cloth. 


RIDDLE.—LETTERS FROM AN ABSENT CODFATHER 5 
Or, aCompendium of Religivus Instruction for Young Persons. By the Rev.J,2. Riddle, 
M.A. Foolscap 8vo, 6s. cloth, 
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RIDDLE.—A COPIOUS AND CRITICAL LATIN@ENCILSH LEXICON, 
founded on the German-Latin Dictionarica of Dr. William Freund. Bythe Rev. J. E. 
Riddie, M.A., author of ‘A Complete Latin-English and English-Latin Dictionary,"’ 
** Ecclesiastical Chronology,” etc. Post dto. uniform with “Liddell and Scott’s Greek 
Lexicon,” 50s. cloth. 


RIDDLE.—A COMPLETE LATIN-ENCGLISH AND ENGLISH=LATIN DiC- 
TIONARY, for the use of Colleges and Schools, By the Rev.J.K. Biddle, M.A. New 
Edition. 8vo. 81s, 6d. cloth. 


#,° Seperately—TheKuglish-Latio Dictionary, 10s.6d.; the Latin-English Dictionary, 21s. 


RIDDLE.—A DIAMOND LATIN-ENGLISH DICTIONARY, 


A Guide to the Meaning, Quality, and right Accentuation of Latin Classical Words. By 
the Rev.J.K. Riddle, M.A. New Edition. Royal 32mo.4s. bound. 


RIDDLE.—ECCLESIASTICAL CHRONOLOCY 5 
Or, Annals of the Christian Church, from {ts Fouudation to the present Time. Containing a 
View of General Church History, and the Course of Secular Events; the Limits of the Church 
and its Relations to the State; Controversies ; Sects and Parties; Rites, Institutions, and 
Discipline; Ecclesiastical Writers,etc. By the Rev. J. E. Riddle, M.A. 8vo. lds. cloth, 


RITCHIE (ROBERT. )—RAILWAYS : THEIR RISE AND PROCRESS, AND 
CONSTRUCTION, with Remarks on Railway Accidents, and Proposals for their Preven- 
tion, By Robert Ritchie, Esq. F.R.S., S.A, Civil a cron Associate of the Institution 
of Civil Engiueers, etc, Keap. 8vo, with Woodcuts and Diagrams, 9s. cloth. 


RIVERS.—THE ROSE AMATEUR’S GUIDE: 
Containing ample Descriptions of all the hne leading varieties of Roses, regularly classed in 
their respective Families; their History and Mode of Culture. By T. Rivers, Jun. Fourth 
Edition, corrected and improved. Foolscap 8vo. 6s, clotb. 


ROBINSON.—THE WHOLE ART OF MAKING BRITISH WINES, CORDIALS, 
AND LIQUEURS, IN THE GREATEST PERFECTION; AS ALSO STRONG ANI 
CORDIAL WATERS. To which is added, a Collection of Valuable Recipes for Brewing 
Fine and Strong Ales, and Miscellaneous Articles connected with the Practice, By James 
Robinson. Fcap. Avo. 6s. cloth. 


ROBINSON (JAMES).—THE WHOLE ART OF CURING, PICKLING, 
and SMOKING MEAT and FISH, both in the British and Forcign Modes. With man 
useful Miacellancous Recipes, and full Directions for the Construction of an Economica 
Drylug-Chimneyand Apparatus, on an ecutirely new Plan, By James Robinson, Kighteen 
Years a Practical Curer. Feap. 8vo, 4s, Ga, cluth, 


ROGERS,—THE VECETABLE CULTIVATOR 3 
Contalning a plain and accurate Description of all the different Species of Culinary Vegetables, 
with the most approved Method of Cultivating them by Natural and Artificial Means, and the 
beat Modes of Cooking them. Hy John Rogers, author of The Fruit Cultivator.” New 
Edition. Foolscap 8vo. 7a. cloth. 


ROWTON.—THE FEMALE POETS OF CREAT BRITAIN 
Chronologically arranged: with coplous selections, and Critical Remarks, By Frederic 
Rowton, author of ‘* The Debater,’’ etc. Square crown Svo. lds. cloth. 


ROWTON (F.)—THE DEBATER; 
Being a Series of complete Debates, Outlines of Debates, and Questions for Discussion. 
With ample references to the best sources of information uponeach particulartopic, By 
Frederic Rowton, Lecturer on General Literature. Foolscap Svo. 6s. cloth. 


SANDFORD (REV. JOHN).—PAROCHIALIA, 
Or Charch, School, and Parish. By the Rev. John Sandford, B.D. Vicar of Duncharch, 
Chaplain to the Lord Bishop of Worcester, Hon, Canon of Worcester, and Rural Dean. 
Svo. with numerous Woodcuts, 16s. cloth. 


SANDFORD.—WOMAN IN HER SOCIAL AND DOMESTIC CHARACTER. 
By Mrs.John Sandford, 6th Edition. Foolsacap 8vo.6s. cloth. 


SANDFORD.-—FEMALE IMPROVEMENT. 
By Mra.John Sandford. New Edition. Foolscup 8vo.7¢. cloth. 
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SCHLEIDEN.—PRINCIPLES OF SCIENTIFIC BOTANY 3 
or, Botany ae an Inductive Science. By Dr. M. J. Schleiden, rahersh Glare of 
Botany in the University of Jena, Translated by Edwin Lankester, M.1)., F.L.S., Lecturer 
oe Botany at the St. George's School of Medicine, London. Svo. with Plates and Woodcuts, 
le. cloth. 


‘6 We congratulate our readers on the nppeavanee ef an English edition of this remarkable 
work, by « gentleman 20 capable te do full Justice to as Dr. Lawkester. It cannot sail to 
interest deeply all true lovers of Botanical Seiones, and we deliewe it will be considered @ 
caluable addifi~n te owr Botanical literature.” Jameson's Philosophical Journal. 


SCOFFERN.—THE MANUFACTURE OF SUCAR, 
in the Colonies and at Home, chemically considered. By John Scoffern, M.B. Lond., late 
Professor of Chemistry at the Aldersgate Schvol of Medicine. Svo. with illustrations (ome 
coloured), 10s. Gd. cloth. 


SEAWARD.—SIR EOWARD SEAWARD’S NARRATIVE OF HIS SHIPWRECK, 
and consequent Discovery ot certain Islands in the Caribbean Sea: with a Detail of many 
extraordinary and highly interesting Events in hie Life, from 1733 to 1749, as written iu bis 
own Diary. Edited by Miles Jaue Porter. New Edition. 2 vols. poat vo. Sha. cloth. 


SENIOR.—CHARLES VERNON: 
A Transatlantic Tale. By Lieut.-Colonel Henry Senior. 2 vols, post Svo. le, boards, 


THE SERMON ON THE MOUNT. 
Intended as a Birthday-Present, or Gift-Book forall Seasons. Printed in Gold and Colours, 
in the Mixsal me with Ornamental Borders by Owen Jones, Architect, and an Hluminated 
Frontispiece iW "Boxall, Esq. A newedition. Foolscap 4to.inarich brocaded silk cover, 
21a.; or bound in morocco, by Hayday, 25a. 


SEWELL.—AMY HERBERT. 
By a Lady. Edited by the Rev. William Sewell, B.D., Fellow and Tutor of Exeter Col- 
lege, Oxford. New Edition. 2 vols. foolecap Svo. 9s. cloth. 


SEW ELL.—CERTRUDE. 
A Tale. By the author of ‘Amy Herbert.’ Edited by the Rev. William Sewell, B.D., 
Fellow and Tutor of Exeter College, Oxford. New Kdition, 2 vols. foolacap 8vo. 9s. cloth. 


SEW ELL.—LANETON PARSONACE : 
A Tale for Children, on the practical use of aj portion of the Church Catechism, By the 
author of ‘* Amy Herbert,’’ Edited by the Rev. W. Sewall, B.D., Follow and Tutor of 
Exeter College, Oxford. New Edition. 3 vols. fcap. 8vo, 16a, cloth, 


SEWELL.—MARCGARET PERCIVAL. 
By the Author of *‘Amy Herbert.’’ Edited by the Rev, W. Sewell, B.D., Fellow and Tutor 
of Exeter College, Oxford, New Edition. 2 vols. foolscap Svo. 128, cloth. 


SHAKSPEARE, BY BOWDLER. 
THE FAMILY SHAKSPEARE , in which nothing Saadded tothe Original Text; but those 
Words and Expressions are omitted which cannot with propriety be read sload. By T. 
Bowdler, Esq. F.R.S. New Edition, Svo, with 36 [llustrations after Smirke, etc., 2le, 
cloth; or, without Ilustratiuas, 8 vols. Svo. 4/. ids. 6d. Loards. 


SHORT WHIST: 
Ita Rise, Progress, and Lawa; with the recent Decisions of the Clubs,and Observations to 
makeany one a Whiat Player. Beta elsothe Laws of Piquet, Cassino, Ecarte, Cribbage, 
Backgammon. By Major A * * * * © NewEdition. Towhich are added, Precepts forTyros. 
By Mrs.B *& © © ® © = Foalscap 8vo. 3s. cloth, gilt edges. 


THE COOD SHUNAMMITE. 
From the Scriptures. With 6 Original Designs by A. Klein, and an Ornamental Border to 
each page, In the Missal style, by L. Gruner. Printed in Colours and Gold. Square 
fcap.8vo. 2ls. in massive carved covers ; or Sls. bound in moroccy. 


SINCLAIR.—SIR EDWARD GRAHAM 5 
Or, Railway Speenlators, By Catherine Sinclair, author of ‘Modern Accomplishments,” 
ete. 3 vols. post Svo. (Nearly ready. 


SINCLAIR.—THE BUSINESS OF LIFE. 
By Catherine Sinclair, author of ‘The Juurney of Life,” ‘Jane Bouverie,” ‘ Modern 
Accomplishments,?’ ‘‘ Modern Society,” etc. 2 vols. fcap. Svo. 10s. cloth. 


28 NEW WORKS anp NEW EDITIONS 





SINCLAIR.—THE JOURNEY OF LIFE. 
By Catherine Sinclair, author of *‘The Business of Life,’ ‘(Modern Society,” “Jane 
Bonverie,’’etc. New Edition, corrected and enlarged. Fcap.8vo. 5s. cloth. 


SINNETT,—BY-WAYS OF HISTORY, FROM THE TWELFTH TO THE 
SIXTEENTH CENTURY. By Mrs. Percy Sinnett, 2 vols, post 8vo. 18s. cloth, 


SIR ROCER DE COVERLEY. 


From the Spectator, With Notes and Illustrations, and Engravings on Wood from Designs 
by Frederick Tayler, Member of the Society of Painters in Water Colours. 
(Nearly ready. 


THE SKETCHES 5 


Three Tales. By the Authors of ‘* Amy Herbert,” “The King’s Messengers,’’ and‘* Hawk- 
stone.’”? New Edition. Fcap. 8vo. with six Plates, 88. cloth, 


THE WORKS OF THE REV. SYDNEY SMITH. 
ST ia the Author’s Miscellaneous Writings, and Contributions to the Edinburgh 
Review. New Edition, with Additions. 3 vols.8vo. with Portrait, 36s. cloth. 


SMITI.—SERMONS PREACHED AT ST. PAUL’S CATHEDRAL, 
the Foundling Hoapital, and several Churches In London; together with others addressed 
to a Country Congregation, By the late Rev. Syduey Smith, Canon Reaidentiary of St. 
Paul’s Cathedral, 8vo. 12s, cloth, 


SMITH.—THE VOYACE AND SHIPWRECK OF SAINT PAUL: 
with Dissertations on the Sources ofthe Writings of St. Luke, and the Ships and Navigation 
of the Antients. By James Smith, Esq. of Jordanhill, F.R.S.etc. 8vo. with illustrative 
Views, Charts, and Woodcuts, 148. cloth. 


SMITH.—SACRED ANNALS: 
Or, Researches into the History and Religion of Mankind, fromthe Creation of the World 
to the Death of Isnac: deduced from the Writings of Moses and other Inspired Authors, 
coplously illustrated and confirmed by the ancient Records, Traditions, and My tachoRy of 
the Heathen World, Uy George Smith, F.S.A.etc. author of **The Religion of Ancient 
Britain,’ ete. Crown 8vo.10s. cloth. 


6° Fol. 11. comprising the History and Religion of the Hebrew People, from the origin of 
the Nution to the time of Christ, ts nearly ready. 


THE RELICION OF ANCIENT BRITAIN HISTORICALLY CONSIDERED: 
Or, a Succinct Account of the several Religious Systems which have obtained in this 
Island from the Eurliest Times to the Norman Conquest: including an Investigation into 
the Early Proyress of Errorin the Christian Church, the Introduction of the Gospel luto 
Britain, and the State of Religion in England till papery had gained the Ascendancy. 
By George Smith, F.A.S. New Edition. Svo.7s.6d.cloth. 


PERILOUS TIMES: 
Or, the Ayressions of Anti-Christian Error on Scriptural Christianity: considered in refer- 
ence tothe Dangers and Duties of Protestants. By George Smith, F.A.S. Member of the 
Royal Asiatic Society, and of the Royal Society of Literature. Foolscap 8vo. 6s. cloth. 


BSOAMES.—THE LATIN CHURCH DURING ANCLO=SAXON TIMES. 
By the Rey. Henry Soames, M.A., Editor of *‘Mousheim’s Institutes of Ecclesiastical 
History.” 8vo. Ide. cloth. 


SOME PASSACES FROM MODERN HISTOR 


y the Author of ** Letters to My Unknown Friends,” ‘aad ‘Twelve Years Ago.”’ Foolscap 
Bvo.6s.6d. cloth. 


THE SONC OF SONCS, WHICH IS SOLOMON’S. 
From the Holy Scriptures, Being the Six Chapters of the Book of the Song of Solomon, 
richly iMuminated, in the Missel Style, by Owen Jones. Elegautly bound in relievo leather 
Impertal l6mo. 21s. 


SONCS, MADRICALS, AND SONNETS: 
A Gathering of some of the most pleasant Flowers of old English Poetry. Set in Borders of 
coloured Ornaments and Vignettes. Square foolscap Svc. 10s. 6d. ornamental boards, or 
17a. bound ip murocco, 


SOUTHEY.—THE LIFE AND CORRESPONDENCE OF THE LATE ROBERT 
SOUTHEY., Edited by his Son, the Rev. Charles Cuthbert Southey, M.A. Ot pe. 
the press, 
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SOUTH EY.—THE LATE MR. SOUTHEY’S COMMON-PLACE BOOK. 
Edited by hia Son-in-Law, the Rev. John Wood Warter. Ftrat Series, compriatag CHOICE 
PASSAGES, Moral, Religious, Political, Phllosopbical, Historical, Pocttenal, and Miscellas 
neous; and COLLECTIONS for the History of Mauners and Literature Iu Kngland, Form- 


us a ee complete initeclf, With a Medallion Portrait of Southey. Square crown Bro, 
» cloth. 


** Sack a collection of ‘Choice Passages’ we have never previously met with. They are 
drawn frum Qyrks of all classes, and from enery age of oxr literature, and bespenh an 
acquaintance, at once minute and comprehensive, with the whole range of Kaglish author- 
ship. Itisa book tu be taken up for the hour, and the more forquentiy its compantonshlp ia 
sought, the higher will be the opinion formed of it ast treasures. Aw awple inden is 
happily supplied, which serves the purpuse uf a skilful guide in what would otherwise be « 
trackless though rich wilderness. The Uteratenr and the general reader will be alike 
Bratified by its pages, in which wit and logic, Aumour and grave discourse, puctry and science, 
the facts of Aistory and the lessons of philosophy, are happily mingled in due proportions.” 

Kelectic Review. 


*,* The Second Series, being SPECIAL COLLECTIONS, ig in the press. 


BOUTHEY—THE DOCTOR, ETC.- 
By the late Robert Southey. Complete In One Volume. Edited by the Author's @oneln- 
Law, the Rev. John Wood Warter. With Portrait, Vignette Tithe-page, aud Bust of the 
Author. NewKdition. Square crown Svo. Qie. cloth, 


SOUTHEY —THE LIFE OF WESLEY, 
And Rinse and Progreas of Methodiam, By Robert Southey, Eyq. LL.D. New Edltion, with 
Notes by the inate Samuel Taylor Coleridge, Exq., and Remarks onthe Life and Character 
of John Wesley, hy the late Alexander Huon, Euq. Edited by the Rev. Charles Cuthbert 
Southey, A.M. Curate of Cockermouth. 2 vols. 8vo. with two Portraita, 1/, 8s. cloth. 


ROBERT SOUTHEY’S COMPLETE POETICAL WORKS: 
Containing allthe Author’s last Introductions and Notes. Complete in One Volame, 246. ¢ 
with Portraitand Vignette, uniform with Byron's and Moore's Poetical Works. Medium 8vo. | 
21a. cloth; or dus. bound in morocco, by Hayday. 


Also, an Edition in 10 vols. foulscap8vo. with Portrait and 19 Plates, 2/.108.; moroceo, 41. lta. 


SOUTHEY.—SELECT WORKS OF THE BRITISH POETS: 
From Chaucer to Withera. With Giographical Sketches, by M.Southey, LL.D, Medium 
Svo, 80a. cloth, or, with gilt edges, Sls. 6d. 


STABLE TALK AND TABLE TALK 3 OR; SPECTACLES FOR YOUNC 
SPORTSMEN. By Harry Hicover. 2 vols. 8vo, with Portrait, 249, cloth, 


STEEL’S SHIPMASTER’S ASSISTANT. 

Compiled for the use of Merchants, Owners and Masters of Ships, Oificers of Customs, and 
all Persons connected with Shipping or Commerce ; containing the Law and Local Reyula- 
tions affecting the Ownership, Charge, and Management of Ships and thelr Cargoes; 
together with Notices of other Matters, and all necessary [Information for Mariners, New 
Edition, rewritten throughout. Edited by Graham Willmore, Fag, M.A. Borrister-at-Law ; 
George Clements, of the Customs, London, aud William Tate, author of ‘* The Modern 
Cambist.’’ Svuo.28e. cloth; or 24s, bound, 


STEPHEN.—ESSAYS IN ECCLESIASTICAL BIOCRAPHY, 
By the Right Hon. Sir James Stephen, K.C.B. 2 vols. vo. 24a, cloth. 


“| Ase complete treasury of biography of men whose lives dearrve tu be known, we heartily 
recommend these volumes to all whocan admire talent, love Acalthy reading, and are destroma 
wotonly of rich amusement, but of being furnished with instruction worth the remembering.’ 

Church and State Gazette, 


STEPHEN.—THE HISTORY OF THE CHURCH OF SCOTLAND 
From the Reformation to the Present Time. By Thomes Stephen, author of ** The Book of 
the Constitution,” “Spirit of the Church of Rome,’' etc. 4 vols. vo, with 24 highiy-6ulshed 
Portraits, engraved on Steel, 32s. cloth, 


STEPHENS.—A MANUAL OF SRITISH COLEOPTERA 5 
Or, BEETLES : containing « Description of all the Species of Beetles hitherto ascertained to 
Inhabit Great Britain and Ireland, etc. By J.F.Stepbens, F.L.8, Post Svo, 14s.cloth, 


THE STUD, FOR PRACTICAL PURPOSES AND PRACTICAL MEN? 
Being a Guide to the Chotce of a Horse for pase more than for show. By Harry Hieover, 
Uniform with ‘The Pocket and the Stud.” With Two Plates, one representing °' A pretty 
good sort for most purposes; ’ the other, “* Rayther’ a bad sort fur auy purpose.” Feap. 
svo, 5s. half-bound. 


“This little volume contains crectlent advice to those who are desiroms o becoming potsesead 
of a guod and sound horse, and cannot rely upon their own judgment. The axthor'sname is 
@ guarantee for his thorough knowledge in all that relates tu horse-fesh,”—Weekly Dispatch, 
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THE SUITOR’S INSTRUCTOR IN THE PRACTICE OF THE COUNTY 
COURTS: containing all the Information necessary for Conducting or Defending a Suit; 
the Fees payable on each Step; Definitions of the Legal Terms used iu the Proceedings; an 
Abatract of the Act of Parliament; the Rules of Practice, etc. etc. Also a District Direc- 
tory, giving the Names of all the Streets (and the number of Houses in cach Street) which 
form the Boundaries of the Metropolitan Districts; made from an actual Perambulation 
around each: aud a List of the Country Districts. By a County Court Assistant Clerk. 
12mo., 48. 6d. cloth. 


SW AIN.—ENGLISH MELODIES. 
By Charles Swain, author of **The Mind, and other Poems.” Feap. 8vo. 62, cloth. 

“A volume of lyrics whieh will be read with avidity... The dinertity of swdjecte—the 
harmony of rhythin—the feeling and hindliness uf heart—the pathos manifested,—must render 
thie book deserucdly popular. TaAere is in numbers of the sotiges a striking originality that 
connot fuil to charm Ae reader and rivet his attention.” Suuday Times. 


TATE.—THE CONTINUOUS HISTORY OF THE LIFE AND WRITINCS OF 
8T. PAUL, onthe basis of the Acts; with Intercalary Matter of Sacred Narrative, supplied 
from the Epistles, and elucidated io occasional Dissertations: with the Hore Pauline of 
Dr. Paley, in a more correct edition, subjoined. By James Tate, M.A. 8vo. Map, 13s. cloth, 


TAYLER (REV. CHARLES B.)}—MARCARET3 
Or, the Pearl. By the Rev. Charles B. Tayler, M.A., suthor of ** Lady Mary; or, Not of 
the World;"' etc. New Edition. Foolscap sve. 62. cloth. 


TAYLER (REV.CHARLES B.)—LADY MARY; OR, NOT OF THE WORLD. 
By the Rev. Charles B. Tayler, author of ‘Margaret, or the Pearl,’’? etc, New Edition- 
Foolscap 8vo. with Frontispiece, 68. 64. cloth. 


TAYLOR.—LOYOLA AND JESUITISM : 
In ita Rudiments. By leaac Taylor, author of *‘ Natural Hletory of Society.” With medal- 
Hon Portrait, Post 8vo. 10s. 6d. cloth. 

“ Various books on individual Jesuits, or on the constitutions ef their order, have lately 
appeared, but nothing at all approaching in interest or merit to Loyoln: and Jesuitism in its 
Rudiments..,.a buok that must be carefully read by any one who wishes to forma true idea 
of Loyola, and am idea of Jeruitien.” Spectator. 


THIRLWALL.—THE HISTORY OF CREECE,. 

By the Right Rev. the Lord Bishop of St. David's. A new Edition, revised; with Notes, 

Vols. 1. to V, Svo. with Maps, 122, each cloth. To be completed in 8 volumes. 

We are glad to reeetve another polume of this edition of Bishop Thirlwalls _.... .,. 
and ave quite satisAed, on an inapection of ite contents, at the delay which has occurred in ite 
appeuvance, The work is one of which Knglish scholarship may well be prowd—wnniting sound 
eredition with clerant taste, an intimate knowledge of the sources of Greek history, with a 
diecriminating Judgment, and avery felicitous style of composition.’ Eclectic Review. 


*,* Alto, an Rdition in 8 vols. feap. 8v0. with Vignette Titles, 21.88. elota, 


THOMSON’S SEASONS 
Edited by Bolton Corney, Enq. Ulastrated with Seventy-seven Designs drawn on Wood by 


the Members of the Etching Club, Engraved by Thompson and other eminent Engravers. 
Square crown Svo. uniform with ‘Goldsmith's Poema,” 21s. cloth; bownd in morocco, by 


Hayday, 360. 


THOMSON’S SEASONS. 
Fdited, with Notes, Philosophical, Classical, Historical, and Biographical, by Anthony Todd 
Thomson, M D. F.L.S., Professor uf Materia Medica and Therapeutics, and of Forensic 
Medicine, in University College, London, etc, Fecap.8vo. 7s. 6d. cloth. 


THOMSON, —THE DOMESTIC MANACEMENT OF THE SICK ROOM, 
Necessary, in Aid of Medical Treatment, for the Cure of Diseases. By Authouy Todd 
Thomson, M.D. F.L.8.etc. New Edition. Post 8vo. 10a.6d. cloth. 


THOMSON (JOHN).—TABLES OF INTEREST 
At Three, Four, Four-and-a-balf, and Five per Cent., fron One Pound to Ten Thonsand, 
and from One to Three Hundred and Sixty-five Days, tu a regular progression of Single 
Daya; with Interest at all the above Rates, from Oue to Twelve Months, and from One to 
Ten Years. Also, Tables sbewing the Exchange oo Bills, etc.etc.etc. ByJoho Thomson, 
Accountant, New Edition. 12mo. 8s. bound. 


THOMSON.—EXPERIMENTAL RESEARCHES ON THE FOOD OF ANIMALS, 
AND THE FATTENING OF CATTLE: with Remarks on the Food of Man. By Robert 
Dundas Thomson, M.D. author of ‘* School Chemistry, or Practical Radimenta of the 
Scieuce.”” Feap, 8vo. ba. cloth. 


THOMSON.—SCHOOL CHEMISTRY 5 
Or Practical Rudiments of the Science, By Robert Dundas Thomson, M.D, Master in 
Surgery in the Uulversity of Glasgow ; Lecturer on Chemistry inthe same University; and 
formerly in the Medical Service of the Honourable East India Compauy, Foolscap 8vo. 


with Woodcuts, 72. cloth, 
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THE THUMB BIBLE 3 
Or, ete ae coum oF par paeeaas meing en cone #3 the Old and New Testa- 
ments in English Verse. ted from the Edition of } » Whiteingbam, C i 
Gtmo. ls. 64. bound and clasped. — ee 


TOMLINE (BISHOP).—AN INTRODUCTION TO THE STUDY OF THEQIBLE: 
Being the Firat Volume of the Elements of Christian Theology ; containing Proofs of the 
Authenticity and luxpiration of the Holy Scripturea; a Summary of the History of the Jews; 
an Account of the Jewish Sects; anda brief Statement of the Contents of the several Books 
a ne oe Dostaman: By the late George Tomliuc, D.D.F.R.S. New Edition. Foolecap avo. 

- 6d, ciota, 


TOOKE.—THE HISTORY OF PRICES 
With reference to the Causes of their principal Variations, from the year 1792 to the year 
1838, inclusive. Preeeded by a Sketch of the Histo of the Corn Trade in the last ‘'wo 
Centuries. By Thomas Tooke, Esq. F.R.8. 8 vols. Svo. 23. Se, cloth. 


TOOKE.—THE HISTORY OF PRICES, 
and ofthe State of the Circulation, from 1889 to 1847, Inclaslve: with a General Review 
of the Currency Question, and Remarks ou the Operation of the Act 7 and 8 Vict. c. 831 
being acontinuation of ‘The History of Prices from 1792 to 1889."" By Thomas Tooke, aq. 
P.R.S. Sve. kes. cloth. 


TOWNSEND (CHARLES).—THE LIVES OF TWELVE EMINENT JUDCES 
OF THE LAST AND OF THE PRESENT CENTURY. By W. Charles Townsend, Kaq., 


A.M. Recorder of Macclesfield, author of “Memoirs uf the House of Commons." b vols. 
Bvo. 28s. cloth. 


TURNER.—THE SACRED HISTORY OF THE WORLD. 


Attempted to be Philosophically considered, iu a Series of Letters to a Son, By Sharon 
Turner, F.S.A.and R.A.S.L. Eighth Edition, edited by the Kev, Sydney Turner, 3 vols. 
post Svo. 3le, 6d. cloth. 


TURNER.—THE HISTORY OF ENCLAND, 


From the Farliest Period to the Death of Elizabeth. By SharonTurper, Esq. F.4.8.R.A.8. 
New Editions, 12 vols, 8vo. 8é. 8s. cloth; or, separately — 


THE HISTORY of the ANGLO-SAXONS. 3 vols, Byvo. 21, ba. 

THE HISTORY of ENGLAND during the MIDDLE AGES. 6 vols. 8v0. 3i. 
THE HISTORY of the REIGN of HENRY VIII. 2 vole. Bvo. 268. 

THE REIGNS of EDWARD VI., MARY, and ELIZABETH. 2 vols. 8v0.82¢. 


TURTON’S (DR.) MANUAL OF THE LAND AND FRESHWATER SHELLS OF 
THE BRITISH ISLANDS. A ocw Edition, thoroughly revised, with Additious. By John 
Edward Gray. Post 8vo. with Woodcuts, and 12 colourcd Plates, lds. cloth. 


TWELVE YEARS AGO: 
A Tale. By the Author of ‘‘ Letters to My Unknown Friends.” Foolscap 8vo. 64,6d, cloth, 


** These * Panmages' are excrilent specimens of a fluwing and agreeable style, free from all 
pedantry. The author says that no new facts are brought forward, and no new truths 
elicited. Thtsistruc ay far asa well-read student of history is concerned; but even he will 
And agreat charm in the telling. The notes, too, are valuable, as suggestive of ather Aeine 
of history, o atores of pleasant knowledge yet to be acquired by the young student. The 
manner in which the author parallels, as tt were, characteristics ur tastrs in men whose coun- 
tries and careers were Jar remote, yet in the bent of whase minds thers was much -~---- *'-- ~~ 
ts one of the most recommendable things in the bouk.” Weekly News. 


TWINING.—ON THE PHILOSOPHY OF PAINTING: 
A Theoretical and Practical Treatise ; cum petaliig Aesthetics in reference to Art—the Appll- 
cation of Rules to Painting—and General Observations on Perapective. By H.Twiniag, Eaq. 
Imperial 8vo. with numerous Plates and Wood Engravings, 21s. cloth. 


URE.—DICTIONARY OF ARTS, MANUFACTURES, AND MINES: 


Containing a clear Exposition of their Principles and Practice. By Audrew Ure, M.D. 
¥.R.S. M.G.8.M.A.S. Lood., M. Acad. N.S. Philad.; 8. Ph.Soc.N. Germ. Hanov.; Mullil, 
etc. etc. 34 Kdition,corrected. 8vo. with 1,240 Woodcuts 0s. cloth. 


By the same Author, 
SUPPLEMENT OF RECENT IMPROVEMENTS. 2d Edition. Svo. 14s. cloth. 
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